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4
E-UTRAN RRC_IDLE State Mobility 
After the UE has switched on and a PLMN has been selected, the cell selection process takes place. This process allows the UE to select a suitable cell where to camp on in order to access available services. In this process the UE can use stored information (Stored information cell selection) or not (Initial cell selection).

When the UE is in either Camped Normally state or Camped on Any Cell state on a cell, the UE attempts to detect, synchronise, and monitor intra-frequency, inter-frequency and inter-RAT cells indicated by the serving cell, the cell re-selection evaluation process takes place. This process allows the UE to select a more suitable cell and camp on it. In this process the UE measurement activity is controlled by measurement rules defined in TS 36.304 [6] clause 5.2.4.2, allowing the UE to limit its measurement activity.

4.1
E-UTRAN Cell Selection
 Editor’s note: There are currently no tests defined for E-UTRAN cell selection.

4.2
E-UTRAN Cell Re-Selection

4.2.1
E-UTRAN FDD – FDD cell re-selection intra frequency case
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined
· The Test tolerances applicable to this test are undefined

· 
4.2.1.1
Test purpose

To verify that when the current and target cell operates on the same carrier frequency the UE is able to search and measure cells to meet the intra-frequency cell re-selection requirements.

4.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
4.2.1.3
Minimum conformance requirements

The cell re-selection delay shall be less than Tevaluate E-UTRAN_Intra + TSI-EUTRA in RRC_IDLE state.

The UE shall be able to identify new intra-frequency cells and perform RSRP measurement of identified intra-frequency cells without an explicit intra-frequency neighbour list containing physical layer cell identities.

The UE shall be able to evaluate whether a newly detectable intra-frequency cell meets the re-selection criteria defined in TS 36.304 [6] within Tevaluate,E-UTRAN_Intra as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 when Treselection = 0.

The UE shall measure RSRP at least every Tmeasure,EUTRAN_Intra as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 for intra-frequency cells that are identified and measured according to the measurement rules.

The UE shall filter RSRP measurement of each measured intra-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, [at least two measurements] shall be spaced by at least Tmeasure,EUTRAN_Intra / 2.

For an intra-frequency cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that the intra-frequency cell has met the re-selection criterion defined in TS 36.304 [6] within TevaluateFDD,Intra  as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 when Treselection = 0.

If Treselection timer has a non-zero value and the intra-frequency cell is better ranked than the serving cell, the UE shall evaluate this intra-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall re-select that cell.
The UE shall evaluate the intra-frequency cell re-selection criteria as defined in TS 36.304 [6] at least every DRX cycle. The DRX cycle length is 1.28 seconds.

At intra-frequency cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels of the target intra-frequency cell for paging reception. The interruption time shall not exceed TSI-EUTRA + 50 ms. TSI-EUTRA is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks as defined in TS 36.331 [5] for a E-UTRAN cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.3 and A.4.2.1.
4.2.1.4
Test description
4.2.1.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1. 
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1. 
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
 1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 4.2.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0. 
4. Message contents are as defined in clause 4.2.1.4.3
5. There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
Table 4.2.1.4.1-1: General Test Parameters for E-UTRAN FDD-FDD intra cell re-selection test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in clause A.2.1

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cell
	
	Cell2 
	

	Final condition
	Visited cell 
	
	Cell2
	

	E-UTRA RF Channel Number
	
	1
	Only one FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	
	
	
	

	Time offset between cells
	ms
	3 
	Asynchronous cells

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in 3GPP TS 36.211

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	15
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	15
	T2 need to be defined so that cell re-selection reaction time is taken into account.


4.2.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The UE is requested to monitor the neighbouring cell on one E-UTRA FDD carrier. In the test there are two successive time periods, with time duration of T1 and T2 respectively. Both Cell 1 and Cell 2 are already identified by the UE prior to the start of the test. At T1 the UE is camped on to Cell 1. Cell 1 and Cell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing Cell 2.
1. Ensure the UE is in State 2 according to TS 36.508 [7] clause 4.5.2.
2. Set the parameters according to T1 in Table 4.2.1.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 4.2.1.5-1.

4. The SS waits for random access requests information from the UE to perform cell re-selection on Cell 2.
5. If the UE responds on Cell 2 during time duration T2 within 8 seconds from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one. 

6. Repeat step 1-5 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved. 
4.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 4.2.1.4.3-1: SystemInformationBlockType3: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test point 1 requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionInfoCommon SEQUENCE {
	
	
	

	  q-Hyst
	dB0 (0 dB)
	0 is actual value in dB (0 * 2 dB)
	


Table 4.2.1.4.3-2: SystemInformationBlockType3: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test point 2 requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	 intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	  q-Rxlevmin
	-70 (-140 dBm)
	-140 is actual value in dBm (-70 * 2 dBm)
	


Table 4.2.1.4.3-3: SystemInformationBlockType4: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType4

	Information Element
	Value/remark
	Comment
	Condition

	intraFreqNeighbouringCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {
	
	
	

	  q-OffsetCell
	dB0 (0 dB)
	0 is actual value in dB (0 * 2 dB)
	


Table 4.2.1.4.3-4: PRACH-ConfigCommonDEFAULT: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	Prach-ConfigInfo SEQUENCE {
	
	
	

	  Prach-ConfigurationIndex
	4
	
	


4.2.1.5
Test requirement

Tables 4.2.1.4.1-1 and 4.2.1.5-1 defines the primary level settings including test tolerances for E-UTRAN FDD-FDD intra-frequency cell re-selection test case.
Table 4.2.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD intra frequency cell re-selection test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in clause D.1.1 (OP.1 FDD)
	
	OP.1 FDD
	OP.1 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RB
	
	
	

	SSS_RB
	
	
	

	PCFICH_RA
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote 1
	
	
	

	OCNG_RBNote 1 
	
	
	

	Qrxlevmin
	   dBm
	-140
	-140
	-140
	-140

	Pcompensation
	dB
	0
	0
	0
	0

	Qhysts
	dB
	0
	0
	0
	0

	Qoffsets, n
	dB
	0
	0
	0
	0

	Cell_selection_and_

reselection_quality_measurement
	
	RSRP
	RSRP
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	dB
	2.36 + TT
	-3.33 + TT
	-3.33 + TT
	2.36 + TT
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 kHz
	-87 + TT
	-90 +  TT
	-90 +  TT
	-87 +  TT

	Treselection
	S
	0
	0
	0
	0

	Sintrasearch
	dB
	Not sent
	Not sent

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2.

The cell re-selection delay test requirement in this case is expressed as:

Cell re-selection delay = Tevaluate,E-UTRAN_Intra + TSI-EUTRA
Tevaluate,E-UTRAN_Intra = 6.40 s; as specified in TS 36.133 [4] clause 4.2.2.4.

TSI-EUTRA = 1280 ms; as specified in TS 36.133 [4] clause 4.2.2.4 

The cell re-selection delay shall be less than a total of 8 seconds in this test case (note: this gives a total of 7.68 seconds but the test allows 8 seconds).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

4.2.2
E-UTRAN TDD – TDD cell re-selection intra frequency case

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
4.2.2.1
Test purpose

To verify that when the current and target cell operates on the same carrier frequency the UE is able to search and measure cells to meet the intra-frequency cell re-selection requirements.
4.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

4.2.2.3
Minimum conformance requirements

The cell re-selection delay shall be less than Tevaluate,E-UTRAN_Intra + TSI-EUTRA in RRC_IDLE state.

The UE shall be able to identify new intra-frequency cells and perform RSRP measurement of identified intra-frequency cells without an explicit intra-frequency neighbour list containing physical layer cell identities.

The UE shall be able to evaluate whether a newly detectable intra-frequency cell meets the re-selection criteria defined in TS 36.304 [6] within Tdetect,EUTRAN_Intra as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 when Treselection = 0.

The UE shall measure RSRP at least every Tmeasure,EUTRAN_Intra as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 for intra-frequency cells that are identified and measured according to the measurement rules.

The UE shall filter RSRP measurement of each measured intra-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, [at least two measurements] shall be spaced by at least Tmeasure,EUTRAN_Intra / 2.

For an intra-frequency cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that the intra-frequency cell has met the re-selection criterion defined in TS 36.304 [6] within Tevaluate,E-UTRAN_Intra as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 when Treselection = 0.

If Treselection timer has a non-zero value and the intra-frequency cell is better ranked than the serving cell, the UE shall evaluate this intra-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall re-select that cell.

The UE shall evaluate the intra-frequency cell re-selection criteria as defined in TS 36.304 [6] at least every DRX cycle. The DRX cycle length is 1.28 seconds.

At intra-frequency cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels of the target intra-frequency cell for paging reception. The interruption time shall not exceed TSI-EUTRA + 50 ms. TSI-EUTRA is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks as defined in TS 36.331 [5] for a E-UTRAN cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.3 and A.4.2.1.

4.2.2.4
Test description

4.2.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 4.2.2.4.1-1.
3. Propagation conditions are set according to Annex B clause B.0.
4. Message contents are as defined in clause 4.2.2.4.3.
5. There is one E-UTRA TDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Table clause C.0 and C.1 for this test.
Table 4.2.2.4.1-1: General Test Parameters for E-UTRAN TDD-TDD intra cell re-selection test case
	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cells
	
	Cell2 
	

	Final condition
	Visited cell 
	
	Cell2
	

	E-UTRA RF Channel Number
	
	1
	Only one TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Time offset between cells
	(s
	3
	Synchronous cells

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in 3GPP TS 36.21

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in 3GPP TS 36.211

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	15
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	15
	T2 need to be defined so that cell re-selection reaction time is taken into account.


Table 4.2.2.4.1-2: Cell Specific Test Parameters for E-UTRAN TDD-TDD intra cell re-selection test case in AWGN
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in TS 36.133 [4] A.3.2.2.1 (OP.2 TDD)
	
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote 1
	
	
	

	OCNG_RBNote 1 
	
	
	

	Qrxlevmin
	dBm
	-140
	-140

	Pcompensation
	dB
	0
	0

	Qhysts
	dB
	0
	0

	Qoffsets, n
	dB
	0
	0

	Cell_selection_and_

reselection_quality_measurement
	
	RSRP
	RSRP
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	2.36 + TT
	-3.33 + TT
	-3.33 + TT
	2.36 + TT
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 kHz
	-87 + TT
	-90 + TT
	-90 + TT
	-87 + TT

	Treselection
	s
	0
	0
	0
	0

	Sintrasearch
	dB
	Not sent
	Not sent

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


4.2.2.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The UE is requested to monitor the neighbouring cell on one E-UTRA TDD carrier. In the test there are two successive time periods, with time duration of T1 and T2 respectively. Both Cell 1 and Cell 2 are already identified by the UE prior to the start of the test. At T1 the UE is camped on to Cell 1. Cell 1 and Cell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing Cell 2.

1. Ensure the UE is in State 2 according to TS 36.508 [7] clause 4.5.2 
2. Set the parameters according to T1 in Table 4.2.2.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
3. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 4.2.2.5-1.
4. The SS waits for random access requests information from the UE to perform cell re-selection on Cell 2.
5. If the UE responds on Cell 2 during time duration T2 within 8 seconds from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
6. Repeat step 1-5 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved.
4.2.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 4.2.2.4.3-1: SystemInformationBlockType3: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test point 1 requirement
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionInfoCommon SEQUENCE {
	
	
	

	  q-Hyst
	dB0
	
	


Table 4.2.2.4.3-2: SystemInformationBlockType3: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test point 2 requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	 intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	  q-Rxlevmin
	-70 (-140 dBm)
	
	


Table 4.2.2.4.3-3: SystemInformationBlockType4: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType4

	Information Element
	Value/remark
	Comment
	Condition

	intraFreqNeighbouringCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {
	
	
	

	  q-OffsetCell
	dB0
	
	


Table 4.2.2.4.3-4: PRACH-ConfigCommonDEFAULT: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	Prach-ConfigInfo SEQUENCE {
	
	
	

	  Prach-ConfigurationIndex
	53
	
	


4.2.2.5
Test requirement

Tables 4.2.2.4.1-1, and 4.2.2.5-1 defines the primary level settings including test tolerances for E-UTRAN TDD-TDD intra frequency cell re-selection test case.

Table 4.2.2.5-1: Cell Specific Test requirement Parameters for E-UTRAN TDD-TDD intra frequency cell re-selection test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in TS 36.133 [4] A.3.2.2.1 (OP.2 TDD)  
	
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote 1
	
	
	

	OCNG_RBNote 1 
	
	
	

	Qrxlevmin
	dBm
	-140
	-140

	Pcompensation
	dB
	0
	0

	Qhysts
	dB
	0
	0

	Qoffsets, n
	dB
	0
	0

	Cell_selection_and_

reselection_quality_measurement
	
	RSRP
	RSRP
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 kHz
	-87 + TT
	-90 + TT
	-90 + TT
	-87 + TT

	Treselection
	s
	0
	0
	0
	0

	Sintrasearch
	dB
	Not sent
	Not sent

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2 and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Cell 2.
The cell re-selection delay test requirement in this case is expressed as:

Cell re-selection delay = Tevaluate,E-UTRAN_Intra + TSI-EUTRA
Tevaluate,E-UTRAN_Intra = 6.40 s; as specified in TS 36.133 [4] clause 4.2.2.4

TSI-EUTRA = 1280 ms; as specified in TS 36.133 [4] clause 4.2.2.4
The cell re-selection delay shall be less than a total of 8 seconds in this test case (note: this gives a total of 7.68 seconds but the test allows 8 seconds).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

4.2.3
E-UTRAN FDD – FDD cell re-selection inter frequency case

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined
· The Test tolerances applicable to this test are undefined

· 
4.2.3.1
Test purpose

To verify that when the neighbour cell operates on a different carrier frequency, compared to the current cell the UE is able to search and measure cells to meet the inter-frequency cell re-selection requirements.

4.2.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
4.2.3.3
Minimum conformance requirements

The cell re-selection delay shall be less than Tevaluate,E-UTRAN_Inter + TSI-EUTRA in RRC_IDLE state.

The UE shall be able to identify new inter-frequency cells and perform RSRP measurements of identified inter-frequency cells if carrier frequency information is provided by the serving cell, even if no explicit neighbour list with physical layer cell identities is provided.

If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearchthen:

- 
The UE may not search for, or measure inter-frequency or inter-RAT layers of equal or lower priority

- 
The UE shall search for inter-frequency layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure  inter-frequency layers of higher, equal or lower priority in preparation for possible re-selection. In this scenario, the minimum rate at which the UE is required to search for and measure higher priority layers is not reduced and shall be the same as that defined below for a lower or equal priority inter-frequency layers.

The UE shall be able to evaluate whether the need for re-selection to a newly detectable lower or equal priority inter-frequency cell meets the re-selection criteria defined in TS 36.304 [6] within Kcarrier * Tdetect,EUTRAN_Inter (as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4) if at least carrier frequency information is provided for inter-frequency neighbour cells by the serving cells when TreselectionRAT = 0. The parameter Kcarrier is the number of E-UTRA inter-frequency carriers indicated by the serving cell.  

When higher priority cells are found by the higher priority search, they shall be measured at least every Tmeasure,EUTRAN_Inter. If re-selection to any higher priority cell is not triggered within (TevaluateFDD, Inter + TreselectionRAT) after it is found in a higher priority search, the UE is not required to continue making measurements of the cell to evaluate the ongoing possibility of re-selection. If the UE detects on a E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

The UE shall measure RSRP at least every Kcarrier * Tmeasure,EUTRAN_Inter DRX cycle as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4 for identified lower or equal priority inter-frequency cells. If the UE detects on an E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

The UE shall filter RSRP measurements of each measured higher, lower and equal priority inter-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least [Tmeasure,EUTRAN_Inter / 2].

The UE shall not consider an E-UTRA neighbour cell in cell re-selection, if it is indicated as not allowed in the measurement control system information of the serving cell.

For an inter-frequency cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that the inter-frequency cell has met re-selection criterion defined in TS 36.304 [6] within Kcarrier * Tevaluate,E-UTRAN_Inter as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4 when TreselectionRAT = 0. 
If TreselectionRAT timer has a non-zero value and the inter-frequency cell is better ranked than the serving cell, the UE shall evaluate this inter-frequency cell for the TreselectionRAT time. If this cell remains better ranked within this duration, then the UE shall re-select that cell.
The UE shall evaluate the inter-frequency cell re-selection criteria as defined in TS 36.304 [6] at least every DRX cycle. The DRX cycle length is 1.28 seconds.
At inter-frequency cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels of the target inter-frequency cell for paging reception. The interruption time shall not exceed TSI-EUTRA + 50 ms. TSI-EUTRA is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks as defined in TS 36.331 [5] for a E-UTRAN cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.4 and A.4.2.3.
4.2.3.4
Test description
4.2.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 4.2.3.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.
4. Message contents are as defined in clause 4.2.3.4.3.
5. There are two E-UTRA FDD carriers and two cells specified in the test. Cell 2 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
Table 4.2.3.4.1-1: General Test Parameters for E-UTRAN FDD-FDD inter frequency cell re-selection test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in clause A.2.1

	Initial condition
	Active cell 
	
	Cell2
	UE shall be forced to cell 2 in the initialisation phase, so that reselection to cell 1 occurs during the first T1 phase

	T1 end condition
	Neighbour cell
	
	Cell1 
	UE shall perform reselection to cell 1 during T1

	
	Neighbour cell
	
	Cell2 
	

	T2 end condition
	Neighbour cell 
	
	Cell2
	UE shall perform reselection to cell 2 during T2

	E-UTRA RF Channel Number
	
	1, 2
	Two FDD carrier frequencies are used.

	Time offset between cells
	ms
	3 
	Asynchronous cells

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	15
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	75
	T2 need to be defined so that cell re-selection reaction time is taken into account.


4.2.3.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The UE is requested to monitor the neighbouring cell on one of the E-UTRA FDD carriers. In the test there are two successive time periods, with time duration of T1 and T2 respectively. Both Cell 1 and Cell 2 are already identified by the UE prior to the start of the test. At T1 the UE is camped on to Cell 1. Cell 1 and Cell 2 belong to different tracking areas and Cell 2 is of higher priority than Cell 1. Furthermore, UE has not registered with network for the tracking area containing Cell 2.
1. Ensure the UE is in State 2 according to TS 36.508 [7] clause 4.5.2.
2. Set the parameters according to duration T1 in Table 4.2.3.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
3. The SS waits for random access requests information from the UE to perform cell re-selection on the lower priority cell, Cell 1.
4. If the UE responds on lower priority cell, Cell 1 during time duration T1 within 8 seconds from the beginning of time period T1 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one. 

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 4.2.3.5-1.

6. The SS waits for random access requests information from the UE to perform cell re-selection on the higher priority cell, Cell 2.
7. If the UE responds on higher priority cell, Cell 2 during time duration T2 within 68 seconds from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one. 

8. Repeat step 1-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 

4.2.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 4.2.3.4.3-1: SystemInformationBlockType3: Additional E-UTRAN FDD-FDD inter frequency cell re-selection test point 1 requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	 cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	


Table 4.2.3.4.3-2: SystemInformationBlockType3: Additional E-UTRAN FDD-FDD inter frequency cell re-selection test point 2 requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	 intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	  q-Rxlevmin
	-70 (-140 dBm)
	-140 is actual value in dBm (-70 * 2 dBm)
	


Table 4.2.3.4.3-3: SystemInformationBlockType5: Additional E-UTRAN FDD-FDD inter frequency cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-4 SystemInformationBlockType5

	Information Element
	Value/remark
	Comment
	Condition

	intraFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	  threshX-High
	 24 (48 dB)
	48 is actual value in dB (24 * 2 dB)
	

	  threshX-Low
	 25 (50 dB)
	50 is actual value in dB (25 * 2 dB)
	


Table 4.2.3.4.3-4: PRACH-ConfigCommonDEFAULT: Additional E-UTRAN FDD-FDD inter frequency cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	Prach-ConfigInfo SEQUENCE {
	
	
	

	  Prach-ConfigurationIndex
	4
	
	


4.2.3.5
Test requirement
Tables 4.2.3.4.1-1 and 4.2.3.5-1 defines the primary level settings including test tolerances for E-UTRAN FDD-FDD inter-frequency cell re-selection test case.

Table 4.2.3.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD inter frequency cell re-selection test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in clause D.1.1 (OP.1 FDD)
	
	OP.1 FDD
	OP.1 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RB
	dB
	
	

	SSS_RB
	dB
	
	

	PCFICH_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	   dBm
	-140
	-140
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	-98
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	dBm/15 KHz
	-87 + TT
	-87 + TT

	-100 + TT
	-89 + TT
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	dB
	11 + TT
	11 + TT

	-2 + TT
	9 + TT


	TreselectionEUTRAN
	s
	0
	0

	Snonintrasearch
	dB
	Not sent 
	Not sent 

	Threshx, high
	dB
	48
	48

	Threshserving, low
	dB
	44
	44

	Threshx, low  
	dB
	50
	50

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


The cell re-selection delay to higher priority is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2 and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Cell 2.

The cell re-selection delay to higher priority test requirement in this case is expressed as:

Cell re-selection delay to higher priority = Thigher_priority_search + Tevaluate,E-UTRAN_Inter + TSI-EUTRA
Thigher_priority_search = 60 s; as specified in TS 36.133 [4] clause 4.2.2

Tevaluate,E-UTRAN_Inter = 6.40 s; as specified in TS 36.133 [4] clause 4.2.2.4

TSI-EUTRA = 1280 ms; as specified in TS 36.133 [4] clause 4.2.2.4 

The cell re-selection delay to higher priority shall be less than a total of 68 seconds in this test case (note: this gives a total of 67.68 seconds but the test allows 68 seconds).

The cell re-selection delay is defined as the time from the beginning of time period T1, to the moment when the UE camps on Cell 1 and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Cell 1.
The cell re-selection delay for lower priority test requirement in this case is expressed as:

Cell re-selection delay to lower priority = Tevaluate,E-UTRAN_Inter + TSI-EUTRA
Tevaluate,E-UTRAN_Inter = 6.40 s; as specified in TS 36.133 [4] clause 4.2.2.4

TSI-EUTRA = 1280 ms; as specified in TS 36.133 [4] clause 4.2.2.4 

The cell re-selection delay to lower priority shall be less than a total of 8 seconds in this test case (note: this gives a total of 7.68 seconds but the test allows 8 seconds).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

4.2.4
E-UTRAN FDD – TDD cell re-selection inter frequency case

4.2.5
E-UTRAN TDD – FDD cell re-selection inter frequency case

4.2.6
E-UTRAN TDD – TDD cell re-selection inter frequency case

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
4.2.6.1
Test purpose

To verify that when the neighbour cell operates on a different carrier frequency, compared to the current cell the UE is able to search and measure cells to meet the inter-frequency cell re-selection requirements.

4.2.6.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

4.2.6.3
Minimum conformance requirements

The cell re-selection delay shall be less than Tevaluate,E-UTRAN_Inter + TSI-EUTRA in RRC_IDLE state.

The UE shall be able to identify new inter-frequency cells and perform RSRP measurements of identified inter-frequency cells if carrier frequency information is provided by the serving cell, even if no explicit neighbour list with physical layer cell identities is provided.

If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearch then:

- 
The UE may not search for, or measure inter-frequency or inter-RAT layers of equal or lower priority

- 
The UE shall search for inter-frequency layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure inter-frequency layers of higher, equal or lower priority in preparation for possible re-selection. In this scenario, the minimum rate at which the UE is required to search for and measure higher priority layers is not reduced and shall be the same as that defined below for a lower or equal priority inter-frequency layers.

The UE shall be able to evaluate whether the need for re-selection to a newly detectable lower or equal priority inter-frequency cell meets the re-selection criteria defined in TS 36.304 [6] within Kcarrier * Tdetect,EUTRAN_Inter (as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4) if at least carrier frequency information is provided for inter-frequency neighbour cells by the serving cells when TreselectionRAT = 0. The parameter Kcarrier is the number of E-UTRA inter-frequency carriers indicated by the serving cell.

When higher priority cells are found by the higher priority search, they shall be measured at least every Tmeasure,EUTRAN_Inter. If re-selection to any higher priority cell is not triggered within (TevaluateFDD, Inter + TreselectionRAT) after it is found in a higher priority search, the UE is not required to continue making measurements of the cell to evaluate the ongoing possibility of re-selection. If the UE detects on a E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

The UE shall measure RSRP at least every Kcarrier * Tmeasure,EUTRAN_Inter DRX cycle as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4 for identified lower or equal priority inter-frequency cells. If the UE detects on an E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

The UE shall filter RSRP measurements of each measured higher, lower and equal priority inter-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least [Tmeasure,EUTRAN_Inter / 2].

The UE shall not consider an E-UTRA neighbour cell in cell re-selection, if it is indicated as not allowed in the measurement control system information of the serving cell.

For an inter-frequency cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that the inter-frequency cell has met re-selection criterion defined in TS 36.304 [6] within Kcarrier * Tevaluate,E-UTRAN_Inter as defined in table 4.2.2.4-1 of TS 36.133 [4] clause 4.2.2.4 when TreselectionRAT = 0. 

If TreselectionRAT timer has a non-zero value and the inter-frequency cell is better ranked than the serving cell, the UE shall evaluate this inter-frequency cell for the TreselectionRAT time. If this cell remains better ranked within this duration, then the UE shall re-select that cell.

The UE shall evaluate the inter-frequency cell re-selection criteria as defined in TS 36.304 [6] at least every DRX cycle. The DRX cycle length is 1.28 seconds.

At inter-frequency cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels of the target inter-frequency cell for paging reception. The interruption time shall not exceed TSI-EUTRA + 50 ms. TSI-EUTRA is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks as defined in TS 36.331 [5] for a E-UTRAN cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.4 and A.4.2.3.

4.2.6.4
Test description

4.2.6.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 4.2.6.4.1-1.
3. Propagation conditions are set according to Annex B clause B.0.
4. Message contents are as defined in clause 4.2.6.4.3.
5. There are two E-UTRA TDD carriers and two cells specified in the test. Cell 2 is the cell used for registration with the power level set according to clause C.0 and C.1for this test.
Table 4.2.6.4.1-1: General Test Parameters for E-UTRAN TDD-TDD inter frequency cell re-selection test case
	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell2
	UE shall be forced to cell 2 in the initialisation phase, so that reselection to cell 1 occurs during the first T1 phase

	T1 end condition
	Neighbour cells
	
	Cell1 
	UE shall perform reselection to cell 1 during T1

	
	Neighbour cell
	
	Cell2 
	

	T2 end condition
	Neighbour cell 
	
	Cell2
	UE shall perform reselection to cell 2 during T2

	E-UTRA RF Channel Number
	
	1, 2
	Two TDD carrier frequencies are used.

	Time offset between cells
	(s
	3
	Synchronous cells

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in 3GPP TS 36.211

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in 3GPP TS 36.211

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	15
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	75
	T2 need to be defined so that cell re-selection reaction time is taken into account.


Table 4.2.6.4.1-2: Cell Specific Test Parameters for E-UTRAN TDD-TDD inter frequency cell re-selection test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in TS 36.133 [4] A.3.2.2.1 (OP.2 TDD)  
	
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	   dBm
	-140
	-140
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	dB
	11 + TT
	11 + TT

	-2 + TT
	9 + TT


	TreselectionEUTRAN
	s
	0
	0

	Snonintrasearch
	dB
	Not sent 
	Not sent

	Threshx, high
	dB
	48
	48

	Threshserving, low
	dB
	44
	44

	Threshx, low  
	dB
	50
	50

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


4.2.6.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The UE is requested to monitor the neighbouring cell on one E-UTRA TDD carrier. In the test there are two successive time periods, with time duration of T1 and T2 respectively. Both Cell 1 and Cell 2 are already identified by the UE prior to the start of the test. At T1 the UE is camped on to Cell 1. Cell 1 and Cell 2 belong to different tracking areas and Cell 2 is of higher priority than cell 1. Furthermore, UE has not registered with network for the tracking area containing Cell 2.

1. Ensure the UE is in State 2 according to TS 36.508 [7] clause 4.5.2. 
2. Set the parameters according to duration T1 in Table 4.2.6.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
3. The SS waits for random access requests information from the UE to perform cell re-selection procedure on the lower priority cell, Cell 1.
4. If the UE responds on the lower priority cell , Cell 1during time duration T1 within 8 seconds from the beginning of time period T1 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
5. When T1 expires, the SS shall switch the power setting from T2 to T1 as specified in Table 4.2.6.5-1.
6. The SS waits for random access requests information from the UE to perform cell re-selection procedure on the higher priority cell, Cell 2.
7. If the UE responds on higher priority cell, Cell 2 during time duration T2 within 68 seconds from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
8. Repeat step 1-7 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved.
4.2.6.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 4.2.6.4.3-1: SystemInformationBlockType3: Additional E-UTRAN TDD-TDD inter frequency cell re-selection test point 1 requirement
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	 cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  threshServingLow
	44 dB
	
	


Table 4.2.6.4.3-2: SystemInformationBlockType3: Additional E-UTRAN TDD-TDD inter frequency cell re-selection test point 2 requirement
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	 intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	  q-Rxlevmin
	-70 (-140 dBm)
	
	


Table 4.2.6.4.3-3: SystemInformationBlockType5: Additional E-UTRAN TDD-TDD inter frequency cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-4 SystemInformationBlockType5

	Information Element
	Value/remark
	Comment
	Condition

	intraFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	  threshX-High
	 24 (48 dB)
	
	

	  threshX-Low
	 25 (50 dB)
	
	


Table 4.2.6.4.3-4: PRACH-ConfigCommonDEFAULT: Additional E-UTRAN TDD-TDD inter frequency cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	Prach-ConfigInfo SEQUENCE {
	
	
	

	  Prach-ConfigurationIndex
	53
	
	


4.2.6.5
Test requirement

Tables 4.2.6.4.1-1 and 4.2.6.5-1 defines the primary level settings including test tolerances for E-UTRAN TDD-TDD inter frequency cell re-selection test case.
Table 4.2.6.5-1: Cell Specific Test requirement Parameters for E-UTRAN TDD-TDD inter frequency cell re-selection test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in TS 36.133 [4] A.3.2.2.1 (OP.2 TDD)  
	
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	   dBm
	-140
	-140
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-87 + TT
	-87+ TT


	-100 + TT
	-89 + TT
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s

I

Ê


	dB
	11 + TT
	11 + TT

	-2 + TT
	9 + TT


	TreselectionEUTRAN
	S
	0
	0

	Snonintrasearch
	dB
	Not sent 
	Not sent

	Threshx, high
	dB
	48
	48

	Threshserving, low
	dB
	44
	44

	Threshx, low  
	dB
	50
	50

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


The cell re-selection delay to higher priority is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2 and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Cell 2.
The cell re-selection delay to higher priority test requirement in this case is expressed as:

Cell re-selection delay to higher priority = Thigher_priority_search + Tevaluate,E-UTRAN_Inter + TSI-EUTRA
Thigher_priority_search = 60 s; as specified in TS 36.133 [4] clause 4.2.2

Tevaluate,E-UTRAN_Inter = 6.40 s; as specified in TS 36.133 [4] clause 4.2.2.4

TSI-EUTRA = 1280 ms; as specified in TS 36.133 [4] clause 4.2.2.4 

The cell re-selection delay to higher priority shall be less than a total of 68 seconds in this test case (note: this gives a total of 67.68 seconds but the test allows 68 seconds).

The cell re-selection delay is defined as the time from the beginning of time period T1, to the moment when the UE camps on Cell 1 and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Cell 2.The cell re-selection delay for lower priority test requirement in this case is expressed as:
Cell re-selection delay to lower priority = Tevaluate,E-UTRAN_Inter + TSI-EUTRA
Tevaluate,E-UTRAN_Inter = 6.40 s; as specified in TS 36.133 [4] clause 4.2.2.4

TSI-EUTRA = 1280 ms; as specified in TS 36.133 [4] clause 4.2.2.4 

The cell re-selection delay to lower priority shall be less than a total of 8 seconds in this test case (note: this gives a total of 7.68 seconds but the test allows 8 seconds).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
4.3
E-UTRAN to UTRAN Cell Re-Selection
4.3.1
E-UTRAN FDD – UTRAN FDD cell re-selection
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Cell re-selection delay period is undefined

· Cell specific requirements confirmed (e.g. 6 cells and 2 cells are working assumption)

· The Initial Conditions including UE setup are not complete
· The Message contents are undefined

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The specific cell re-selection parameters requirements are undefined
· Physical channels used are undefined
· The Test system uncertainties applicable to this test are undefined
· Statistical testing of cell re-selection delay performance requirements are undefined

4.3.1.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA FDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements.

4.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD UE.
4.3.1.3
Minimum conformance requirements

When the measurement rules indicate that UTRA FDD cells are to be measured, the UE shall measure CPICH Ec/Io and CPICH RSCP of detected UTRA FDD cells in the neighbour cell list at the minimum measurement rate. The parameter NUTRA_carrier is the number of carriers used for all UTRA FDD cells in the neighbour cell list. The UE shall filter CPICH Ec/Io and CPICH RSCP measurements of each measured UTRA FDD cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least half the minimum specified measurement period.
If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearchthen:

- 
The UE may not search for, or measure inter-RAT layers of equal or lower priority

- 
The UE shall search for inter-RAT layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure inter-RAT layers of higher, equal or lower priority in preparation for possible re-selection. In this scenario, the minimum rate at which the UE is required to search for and measure such layers is not reduced and shall be the same as that defined below for lower priority RATs.

The UE shall evaluate whether newly detectable UTRA FDD cells have met the re-selection criteria in TS 36.304 [6] within time NUTRA_carrier * TdetectUTRA_FDD (as defined in table 4.2.2.5.1-1 of TS 36.133 [4] clause 4.2.2.5.1) except when UTRA FDD is of higher priority than the currently selected E-UTRA frequency layer and the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearch when TreselectionRAT = 0. 
Cells which have been detected shall be measured at least every NUTRA_carrier * TmeasureUTRA_FDD except when UTRA FDD is of higher priority than the currently selected E-UTRA frequency layer and the SServingCell of the E-UTRA serving cell (or other cells o the same frequency layer) is greater than Snonintrasearch.. 

When higher priority UTRA FDD cells are found by the higher priority search, they shall be measured at least every TmeasureUTRA_FDD . If re-selection to any higher priority cell is not triggered within (TevaluateUTRA_FDD + TreselectionRAT) after it is found in a higher priority search, the UE is not required to continue making measurements of the cell to evaluate the ongoing possibility of re-selection.

For a cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that an already identified UTRA FDD cell has met re-selection criterion defined in TS 36.304 [6] within NUTRA_carrier * TevaluateUTRA_FDD as defined in table 4.2.2.5-1 of TS 36.133 [4] clause 4.2.2.5 when TreselectionRAT = 0.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.5.1 and A.4.3.1.
4.3.1.4
Test description
4.3.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.]
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

4. Downlink signals are initially set up according to [clause FFS in reference FFS].

5. Propagation conditions are set according to Annex B clause B.1.1.

6. The parameters for cell re-selection are set up according to [clause FFS in reference FFS]

7. The UTRAN cell re-selection parameters are set up according to [clause FFS in reference FFS].

8. Message contents are as defined in clause 4.3.1.4.3.

4.3.1.4.2
Test procedure

[FFS]

4.3.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
4.3.1.5
Test requirement
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]

4.3.2
E-UTRAN FDD – UTRAN TDD cell re-selection

4.3.3
E-UTRAN TDD – UTRAN FDD cell re-selection

4.3.4
E-UTRAN TDD – UTRAN TDD cell re-selection

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined

· It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure
· Test procedure is undefined
4.3.4.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA TDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements.

4.3.4.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA TDD UE.

4.3.4.3
Minimum conformance requirements

When the measurement rules indicate that UTRA TDD cells are to be measured, the UE shall measure P-CCPCH RSCP of detected UTRA TDD cells in the neighbour cell list at the minimum measurement rate. The parameter NUTRA_carrier_TDD is the number of carriers used for all UTRA TDD cells in the neighbour cell list. The UE shall filter P-CCPCH RSCP measurements of each measured UTRA TDD cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least half the minimum specified measurement period.

If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearchthen:

- 
The UE may not search for, or measure inter-RAT layers of equal or lower priority.

- 
The UE shall search for inter-RAT layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure inter-RAT layers of higher, equal or lower priority in preparation for possible re-selection. In this scenario, the minimum rate at which the UE is required to search for and measure such layers is not reduced and shall be the same as that defined below for lower priority RATs.

The UE shall evaluate whether newly detectable UTRA TDD cells have met the re-selection criteria in TS 36.304 [6] within time NUTRA_carrier_TDD * TdetectUTRA_TDD (as defined in table 4.2.2.5.2-1 of TS 36.133 [4] clause 4.2.2.5.2) except when UTRA TDD is of higher priority than the currently selected E-UTRA frequency layer and the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearch when TreselectionRAT = 0.
Cells which have been detected shall be measured at least every NUTRA_carrier_TDD * TmeasureUTRA_TDD except when UTRA TDD is of higher priority than the currently selected E-UTRA frequency layer and the SServingCell of the E-UTRA serving cell (or other cells o the same frequency layer) is greater than Snonintrasearch.

When higher priority UTRA TDD cells are found by the higher priority search, they shall be measured at least every TmeasureUTRA_TDD . If re-selection to any higher priority cell is not triggered within (TevaluateUTRA_TDD + TreselectionRAT) after it is found in a higher priority search, the UE is not required to continue making measurements of the cell to evaluate the ongoing possibility of re-selection.

For a cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that an already identified UTRA TDD cell has met re-selection criterion defined in TS 36.304 [6] within NUTRA_carrier_TDD * TevaluateUTRA_TDD as defined in table 4.2.2.5.2-1 of TS 36.133 [4] clause 4.2.2.5.2 when TreselectionRAT = 0.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.5.2 and A.4.3.4.

4.3.4.4
Test description

4.3.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.2.]

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table FFS.
3. Propagation conditions are set according to Annex B clause B.0.
4. Message contents are as defined in clause 4.3.4.4.3.

5. There is one E-UTRA TDD cell and one UTRA TDD cell specified in the test. Cell 1 (E-UTRA TDD cell) is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
4.3.4.4.2
Test procedure

[FFS]

4.3.4.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

4.3.4.5
Test requirement

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
[FFS]

4.4
E-UTRAN to GSM Cell Re-Selection

4.4.1
E-UTRAN FDD – GSM cell re-selection

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The Test tolerances applicable to this test are undefined

· The Test system uncertainties applicable to this test are undefined
· 
4.4.1.1
Test purpose

To verify that the UE is able to search and measure neighbouring GSM cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements.

4.4.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support GERAN UE.
4.4.1.3
Minimum conformance requirements

The cell re-selection delay shall be less than 4 * Tmeasure, GSM + TBCCH in RRC_IDLE state.

If the SServingCell of the E-UTRA serving cell is greater than Snonintrasearch then:

- 
The UE may not search for, or measure GSM cells if the priority of GSM is lower than the serving cell.
- 
The UE shall search for and measure GSM cells if the priority of GSM is higher than the serving cell. The minimum rate at which the UE is required to search for and measure such layers may be reduced in this scenario to maintain UE battery life.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall measure, according to the measurement rules defined in TS36.304 [6] at least every Tmeasure,GSM as defined in table 4.2.2.5.3-1 of TS 36.133 [4] clause 4.2.2.5.3:

- 
If a detailed neighbour cell list is provided, the signal level of the GSM BCCH carrier of each GSM neighbour cell indicated in the measurement control system information of the serving cell; or

- 
If only BCCH carriers are provided, the signal level of the GSM BCCH carriers indicated in the measurement control system information of the serving cell

If the RSRP of the E-UTRA serving cell is greater than Threshx, high then the UE shall search for GSM BCCH carrier at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority E-UTRA carrier frequencies and is additionally increased by one if GSM is configured as a higher priority. When higher priority GSM BCCH carriers are found by the higher priority search, they shall be measured at least every Tmeasure,GSM, and the UE shall decode the BSIC of the GSM BCCH carrier. If, after detecting a cell in a higher priority search, it is determined that re-selection has not occurred then the UE is not required to continuously measure the detected cell to evaluate the ongoing possibility of re-selection, or to continuously verify the BSIC of the GSM BCCH carrier every 30s.
However, the minimum measurement filtering requirements specified shall still be met by the UE before it makes any determination that it may stop measuring the cell.

The UE shall maintain a running average of 4 measurements for each GSM BCCH carrier. The measurement samples for each cell shall be as far as possible uniformly distributed over the averaging period.

If continuous GSM measurements are required by the measurement rules in TS 36.304 [6], the UE shall attempt to verify the BSIC at least every 30 seconds for each of the 4 strongest GSM BCCH carriers. If a change of BSIC is detected for one GSM cell then that GSM BCCH carrier shall be treated as a new GSM neighbour cell. If the UE detects on a BCCH carrier a BSIC which is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform BSIC re-confirmation for that cell. 
The UE shall evaluate the inter-RAT cell re-selection criteria as defined in TS 36.304 [6] at least every DRX cycle. The DRX cycle length is 1.28 seconds.

At inter-RAT cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels for paging reception of the target inter-frequency cell. For E-UTRAN to GSM cell re-selection the interruption time must not exceed TBCCH + 50 ms. TBCCH is the maximum time allowed to read BCCH data from a GSM cell [15].

The UE shall not consider the GSM BCCH carrier in cell re-selection, if the UE cannot demodulate the BSIC of that GSM BCCH carrier. Additionally, the UE shall not consider a GSM neighbour cell in cell re-selection, if it is indicated as not allowed in the measurement control system information of the serving cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.5.3 and A.4.4.1.
4.4.1.4
Test description

4.4.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.]
 1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 4.4.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B. 0.

4. Message contents are as defined in clause 4.4.1.4.3.

5. There is one E-UTRA FDD cell and one GSM cell specified in the test. Cell 1 (E-UTRA FDD cell) is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
4.4.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The UE is requested to monitor the neighbouring cell on one E-UTRA FDD carrier and twelve GSM cells. In the test there are two successive time periods, with time duration of T1 and T2 respectively. Cell 1 and Cell 2 belong to different tracking areas. By the end of T1, the UE has identified BSIC on the GSM BCCH carrier of Cell 2 but the signal levels do not meet the re-selection criterion. At the start of T2, the signal levels change such that Cell 2 meets the re-selection criterion. The GSM layer is configured at a lower priority than the serving E-UTRA FDD layer.

1. Ensure the UE is in State 2 according to TS 36.508 [7] clause 4.5.2.
2. Set the parameters according to T1 in Table’s 4.4.1.5-1 and 4.4.1.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 4.4.1.5-1 and 4.4.1.5-2.

4. The SS waits for random access requests information from the UE to perform cell re-selection on Cell 2.

5. If the UE responds on Cell 2 during time duration T2 within [28 seconds] from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one. 

6. Repeat step 1-5 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved. 
4.4.1.4.3
Message contents

Message contents are according TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 4.4.1.4.3-1: SystemInformationBlockType3: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test point 1 requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionInfoCommon SEQUENCE {
	
	
	

	  q-Hyst
	[dB0 (0 dB)]
	
	


Table 4.4.1.4.3-2: SystemInformationBlockType3: Additional E-UTRAN FDD to GSM cell re-selection test point 2 requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	[20 (40 dB)]
	40 is actual value in dB (20 * 2 dB)
	

	  threshServingLow
	[27 (54 dB)]
	54 is actual value in dB (27 * 2 dB)
	

	  cellReselectionPriority
	[4]
	
	

	 }
	
	
	

	 intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	  q-Rxlevmin
	[-70 (-140 dBm)]
	-140 is actual value in dBm (-70 * 2 dBm)
	


Table 4.4.1.4.3-3: SystemInformationBlockType7: Additional E-UTRAN FDD to GSM cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 geran-BCCH-Configuration SEQUENCE {
	
	
	

	   Geran-CellReselectionPriority
	[0]
	
	

	   ncc-Permitted
	[1]
	BIT STRING (SIZE (8))
	

	   q-RxLevMin
	[-70 (-140 dBm)]
	-140 is actual value in dBm (-70 * 2 dBm)
	

	   threshX-High 
	[24 (48 dB)]
	48 is actual value in dB (24 * 2 dB)
	

	   threshX-Low
	[10 (20 dB)]
	20 is actual value in dB (10 * 2 dB)
	


Table 4.4.1.4.3-4: PRACH-ConfigCommonDEFAULT: Additional E-UTRAN FDD to GSM cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	Prach-ConfigInfo SEQUENCE {
	
	
	

	  Prach-ConfigurationIndex
	[4]
	
	


4.4.1.5
Test requirement
Tables 4.4.1.4.1-1, 4.4.1.5-1 and 4.4.1.5-2 defines the primary level settings including test tolerances for E-UTRAN FDD to GSM cell re-selection test case.
Table 4.4.1.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN FDD cell

[Table FFS]

Table 4.4.1.5-2: Cell Specific Test requirement Parameters for Cell 2 GSM cell

[Table FFS]

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2.
The cell re-selection delay test requirement in this case is expressed as:

Cell re-selection delay = 4 * TmeasureGSM + TBCCH
TmeasureGSM = 6.40 s; as specified in TS 36.133 [4] clause 4.2.2.5

TBCCH = 1.9 s; as specified in TS 45.008 [15] clause 6.2 

The cell re-selection delay shall be less than a total of [28 seconds] in this test case (note: this gives a total of 27.5 seconds but the test allows 28 seconds).
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

4.4.2
E-UTRAN TDD – GSM cell re-selection
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The Test tolerances applicable to this test are undefined

· The Test system uncertainties applicable to this test are undefined

· Statistical testing of cell re-selection delay performance requirements are undefined
· Test procedure is undefined
4.4.2.1
Test purpose

To verify that the UE is able to search and measure neighbouring GSM cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements.

4.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support GERAN UE.

4.4.2.3
Minimum conformance requirements

If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearch then:

- 
The UE may not search for, or measure GSM cells if the priority of GSM is equal to, or lower than the serving cell.

- 
The UE shall search for and measure GSM cells if the priority of GSM is higher than the serving cell. The minimum rate at which the UE is required to search for and measure such layers may be reduced in this scenario to maintain UE battery life.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall measure, according to the measurement rules defined in TS36.304 [6] at least every Tmeasure,GSM as defined in table 4.2.2.5.3-1 of TS 36.133 [4] clause 4.2.2.5.3:

- 
If a detailed neighbour cell list is provided, the signal level of the GSM BCCH carrier of each GSM neighbour cell indicated in the measurement control system information of the serving cell; or

- 
If only BCCH carriers are provided, the signal level of the GSM BCCH carriers indicated in the measurement control system information of the serving cell

If the RSRP of the E-UTRA serving cell is greater than Snonintrasearch then the UE shall search for GSM BCCH carrier at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies. When higher priority GSM BCCH carriers are found by the higher priority search, they shall be measured at least every Tmeasure,GSM, and the UE shall decode the BSIC of the GSM BCCH carrier. If re-selection to any higher priority cell is not triggered within (4 * Tmeasure_GSM + TreselectionRAT) after it has been found in a higher priority search, the UE is not required to continue make measurements of the BCCH carrier  to evaluate the ongoing possibility of re-selection, or to continuously verify the BSIC of the GSM BCCH carrier every 30s.

The UE shall maintain a running average of 4 measurements for each GSM BCCH carrier. The measurement samples for each cell shall be as far as possible uniformly distributed over the averaging period.

If continuous GSM measurements are required by the measurement rules in TS 36.304 [6], the UE shall attempt to verify the BSIC at least every 30 seconds for each of the 4 strongest GSM BCCH carriers. If a change of BSIC is detected for one GSM cell then that GSM BCCH carrier shall be treated as a new GSM neighbour cell. If the UE detects on a BCCH carrier a BSIC which is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform BSIC re-confirmation for that cell.  

The UE shall not consider the GSM BCCH carrier in cell re-selection, if the UE cannot demodulate the BSIC of that GSM BCCH carrier. Additionally, the UE shall not consider a GSM neighbour cell in cell re-selection, if it is indicated as not allowed in the measurement control system information of the serving cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.5.3 and A.4.4.2.

4.4.2.4
Test description

4.4.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.2.

1, Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are as defined in clause 4.4.2.4.3.
5. There is one E-UTRA TDD cell and one GSM cell specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
4.4.2.4.2
Test procedure

[FFS]
4.4.2.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

4.4.2.5
Test requirement

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]

4.5
E-UTRAN to HRPD Cell Re-Selection
4.5.1
E-UTRAN FDD – HRPD Cell re-selection

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The intra-frequency cell reselection criteria related to scaling of measurement rules parameters need to be specified when parameters are finalized

· The intra-frequency cell reselection criteria related to exact scaling parameters for different mobility states are undefined
· Measurement bandwidth (current assumption is 6RB) is undefined
· The “out of service” criteria is undefined

· The DRX cycles are undefined
· 
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 test parameter values are undefined
· The evaluation period of cell re-selection criteria for inter-frequency is undefined

· The test requirements themselves defined in 36.133 Annex A are undefined
· The transmission scheme (1Tx or 2Tx) undefined

· The Initial Conditions including UE setup are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels
4.5.1.1
Test purpose

To verify that the UE is able to search and measure neighboring HRPD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements. 

4.5.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support HRPD
4.5.1.3
Minimum conformance requirements

In order to perform measurement and cell reselection to HRPD cell, the UE shall acquire the timing of HRPD cells. 

When the measurement rules indicate that HRPD cells are to be measured, the UE shall measure CDMA2000 HRPD Pilot Strength of HRPD cells in the neighbour cell list at the minimum measurement rate specified in this section. 
The parameter ‘Number of HRPD Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all HRPD cells in the neighbour cell list. 
When the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is lower than ‘HRPD Start Measuring E-UTRAN Rx Power Strength Threshold’ and HRPD is of lower priority than the currently selected E-UTRAN frequency layer, the UE shall measure CDMA2000 HRPD Pilot Strength of the HRPD cells at least every (Number of HRPD Neighbor Frequency)*TmeasureHRPD. In case HRPD is of higher priority than the currently selected E-UTRAN frequency layer the UE shall measure HRPD cells at least every (Number of HRPD Neighbor Frequency)* Thigher_proirty_searchThigher_priority_measure. The parameter Thigher_proirty_search Thigher_priority_measure is defined in section 4.2.2 of TS 36.133 [4].

The UE shall be capable of evaluating that the HRPD cell has met cell reselection criterion defined in TS 36.304 [6] within TevaluateHRPD. 

Table 4.2.2.5.4-1 of TS 36.133 [4] clause 4.2.2.5.4 gives values of TmeasureHRPD and TevaluateHRPD .
4.5.1.4
Test description

4.5.1.4.1
Initial conditions

Test Environment: Normal, [FFS: Other combinations of temperature and voltage, as specified in clauses FFS of this document]

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
1. Connect the SS and interfering source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

4. Downlink signals are initially set up according to [clause FFS in reference FFS].

5. Propagation conditions are set according to [FFS in clause FFS of this document].

6. The parameters for cell re-selection are set up according to [clause FFS in reference FFS].

7. The HRPD cell re-selection parameters are set up according to [clause FFS in reference FFS].

8. Message contents are as defined in clause 4.5.1.4.3

[FFS]
4.5.1.4.2
Test procedure

[FFS]
4.5.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

4.5.1.5

Test requirement

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]
4.6
E-UTRAN to cdma200 1xRTT Cell Re-Selection

4.6.1
E-UTRAN FDD – cdma2000 1xRTT Cell re-selection

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The intra-frequency cell reselection criteria related to scaling of measurement rules parameters need to be specified when parameters are finalized

· The intra-frequency cell reselection criteria related to exact scaling parameters for different mobility states are undefined
· Measurement bandwidth (current assumption is 6RB) is undefined
· The “out of service” criteria is undefined

· The DRX cycles are undefined
· 
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 test parameter values are undefined
· The evaluation period of cell re-selection criteria for inter-frequency is undefined

· The test requirements themselves defined in 36.133 Annex A are undefined
· The transmission scheme (1Tx or 2Tx) undefined

· The Initial Conditions including UE setup are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels
4.6.1.1
Test purpose

To verify that the UE is able to search and measure neighboring cdma2000 1xRTT cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements. 

4.6.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support cdma2000 1xRTT.
4.6.1.3
Minimum conformance requirements

In order to perform measurement and cell reselection to cdma2000 1X cell, the UE shall acquire the timing of cdma2000 1X cells. 

When the measurement rules indicate that cdma2000 1X cells are to be measured, the UE shall measure cdma2000 1x RTT Pilot Strength of cdma2000 1X cells in the neighbour cell list at the minimum measurement rate specified in this section. 
The parameter ‘Number of CDMA2000 1X Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all cdma2000 1X cells in the neighbour cell list. 
When the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is lower than ‘CDMA2000 1X Start Measuring E-UTRAN Rx Power Strength Threshold’ and cdma2000 1X is of lower priority than the currently selected E-UTRAN frequency layer, the UE shall measure Pilot Ec/Io of the CDMA2000 1X cells at least every (Number of CDMA2000 1X Neighbor Frequency)*TmeasureCDMA2000 1X. In case cdma2000 1X is of higher priority than the currently selected E-UTRAN frequency layer, the UE shall measure cdma2000 1X cells at least every (Number of CDMA2000 1X Neighbor Frequency)* Thigher_proirty_searchThigher_priority_measure. The parameter Thigher_proirty_search Thigher_priority_measure is defined in section 4.2.2 of TS 36.133 [4].
The UE shall be capable of evaluating that the cdma2000 1X cell has met cell reselection criterion defined in TS 36.304 [6] within TevaluateCDMA2000 1X. 

Table 4.2.2.5.5-1 of TS 36.133 [4] clause 4.2.2.5.5 gives values of TmeasureCDMA2000 1X and TevaluateCDMA2000 1X .

4.6.1.4
Test description

4.6.1.4.1
Initial conditions

Test Environment: Normal, [FFS: Other combinations of temperature and voltage, as specified in clauses FFS of this document]

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
1. Connect the SS and interfering source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The general test parameter settings are set up according to [clause FFS in reference FFS].

3. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

4. Downlink signals are initially set up according to [clause FFS in reference FFS].

5. Propagation conditions are set according to [FFS in clause FFS of this document].

6. The parameters for cell re-selection are set up according to [clause FFS in reference FFS].

7. The cdma2000 1xRTT cell re-selection parameters are set up according to [clause FFS in reference FFS].

8. Message contents are as defined in clause 4.6.1.4.3

[FFS]
4.6.1.4.2
Test procedure

[FFS]
4.6.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

4.6.1.5
Test description

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

[FFS]
5
E-UTRAN RRC_CONNECTED State Mobility 

When the UE is in RRC_CONNECTED state on a cell, network-controlled UE-assisted handovers are performed. The UE makes measurements of attributes of the serving and neighbour cells to enable the handover process. This process allows the UE to transfer a connection between the UE and current cell to target cell.
5.1
E-UTRAN Handover
5.1.1
E-UTRAN FDD-FDD Handover intra frequency case

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
· The RRC procedure delay requirement is undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
5.1.1.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when an intra-frequency handover is commanded by meeting the UE maximum RRC procedure delay and interruption time requirements.

5.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

5.1.1.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay + Tinterrupt in RRC_CONNECTED state.

When the UE receive a RRC message implying handover the UE shall be ready to start the transmission of the new uplink PRACH channel within Dhandover seconds from the end of the last TTI containing the RRC command.

Where:


Dhandover equals the maximum RRC procedure delay defined in TS 36.331 [5] clause 11.2 plus the interruption time stated in TS 36.133 [4] clause 5.1.2.1.2.
The interruption time is the time between end of the last TTI containing the RRC command on the old PDSCH and the time the UE starts transmission of the new PRACH, excluding the RRC procedure delay. This requirement applies when UE is not required to perform any synchronisation procedure before transmitting on the new PRACH.
When intra-frequency handover is commanded, the interruption time shall be less than Tinterrupt.  The Tinterrupt equation is defined as:

 


Tinterrupt = Tsearch + TIU + 20 ms
Where:

Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be bsed on non-DRX target cell search times.
TIU is the interruption uncertainty in acquiring the first available PRACH occasion in new cell. TIU can be up to 30 ms.
NOTE: The actual value of TIU shall depend upon the PRACH configuration used in the target cell.
In the interruption requirement a cell is know if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown. Relevant cell identification requirements. Relevant cell identificaiton requirements are described in TS 36.133 [4] clause 8.1.2.2.1 for intra-frequency handover.
The normative reference for this requirement is TS 36.133 [4] clause 5.1.2.1 and A.5.1.2
5.1.1.4
Test description

5.1.1.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1. 
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 5.1.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.
4. Message contents are defined in clause 5.1.1.4.3.

5. There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for call setup with the power level set according to Table [FFS] for this test.
Table 5.1.1.4.1-1: General Test Parameters for E-UTRAN FDD-FDD intra frequency handover test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in clause A.2.1

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	0
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	Time offset between cells
	
	3 ms
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
	


5.1.1.4.2
Test procedure

The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE is expected to detect and send a measurement report. 
1. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3 on the strongest cell.

2. Set the parameters according to T1 in Table 5.1.1.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.1.1.5-1. 

6. UE shall transmit a MeasurementReport message triggered by Event A3.

7. SS shall transmit an RRCConnectionReconfiguration message implying handover  to cell 2. The start of T3 is the instant when the last TTI containing the RRC Connection reconfiguration message implying handover is sent to the UE. 
8. The UE shall transmit RRCConnectionReconfigurationComplete message.
9. When T2 expires, the SS shall switch the power settings from T2 to T3 as specified in Table 5.1.1.5-1.
10. If the UE transmits the uplink PRACH channel to cell 2 less than [FFS ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
11. When T3 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. Any timing information of cell 2 is deleted in the UE.

12. Repeat step 1-11 until the confidence level according to Tables G.2.3-1  in Annex G clause G.2 is achieved. 
5.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 5.1.1.4.3-1: PRACH-ConfigCommonDEFAULT:Additional E-UTRAN FDD-FDD intra-frequency handover test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	Prach-ConfigInfo SEQUENCE {
	
	
	

	  Prach-ConfigurationIndex
	4
	
	


Table 5.1.1.4.3-2: RRCConnectionReconfiguration: Additional E-UTRAN FDD-FDD intra-frequency handover test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 5.1.1.4.3-3: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD-FDD intra-frequency handover test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  Hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 5.1.1.4.3-4: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD intra frequency handover test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	[0]
	
	

	      }
	
	
	

	    }
	
	
	

	    Hysteresis
	0 (0 dB)
	
	


Table 5.1.1.4.3-5: MeasuredResults: Additional E-UTRAN FDD-FDD intra frequency handover test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measID
	 
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	 [FFS] 
	Value range FFS
	

	     rsrqResult
	 [FFS]
	Value range FFS
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 5.1.1.4.3-6: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD intra frequency handover test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    Plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


5.1.1.5
Test requirement

Tables 5.1.1.4.1-1 and 5.1.1.5-1 define the primary level settings including test tolerances for E-UTRAN FDD-FDD intra frequency handover test case. 
Table 5.1.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD intra frequency handover test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and in clause D.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RB
	dB
	
	

	SSS_RB
	dB
	
	

	PCFICH_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	8 + TT
	-3.3 + TT
	-3.3 + TT
	-Infinity
	2.36 + TT
	2.36 + TT
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	dBm/15 KHz
	-98

	RSRP
	dBm/15 KHz
	-90 + TT
	-90 + TT
	-90 + TT
	- Infinity
	-87 + TT
	-87 + TT

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


The handover delay Dhandover test requirement in this case is expressed as:

Handover delay Dhandover = maximum RRC procedure delay + Tinterrupt
Tinterrupt = Tsearch + TIU + 20 ms

Tsearch = 0, since cell 2 is known prior to the test

TIU = 15 ms, since 10 ms due to uncertainty in frame and 5 ms additional delay due to PRACH transmission occasion

Maximum RRC procedure delay = [FFS] as defined in TS 36.331 [5] clause 11.2

The handover delay Dhandover shall be less than a total of [45 ms] in this test case (note: this gives a total of [FFS] for maximum RRC procedure delay plus 35 ms for Tinterrupt).
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

5.1.2
E-UTRAN TDD-TDD Handover intra frequency case

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The RRC procedure delay requirement is not confirmed

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
· It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure

5.1.2.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when an intra-frequency handover is commanded by meeting the UE maximum RRC procedure delay and interruption time requirements.

5.1.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

5.1.2.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay + Tinterrupt in RRC_CONNECTED state.

When the UE receive a RRC message implying handover the UE shall be ready to start the transmission of the new uplink UpPTS or PRACH channel within Dhandover seconds from the end of the last TTI containing the RRC command.

Where:
Dhandover equals the maximum RRC procedure delay defined in TS 36.331 [5] clause 11.2 plus the interruption time stated in TS 36.133 [4] clause 5.2.2.4.2.

The interruption time is the time between end of the last TTI containing the RRC command on the old PDSCH and the time the UE starts transmission of the new UpPTS or PRACH, excluding the RRC procedure delay. This requirement applies when UE is not required to perform any synchronisation procedure before transmitting on the new UpPTS or PRACH.

When intra-frequency handover is commanded, the interruption time shall be less than Tinterrupt.  The Tinterrupt equation is defined as:




Tinterrupt = Tsearch + TIU + 20 ms

Where:

Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be bsed on non-DRX target cell search times.

TIU is the interruption uncertainty in acquiring the first available UpPTS or PRACH occasion in new cell. TIU can be up to 30ms.
NOTE: The actual value of TIU shall depend upon the UpPTS or PRACH configuration used in the target cell.
In the interruption requirement a cell is know if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown. Relevant cell identificaiton requirements are described in TS 36.133 [4] clause 8.1.2.2.2 for intra-frequency handover.

The normative reference for this requirement is TS 36.133 [4] clause 5.2.2.4 and A.5.1.2

5.1.2.4
Test description

5.1.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity [FFS in clause FFS of this document].
2. The general test parameter settings are set up according to Table 5.1.2.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 5.1.2.4.3.

5. There is one E-UTRA TDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 5.1.2.4.1-1: General Test Parameters for E-UTRAN TDD/TDD Intra Frequency Handover case
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in Annex A

	PCFICH/PDCCHPHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in Annex A

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	0
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Time offset between cells
	(s
	3 
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
	


Table 5.1.2.4.1-2: Cell Specific Test Parameters for E-UTRAN TDD/TDD Intra Frequency Handover case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in TS 36.133 [4] A.3.2.1.1 (OP.1 TDD) and in A.3.2.1.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	
[image: image17.wmf]ot

s

I

Ê


	dB
	8 + TT
	-3.3 + TT
	-3.3 + TT
	-Infinity
	2.36 + TT
	2.36 + TT
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	dBm/15 KHz
	-98

	RSRP
	dBm/15 KHz
	-90 + TT
	-90 + TT
	-90 + TT
	- Infinity
	-87 + TT
	-87 + TT

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


5.1.2.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. The start of T3 is defined as the end of the last TTI containing the RRC message implying handover.
1. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3.

2. Set the parameters according to T1 in Table 5.1.2.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.1.2.5-1.
6. UE shall transmit a MeasurementReport message triggered by Event A3.
7. SS shall transmit an RRCConnectionReconfiguration message implying handover to Cell 2.

8. The start of T3 is the instant when the last TTI containing the RRC Connection reconfiguration message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.1.2.1.5-1.

9. The UE shall transmit RRCConnectionReconfigurationComplete message.

10. If the UE transmits the uplink PRACH channel to Cell 2 less than [45 ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.

11. When T3 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. 

12. Repeat step 1-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
5.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: [FFS].

5.1.2.5
Test requirement

Tables 5.1.2.4.1-1 and 5.1.2.5-1 define the primary level settings including test tolerances for E-UTRAN TDD/TDD Intra Frequency Handover test. 

Table 5.1.2.5-1: Cell Specific Test requirement Parameters for E-UTRAN TDD/TDD Intra Frequency Handover case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in TS 36.133 [4] A.3.2.1.1 (OP.1 TDD) and in A.3.2.1.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	8 + TT
	-3.3 + TT
	-3.3 + TT
	-Infinity
	2.36 + TT
	2.36 + TT
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	dBm/15 KHz
	-98

	RSRP
	dBm/15 KHz
	-90 + TT
	-90 + TT
	-90 + TT
	- Infinity
	-87 + TT
	-87 + TT

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


The handover delay is defined as the time from the beginning of time period T3, to the moment the UE start to transmit the PRACH to Cell 2.
The maximum RRC procedure delay test requirement in this case is [10ms; as specified in TS 36.331 [5] clause 11.2].

The Tinterrupt test requirement in this case is 35 ms expressed as:

Tinterrupt = Tsearch + TIU + 20 ms

Tsearch = 0, since cell 2 is known prior to the test

TIU = 15 ms, since 10 ms due to uncertainty in frame and 5 ms additional delay due to PRACH transmission occasion

The handover delay Dhandover shall be less than a total of [45 ms] in this test case.

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

5.1.3
E-UTRAN FDD-FDD Handover inter frequency case

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The RRC procedure delay requirement is not confirmed
· The Test system uncertainties applicable to this test are undefined
· The Test tolerances applicable to this test are undefined

· 
· It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure
5.1.3.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when an inter-frequency handover is commanded by meeting the UE maximum RRC procedure delay and interruption time requirements.

5.1.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

5.1.3.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay + Tinterrupt in RRC_CONNECTED state.

When the UE receive a RRC message implying handover the UE shall be ready to start the transmission of the new uplink PRACH channel within Dhandover seconds from the end of the last TTI containing the RRC command.

Where:


Dhandover equals the maximum RRC procedure delay defined in TS 36.331 [5] clause 11.2 plus the interruption time stated in TS 36.133 [4] clause 5.1.2.1.2.
The interruption time is the time between end of the last TTI containing the RRC command on the old PDSCH and the time the UE starts transmission of the new PRACH, excluding the RRC procedure delay. This requirement applies when UE is not required to perform any synchronisation procedure before transmitting on the new PRACH.
When inter-frequency handover is commanded, the interruption time shall be less than Tinterrupt.  The Tinterrupt equation is defined as:
 


Tinterrupt = Tsearch + TIU + 20 ms
Where:

Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell serach times.
TIU is the interruption uncertainty in acquiring the first available PRACH occasion in the new cell. TIU can be up to 30 ms.
NOTE: The actual value of TIU shall depend upon the PRACH configuration used in the target cell.
In the interruption requirement a cell is know if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown. Relevant cell identification requirements. Relevant cell identificaiton requirements are described in TS 36.133 [4] clause 8.1.2.3.1 for inter-frequency handover. 
Inter-frequency measurement requirements rely on the UE being configured with one monitoring gap pattern. UEs shall only support those measurement gap patterns listed in TS 36.133 [4] Table 8.1.2.1-1 that are relevant to its measurement capabilities.
The normative reference for this requirement is TS 36.133 [4] clause 5.1.2.1 and A.5.2.1.
5.1.3.4
Test description
5.1.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 5.1.3.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.
4. Message contents are defined in clause 5.1.3.4.3. 
5. There are two E-UTRA FDD carriers and one cell on each carrier specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 5.1.3.4.1-1: General Test Parameters for E-UTRAN FDD-FDD inter frequency handover test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in clause A.2.1

	Initial conditions
	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	
	Neighbour cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF channel number
	
	1, 2
	Two FDD carriers are used

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Gap Pattern Id
	
	1
	As specified in 3GPP TS 36.133 section 8.1.2.1.

	A3-Offset
	dB
	-4
	

	Hysteresis
	dB
	0
	

	TimeToTrigger
	ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	Non-DRX test

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in 3GPP TS 36.211

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Time offset between cells
	ms
	3 ms
	Asynchronous cells

	Gap pattern configuration Id
	
	0
	As specified in Table 8.1.2.1-1 started before T2 starts

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
	


5.1.3.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. T3 is defined as the end of the last TTI containing the RRC message implying handover.
1. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3.

2. Set the parameters according to T1 in Table 5.1.3.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.1.3.5-1. Gap pattern configuration with id#0 is configured before T2 begins to enable inter-frequency monitoring.
6. UE shall transmit a MeasurementReport message triggered by Event A3. 

7. SS shall transmit an RRCConnectionReconfiguration message implying handover to Cell 2. 
8. The start of T3 is the instant when the last TTI containing the RRC connection reconfiguration message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.1.3.5-1. 
9. The UE shall transmit RRCConnectionReconfigurationComplete message.

10. If the UE transmits the uplink PRACH channel to Cell 2 less than [45 ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
11. When T3 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. 
12. Repeat step 1-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
5.1.3.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions: 
Table 5.1.3.4.3-1: PRACH-ConfigCommonDEFAULT:Additional  E-UTRAN FDD-FDD inter frequency handover test point 1 requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	Prach-ConfigInfo SEQUENCE {
	
	
	

	  Prach-ConfigurationIndex
	4
	
	


Table 5.1.3.4.3-2: RRCConnectionReconfiguration: Additional E-UTRAN FDD-FDD inter frequency handover test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	Present
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 5.1.3.4.3-3: RRCConnectionReconfiguration: Additional E-UTRAN FDD-FDD inter-frequency handover test point 2 requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInformation
	Present
	
	

	
	MobilityControlInformation-HO
	
	HO


Table 5.1.3.4.3-4: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD-FDD inter frequency handover test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 5.1.3.4.3-5: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD inter frequency handover test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-8 (-4 dB)
	-4 is actual value in dB (-8 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 5.1.3.4.3-6: MeasuredResults: Additional E-UTRAN FDD-FDD inter frequency handover test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	[1]
	
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	 MeasResultListEUTRA
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 5.1.3.4.3-7: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD inter frequency handover test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


5.1.3.5
Test requirement
Tables 5.1.3.4.1-1 and 5.1.3.5-1 define the primary level settings including test tolerances for E-UTRAN FDD-FDD inter frequency handover test case. 
Table 5.1.3.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD inter frequency handover test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and in clause D.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RB
	dB
	
	

	SSS_RB
	dB
	
	

	PCFICH_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4 + TT
	4 + TT
	4 + TT
	-Infinity
	7 + TT
	7 + TT
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT
	-91 + TT

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


The handover delay is defined as the time from the beginning of time period T3, to the moment the UE start to transmit the PRACH to Cell 2.

The handover delay Dhandover test requirement in this case is expressed as:

Handover delay Dhandover = maximum RRC procedure delay + Tinterrupt
Tinterrupt = Tsearch + TIU + 20 ms

Tsearch = 0, since cell 2 is known prior to the test

TIU = 15 ms, since 10 ms due to uncertainty in frame and 5 ms additional delay due to PRACH transmission occasion

Maximum RRC procedure delay = [10] as defined in TS 36.331 [5] clause 11.2

The handover delay Dhandover shall be less than a total of [45 ms] in this test case (note: this gives a total of [10] for maximum RRC procedure delay plus 35 ms for Tinterrupt).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

5.1.4
E-UTRAN TDD-TDD Handover inter frequency case
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The RRC procedure delay requirement is not confirmed

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
· It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure

5.1.4.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when an inter-frequency handover is commanded by meeting the UE maximum RRC procedure delay and interruption time requirements.

5.1.4.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

5.1.4.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay + Tinterrupt in RRC_CONNECTED state.

When the UE receive a RRC message implying handover the UE shall be ready to start the transmission of the new uplink UpPTS or PRACH channel within Dhandover seconds from the end of the last TTI containing the RRC command.

Where:
Dhandover equals the maximum RRC procedure delay defined in TS 36.331 [5] clause 11.2 plus the interruption time stated in TS 36.133 [4] clause 5.2.2.4.2.

The interruption time is the time between end of the last TTI containing the RRC command on the old PDSCH and the time the UE starts transmission of the new UpPTS or PRACH, excluding the RRC procedure delay. This requirement applies when UE is not required to perform any synchronisation procedure before transmitting on the new UpPTS or PRACH.

When inter-frequency handover is commanded, the interruption time shall be less than Tinterrupt. The Tinterrupt equation is defined as:




Tinterrupt = Tsearch + TIU + 20 ms

Where:

Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be bsed on non-DRX target cell search times.

TIU is the interruption uncertainty in acquiring the first available UpPTS or PRACH occasion in new cell. TIU can be up to 30ms.
NOTE: The actual value of TIU shall depend upon the UpPTS or PRACH configuration used in the target cell.
In the interruption requirement a cell is know if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown. Relevant cell identificaiton requirements are described in TS 36.133 [4] clause 8.1.2.3.4 for inter-frequency handover.

The normative reference for this requirement is TS 36.133 [4] clause 5.2.2.4 and A.5.1.4
5.1.4.4
Test description

5.1.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity [FFS in clause FFS of this document].
2. The general test parameter settings are set up according to Table 5.1.4.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 5.1.4.4.3.

5. There are two E-UTRA TDD carrier and one cell on each carrier specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.1.4.4.1-1: General Test Parameters for E-UTRAN TDD/TDD Inter Frequency Handover case
	Parameter
	Unit
	Value
	Comment

	m
	
	DL Reference Measurement Channel R.0 TDD
	As specified in Annex A

	PCFICH/PDCCHPHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in Annex A

	Gap Pattern Id
	
	1
	As specified in 3GPP TS 36.133 section 8.1.2.1.

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1, 2
	Two TDD carriers are used

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-4
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Time offset between cells
	(s
	3
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
	


Table 5.1.4.4.1-2: Cell Specific Test Parameters for E-UTRAN TDD/TDD Inter Frequency Handover case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in TS 36.133 [4] A.3.2.1.1 (OP.1 TDD) and in A.3.2.1.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4 + TT
	4 + TT
	4 + TT
	-Infinity
	7 + TT
	7 + TT
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	dBm/15 KHz
	-98

	RSRP
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-94 + TT
	- Infinity
	-91 + TT
	-91 + TT

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


5.1.4.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. The start of T3 is defined as the end of the last TTI containing the RRC message implying handover.
1. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3.
2. Set the parameters according to T1 in Table 5.1.4.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.1.4.5-1. 
6. UE shall transmit a MeasurementReport message triggered by Event A3.

7. SS shall transmit an RRCConnectionReconfiguration message implying handover to Cell 2. 
8. The start of T3 is the instant when the last TTI containing the RRC connection reconfiguration message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.1.3.5-1. 
9. The UE shall transmit RRCConnectionReconfigurationComplete message.

10. If the UE transmits the uplink PRACH channel to Cell 2 less than [45 ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.

11. When T3 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

12. Repeat step 1-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
5.1.4.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: [FFS].

5.1.4.5
Test requirement

Tables 5.1.4.4.1-1 and 5.1.4.5-1 define the primary level settings including test tolerances for E-UTRAN TDD/TDD Inter Frequency Handover test. 

Table 5.1.4.5-1: Cell Specific Test requirement Parameters for E-UTRAN TDD/TDD Inter Frequency Handover case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in TS 36.133 [4] A.3.2.1.1 (OP.1 TDD) and in A.3.2.1.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4 + TT
	4 + TT
	4 + TT
	-Infinity
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	dBm/15 KHz
	-98

	RSRP
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-94 + TT
	- Infinity
	-91 + TT
	-91 + TT

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


The handover delay is defined as the time from the beginning of time period T3, to the moment the UE start to transmit the PRACH to Cell 2.
The maximum RRC procedure delay test requirement in this case is [10ms; as specified in TS 36.331 [5] clause 11.2].

The Tinterrupt test requirement in this case is 35 ms expressed as:

Tinterrupt = Tsearch + TIU + 20 ms

Tsearch = 0, since cell 2 is known prior to the test

TIU = 15 ms, since 10 ms due to uncertainty in frame and 5 ms additional delay due to PRACH transmission occasion

The handover delay Dhandover shall be less than a total of [45 ms] in this test case.

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

5.2
Handover from E-UTRAN to other RATs
5.2.1
E-UTRAN FDD – UTRAN FDD handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· RRC procedure delay requirements are undefined

· The general and specific test parameters requirements defined in 36.133 Annex A are undefined
· The Test system uncertainties applicable to this test are undefined
· The Test tolerances applicable to this test are undefined

· 
· It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure
5.2.1.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to UTRAN in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD UE.

5.2.1.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay + Tinterrupt  in RRC_CONNECTED state.

When the UE receives a RRC message implying handover to UTRAN with the activation time "now" or earlier than RRC procedure delay seconds from the end of the last E-UTRAN TTI containing the RRC command, the UE shall be ready to start the transmission of the new UTRA uplink DPCCH within Dhandover seconds from the end of the last E-UTRAN TTI containing the RRC MOBILITY FROM E-UTRA command.

If the access is delayed to an indicated activation time later than E-UTRAN RRC procedure delay seconds from the end of the last TTI containing the E-UTRAN RRC command, the UE shall be ready to start the transmission of the new uplink DPCCH at the designated activation time + interruption time.

Where:

Dhandover equals the RRC procedure delay defined in TS 36.331 [5] clause 11.2 plus the interruption time stated in TS 36.133 [4] clause 5.3.1.1.2.
The interruption time, i.e. the time between the last TTI containing a transport block on the E-UTRAN PDSCH and the time the UE starts transmission of the new uplink DPCCH depends on whether the target cell is known for the UE or not. The target cell is known if it has been measured by the UE during the last 5 seconds otherwise it is unknown. The UE shall always perform a UTRA synchronisation procedure as part of the handover procedure.

If the target cell is known the interruption time shall be less than Tinterrupt1. The Tinterrupt1 equation is defined as:
Tinterrupt1 =  TIU + Tsync+ 50 + 10*Fmax ms
If the target cell is known the interruption time shall be less than Tinterrupt2. The Tinterrupt2 equation is defined as:
Tinterrupt2 =  TIU + Tsync+ 150 + 10*Fmax ms
This requirement shall be met, provided that there is one target cell in the MOBILITY FROM E-UTRA command. When UE is connected to an E-UTRA cell, UTRA SFN timing measurements are not reported. This implies that the timing of the DPCH of the UTRA target cells in the active set cannot be configured by UTRAN to guarantee that all target cells fall within the UE reception window of T0 +/- 148 chips.
Where:

TIU is the interruption uncertainty when changing the timing from the E-UTRAN to the new UTRAN cell. TIU can be up to one UTRA frame (10 ms).

Fmax denotes the maximum number of radio frames within the transmission time intervals of all transport channels that are multiplexed into the same CCTrCH on the UTRA target cell.
Tsync is the time required for measuring the downlink DPCCH channel as stated in TS 25.214 [12] clause 4.3.1.2. In case higher layers indicate the usage of a post-verification period Tsync = 0 ms. Otherwise Tsync = 40 ms.
The phase reference is the UTRA primary CPICH.

The requirements assume that N312 has the smallest possible value i.e. only one “in_sync” is required. 

The normative reference for this requirement is TS 36.133 [4] clause 5.3.1 and A.x.x.

5.2.1.4
Test description

5.2.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.14 for UEs that support receive diversity or Figure A.12 for UEs that do not support receive diversity.

2. The general test parameter settings are set up according to Table 5.2.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 5.2.1.4.3.
5. There is one E-UTRA FDD serving cell and one UTRA FDD cell specified in the test. Cell 1 (E-UTRA FDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
5.2.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. A neighbouring cell list, including the UTRA cell (Cell 2) is sent to the UE before T2 starts. Starting T2, Cell 2 becomes detectable and the UE is expected to detect ans send a measurmeent report. T3 is defined as the end of the last TTI containing the RRC message implying handover.
1. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3.

2. Set the parameters according to T1 in Table’s 5.2.1.5-1 and 5.2.1.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.1.5-1 and 5.2.1.5-2. 

4. UE shall transmit a MeasurementReport message triggered by Event B2.

5. SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 

6. The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Tables 5.2.1.5-1 and 5.2.1.5-2.

7. If the UE transmits the UL to Cell 2 less than [150 ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.
8. When T3 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. Any timing information of Cell 2 is deleted in the UE.

9. Repeat step 1-8 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
5.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 5.2.1.4.3-1: MobilityFromEUTRACommand: Additional E-UTRAN FDD – UTRAN FDD handover
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        csFallbackIndicator
	Not present
	
	

	        purpose CHOICE {
	
	
	

	          handover
	Handover
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.2.1.4.3-2: Handover: Additional E-UTRAN FDD – UTRAN FDD handover
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Handover ::= SEQUENCE {
	
	
	

	  targetRAT-Type
	 utran
	ENUMERATED {utran, geran, cdma2000-1XTT, cdma2000-HRPD, spare4, spare3, spare2, spare1, …}
	


Table 5.2.1.4.3-3: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD – UTRAN FDD handover
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigInterRAT-B2-UTRA
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 5.2.1.4.3-4: ReportConfigInterRAT-B2-UTRA: Additional E-UTRAN FDD – UTRAN FDD handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-UTRA(EUTRA-Thres, UTRA-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB2 SEQUENCE {
	
	
	

	          b2-Threshold1 CHOICE {
	
	
	

	            threshold-RSRP
	[FFS] EUTRA-Thres+140
	EUTRA-Thres is actual threshold value in dBm
	

	          }
	
	
	

	          b2-Threshold2 CHOICE {
	
	
	

	            b2-Threshold2-UTRA CHOICE {
	
	
	

	              thresholdUTRA-EcN0
	[FFS] UTRA-Thres * 2 + 49
	UTRA-Thres is actual Ec/NO value in dB
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	[ms0]
	 
	

	    }
	
	
	

	  }
	
	
	

	  maxReportCells
	[6]
	 
	

	  reportInterval
	[ms1024]
	
	

	  reportAmount
	infinity
	
	

	}
	
	
	


Table 5.2.1.4.3-5: MeasuredResults: Additional E-UTRAN FDD – UTRAN FDD handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	[1]
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	 
	Set according to specific test
	

	     rsrqResult
	 
	 Set according to specific test
	

	   },  
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListUTRA
	MeasResultListUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 5.2.1.4.3-6: MeasResultListUTRA: Additional E-UTRAN FDD – UTRAN FDD handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicallCellIdentity CHOICE {   
	 
	
	

	    cellIdentityFDD
	UTRA-FDD-CellIdentity
	
	

	    cellIdentityTDD
	Not present
	
	

	  }  
	
	 
	

	  globalCellIdentity SEQUENCE {
	
	
	

	    globalcellID-UTRA
	GlobalCellId-UTRA
	
	

	    lac-Id 
	Not present
	
	

	    rac-Id
	Not present
	
	

	    plmn-IdentityList
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	    mode CHOICE {
	
	
	

	       fdd SEQUENCE {
	
	
	

	         cpich-RSCP
	[FFS]
	INTEGER (-5..91)
	

	         cpich-EcN0
	[FFS]
	INTEGER (0..49)
	

	    …
	
	
	

	   }   
	 
	
	

	  }   
	 
	
	

	 }
	
	
	

	}
	
	
	


Table 5.2.1.4.3-7: UTRA-FDD-CellIdentity: Additional E-UTRAN FDD – UTRAN FDD handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	UTRA-FDD-CellIdentity ::= SEQUENCE { 
	
	
	

	  primaryScramblingCode  
	 [FFS]
	Value range INTEGER (0..511)
	

	  }  
	
	 
	


5.2.1.5
Test requirement

Tables 5.2.1.4.1-1, 5.2.1.5-1 and 5.2.1.5-2 define the primary level settings including test tolerances for E-UTRAN FDD – UTRAN FDD handover test. 

Table 5.2.1.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN FDD cell

[Table FFS]

Table 5.2.1.5-2: Cell Specific Test requirement Parameters for Cell 2 UTRAN FDD cell

[Table FFS]

The handover delay is defined as the time from the beginning of time period T3, to the moment the UE start to transmit the channel to Cell 2.
The handover delay Dhandover test requirement in this case is expressed as:

Handover delay Dhandover = maximum RRC procedure delay + Tinterrupt 
Tinterrupt1= TIU + Tsync+ 50 + 10*Fmax ms
TIU = 10 ms;  TIU can be up to one UTRA frame (10 ms).

Fmax = 4 radio frames; The maximum radio frames within the transmission time intervals to fit into DCCH with 40 ms TTI
Tsync = 40 ms; In case higher layers indicate the usage of a post-verification period Tsync = 0 ms. Otherwise Tsync = 40 ms

Maximum RRC procedure delay = [10 ms] as defined in TS 36.331 [5] clause 11.2
The handover delay Dhandover shall be less than a total of [150 ms] in this test case (note: this gives a total of [10 ms] for maximum RRC procedure delay plus 140 ms for Tinterrupt).
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

5.2.2
E-UTRAN FDD – UTRAN TDD handover

5.2.3
E-UTRAN FDD – GSM handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The type of reporting events used in the tests are undefined (e.g. Event B1 or Event B2)

· The general and specific test parameters requirements defined in 36.133 Annex A are undefined
· The Test system uncertainties applicable to this test are undefined
· The Test tolerances applicable to this test are undefined

· 
5.2.3.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to GSM in RRC_CONNECTED state by meeting the UE handover delay and interruption time requirements.

5.2.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support GSM UE.

5.2.3.3
Minimum conformance requirements

The handover delay THandover delay shall be less than handover delay + Toffset + TUL in RRC_CONNECTED state.

The handover delay given in table 5.2.3.3-1 and interruption time given in table 5.2.3.3-2 requirements for the case where the UE has not synchronised to the GSM cell before receiving the RRC MOBILITY FROM E-UTRA command are valid when the signal quality of the GSM cell is sufficient for successful synchronisation with one attempt. If the UE is unable to synchronise to the GSM cell on the first attempt, it shall continue to search for synchronisation information for up to 800 ms duration. If after 800 ms the UE has not synchronised to the GSM cell it shall follow the handover failure procedure specified in TS 36.331 [5].

When the UE receives a RRC MOBILITY FROM E-UTRA command with the activation time "now" or earlier than RRC procedure delay (see below) from the end of the last TTI containing the RRC command, the UE shall be ready to transmit (as specified in 3GPP TS 45.010 [13]) on the channel of the new RAT within the value defined in TS 36.133 [4] clause 5.3.3.2.1 and shown in table 5.2.3.3-1 from the end of the last TTI containing the RRC command. 
If the access is delayed to an indicated activation time later than RRC procedure delay from the end of the last TTI containing the RRC command, the UE shall be ready to transmit (as specified in 3GPP TS 45.010 [13]) on the channel of the new RAT at the designated activation time + interruption time.
The UE shall process the RRC procedures for the MOBILITY FROM E-UTRA command within 50 ms, which is noted as RRC procedure delay. If the activation time is used, it corresponds to the CFN of the E-UTRAN channel.

Table 5.2.3.3-1: E-UTRAN/GSM handover - handover delay

	UE synchronisation status
	handover delay [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	90

	The UE has not synchronised to the GSM cell before RRC the MOBILITY FROM E-UTRA COMMAND is received
	190


The interruption time, i.e. the time between the end of the last TTI containing a transport block on the old channel and the time the UE is ready to transmit on the new channel, shall be less than the value defined in TS 36.133 [4] clause 5.3.3.2.1 and shown in table 5.2.3.3-2:

Table 5.2.3.3-2: E-UTRAN/GSM handover - interruption time

	Synchronisation status
	Interruption time [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	40

	The UE has not synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	140


The normative reference for this requirement is TS 36.133 [4] clause 5.3.3 and A.5.2.3.
5.2.3.4
Test description

5.2.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.]
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.14 for UEs that support receive diversity or Figure A.12 for UEs that do not support receive diversity.

2. The general test parameter settings are set up according to Table 5.2.3.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are as defined in clause 5.2.3.4.3.
5. There is one E-UTRA FDD serving cell and one GSM cell specified in the test. Cell 1 (E-UTRA FDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
5.2.3.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. A neighbouring cell list, including the GSM cell (Cell 2) is sent to the UE before T2 starts. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. T3 is defined as the end of the last TTI containing the RRC message implying handover.
1. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3.

2. Set the parameters according to T1 in Table’s 5.2.3.5-1 and 5.2.3.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
3. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.3.5-1 and 5.2.3.5-2. 

4. UE shall transmit a MeasurementReport message triggered by [Event B1].

5. SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 

6. The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.2.3.5-2.

7. If the UE transmits the UL to Cell 2 less than [100 ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

8. When T3 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. 

9. Repeat step 1-8 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
5.2.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 5.2.3.4.3-1: MobilityFromEUTRACommand: Additional E-UTRAN FDD – GSM handover
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        csFallbackIndicator
	Not present
	
	

	        Purpose CHOICE {
	
	
	

	          handover
	Handover
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.2.3.4.3-2: Handover: Additional E-UTRAN FDD – GSM handover
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Handover ::= SEQUENCE {
	
	
	

	  targetRAT-Type
	 geran
	ENUMERATED {utran, geran, cdma2000-1XTT, cdma2000-HRPD, spare4, spare3, spare2, spare1, …}
	


Table 5.2.3.4.3-3: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD – GSM handover
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	[ReportConfigInterRAT-B1-GERAN]
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 5.2.3.4.3-4: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN FDD – GSM handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            B1-Threshold-GERAN CHOICE {
	
	
	

	              thresholdGERAN
	[FFS] (GERAN-Thres + 110)
	GERAN-Thres is actual value in dB
	


Table 5.2.3.4.3-5: MeasuredResults: Additional E-UTRAN FDD – GSM handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	[1]
	 
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	 
	Set according to specific test  
	

	     rsrqResult
	 
	Set according to specific test  
	

	   }  
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListGERAN
	MeasResultListGERAN
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 5.2.3.4.3-6: MeasResultListGERAN Additional E-UTRAN FDD – GSM handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity SEQUENCE {
	 
	
	

	    Geran-CarrierFreq
	GERAN-CarrierFreq
	Contains the carrier frequency of the target GERAN cell
	

	    Geran-CellIdentity
	GERAN-CellIdentity
	Contains the Base Station Identity Code (BSIC) and is used %%
	

	  }  
	  
	 
	

	  globalCellIdentity SEQUENCE {
	
	
	

	   globalcellID-GERAN
	GlobalCellId-GERAN
	
	

	   rac-Id
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	    Rssi
	Not present
	 
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


5.2.3.5
Test requirement

Tables 5.2.3.4.1-1, 5.2.3.5-1 and 5.2.3.5-2 defines the primary level settings including test tolerances for E-UTRAN FDD to GSM handover test case.
Table 5.2.3.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN FDD cell

[Table FFS]

Table 5.2.3.5-2: Cell Specific Test requirement Parameters for Cell 2 GSM cell

[Table FFS]
The handover delay is defined as the time from the beginning of time period T3, to the moment the UE start to transmit the channel to Cell 2.
The handover delay THandover delay test requirement in this case is expressed as:

Handover delay THandover delay = handover delay + Toffset + TUL
Handover delay = 90 ms; This is based on handover delay value as defined in Table 5.2.3.3.-1
Toffset = 4.65 ms; GSM timing uncertainty between the time from when the UE is ready to transmit until the start of the next timeslot in GSM 26 multiframe structure

TUL = 4.65 ms; The time the UE has to wait in case the next timeslot is an idle frame or a SACCH frame

The handover delay THandover delay shall be less than a total of [100 ms] in this test case (note: this gives a total of 99.29 ms but the test allows 100 ms).
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

5.3
Handover from E-UTRAN to non-3GPP RATs
5.3.1

Inter-RAT Handover from E-UTRAN to HRPD

5.3.2

Inter-RAT Handover from E-UTRAN to cdma2000 1xRTT
6
RRC Connection Mobility Control

When the UE is in RRC_CONNECTED, for which security has been activated, initiate the RRC re-establishment procedure in order to continue the RRC connection, the RRC re-establishment process takes place. In this process the UE initiates the procedure when one of the following conditions is met: upon re-entry of the service area after having detected radio link failure, upon handover failure or when lower layers detect problems as defined in TS 36.331 [5] clause 5.3.7.2. After selecting the best cell the UE send a ‘RRC Connection Re-establishment Request message’ to the System Simulator as defined in TS 36.331 [5] clause 5.3.7. The connection re-establishment succeeds only if the concerned cell is prepared i.e has a valid UE context within the specified UE re-establishment delay period. 

When the random access procedure is initiated by a PDCCH order or by the MAC sublayer itself, the random access process takes place. This process allows the PDCCH order or RRC optionally to indicate a random access preamble and PRACH resource as defined in TS 36.321 [11] clause 5.1. In this process from the physical layer perspective, the L1 random access procedure encompasses the transmission of random access preamble and random access response as defined in TS 36.213 [8] clause 6.1. The random access procedure is used when establishing the L1 communication between the UE and E-UTRAN.
6.1
RRC Re-establishment
6.1.1

RRC Re-establishment to E-UTRAN 

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· RRC Re-establishment minimum conformance requirements are undefined

· The working assumption to test the physical layer delay condition need to be confirmed 

· The Re-establishment delay requirements are undefined

· Cell specific requirements are undefined (e.g. 2 cells, 3 cells, etc)
· The Initial Conditions including UE setup are not complete (e.g. connection diagram not specified)
· The Message contents are undefined
· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The Test system uncertainties applicable to this test are undefined
· Statistical testing of RRC re-establishment delay  performance requirements are undefined
6.1.1.1
Test purpose

To verify that the UE is able to send a RRC Connection Re-establishment Request message to the System Simulator within the specified re-establishment delay limits from the moment it detects a loss in RRC connection.
6.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
6.1.1.3
Minimum conformance requirements

[FFS]
6.1.1.4
Test description

6.1.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.1.]
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. The parameter settings for the cells are set up according to [clause FFS in reference FFS].

3. Downlink signals are initially set up according to [clause FFS in reference FFS].

4. Propagation conditions are set according to Annex B clause B.1.1.

5. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3. Message contents are defined in clause 6.1.1.4.3.

6.1.1.4.2
Test procedure

[FFS]

6.1.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
6.1.1.5
Test requirement
 [FFS]
6.2
Random Access
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Test framework is incomplete

· Random Access minimum conformance requirements are undefined

· Cell specific requirements are undefined
· The Initial Conditions including UE setup are undefined (e.g. connection diagram not specified)
· The Message contents are undefined
· The specific test parameters requirements defined in 36.133 Annex A are undefined
· The Test system uncertainties applicable to this test are undefined
7
Timing and Signalling Characteristics

The timing requirements are applicable for the uplink physical channels and signals specified in TS 36.211 [9] clause 5 (for uplink physical channels) as defined.

7.1
UE Transmit Timing
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Some UE transmit timing requirements parameters are not confirmed (e.g. still in […])
· Cell specific requirements are undefined (one cell)
· The general and specific test parameters requirements defined in 36.133 Annex A are undefined
· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
7.1.1
Test purpose
To verify the UE have the capability to follow the frame timing change of the connected System Simulator. The method used is that the UE initial transmit timing accuracy, the maximum amount of timing change in one adjustment, and the minimum and maximum adjustment rate are within the specified limits based on the requirements.
7.1.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward.
7.1.3
Minimum conformance requirements

The UE initial transmission timing error shall be less than or equal to [±12 * TS] seconds. This requirement applies when it is the first transmission in a DRX cycle for PUCCH, PUSCH and SRS or it is the PRACH transmission. The uplink frame transmission takes place approximately 
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 seconds before the reception of the first detected path (in time) of the corresponding downlink frame from the reference cell. The reference point for the UE initial transmit timing control requirement shall be the downlink timing minus 
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where:

NTA is 0 ≤ NTA ≤ 20512
NTA offset is 0 for frame structure type 1 and [NTA offset is 614] for frame structure type 2 as defined in TS 36.211 [9] clause 8.1.TS denotes the basic time unit. The size of various fields in the time domain is expressed as a number of time units TS = 1/(15000 x 2048) seconds.

When it is not the first transmission in a DRX cycle or there is no DRX cycle, and when it is the transmission for PUCCH, PUSCH and SRS transmission, the UE shall be capable of changing the transmission timing according to the received downlink frame except when the timing advance in TS 36.133 [4] clause 7.3 is applied. When the transmission timing error between the UE and the reference timing exceeds [±12 * TS] seconds the UE is required to adjust its timing to within [±12 * TS] seconds. The reference timing shall be 
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  seconds before the downlink timing.
All adjustments made to the UE timing shall follow these rules:

1)
The maximum amount of the timing change in one adjustment shall be [2 * TS] seconds.

2)
The minimum adjustment rate shall be [7 * TS] seconds per second.

3)
The maximum adjustment rate shall be [2 * TS] seconds per [200 ms].

Taking into account the timing change in one adjustment can be less than [2 * TS] seconds and considering [800 * d] ms period, the UE transmit timing shall not change in excess of [±8 * d * TS] seconds from the timing at the beginning of this [800 * d] ms period, where [0 ≤ d ≤ 2 * Ts].
The normative reference for this requirement is TS 36.133 [4] clause 7.1 and A.x.x.x.

Note 1:
Due to the fact that the UE can update its timing at any interval, including just less than [200 ms], when evaluating the maximum adjustment rate in any [200 ms] period an additional [2 * Ts] seconds uncertainity must be allowed for since there exists the possiblity of two timing adjustmentd during the evaluateion period.

Note 2:
The minimum adjustment rate of [7 * TS] seconds per second is only to be evaluted from the end of the received downlink frame until the UE has converged on the new reference cell.  

Note 3:
The understanding of the period [800 * d] ms is that this is the period between any two timing adjustments. Since d is not defined it is only possible to test against this requirement using the maximum value of d = [2 * TS] seconds. This defines a minimum period of [200 ms] over which the maximum adjustment rate of [2 * TS] seconds per [200 ms] can fairly be evaluated.
7.1.4
Test description

7.1.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.14 for UEs that support receive diversity or Figure A.12 for UEs that do not support receive diversity.

2. The general test parameter settings are set according to Table 7.1.4.1-1. 
3. Propagation conditions are set according to Annex B clause B. 0.
4. There is one E-UTRA FDD carrier and one cell specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
 7.1.4.2
Test procedure

The test consists of a single cell. The transmit timing accuracy is verified related to the downlink frame timing of Cell 1. The downlink timing of Cell 1 is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting SRS (Sounding Reference Symbols) used as a measurement reference facilitating the SS timing estimation.
1. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3.
2. Set the parameters according to Tables 7.1.5-1 and 7.1.5-2. Propagation conditions are set according to Annex B clause B.1.1. 
[FFS]

7.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 7.1.4.3-1: RRCConnectionReconfiguration: Additional UE transmit timing for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 7.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional UE transmit timing for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 7.1.4.3-3: MeasuredResults: Additional UE transmit timing for E-UTRAN FDD test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	 
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	 
	Set according to specific test
	

	     rsrqResult
	 
	Set according to specific test
	

	   } 
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 7.1.4.3-4: MeasResultListEUTRA: Additional UE transmit timing for E-UTRAN FDD test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	   physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	     globalCellID-EUTRA
	GlobalCellId-UTRA
	
	

	     tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


Table 7.1.4.3-5: SoundingRsUl-ConfigCommon-DEFAULT: Additional UE transmit timing for E-UTRAN FDD test requirement
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRsUl-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  srsBandwidthConfiguration
	[bw5]
	Channel-bandwidth-dependent parameter
	

	  srsSubframeConfiguration
	[src3]
	
	

	  ackNackSrsSimultaneousTransmission
	[FALSE]
	
	

	  srsMaxUpPts
	[FALSE]
	
	

	}
	
	
	


Table 7.1.4.3-6: SoundingRsUl-ConfigDedicated-DEFAULT: Additional UE transmit timing for E-UTRAN FDD test requirement
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRsUl-ConfigDedicated-DEFAULT ::= CHOICE {
	
	
	

	  enable SEQUENCE {
	
	
	

	    srsBandwidth
	[bw0]
	ENUMERATED {bw0, bw1, bw2, bw3} bw0 used with no frequency hopping. bw3 used with frequency hopping
	

	    srsHoppingBandwidth
	[hbw0]
	ENUMERATED {hbw0 hbw1 hbw2 hbw3}
	

	    frequencyDomainPosition
	[0]
	INTEGER (0..23)
	

	    duration
	[TRUE]
	BOOLEAN
	

	    srs-ConfigurationIndex
	[7]
	INTEGER (0..1023)
	

	    transmissionComb
	[0]
	INTEGER (0..1)
	

	    cyclicShift
	[cs0]
	ENUMERATED {cs0 cs1 cs2 cs3 cs4 cs5 cs6 cs7}
	

	  }
	
	
	

	 }
	
	
	


Table 7.1.4.3-7: RRCConnectionReconfiguration: Additional UE transmit timing for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfiguration
	 [RadioResourceConfigDedicated-DRB(n, m)]
	
	DRB(n, m)

	
	 
	
	 


Table 7.1.4.3-8: RadioResourceConfigDedicated-DRM(n,m): Additional UE transmit timing for E-UTRAN FDD test point 1 requirement
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRB(n, m) ::= SEQUENCE {
	
	n is the number of AM RLC DRBs (0..N)

m is the number of UM RLC DRBs (0..M)


	

	  srb-ToAddModifyList 
	Not present
	
	

	  drb-ToAddModifyList SEQUENCE (SIZE (1..maxDRB)) OF OF SEQUENCE {
	n+m entries
	BID is the total number of established DRBs in the UE, before applying the contents of this IE
	

	    drb-ToAddModify[k, k=BID+1..BID+n]
	DRB-ToAddModify(k) using condition AM
	n AM RLC DRBs

See subclause 4.8.2
	n>0

	    drb-ToAddModify[k, k= BID+1+n.. BID+n+m]
	DRB-ToAddModify(k) using condition UM
	m UM RLC DRBs

See subclause 4.8.2
	m>0

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Configuration
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 7.1.4.3-9: RRCConnectionReconfiguration: Additional UE transmit timing for E-UTRAN FDD test point 2 requirement
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRB(n, m) ::= SEQUENCE {
	
	n is the number of AM RLC DRBs (0..N)

m is the number of UM RLC DRBs (0..M)


	

	  srb-ToAddModifyList 
	Not present
	
	

	  drb-ToAddModifyList SEQUENCE (SIZE (1..maxDRB)) OF OF SEQUENCE {
	n+m entries
	BID is the total number of established DRBs in the UE, before applying the contents of this IE
	

	    drb-ToAddModify[k, k=BID+1..BID+n]
	DRB-ToAddModify(k) using condition AM
	n AM RLC DRBs

See subclause 4.8.2
	n>0

	    drb-ToAddModify[k, k= BID+1+n.. BID+n+m]
	DRB-ToAddModify(k) using condition UM
	m UM RLC DRBs

See subclause 4.8.2
	m>0

	  }
	
	
	

	  drb-ToReleaseList
	Present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Configuration
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


7.1.5
Test requirement

Tables 7.1.4.1-1-1, 7.1.5-1 and 7.1.5.1-2 define the primary level settings including test tolerances for UE transmit timing for E-UTRAN FDD test. 
Table 7.1.5-1: Cell Specific Test requirement Parameters for UE transmit timing for E-UTRAN FDD test case

[Table FFS]
Table 7.1.5-2: Configuration of the Sounding Reference Symbol for UE transmit timing for E-UTRAN FDD test case

[Table FFS]

The reference point for the UE initial transmit timing control test requirement shall be the downlink timing minus 
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The UE shall be capable of changing the transmission timing according to the received downlink frame. When the transmission timing error between the UE and the reference cell exceeds [±12 * TS] seconds the UE is required to adjust its timing to within [±12 * TS] seconds.

An illustration of the measurement principle is shown in Figure 7.1.5-1.


[image: image31.emf]Frame #i

One Radio

One Radio

Frame #i 

 

Up-Link 

Transmission

Down-Link 

Transmission

Reception of 

the first detected 

path (in time)

   

Reference Point 

( for UE initial transmit 

timing control requirement )

T

f 

= 307200 x T

S 

= 10 ms

T

f 

= 307200 x T

s 

= 10 ms

UE initial transmission timing 

error ≤ [

± 

12 * T

S

] seconds, 

applied at first transmission 

on Up-Link

   

Frame #i+1

One Radio

T

f 

= 307200 x T

s 

= 10 ms

   

(N

TA

+ N

TA offset

) x T

S

seconds

(N

TA

+ N

TA offset

) x T

S

seconds


Figure 7.1.5-1:  Illustration of measurement principle
8
UE Measurements Procedures

When the UE is in RRC_CONNECTED state on a cell, UE reports measurement information in accordance with the measurement configuration as provided by the System Simulator. To initiate a specific measurement, the System Simulator sends a ‘RRC Connection Reconfiguration message’ to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects, the measurement quantity, the reporting quantities and the reporting criteria (periodical/event-triggered), after that the measurement reporting process takes place. In this process when the reporting criteria are fulfilled the UE sends a ‘Measurement Report message’ to the System Simulator including the measurement ID and the results. The reporting criteria that trigger the UE to send a ‘Measurement Report message’ to the System Simulator is event-triggered as defined in TS 36.331 [5] clause 5.5.3.  The measurement reporting succeeds only if the measurement report is sent within the specified measurement reporting delay period.

8.1
E-UTRAN FDD intra frequency measurements


8.1.1

E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
· It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure
8.1.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in asynchronous cells within the E-UTRA FDD-FDD intra frequency cell search requirements.

8.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
8.1.1.3
Minimum conformance requirements

The measurement reporting delay shall be less than Tidentify_intra  in RRC_CONNECTED state.

When no DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within
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Where:

Tbasic_identify_E-UTRA_FDD, intra is 800 ms.

TMeasurement_Period,Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.

TIntra: This is the minimum time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra-frequency measurements whenever the receiver is guaranteed to be active on the intra-frequency carrier.
A cell shall be considered detectable when

- 
RSRP related side condition given in TS 36.133 [4] clause 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -127 dBm for Bands 1, 4, 6, 10 and SCH  Ês/Iot ≥ - 6 dB,

-
SCH_RP |dBm( -126 dBm for Band 9 and SCH Ês/Iot ≥ - 6 dB,
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7, 11, 17 and SCH Ês/Iot   ≥ - 6 dB,
-
SCH_RP SCH_RP |dBm( -124 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot ≥ - 6 dB.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasurement_Period Intra. If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra-frequency measurements is 200 ms. When no measurement gaps are activated, the UE shall be capable of performing RSRP and RSRQ measurements for 8 identified intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When measurement gaps are activated, the UE shall be capable of performing measurements for at least Ymeasurement intra cells, where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP and RSRQ measurements of cells from UE physical layer to higher layers may be decreased.
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Where:

Xbasic measurement FDD = 8 (cells).

TMeasurement_Period Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.
TIntra: This is the time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra- frequency measurements whenever the receiver is guaranteed to be active on the intra frequency carrier.
The measurement accuracy for all measured cells shall be as specified in TS 36.133 [4] clause 9.1.

Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in TS 36.133 [4] clause 8.1.2.2.1.1. When L3 filtering is used an additional delay can be expected.
If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.2.1 and A.8.1.1.
8.1.1.4
Test description

8.1.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1. 
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 8.1.1.4.1-1.
3. Propagation conditions are set according to Annex B clauses B.0.
4. Message contents are defined in clause 8.1.1.4.3.
5. There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.1.1.4.1-1: General Test Parameters for E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in clause A.2.1

	Active cell
	
	Cell 1
	

	Neighbour cell
	
	Cell 2
	Cell to be identified.

	E-UTRA RF Channel Number
	
	1
	One FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-3
	

	CP length
	
	Normal
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	Time offset between cells
	ms
	3 ms
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	5
	


8.1.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to T1 in Table 8.1.1.5-1. Propagation conditions are set according to Annex B clauses B.1.1 and B.2.2. T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.1.1.5-1.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 880 ms then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Repeat step 1-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
8.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 8.1.1.4.3-1: RRCConnectionReconfiguration: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 8.1.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 8.1.1.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-6 (-3 dB)
	-3 is actual value in dB (-6 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.1.1.4.3-4: MeasuredResults: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	[1]
	
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.1.1.4.3-5: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	   physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	     globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	     tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


8.1.1.5
Test requirement
Tables 8.1.1.4.1-1 and 8.1.1.5-1 define the primary level settings including test tolerances for E-UTRAN FDD-FDD event triggered reporting under fading propagation conditions in asynchronous cells test. 
Table 8.1.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells 

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and in clause D.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RB
	dB
	
	

	SSS_RB
	dB
	
	

	PCFICH_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_PB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_PB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4 + TT
	-3.79 + TT
	-Infinity
	1.54 +TT
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	dBm/15 KHz
	-98

	RSRP
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT

	SCH_RP
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE prior to the start of time period T2.


The overall delays measured is defined as the time from the beginning of time period T2, to the moment the UE send one Event A3 triggered measurement report to Cell 2.
The overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays because of TTI insertion uncertainty of the measurement report in DCCH.

The overall delays measured test requirement is expressed as:  
Overall delays measured = measurement reporting delay + TTI insertion uncertainty 

Measurement reporting delay = Tidentify_intra

Tidentify_intra = 
[image: image36.wmf]Intra

Intra

 

Period,

t

Measuremen

intra

 

FDD,

_

identify

basic

T

T

T

×

-

UTRA

E


Tbasic_identify_E-UTRA_FDD, intra= 800 ms
TMeasurement_Period,Intra = 200 ms
TIntra = 200 ms
TTI insertion uncertainty = 80 ms

The overall delays measured shall be less than a total of 880 ms in this test case (note: this gives a total of 800 ms for measurement reporting delay plus 80 ms for TTI insertion uncertainty).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

8.1.2

E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
· It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure
8.1.2.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in synchronous cells within the E-UTRA FDD-FDD intra frequency cell search requirements.

8.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
8.1.2.3
Minimum conformance requirements

The measurement reporting delay shall be less than Tidentify_intra  in RRC_CONNECTED state.

When no DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within
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Where:

Tbasic_identify_E-UTRA_FDD, intra is 800 ms.

TMeasurement_Period,Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.

TIntra: This is the minimum time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra-frequency measurements whenever the receiver is guaranteed to be active on the intra-frequency carrier.
A cell shall be considered detectable when

- 
RSRP related side condition given in TS 36.133 [4] clause 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -127 dBm for Bands 1, 4, 6, 10 and SCH Ês/Iot  ≥  6 dB,

-
SCH_RP |dBm( -126 dBm for Band 9 and SCH Ês/Iot > - 6 dB,
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7, 11, 17 and SCH Ês/Iot  > - 6 dB,
-
SCH_RP SCH_RP |dBm(-124 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot  > - 6 dB.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasurement_Period Intra. If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra-frequency measurements is 200 ms. When no measurement gaps are activated, the UE shall be capable of performing RSRP and RSRQ measurements for 8 identified intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When measurement gaps are activated, the UE shall be capable of performing measurements for at least Ymeasurement intra cells, where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP and RSRQ measurements of cells from UE physical layer to higher layers may be decreased.
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Where:

Xbasic measurement FDD = 8 (cells).

TMeasurement_Period Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.
TIntra: This is the time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra- frequency measurements whenever the receiver is guaranteed to be active on the intra frequency carrier.
The measurement accuracy for all measured cells shall be as specified in TS 36.133 [4] clause 9.1.

Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in TS 36.133 [4] clause 8.1.2.2.1.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.2.1 and A.8.1.2.
8.1.2.4
Test description

8.1.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 8.1.2.4.1-1.
3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.1.2.4.3.
5. There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.1.2.4.1-1: General Test Parameters for E-UTRAN FDD-FDD event triggered reporting under fading propagation conditions in synchronous cells 

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in clause A.2.1

	Active cell
	
	Cell 1
	

	Neighbour cell
	
	Cell 2
	Cell to be identified.

	E-UTRA RF Channel Number
	
	1
	One FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-3
	

	CP length
	
	Normal
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	Time offset between cells
	(s
	3
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	5
	


8.1.2.4.2
Test procedure

The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to T1 in Table 8.1.2.5-1. T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.1.2.5-1.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 880 ms then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Repeat step 1-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
8.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 8.1.2.4.3-1: RRCConnectionReconfiguration: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 8.1.2.4.3-2: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 8.1.2.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-6 (-3 dB)
	-3 is actual value in dB (-6 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.1.2.4.3-4: MeasuredResults: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultServing
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.1.2.4.3-5: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	   globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult SEQUENCE {  
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


8.1.2.5
Test requirement
Tables 8.1.2.4.1-1 and 8.1.2.5-1 define the primary level settings including test tolerances for E-UTRAN FDD-FDD event triggered reporting under fading propagation conditions in synchronous cells test. 
Table 8.1.2.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD event triggered reporting under fading propagation conditions in synchronous cells 

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and in clause  D.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RB
	dB
	
	

	SSS_RB
	dB
	
	

	PCFICH_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4 + TT
	-3.79 + TT
	-Infinity
	1.54 + TT
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	dBm/15 KHz
	-98

	RSRP
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT

	SCH_RP
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE prior to the start of time period T2.


The overall delays measured is defined as the time from the beginning of time period T2, to the moment the UE send one Event A3 triggered measurement report to Cell 2.

The overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays because of TTI insertion uncertainty of the measurement report in DCCH.

The overall delays measured test requirement is expressed as:  
Overall delays measured = measurement reporting delay + TTI insertion uncertainty 

Measurement reporting delay = Tidentify_intra

Tidentify_intra = 
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Tbasic_identify_E-UTRA_FDD, intra= 800 ms
TMeasurement_Period,Intra = 200 ms
TIntra = 200 ms
TTI insertion uncertainty = 80 ms

The overall delays measured shall be less than a total of 880 ms in this test case (note: this gives a total of 800 ms for measurement reporting delay plus 80 ms for TTI insertion uncertainty).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

8.2

E-UTRAN TDD intra frequency measurements

8.2.1

E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
· It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure
8.2.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in synchronous cells within the E-UTRA TDD-TDD intra frequency cell search requirements.
8.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.
8.2.1.3
Minimum conformance requirements

The measurement reporting delay shall be less than Tidentify_intra  in RRC_CONNECTED state.

When no DRX is in use the UE shall be able to identify a new detectable TDD intra frequency cell within 
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where


Tbasic_identify_E-UTRA_TDD, intra is [800] ms 

A cell shall be considered detectable when 

-
RSRP related side condition given in TS 36.133 [4] Section 9.1 are fulfilled for a corresponding Band,

-
 SCH_RP > -127 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40 and SCH  Ês/Iot  > - 6 dB.
TMeasurement_Period Intra = [200] ms. The measurement period for Intra frequency RSRP measurements.

TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing.

If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra frequency measurements is [200] ms. When no measurement gaps are activated, the UE shall be capable of performing RSRP measurements for [8] identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of [200] ms. When measurement gaps are activated the UE shall be capable of performing measurements for at least Ymeasurement intra cells , where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP measurements of cells from UE physical layer to higher layers may be decreased.
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where


Xbasic measurement TDD =  [8] (cells)


TMeasurement_Period Intra = [200] ms. The measurement period for Intra frequency RSRP measurements.


TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing.

The measurement accuracy for all measured cells shall be as specified in TS 36.133 [4] sub-clause 9.1.
Reported measurements contained in periodically triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in TS 36.133 [4] section 9.
Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in TS 36.133 [4] Section 8.1.2.2.2.1 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than [FFS] Ts while transmission gap has not been available and the L3 filter has not been used.
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.2.2 and A.8.1.2.
8.2.1.4
 Test description

8.2.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 8.2.1.4.1-1.
3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.2.1.4.3.
5. There is one E-UTRA TDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.2.1.4.1-1: General test parameters for E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.2.2

	Active cell
	
	Cell 1
	

	Neighbour cell
	
	Cell 2
	Cell to be identified.

	E-UTRA RF Channel Number
	
	1
	One TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-3
	

	CP length
	
	Normal
	

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211. The same configuration in both cells

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	Time offset between cells
	(s
	3
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	5
	


8.2.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 is used.The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to T1 in Table 8.2.1.5-1. Propagation conditions are set according to Annex B clauses B.1.1 and B.2.2.T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.2.1.5-1.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 880 ms then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.

7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

8. Repeat step 1-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
8.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 8.2.1.4.3-1: RRCConnectionReconfiguration: Additional E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 8.2.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 8.2.1.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-6 (-3 dB)
	-3 is actual value in dB (-6 * 0.5 dB)
	

	       reportOnLeave
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.2.1.4.3-4: MeasuredResults: Additional E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	 
	Set according to specific test
	

	     rsrqResult
	 
	Set according to specific test
	

	   },  
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.2.1.4.3-5: MeasResultListEUTRA: Additional E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	
	
	

	  globalCellIdentity SEQUENCE {  
	
	
	

	    globalCellID-EUTRA 
	 
	
	

	    tac-ID
	
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   SEQUENCE {
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


8.2.1.5
Test requirement
Tables 8.2.1.4.1-1 and 8.2.1.5-1 define the primary level settings including test tolerances for E-UTRAN TDD-TDD event triggered reporting under fading propagation conditions in synchronous cells test. 

Table 8.2.1.5-1: Cell specific test parameters for E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in A.3.2.2.1 (OP.1 TDD) and in A.3.2.2.2 (OP.2)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4
	4
	-Infinity
	7

	SCH_RP
	dBm/15 kHz
	-94
	-94
	-Infinity
	-91

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE prior to the start of time period T2.


The overall delays measured is defined as the time from the beginning of time period T2, to the moment the UE send one Event A3 triggered measurement report to Cell 2.
The overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
The overall delays measured test requirement is expressed as:  
Overall delays measured = measurement reporting delay + TTI insertion uncertainty 

Measurement reporting delay = Tidentify_intra

Tidentify_intra = 
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Tbasic_identify_E-UTRA_TDD, intra= 800 ms
TMeasurement_Period,Intra = 200 ms

TIntra = 200 ms
TTI insertion uncertainty = 80 ms

The overall delays measured shall be less than a total of 880 ms in this test case (note: this gives a total of 800 ms for measurement reporting delay plus 80 ms for TTI insertion uncertainty).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
8.3
E-UTRAN FDD-FDD Inter-frequency Measurements


8.3.1

E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
· It has not been decided how to handle the scenario that any timing information of cell 2 should be deleted in the UE in the test procedure.

8.3.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in asynchronous cells within the E-UTRA FDD inter-frequency cell search requirements.

8.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
8.3.1.3
Minimum conformance requirements

When transmission gaps are scheduled the UE shall be able to identify a new FDD inter-frequency within TIdentify_Inter according to the following expression:
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Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD inter-frequency cell is defined.
Nfreq and TInter1 are defined in TS 36.133 [4] clause 8.1.2.1.1.
A cell shall be considered detectable provided following conditions are fulfilled:

- 
RSRP related side condition given in TS 36.133 [4] clause 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40 and SCH  Ês/Iot  > - 6 dB,

-
SCH_RP |dBm( -126 dBm for Band 9 and Ês/Iot > - 6 dB,
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7 and 11 and Ês/Iot > - 6 dB,
-
SCH_RP SCH_RP |dBm( -124 dBm for Bands 3, 8, 13 … and Ês/Iot > - 6 dB.
When transmission gaps are scheduled for FDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in TS 36.133 sub-clause 9.1.3 with measurement period given by table 8.3.1.3-1.

Table 8.3.1.3-1: RSRP measurement period and measurement bandwidth

	Configuration
	Physical Layer Measurement period: TMeasurement_Period _Inter_FDD [ms]
	Measurement bandwidth [RB]

	0
	480 x  Nfreq
	6

	1 (Note)
	240 x  Nfreq
	50

	TBD
	TBD
	TBD

	Note: This configuration is optional


Where:


Nfreq and Tinter1 are defined in TS 36.133 [4] clause 8.1.2.1.1.
The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per FDD inter-frequency for up to 3 FDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in Table 8.3.1.3-1.

Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify_inter defined in TS 36.133 [4] clause 8.1.2.3.1.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_inter and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_Inter_FDD provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.1 and A.8.3.1.
8.3.1.4
Test description

8.3.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.  
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity..

2. The general test parameter settings are set up according to Table 8.3.1.4.1-1.
3. Propagation conditions are set according to Annex B clauses B.0.
5. Message contents are defined in clause 8.3.1.4.3.
6. There are two E-UTRA FDD carriers and two cells specified in the test. Cell 1 is the cell used for call setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.3.1.4.1-1: General test parameters for E-UTRAN FDD-FDD inter frequency event triggered reporting in fading propagation conditions

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.2.1

	E-UTRA RF Channel Number
	
	1, 2
	Two TDD carrier frequencies are used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	A3-Offset
	dB
	-3
	

	Hysteresis
	dB
	0
	

	CP length
	
	Normal
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	OFF

	Time offset between cells
	ms
	3 
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	5
	


8.3.1.4.2
Test procedure

The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2. Gap pattern configuration is configured before T2 begins to enable inter-frequency monitoring.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. 

2. Set the parameters according to T1 in Table 8.3.1.5-1. Propagation conditions are set according to Annex B clauses B.1.1 and B.2.2. T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.3.1.5-1. 
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the measurement reporting delay from the beginning of time period T2 is less than 3840 ms the number of successful tests is increased by one. If the UE fails to report the event within the measurement reporting delay requirement then the number of failure tests is increased by one.
7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit a RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Repeat step 1-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
8.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 8.3.1.4.3-1: RRCConnectionReconfiguration: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 8.3.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 8.3.1.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-3 dB
	
	

	      }
	
	
	

	    }
	
	
	

	    Hysteresis
	0 (0 dB)
	
	


Table 8.3.1.4.3-4: MeasuredResults: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measID
	 
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	[FFS] 
	Value range FFS
	

	     rsrqResult
	[FFS]
	Value range FFS
	

	   },  
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.3.1.4.3-5: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    Plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


8.3.1.5
Test requirement
Tables 8.3.1.4.1-1 and 8.3.1.5-1 define the primary level settings including test tolerances for event triggered reporting under fading propagation conditions in asynchronous inter frequency cells test. 
Table 8.3.1.5-1: Cell specific test requirement parameters for E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in D.1.1  (OP.1 FDD) and in D.1.2  (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4 + TT
	4 + TT
	-Infinity
	7 + TT

	SCH_RP
	dBm/15 kHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE prior to the start of time period T2.


The TTI insertion uncertainty test requirement in this case is [FFS ms] expressed as:

[2] x TTIDCCH = [FFS ms]

The measurement reporting delay shall be less than a total of 3840 ms in this test case.
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

8.4

E-UTRAN TDD-TDD inter frequency measurements

8.4.1

E-UTRAN TDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
· It has not been decided how to handle the scenario that any timing information of cell 2 should be deleted in the UE in the test procedure.
8.4.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in synchronous cells within the E-UTRA TDD inter-frequency cell search requirements.

8.4.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.
8.4.1.3
Minimum conformance requirements

When transmission gaps are scheduled the UE shall be able to identify a new TDD inter-frequency within TIdentify_Inter according to the following expression:


[image: image50.wmf]ms

N

freq

×

×

=

Inter1

Inter

_

Identify

_

Basic

Inter

_

Identify

T

480

T

T


Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new TDD inter-frequency cell is defined.
Nfreq and TInter1 are defined in TS 36.133 [4] clause 8.1.2.1.1.
A cell shall be considered detectable provided following conditions are fulfilled:

- 
RSRP related side condition given in TS 36.133 [4] clause 9.1 are fulfilled for a corresponding Band,

-
SCH_RP |dBm( -127 dBm for Band 33, 34, 35, 36, 37, 38, 39, 40 and Ês/Iot > -4 dB,
When transmission gaps are scheduled for TDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in TS 36.133 sub-clause 9.1.3 with measurement period  (TMeasurement_Period_TDD_Inter) given by table 8.4.4.1.3-1.

Table 8.4.1.3-1: TMeasurement_Period_TDD_Inter for different configurations
	Configuration
	Measurement bandwidth [RB]
	Number of UL/DL sub-frames per half frame (5 ms)
	DwPTS
	TMeasurement_Period_TDD_Inter [ms]

	
	
	DL
	UL
	Normal CP
	Extended CP
	

	0
	6
	2
	2
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	480 x Nfreq

	1 (Note 1)
	50
	2
	2
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	240 x Nfreq

	Note 1: This configuration is optional

Note 2: Ts is defined in 3GPP TS 36.211 [16]


Where:


Nfreq is defined in TS 36.133 [4] clause 8.1.2.1.1.
The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per TDD inter-frequency for up to 3 TDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period TMeasurement_Period_TDD_Inter.
Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T Identify_Inter defined in TS 36.133 [4] clause 8.1.2.3.2.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period TIdentify_Inter and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_TDD Inter provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.2 and A.8.4.1.
8.4.1.4
Test description

8.4.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1. 

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 8.4.1.4.1-1.
3. Propagation conditions are set according to Annex B clauses B.0.
5. Message contents are defined in clause 8.4.1.4.3.
6. There are two E-UTRA TDD carriers and two cells specified in the test. Cell 1 is the cell used for call setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.4.1.4.1-1: General test parameters for E-UTRAN TDD-TDD inter frequency event triggered reporting in fading propagation conditions

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2

	Gap Pattern Id
	
	1
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	Uplink-downlink configuration
	
	1
	As specified in 3GPP TS 36.211 section 4.2 Table 4.2-2 

	CP length
	
	Normal
	

	E-UTRA RF Channel Number
	
	1, 2
	Two TDD carrier frequencies are used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	A3-Offset
	dB
	-3
	

	Hysteresis
	dB
	0
	

	TimeToTrigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	

	Time offset between cells
	(s
	3
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	10
	


8.4.1.4.2
Test procedure

The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2. Gap pattern configuration is configured before T2 begins to enable inter-frequency monitoring.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to T1 in Table 8.4.1.5-1. Propagation conditions are set according to Annex B clauses B.1.1 and B.2.2. T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.4.1.5-1. 
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the measurement reporting delay from the beginning of time period T2 is less than 7680 ms the number of successful tests is increased by one. If the UE fails to report the event within the measurement reporting delay requirement then the number of failure tests is increased by one.
7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit a RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Repeat step 1-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
8.4.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.4.1.4.3-1: RRCConnectionReconfiguration: Additional E-UTRAN TDD-TDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 8.4.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional E-UTRAN TDD-TDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 8.4.1.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN TDD-TDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-6 (-3 dB)
	
	

	      }
	
	
	

	    }
	
	
	

	    Hysteresis
	0 (0 dB)
	
	


Table 8.4.1.4.3-4: MeasuredResults: Additional E-UTRAN TDD-TDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measID
	 
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	[FFS] 
	Value range FFS
	

	     rsrqResult
	[FFS]
	Value range FFS
	

	   },  
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.4.1.4.3-5: MeasResultListEUTRA: Additional E-UTRAN TDD-TDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    Plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


8.4.1.5
Test requirement
Tables 8.4.1.4.1-1 and 8.4.1.5-1 define the primary level settings including test tolerances for event triggered reporting under fading propagation conditions in asynchronous inter frequency cells test. 
Table 8.4.1.5-1: Cell specific test parameters for E-UTRAN TDD-TDD inter frequency event triggered reporting under fading propagation conditions in synchronous cells

	Parameter
	Unit
	Cell 1
	Cell 2

	a) 
	a) 
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in D.2.1 (OP.1 TDD) and in D.2.2 (OP.2)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0


	0

	PBCH_RB
	dB
	a) 
	a) 

	PSS_RA
	dB
	b) 
	b) 

	SSS_RA
	dB
	c) 
	c) 

	PCFICH_RB
	dB
	d) 
	d) 

	PHICH_RA
	dB
	e) 
	e) 

	PHICH_RB
	dB
	f) 
	f) 

	PDCCH_RA
	dB
	g) 
	g) 

	PDCCH_RB
	dB
	h) 
	h) 

	PDSCH_RA
	dB
	i) 
	i) 

	PDSCH_RB
	dB
	j) 
	j) 

	OCNG_RANote 1
	dB
	k) 
	k) 

	OCNG_RBNote 1 
	dB
	l) 
	l) 
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	dB
	4 + TT
	4 + TT
	-Infinity
	7 + TT
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	dBm/15 kHz
	-98 + TT

	RSRP
	dBm/15 kHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT

	SCH_RP
	dBm/15 kHz
	-94 + TT
	-94 + TT
	-infinity
	-91 + TT

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE priori to the start of time period T2.


The TTI insertion uncertainty test requirement in this case is [FFS ms] expressed as:

[2] x TTIDCCH = [FFS ms]

The measurement reporting delay shall be less than a total of 7680 ms in this test case.
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

8.5
E-UTRAN FDD – UTRAN measurements

8.5.1
E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
· It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure
8.5.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions within the E-UTRA FDD – UTRA FDD cell search requirements.

8.5.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
8.5.1.3
Minimum conformance requirements

The measurement reporting delay shall be less than Tidentify, UTRA_FDD in RRC_CONNECTED state.

When explicit neighbour list is provided and no DRX is used the UE shall be able to identify a new detectable cell within
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Where:

Tbasic_identify_UTRA_FDD = 300 ms. This is the time period used in the inter-RAT equation where the maximum allowed time for the UE to identify a new UTRA FDD cell is defined.
TInter1 = 30 ms. This is the minimum available time for inter-RAT measurement during 480 ms period

NFreq: This is the number of UTRA carriers being monitored

A cell shall be considered detectable when

-
CPICH Ec/Io ≥ -20 dB,

-
SCH_Ec/Io ( -17 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be expected.

When transmission gaps are scheduled for UTRA FDD inter RAT measurement the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in TS 36.133 [4] clause 9.2 of with measurement period given by
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Where:

Xbasic measurement UTRA_FDD = 6 (cells)
TMeasurement_Period UTRA_FDD = 480 ms. The period used for calculating the measurement period. 

Tbasic_measurement_UTRA_FDD = 50 ms. This is the time period used in the equation where the maximum allowed time for the UE to identify a new UTRA FDD cell is defined.

TInter1 = 30 ms. This is the minimum available time for inter-RAT measurement during 480 ms period

NFreq: This is the number of UTRA carriers being monitored

If the UE does not need measurement gaps to perform UTRA FDD measurements, the measurement period for UTRA FDD measurements is 480 ms.

The UE shall be capable of performing UTRA FDD CPICH measurements for Xbasic measurement UTRA_FDD inter-frequency cells per FDD frequency of the monitored set, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of TMeasurement_UTRA_FDD.

Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.
The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between any events that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: twice the TTI of the uplink DCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify UTRA_FDD defined in TS 36.133 [4] clause 8.1.2.4.1.1.1. When L3 filtering is used an additional delay can be expected.

The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.4.1 and A.8.5.1.
8.5.1.4
Test description

8.5.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1. 

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 8.5.1.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.5.1.4.3.
5. There is one E-UTRA FDD serving cell and one UTRA FDD cell specified in the test. Cell 1 (E-UTRA FDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
8.5.1.4.2
Test procedure
The test consists of one active cell and one neighbour cell. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2. 
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to T1 in Table’s 8.5.1.5-1 and 8.5.1.5-2. T1 starts.

3. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 8.5.1.5-1 and 8.5.1.5-2. 

4. UE shall transmit a MeasurementReport message triggered by [Event B1]. If the overall delay measured from the beginning of time period T2 is less than [4880 ms] then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
5. After the SS receive the MeasurementReport message in step 4) or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. 
6. Repeat step 1-5 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
8.5.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.5.1.4.3-1: MobilityFromEUTRACommand: Additional E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        csFallbackIndicator
	Not present
	
	

	        purpose CHOICE {
	
	
	

	          handover
	Handover
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.5.1.4.3-2: Handover: Additional E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Handover ::= SEQUENCE {
	
	
	

	  targetRAT-Type
	 utran
	ENUMERATED {utran, geran, cdma2000-1XTT, cdma2000-HRPD, spare4, spare3, spare2, spare1, …}
	


Table 8.5.1.4.3-3: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	[ReportConfigInterRAT-B1-UTRA(UTRA-Thres)]
	Note: not confirmed in RAN4 yet
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	[MeasGapConfig-GP2]
	Note: not confirmed in RAN4 yet
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 8.5.1.4.3-4: ReportConfigInterRAT-B1-UTRA: Additional E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-UTRA(UTRA-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            b1-Threshold-UTRA CHOICE {
	
	
	

	              thresholdUTRA-EcN0
	[FFS] (UTRA-Thres * 2 + 49)
	UTRA-Thres is actual Ec/NO value in dB
	


Table 8.5.1.4.3-5: MeasuredResults: Additional E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	[1]
	
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	 
	Set according to specific test
	

	     rsrqResult
	 
	Set according to specific test
	

	   } 
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListUTRA
	MeasResultListUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.5.1.4.3-6: MeasResultListUTRA: Additional E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicallCellIdentity CHOICE {   
	 
	
	

	    cellIdentityFDD
	UTRA-FDD-CellIdentity
	
	

	  }  
	
	 
	

	  globalCellIdentity SEQUENCE {
	 
	
	

	    globalcellID-UTRA
	GlobalCellId-UTRA
	
	

	    lac-Id 
	Not present
	
	

	    rac-Id
	Not present
	
	

	    plmn-IdentityList
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	    mode CHOICE {
	
	
	

	       fdd SEQUENCE {
	
	
	

	         cpich-RSCP
	[FFS]
	INTEGER (-5..91)
	

	         cpich-EcN0
	[FFS]
	INTEGER (0..49)
	

	    …
	
	
	

	   }   
	 
	
	

	  }   
	 
	
	

	 }
	
	
	

	}
	
	
	


8.5.1.5
Test requirement
Tables 8.5.1.4.1-1, 8.5.1.5-1 and 8.5.1.5-2 define the primary level settings including test tolerances for E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions in synchronous cells test. 

Table 8.5.1.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN FDD event triggered reporting under fading propagation conditions 

[Table FFS]

Table 8.5.1.5-2: Cell Specific Test requirement Parameters for Cell 2 UTRAN FDD event triggered reporting under fading propagation conditions 

[Table FFS]

The overall delays measured is defined as the time from the beginning of time period T2, to the moment the UE send one [Event B1] triggered measurement report to Cell 2.

The overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays because of TTI insertion uncertainty of the measurement report in DCCH.

The overall delays measured test requirement is expressed as:  
Overall delays measured = measurement reporting delay + TTI insertion uncertainty 

Measurement reporting delay = Tidentify, UTRA_FDD
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Tbasic_identify_UTRA_FDD = 300 ms
TInter1 = 30 ms

NFreq = 1
TTI insertion uncertainty = 80 ms

The overall delays measured shall be less than a total of [4880 ms] in this test case (note: this gives a total of 4800 ms for measurement reporting delay plus 80 ms for TTI insertion uncertainty).
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

9
Measurement Performance Requirements

When the UE is in RRC_CONNECTED state on a cell, physical layer measurements as defined in TS 36.214 [12] clause 5 are initiated and reported to higher layers. To initiate a specific measurement, the System Simulator sends a ‘RRC Connection Reconfiguration message’ to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects, the measurement quantity, the reporting quantities and the reporting criteria (periodical/event-triggered), the physical layer measurement process takes place. In this process when the reporting criteria are fulfilled the UE sends a ‘Measurement Report message’ to the System Simulator including the measurement ID and the results. The reporting criteria that trigger the UE to send a ‘Measurement Report message’ to the System Simulator is periodical as defined in TS 36.331 [5] clause 5.5.4. The physical layer measurements succeed only if the performance results in terms of accuracy are within the specified limits. 
Since the UE reference sensitivity requirements are different depending on supported band, this is noted in each case with definition of the range Io for each frequency band.
The accuracy requirements in this clause are applicable for AWGN radio propagation conditions and assume independent interference (noise) at each receiver antenna port. 
The reported measurement results after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. 

The accuracy requirements are valid for the reported measurement results after layer 1 filtering.

Unless explicitly stated:

-
In state RRC_CONNECTED

-
Reported measurements shall be within defined range in 90 % of the cases.
-
Measurement channel is as defined in Annex A. This measurement channel is used both in active cell and cells to be measured.

-
Propagation condition is AWGN as defined in Annex B.
-
Physical channels used as defined in Annex C.
-
Cell 1 is the active cell.

-
Single task reporting.
-
Power control is active.
9.1
RSRP
9.1.1
FDD Intra frequency RSRP Accuracy

9.1.1.1
FDD Intra Frequency Absolute RSRP Accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.1.1.1.1
Test purpose

To verify that the FDD intra-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.1.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.1.1.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
RSRP|dBm( -126 dBm for Bands 9
RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14
Table 9.1.1.1.3-1: RSRP FDD Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel  … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.1.1.3-2: RSRP measurement report mapping
	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1, clause 9.1.4 and A.9.1.1.
9.1.1.1.4
Test description
9.1.1.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.
3. Message contents are defined in clause 9.1.1.1.4.3.

4. All cells are in the same carrier frequency. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.  
9.1.1.1.4.2
Test procedure

1. Ensure that in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to Table 9.1.1.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRP reported value in MeasurementReport messages. The SS shall calculate the actual RSRP power of Cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRP value from the same Cell 2 for each MeasurementReport message according to Table 9.1.1.1.5-3. 
7. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.
8. Repeat step 1-7 for each sub-test in Table 9.1.1.1.5-2 as appropriate.
9.1.1.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
9.1.1.1.5
Test requirement
Table 9.1.1.1.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP FDD intra-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.1.1.5-1 and the reported values test requirements in table 9.1.1.1.5-3.
Table 9.1.1.1.5-1: RSRP FDD Intra frequency absolute accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 + TT
	(9 + TT
	 -121dBm/15kHz … -70dBm/ BWChannel
	- 119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 + TT
	(11 + TT
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel  … -50dBm/ BWChannel
	-70dBm/ BWChannel  … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.1.1.5-2: RSRP FDD Intra frequency absolute accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	
	Bands 2, 5, 7, 11, 17
	
	
	
	
	
	-114

	
	Bands 3, 8, 12, 13, 14
	
	
	
	
	
	-113

	
	Band 9
	
	
	
	
	
	-115

	Ês/Iot
	dB
	2.5+TT
	-6+TT
	2.5+TT
	-6+TT
	0.5+TT
	-5.76+TT

	RSRPNote3
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/15 kHz
	-100+TT
	-105+TT
	-82+TT
	-87+TT
	-113
	-117+TT

	
	Bands 2, 5, 7, 11, 17
	
	
	
	
	
	-111
	-115+TT

	
	Bands 3, 8, 12, 13, 14
	
	
	
	
	
	-110
	-115

	
	Band 9
	
	
	
	
	
	-112
	-117

	IoNote3
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/9 MHz
	-70+TT
	-70+TT
	-52+TT
	-52+TT
	-81.52+TT

	
	Bands 2, 5, 7, 11, 17
	
	
	
	
	
	-79.52+TT

	
	Bands 3, 8, 12, 13, 14
	
	
	
	
	
	-78.52+TT

	
	Band 9
	
	
	
	
	
	-80.52+TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.1.1.5-3: RSRP FDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS


9.1.1.2
FDD Intra Frequency Relative Accuracy of RSRP
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.1.1.2.1
Test purpose

To verify that the FDD intra-frequency relative accuracy measurement of RSRP is within the specified limit for all bands. 

9.1.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.1.2.3
Minimum conformance requirements

The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
The accuracy requirements in table 9.1.1.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP1,2|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40 
RSRP1,2|dBm( -126 dBm for Bands 9 

RSRP1,2|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP1,2|dBm( -124 dBm for Bands 3, 8, 12, 13, 14
Table 9.1.1.2.3-1: RSRP FDD Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	(2 
	(3
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	(3 
	(3
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.2, clause 9.1.4 and A.9.1.1.
9.1.1.2.4
Test description
9.1.1.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.1.2.4.3.

4. All cells are in the same carrier frequency. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.
9.1.1.2.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.1.1.2.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. The SS shall calculate the actual RSRP power of Cell 1 and Cell 2 as defined in TS 36.214 [12] clause 5.1.3. The reported RSRP value for Cell 1 is compared to the reported RSRP value for Cell 2 for each MeasurementReport message according to Table 9.1.1.2.5-3.
7. The result from the power level difference of the RSRP values for Cell 1 and Cell 2 reported by the UE in step 6) is compared to the actual power level difference of RSRP for Cell 1 and Cell 2.
8. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved. 

9. Repeat step 1-8 for each sub-test in Table 9.1.1.2.5-2 as appropriate.
9.1.1.2.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
9.1.1.2.5
Test requirement
Table 9.1.1.2.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP FDD intra-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.1.2.5-1 and the reported values test requirements in table 9.1.1.2.5-3.
Table 9.1.1.2.5-1: RSRP FDD Intra frequency relative accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	(2 + TT
	(3 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	(3 + TT
	(3 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.1.2.5-2: RSRP FDD Intra frequency relative accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	
	Bands 2, 5, 7, 11, 17
	
	
	
	
	
	-114

	
	Bands 3, 8, 12, 13, 14
	
	
	
	
	
	-113

	
	Band 9
	
	
	
	
	
	-115

	Ês/Iot
	dB
	2.5+TT
	-6+TT
	2.5+TT
	-6+TT
	0.5+TT
	-5.76+TT

	RSRPNote3
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/15 kHz
	-100+TT
	-105+TT
	-82+TT
	-87+TT
	-113
	-117+TT

	
	Bands 2, 5, 7, 11, 17
	
	
	
	
	
	-111
	-115+TT

	
	Bands 3, 8, 12, 13, 14
	
	
	
	
	
	-110
	-115

	
	Band 9
	
	
	
	
	
	-112
	-117

	IoNote3
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/9 MHz
	-70+TT
	-70+TT
	-52+TT
	-52+TT
	-81.52+TT

	
	Bands 2, 5, 7, 11, 17
	
	
	
	
	
	-79.52+TT

	
	Bands 3, 8, 12, 13, 14
	
	
	
	
	
	-78.52+TT

	
	Band 9
	
	
	
	
	
	-80.52+TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.1.2.5-3: RSRP FDD Intra frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	RSRP_x is the reported value of Cell 1


9.1.2
TDD Intra frequency RSRP Accuracy

9.1.2.1
TDD Intra Frequency Absolute RSRP Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.1.2.1.1
Test purpose

To verify that the TDD intra-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.
9.1.2.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.2.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40, 
RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14.
Table 9.1.2.1.3-1: RSRP TDD Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ 119dBm/15kHz … -50dBm/ BWChannel
	-70dBm/ 118dBm/15kHz … -50dBm/ BWChannel
	-70dBm/ 120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.
The mapping of measured quantity is defined in Table 9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.1.2.1.3-2: RSRP measurement report mapping
	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1, clause 9.1.4 and A.9.1.2.
9.1.2.1.4
Test description
9.1.2.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.2.1.4.3.

4. All cells are in the same carrier frequency. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.  
9.1.2.1.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.1.2.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3. SS shall transmit an RRCConnectionReconfiguration message on cell1.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRP reported value in MeasurementReport messages. According to Table 9.1.2.1.5-3 the SS shall calculate the actual RSRP measurement value of Cell2 as defined in TS 36.214 [12] clause 5.1.1 which is compared to the reported RSRP value from the same Cell 2 for each MeasurementReport message according to Table 9.1.2.1.5-3.
7. SS shall check the MeasurementReport message transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.
8. Repeat step 1-7 for each sub-test in Table 9.1.2.1.5-2 as appropriate.
9.1.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.1.2.1.4.3-1: RRCConnectionReconfiguration: Additional RSRP TDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.1.2.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRP TDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.1.2.1.4.3-3: MeasuredResults: Additional RSRP TDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measID
	 
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	 [FFS]
	Value range FFS
	

	     rsrqResult
	 [FFS]
	Value range FFS
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.1.2.1.4.3-4: MeasResultListEUTRA: Additional RSRP TDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    Plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	According to specific test
	
	

	    rsrqResult
	Not present
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.1.2.1.5
Test requirement
Table 9.1.2.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRP TDD intra-frequency absolute accuracy test shall meet the accuracy test requirements in table 9.1.2.1.5-1 and the reported values test requirements in table 9.1.2.1.5-3.
Table 9.1.2.1.5-1: RSRP TDD Intra frequency absolute accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 + TT
	(9 + TT
	 -121dBm/15kHz … -70dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 + TT
	(11 + TT
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ 119dBm/15kHz … -50dBm/ BWChannel
	-70dBm/ 118dBm/15kHz … -50dBm/ BWChannel
	-70dBm/ 120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.2.1.5-2: RSRP TDD Intra frequency absolute accuracy test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6
	6

	Uplink/downlink configurationNote1
	
	1
	1
	1

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	Ês/Iot
	dB
	2.5
	-6
	2.5
	-6
	0.5
	-5.76

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-100
	-105
	-82
	-87
	-113
	-117

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-70
	-70
	-52
	-52
	-81.52

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.2.1.5-3: RSRP TDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS


9.1.2.2
TDD Intra Frequency Relative Accuracy of RSRP
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:
· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.1.2.2.1
Test purpose

To verify that the TDD intra-frequency relative accuracy measurement of RSRP is within the specified limit for all bands. 
9.1.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.
9.1.2.2.3
Minimum conformance requirements
The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
The accuracy requirements in Table 9.1.2.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP1,2|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40, 
RSRP1,2|dBm( -126 dBm for Bands 9, 

RSRP1,2|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP1,2|dBm( -124 dBm for Bands 3, 8, 12, 13, 14.
Table 9.1.2.2.3-1: RSRP TDD Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	(2
	(3
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	(3
	(3
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.
The mapping of measured quantity is defined in Table 9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.2,  clause 9.1.4  and A.9.1.2.
9.1.2.2.4
Test description
9.1.2.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.2.2.4.3.

4. All cells are in the same carrier frequency. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.
9.1.2.2.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.1.2.2.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3. SS shall transmit an RRCConnectionReconfiguration message on Cell1.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the reported RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. According to Table 9.1.2.2.5-3 the SS shall calculate the actual RSRP measurement value of Cell 1 and Cell 2 as defined in TS 36.214 [12] clause 5.1.1. The reported RSRP measurement value for Cell 1 is compared to the reported RSRP measurement value for Cell 2 for each MeasurementReport message according to Table 9.1.2.2.5-3.

7. The result from the power level difference of the RSRP values for Cell 1 and Cell 2 reported by the UE in step 6) is compared to the actual power level difference of RSRP for Cell 1 and Cell 2.
8. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

9. Repeat step 1-8 for each sub-test in Table 9.1.2.2.5-2 as appropriate.
9.1.2.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.1.2.2.4.3-1: RRCConnectionReconfiguration: Additional RSRP TDD intra frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.1.2.2.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRP TDD intra frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.1.2.2.4.3-3: MeasuredResults: Additional RSRP TDD intra frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measID
	 
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	 [FFS]
	Value range FFS
	

	     rsrqResult
	 [FFS]
	Value range FFS
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.1.2.2.4.3-4: MeasResultListEUTRA: Additional RSRP TDD intra frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    Plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	According to specific test
	
	

	    rsrqResult
	Not present
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.1.2.2.5
Test requirement
Table 9.1.2.2.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP TDD intra-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.2.2.5-1 and the reported values test requirements in table 9.1.2.2.5-3. The mapping of measured quantity is defined in Table 9.1.2.2.5-3. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.1.2.2.5-1: RSRP TDD Intra frequency relative accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	(2 + TT
	(3 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	(3 + TT
	(3 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.2.2.5-2: RSRP TDD Intra frequency relative accuracy test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6
	6

	Uplink/downlink configurationNote1
	
	1
	1
	1

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	Ês/Iot
	dB
	2.5
	-6
	2.5
	-6
	0.5
	-5.76

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-100
	-105
	-82
	-87
	-113
	-117

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-70
	-70
	-52
	-52
	-81.52

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.2.2.5-3: RSRP TDD Intra frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	RSRP_x is the reported value of Cell 1


9.1.3
FDD Inter frequency RSRP Accuracy

9.1.3.1
FDD Inter Frequency Absolute RSRP Accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.1.3.1.1
Test purpose

To verify that the FDD inter-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.
9.1.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.3.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.1.3.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40 

RSRP|dBm( -126 dBm for Bands 9 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14
Table 9.1.3.1.3-1: RSRP FDD Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	-119dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.1, clause 9.1.4 and A.9.1.3.
9.1.3.1.4
Test description
9.1.3.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.3.1.4.3.

4. Cell 1 and Cell 2 are on the different carrier frequencies. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. 

9.1.3.1.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.1.3.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRP reported value in MeasurementReport messages. The SS shall calculate the actual RSRP power of Cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRP value from the same Cell 2 for each MeasurementReport message according to Table 9.1.3.1.5-3.
7. SS shall check the MeasurementReport message transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.1.3.1.5-2 as appropriate.
9.1.3.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
9.1.3.1.5
Test requirement
Table 9.1.3.1.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP FDD inter-frequency absolute accuracy test shall meet the accuracy test requirements in table 9.1.3.1.5-1 and the reported values test requirements in table 9.1.3.1.5-3.
Table 9.1.3.1.5-1: RSRP FDD Inter frequency absolute accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 + TT
	(9 + TT
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 + TT
	(11 + TT
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.3.1.5-2: RSRP FDD Inter frequency absolute accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Measurement gap configuration
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
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	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-116

	
	Bands 2, 5, 7, 11, 17
	
	
	
	-107
	-114

	
	Bands 3, 8, 12, 13, 14
	
	
	
	-106
	-113

	
	Band 9
	
	
	
	-108
	-115

	Ês/Iot
	dB
	10+TT
	10+TT
	14+TT
	-5+TT

	RSRPNote3
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/15 kHz
	-78.65+TT
	-78.65+TT
	-95+TT
	-121+TT

	
	Bands 2, 5, 7, 11, 17
	
	
	
	-93+TT
	-119+TT

	
	Bands 3, 8, 12, 13, 14
	
	
	
	-92+TT
	-118+TT

	
	Band 9
	
	
	
	-94+TT
	-120+TT

	IoNote3
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/9 MHz
	-49.5+TT
	-49.5+TT
	-67.05+TT
	-87.03+TT

	
	Bands 2, 5, 7, 11, 17
	
	
	
	-65.05+TT
	-85.03+TT

	
	Bands 3, 8, 12, 13, 14
	
	
	
	-64.05+TT
	-84.03+TT

	
	Band 9
	
	
	
	-66.05+TT
	-86.03+TT

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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N

 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.3.1.5-3: RSRP FDD Inter frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS


9.1.3.2
FDD Inter Frequency Relative Accuracy of RSRP
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.1.3.2.1
Test purpose

To verify that the FDD inter-frequency relative accuracy measurement of RSRP is within the specified limit for all bands.
9.1.3.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.1.3.2.3
Minimum conformance requirements

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in table 9.1.3.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP1|dBm ( -127 dBm if RSRP1 is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 11, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40,
RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 11, 17,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14 .
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Table 9.1.3.2.3-1: RSRP FDD Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	RSRP is on Bands 2, 5, 7,  11, 17
	RSRP is on Bands 3, 8, 12, 13, 14
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	(6 
	(6
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.2, clause 9.1.4 and A.9.1.3.
9.1.3.2.4
Test description
9.1.3.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.3.2.4.3.

4. Cell 1 and Cell 2 are on the different carrier frequencies. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.  
9.1.3.2.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.1.3.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. The SS shall calculate the actual RSRP power of Cell 1 and Cell 2 as defined in TS 36.214 [12] clause 5.1.3. The reported RSRP value for Cell 1 is compared to the reported RSRP value for Cell 2 for each MeasurementReport message according to Table 9.1.3.2.5-3.

7. The result from the power level difference of the RSRP values of Cell 1 and Cell 2 reported by the UE in Step 6) is compared to the actual power level difference of RSRP for Cell 1 and Cell 2. 

8. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.
9. Repeat step 1-8 for each sub-test in Table 9.1.3.2.5-2 as appropriate.
9.1.3.2.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].
9.1.3.2.5
Test requirement
Table 9.1.3.2.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP FDD inter-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.3.2.5-1 and the reported values test requirements in table 9.1.3.2.5-3.
Table 9.1.3.2.5-1: RSRP FDD Inter frequency relative accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	RSRP is on Bands 2, 5, 7, 11, 17
	RSRP is on Bands 3, 8, 12, 13, 14
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	(6 + TT
	(6 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.3.2.5-2: RSRP FDD Inter frequency relative accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Measurement gap configuration
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
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	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-116

	
	Bands 2, 5, 7, 11, 17
	
	
	
	-107
	-114

	
	Bands 3, 8, 12, 13, 14
	
	
	
	-106
	-113

	
	Band 9
	
	
	
	-108
	-115

	Ês/Iot
	dB
	10+TT
	10+TT
	14+TT
	-5+TT

	RSRPNote3
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/15 kHz
	-78.65+TT
	-78.65+TT
	-95+TT
	-121+TT

	
	Bands 2, 5, 7, 11, 17
	
	
	
	-93+TT
	-119+TT

	
	Bands 3, 8, 12, 13, 14
	
	
	
	-92+TT
	-118+TT

	
	Band 9
	
	
	
	-94+TT
	-120+TT

	IoNote3
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	dBm/9 MHz
	-49.5+TT
	-49.5+TT
	-67.05+TT
	-87.03+TT

	
	Bands 2, 5, 7, 11, 17
	
	
	
	-65.05+TT
	-85.03+TT

	
	Bands 3, 8, 12, 13, 14
	
	
	
	-64.05+TT
	-84.03+TT

	
	Band 9
	
	
	
	-66.05+TT
	-86.03+TT

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.3.2.5-3: RSRP FDD Inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	RSRP_x is the reported value of Cell 1


9.1.4
TDD Inter frequency RSRP Accuracy

9.1.4.1
TDD Inter Frequency Absolute RSRP Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.1.4.1.1
Test purpose

To verify that the TDD inter-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.
9.1.4.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.
9.1.4.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in Table 9.1.4.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40, 

RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14

Table 9.1.4.1.3-1: RSRP TDD-TDD Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.1 , clause 9.1.4 and A.9.1.4.
9.1.4.1.4
Test description
9.1.4.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.4.1.4.3.

4. Cell 1 and Cell 2 are on the different carrier frequencies. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. 
9.1.4.1.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.1.4.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1

3. SS shall transmit an RRCConnectionReconfiguration message on cell.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the reported RSRP value in MeasurementReport messages. According to Table 9.1.4.1.5-3 the SS shall calculate the actual RSRP power of Cell 2 as defined in TS 36.214 [12] clause 5.1.1 which is compared to the reported RSRP value from the same Cell 2 for each MeasurementReport message according to Table 9.1.4.1.5-3.
7. SS shall check the MeasurementReport message transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.
8. Repeat step 1-7 for each sub-test in Table 9.1.4.1.5-2 as appropriate.
9.1.4.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.1.4.1.4.3-1: RRCConnectionReconfiguration: Additional RSRP TDD inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.1.4.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRP TDD inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.1.4.1.4.3-3: MeasuredResults: Additional RSRP TDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measID
	 
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	[FFS]
	Value range FFS
	

	     rsrqResult
	[FFS]
	Value range FFS
	

	   },  
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.1.4.1.4.3-4: MeasResultListEUTRA: Additional RSRP TDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    Plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	According to specific test 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.1.4.1.5
Test requirement
Table 9.1.4.1.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP TDD inter-frequency absolute accuracy test shall meet the accuracy test requirements in table 9.1.4.1.5-1 and the reported values test requirements in table 9.1.4.1.5-3.
Table 9.1.4.1.5-1: RSRP TDD-TDD Inter frequency absolute accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 + TT
	(9 + TT
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 + TT
	(11 + TT
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.4.1.5-2: RSRP TDD-TDD Inter frequency absolute accuracy test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1

	Measurement gap configuration
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-116

	Ês/Iot
	dB
	10
	10
	14
	-5

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40.
	dBm/15 kHz
	-78.65
	-78.65
	-95
	-121

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-49.5
	-49.5
	-67.05
	-87.03

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.4.1.5-3: RSRP TDD-TDD Inter frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS


9.1.4.2
TDD Inter Frequency Relative Accuracy of RSRP
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.1.4.2.1
Test purpose

To verify that the TDD inter-frequency relative accuracy measurement of RSRP is within the specified limit for all bands.
9.1.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.
9.1.4.2.3
Minimum conformance requirements

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.4.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP1|dBm ( -127 dBm if RSRP1 is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 11, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14,
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 11, 17,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14
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Table 9.1.4.2.3-1: RSRP TDD-TDD Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	RSRP is on Bands 2, 5, 7, 11, 17
	RSRP is on Bands 3, 8, 12, 13, 14
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	(6
	(6
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.2, clause 9.1.4 and A.9.1.4.
9.1.4.2.4
Test description
9.1.4.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.4.2.4.3.

4. Cell 1 and Cell 2 are on the different carrier frequencies. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.
9.1.4.2.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.1.4.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the reported RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. The SS shall calculate the actual RSRP measurement value of Cell 1 and Cell 2 as defined in TS 36.214 [12] clause 5.1.1. The reported RSRP value for Cell 1 is compared to the reported RSRP value for Cell 2 for each MeasurementReport message according to Table 9.1.4.2.5-3.

7. The result from the power level difference of the calculated RSRP measurement values of cell Cell 1 and cell Cell 2 reported by the UE in Step 6) is compared to the actual power level difference of RSRP reported values for cell Cell 1 and cell Cell 2.
8. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

9. Repeat step 1-8 for each sub-test in Table 9.1.4.2.5-2 as appropriate.
9.1.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.1.4.2.4.3-1: RRCConnectionReconfiguration: Additional RSRP TDD inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.1.4.2.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRP TDD inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.1.4.2.4.3-3: MeasuredResults: Additional RSRP TDD inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measID
	 
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	[FFS]
	Value range FFS
	

	     rsrqResult
	[FFS]
	Value range FFS
	

	   }, 
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.1.7.2.4.3-4: MeasResultListEUTRA: Additional RSRP TDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    Plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	According to specific test 
	
	

	    rsrqResult
	Not present
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.1.4.2.5
Test requirement
Table 9.1.4.2.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP TDD inter-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.4.2.5-1 and the reported values test requirements in table 9.1.4.2.5-3. The mapping of measured quantity is defined in Table 9.1.4.2.5-3. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.1.4.2.5-1: RSRP TDD-TDD Inter frequency relative accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39 and 40
	RSRP is on Bands 2, 5, 7, 11, 17
	RSRP is on Bands 3, 8, 12, 13, 14
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	(6 + TT
	(6 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.4.2.5-2: RSRP TDD-TDD Inter frequency relative accuracy test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1

	Measurement gap configuration
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-116

	Ês/Iot
	dB
	10
	10
	14
	-5

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40.
	dBm/15 kHz
	-78.65
	-78.65
	-95
	-121

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-49.5
	-49.5
	-67.05
	-87.03

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.4.2.5-3: RSRP TDD-TDD Inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	RSRP_x is the reported value of Cell 1


9.2
RSRQ
9.2.1
FDD Intra frequency RSRQ Accuracy

9.2.1.1
FDD Intra Frequency Absolute RSRQ Accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.2.1.1.1
Test purpose

To verify that the FDD intra frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.  

9.2.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.2.1.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.2.1.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40

RSRP|dBm( -126 dBm for Bands 9 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14 
Table 9.2.1.1.3-1: RSRQ FDD intra frequency absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 
	( 4 
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.1.1.3-2.

Table 9.2.1.1.3-2: RSRQ FDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.5.1 and A.9.2.1.
9.2.1.1.4
Test description
9.2.1.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.1.1.4.3. 
4. There is one E-UTRA FDD carrier and two cells specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
9.2.1.1.4.2
Test procedure

The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell, Cell 1.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.2.1.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The SS shall calculate the actual RSRQ power of Cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRQ value from the same Cell 2 for each MeasurementReport message according to Table 9.2.1.1.5-3.
7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to table G.2.3-1 in Annex G.2 is achieved.
8. Repeat step 1-7 for each sub-test in Table 9.2.1.1.5-2 as appropriate.
9.2.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.1.1.4.3-1: RRCConnectionReconfiguration: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.1.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.1.1.4.3-3: ReportConfigEUTRA-PERIODICAL: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCells
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	Rsrq
	
	

	  reportQuantity
	Both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	Infinity
	
	

	}
	
	
	


Table 9.2.1.1.4.3-4: MeasuredResults: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.1.1.4.3-5: MeasResultListEUTRA: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


 9.2.1.1.5
Test requirement
Table 9.2.1.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ FDD intra frequency absolute accuracy test shall meet the accuracy test requirements in Table 9.2.1.1.5-1. 
The RSRQ FDD intra frequency absolute accuracy test for the reported values shall meet the requirements in Table 9.2.1.1.5-3.
Table 9.2.1.1.5-1: RSRQ FDD intra frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.1.1.5-2: Cell Specific Test requirement Parameters for RSRQ FDD intra frequency absolute accuracy 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6 and 10.
	dBm/15 kHz
	-84.76 + TT
	-84.76 + TT
	-103.85 + TT
	-103.85 + TT
	-116 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-114 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-113 + TT

	
	Band 9
	
	
	
	
	
	-115 + TT

	Ês/Iot
	dB
	3 + TT
	3 + TT
	-4.7 + TT
	-4.7 + TT
	-5.4 + TT
	-5.4 + TT

	RSRPNote3
	Bands 1, 4, 6 and 10.
	dBm/15 kHz
	-81.76 + TT
	-81.76 + TT
	-106.75 + TT
	-106.75 + TT
	-120 + TT
	-120 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-118 + TT
	-118 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-117 + TT
	-117 + TT

	
	Band 9
	
	
	
	
	
	-119 + TT
	-119 + TT

	RSRQNote3
	Bands 1, 4, 6 and 10.
	dB
	-14.77 + TT
	-14.77 + TT
	-16.76 + TT
	-16.76 + TT
	-17.33 + TT
	-17.33 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	
	

	
	Bands 3, 8, 13, …
	
	
	
	
	
	
	

	
	Band 9
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6 and 10.
	dBm/9 MHz
	-50 + TT
	-50 + TT
	-73 + TT
	-73 + TT
	-85.67 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-83.67 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-82.67 + TT

	
	Band 9
	
	
	
	
	
	-84.67 + TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.1.1.5-3: RSRQ FDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS


9.2.2
TDD Intra frequency RSRQ Accuracy

9.2.2.1
TDD Intra Frequency Absolute RSRQ Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
· 
9.2.2.1.1
Test purpose

To verify that the TDD intra frequency absolute RSRQ measurement accuracy is within the specified limit for all TDD bands.  

9.2.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.2.2.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.2.2.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40

RSRP|dBm( -126 dBm for Bands 9 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14 
Table 9.2.2.1.3-1: RSRQ TDD intra frequency absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 
	( 4 
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.2.1.3-2.

Table 9.2.2.1.3-2: RSRQ FDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.2.2.1 and A.9.2.2.

9.2.2.1.4
Test description
9.2.2.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.2.1.4.3. 

4. There is one E-UTRA TDD carrier and two cells specified in each test. Cell 1 is the cell used for call setup with the power level set according to clause C.0 and C.1 for this test.

9.2.2.1.4.2
Test procedure
The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell, Cell 1.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.2. Set the parameters according to Table 9.2.2.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.3. SS shall transmit an RRCConnectionReconfiguration message.4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The SS shall calculate the actual RSRQ power value of cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRQ value from the same Cell2 for each MeasurementReport message according to Table 9.2.2.1.5-3.
7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1  in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.2.1.5-2 as appropriate.

9.2.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.2.1.4.3-1: RRCConnectionReconfiguration: Additional RSRQ TDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.2.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ TDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.2.1.4.3-3: ReportConfigEUTRA-PERIODICAL: Additional RSRQ TDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCells
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrq
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	infinity
	
	

	}
	
	
	


Table 9.2.2.1.4.3-4: MeasuredResults: Additional RSRQ TDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.2.1.4.3-5: MeasResultListEUTRA: Additional RSRQ TDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	 
	Set according to specific test
	

	    rsrqResult
	 
	 Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


 9.2.2.1.5
Test requirement
Table 9.2.2.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ TDD intra frequency absolute accuracy test shall meet the accuracy test requirements in Table 9.2.2.1.5-1. 

The RSRQ TDD intra frequency absolute accuracy test for the reported values shall meet the requirements in Table 9.2.2.1.5-3.
Table 9.2.2.1.5-1: RSRQ TDD intra frequency absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel


	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.2.1.5-2: Cell Specific Test requirement Parameters for RSRQ TDD intra frequency absolute accuracy 
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Special subframe configurationNote1 
	
	6
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1
	1

	Measurement bandwidth
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	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-84.76 + TT
	-84.76 + TT
	-103.85 + TT
	-103.85 + TT
	-116 + TT

	Ês/Iot
	dB
	3 + TT
	3 + TT
	-4.7 + TT
	-4.7 + TT
	-5.4 + TT
	-5.4 + TT

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-81.76 + TT
	-81.76 + TT
	-106.75 + TT
	-106.75 + TT
	-120 + TT
	-120 + TT

	RSRQNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dB
	-14.77 + TT
	-14.77 + TT
	-16.76 + TT
	-16.76 + TT
	-17.33 + TT
	-17.33 + TT

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-50 + TT
	-50 + TT
	-73 + TT
	-73 + TT
	-85.67 + TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.2.1.5-3: RSRQ TDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS


9.2.3
FDD Inter frequency RSRQ Accuracy

9.2.3.1
FDD Inter Frequency Absolute RSRQ Accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.2.3.1.1
Test purpose

To verify that the FDD inter frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.  

9.2.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.2.3.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.2.3.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports. 
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.
RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40, 

RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7,11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14
Table 9.2.3.1.3-1: RSRQ FDD inter frequency absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.3.1.3-2.

Table 9.2.3.1.3-2: RSRQ FDD Inter frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.1 and A.9.2.3.
9.2.3.1.4
Test description
9.2.3.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.3.1.4.3. 
4. There are two E-UTRA FDD carriers and one cell on each carrier specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
9.2.3.1.4.2
Test procedure

The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell, Cell 1. 
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.2.3.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The SS shall calculate the actual RSRQ power value of Cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRQ value from the same Cell 2 for each MeasurementReport message according to Table 9.2.3.1.5-3. 
7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to table G.2.3-1 in Annex G.2 is achieved.
8. Repeat step 1-7 for each test interval in Table 9.2.3.1.5-2 as appropriate.

9.2.3.1.4.3
Message contents
Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.3.1.4.3-1: RRCConnectionReconfiguration: Additional RSRQ FDD inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.3.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ FDD inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.3.1.4.3-3: ReportConfigEUTRA-PERIODICAL: Additional RSRQ FDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCells
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	Rsrq
	
	

	  reportQuantity
	Both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	Infinity
	
	

	}
	
	
	


Table 9.2.3.1.4.3-4: MeasuredResults: Additional RSRQ FDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.3.1.4.3-5: MeasResultListEUTRA: Additional RSRQ FDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.2.3.1.5
Test requirement
Table 9.2.3.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ FDD inter frequency absolute accuracy test shall meet the accuracy test requirements in Table 9.2.3.1.5-1. 
The RSRQ FDD inter frequency absolute accuracy test for the reported values shall meet the requirements in Table 9.2.3.2.5-3.
Table 9.2.3.1.5-1: RSRQ FDD inter frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.3.1.5-2: Cell Specific Test requirement Parameters for RSRQ FDD inter frequency absolute accuracy 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Measurement gap configuration
	
	0
	-
	0
	-
	0
	-

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1(OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6 and 10.
	dBm/15 kHz
	-80 + TT
	-80 + TT
	-104 + TT
	-104 + TT
	-119 + TT
	-119 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-117 + TT
	-117 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-116 + TT
	-116 + TT

	
	Band 9
	
	
	
	
	
	-118 + TT
	-118 + TT

	Ês/Iot
	dB
	-1.75 + TT
	-1.75 + TT
	-4.7 + TT
	-4.7 + TT
	-4.5 + TT
	-4.5 + TT

	RSRPNote3
	Bands 1, 4, 6 and 10.
	dBm/15 kHz
	-81.75 + TT
	-81.75 + TT
	-108.70 + TT
	-108.70 + TT
	-123.50 + TT
	-123.50 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-121.50 + TT
	-121.50 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-120.50 + TT
	-120.50 + TT

	
	Band 9
	
	
	
	
	
	-122.50 + TT
	-122.50 + TT

	RSRQNote3
	Bands 1, 4, 6 and 10.
	dB
	-14.76 + TT
	-14.76 + TT
	-16.76 + TT
	-16.76 + TT
	-16.61 + TT
	-16.61 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	
	

	
	Bands 3, 8, 13, …
	
	
	
	
	
	
	

	
	Band 9
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6 and 10.
	dBm/9 MHz
	-50 + TT
	-50 + TT
	-74.95 + TT
	-74.95 + TT
	-89.90 + TT
	-89.90 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-87.90 + TT
	-87.90 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-86.90 + TT
	-86.90 + TT

	
	Band 9
	
	
	
	
	
	-88.90 + TT
	-88.90 + TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.3.1.5-3: RSRQ FDD inter frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS


9.2.3.2
FDD Inter Frequency Relative Accuracy of RSRQ
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
9.2.3.2.1
Test purpose

To verify that the FDD inter frequency relative accuracy measurement of RSRQ is within the specified limit for all bands. 

9.2.3.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.2.3.2.3
Minimum conformance requirements

The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
The accuracy requirements in table 9.2.3.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports. 
Conditions defined in 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.
RSRP1|dBm ( -127 dBm if RSRP1 is on Band 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 11, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14,
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40,

RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 11, 17,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14.
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Table 9.2.3.2.3-1: RSRQ FDD inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	RSRQ is on Bands 2, 5, 7,  11, 17
	RSRQ is on Bands 3, 8, 12, 13, 14
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 3
	( 4
	-121dBm/15kHz … -50dBm
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 4
	( 4
	-121dBm/15kHz … -50dBm
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.3.2.3-2.

Table 9.2.3.2.3-2: RSRQ FDD Inter frequency relative accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.2 and A.9.2.3.
9.2.3.2.4
Test description
9.2.3.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.3.2.4.3. 
4. There are two E-UTRA FDD carriers and one cell on each carrier specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
9.2.3.2.4.2
Test procedure

The three tests consist of Cell 1, serving cell and Cell 2, target cell. The relative accuracy of RSRQ is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency. 
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.2.3.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value of Cell 1 and Cell 2 in MeasurementReport messages. According to Table 9.2.3.2.5-3 the SS shall calculate the actual RSRQ power as defined in TS 36.214 [12] clause 5.1.3 of Cell 1 and Cell 2. The reported RSRQ value for Cell 1 is compared to the reported RSRQ value for Cell 2 for each MeasurementReport message.
7. The result from the power level difference of the RSRQ value reported from Cell 1 compared to Cell 2 in step 6) is compared to the actual power level difference of RSRQ for Cell 1 and Cell 2. 
8. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.
9. Repeat step 1-8 for each test interval in Table 9.2.3.2.5-2 as appropriate.
9.2.3.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.3.2.4.3-1: RRCConnectionReconfiguration: Additional RSRQ FDD inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.3.2.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ FDD inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.3.2.4.3-3: ReportConfigEUTRA-PERIODICAL: Additional RSRQ FDD inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCells
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrq
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	infinity
	
	

	}
	
	
	


Table 9.2.3.2.4.3-4: MeasuredResults: Additional RSRQ FDD inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	 
	

	   measResultServing
	 
	
	

	     rsrpResult
	
	Set according to specific tes
	

	     rsrqResult
	
	Set according to specific tes
	

	   }, 
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.3.2.4.3-5: MeasResultListEUTRA: Additional RSRQ FDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	   globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.2.3.2.5
Test requirement
Table 9.2.3.2.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ FDD inter frequency relative accuracy test shall meet the accuracy test requirements in Table 9.2.3.2.5-1. 
The RSRQ FDD inter frequency relative accuracy test for the reported values shall meet the requirements in Table 9.2.3.2.5-3.
Table 9.2.3.2.5-1: RSRQ FDD inter frequency relative accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	RSRQ is on Bands 2, 5, 7,  11, 17
	RSRQ is on Bands 3, 8, 12, 13, 14
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 3 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 4 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.3.2.5-2: Cell Specific Test requirement Parameters for RSRQ FDD inter frequency relative accuracy 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Measurement gap configuration
	
	0
	-
	0
	-
	0
	-

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1(OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6 and 10.
	dBm/15 kHz
	-80 + TT
	-80 + TT
	-104 + TT
	-104 + TT
	-119 + TT
	-119 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-117 + TT
	-117 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-116 + TT
	-116 + TT

	
	Band 9
	
	
	
	
	
	-118 + TT
	-118 + TT

	Ês/Iot
	dB
	-1.75 + TT
	-1.75 + TT
	-4.7 + TT
	-4.7 + TT
	-4.5 + TT
	-4.5 + TT

	RSRPNote3
	Bands 1, 4, 6 and 10.
	dBm/15 kHz
	-81.75 + TT
	-81.75 + TT
	-108.70 + TT
	-108.70 + TT
	-123.50 + TT
	-123.50 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-121.50 + TT
	-121.50 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-120.50 + TT
	-120.50 + TT

	
	Band 9
	
	
	
	
	
	-122.50 + TT
	-122.50 + TT

	RSRQNote3
	Bands 1, 4, 6 and 10.
	dB
	-14.76 + TT
	-14.76 + TT
	-16.76 + TT
	-16.76 + TT
	-16.61 + TT
	-16.61 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	
	

	
	Bands 3, 8, 13, …
	
	
	
	
	
	
	

	
	Band 9
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6 and 10.
	dBm/9 MHz
	-50 + TT
	-50 + TT
	-74.95 + TT
	-74.95 + TT
	-89.90 + TT
	-89.90 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-87.90 + TT
	-87.90 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-86.90 + TT
	-86.90 + TT

	
	Band 9
	
	
	
	
	
	-88.90 + TT
	-88.90 + TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.3.2.5-3: RSRQ FDD inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_(x – FFS) 
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 

	Highest reported value (Cell 2)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 

	Highest reported value (Cell 2)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)

	RSRQ_x is the reported value of Cell 1


9.2.4
TDD Inter frequency RSRQ Accuracy

9.2.4.1
TDD Inter Frequency Absolute RSRQ Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
· 
9.2.4.1.1
Test purpose

To verify that the TDD inter frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.  

9.2.4.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.2.4.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.2.4.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports. 

Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40, 

RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7,11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14
Table 9.2.3.1.3-1: RSRQ FDD inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.2.1.3-2.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.1 and A.9.2.4.

9.2.4.1.4
Test description
9.2.4.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.4.1.4.3. 

4. There are two E-UTRA TDD carriers and one cell on each carrier specified in each test. Cell 1 is the cell used for call setup with the power level set according to clause C.0 and C.1 for this test.

9.2.4.1.4.2
Test procedure
The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell, Cell 1. The Gap pattern configuration is with id#0 as defined in TS 36.133 clause 8.1.2.1.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.2.4.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages.The SS shall calculate the actual RSRQ power value of Cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRQ value from the same Cell 2 for each MeasurementReport message according to Table 9.2.4.1.5-3.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1  in Annex G.2 is achieved.

Repeat step 1-7 for each test interval in Table 9.2.4.1.5-2 as appropriate.

9.2.4.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.4.1.4.3-1: RRCConnectionReconfiguration: Additional RSRQ TDD inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.4.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ TDD inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.4.1.4.3-3: ReportConfigEUTRA-PERIODICAL: Additional RSRQ FDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCells
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	Rsrq
	
	

	  reportQuantity
	Both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	Infinity
	
	

	}
	
	
	


Table 9.2.4.1.4.3-4: MeasuredResults: Additional RSRQ TDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.4.1.4.3-5: MeasResultListEUTRA: Additional RSRQ TDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    Tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	 
	Set according to specific test
	

	    rsrqResult
	 
	 Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.2.4.1.5
Test requirement
Table 9.2.4.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ TDD inter frequency absolute accuracy test shall meet the accuracy test requirements in Table 9.2.4.1.5-1. 

The RSRQ TDD inter frequency absolute accuracy test for the reported values shall meet the requirements in Table 9.2.4.2.5-3.
Table 9.2.4.1.5-1: RSRQ TDD inter frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.4.1.5-2: Cell Specific Test requirement Parameters for RSRQ TDD inter frequency absolute accuracy 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Measurement gap configuration
	
	6
	-
	6
	-
	
	-

	Special subframe configuration Note1
	
	0
	0
	0

	Uplink-downlink configuration Note1
	
	1
	1
	1

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2
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Note3


	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-80+ TT
	-80+ TT
	-104+ TT
	-104+ TT
	-119+ TT
	-119+ TT

	Ês/Iot
	dB
	-1.75+ TT
	-1.75+ TT
	-4.7+ TT
	-4.7+ TT
	-4.5+ TT
	-4.5+ TT

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-81.75+ TT
	-81.75+ TT
	-108.70+ TT
	-108.70+ TT
	-123.50+ TT
	-123.50+ TT

	RSRQNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dB
	-14.76+ TT
	-14.76+ TT
	-16.76+ TT
	-16.76+ TT
	-16.61+ TT
	-16.61+ TT

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-50+ TT
	-50+ TT
	-74.95+ TT
	-74.95+ TT
	-89.90+ TT
	-89.90+ TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.4.1.5-3: RSRQ TDD inter frequency absolute accuracy requirements for the reported values
	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS


9.2.4.2
TDD Inter Frequency Relative Accuracy of RSRQ

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
· 
9.2.4.2.1
Test purpose

To verify that the TDD inter frequency relative accuracy measurement of RSRQ is within the specified limit for all bands. 

9.2.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.2.4.2.3
Minimum conformance requirements

The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
The accuracy requirements in table 9.2.4.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports. 

Conditions defined in 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP1|dBm ( -127 dBm if RSRP1 is on Band 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 11, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14,
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40,

RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 11, 17,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14.
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Table 9.2.3.2.3-1: RSRQ TDD Tinter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39,  40
	RSRQ is on Bands 2, 5, 7,  11, 17
	RSRQ is on Bands 3, 8, 12, 13, 14
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 3
	( 4
	-121dBm/15kHz … -50dBm
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 4
	( 4
	-121dBm/15kHz … -50dBm
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.2.1.3-2.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.2 and A.9.2.4.

9.2.4.2.4
Test description
9.2.4.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.4.2.4.3. 

4. There are two E-UTRA TDD carriers and one cell on each carrier specified in the test. Cell 1 is the cell used for call setup with the power level set according to clause C.0 and C.1 for this test.

9.2.4.2.4.2
Test procedure
The three tests consist of Cell 1, serving cell and Cell 2, target cell. The relative accuracy of RSRQ is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency. The Gap pattern configuration is with id#0 as defined in TS 36.133 clause 8.1.2.1.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS .
2. Set the parameters according to Table 9.2.4.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. UE shall transmit periodically MeasurementReport messages.
6. SS shall check the RSRQ value of Cell 1 and Cell 2 in MeasurementReport messages. The SS shall calculate the actual RSRQ power as defined in TS 36.214 [12] clause 5.1.3 of Cell 1 and Cell 2. The reported RSRQ value for Cell 1 is compared to the reported RSRQ value for Cell 2 for each MeasurementReport message according to Table 9.2.4.2.5-3.
7. The result from the power level difference of the RSRQ value reported from Cell 1 compared to Cell 2 in step 6) is compared to the actual power level difference of RSRQ for Cell 1 and Cell 2..
8. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1  in Annex G.2 is achieved.
9. Repeat step 1-8 for each test interval in Table 9.2.4.1.5-2 as appropriate.

9.2.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.4.2.4.3-1: RRCConnectionReconfiguration: Additional RSRQ TDD inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.4.2.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ TDD inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.4.2.4.3-3: ReportConfigEUTRA-PERIODICAL: Additional RSRQ FDD inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCells
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrq
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	infinity
	
	

	}
	
	
	


Table 9.2.4.1.4.3-4: MeasuredResults: Additional RSRQ TDD inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.4.1.4.3-5: MeasResultListEUTRA: Additional RSRQ TDD inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	 
	Set according to specific test
	

	    rsrqResult
	 
	 Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.2.4.2.5
Test requirement
Table 9.2.4.2.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ TDD inter frequency relative accuracy test shall meet the accuracy test requirements in Table 9.2.4.2.5-1. 

The RSRQ TDD inter frequency relative accuracy test for the reported values shall meet the requirements in Table 9.2.4.2.5-3.
Table 9.2.4.2.5-1: RSRQ TDD inter frequency relative accuracy, test requirements 

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	RSRQ is on Bands 2, 5, 7,  11, 17
	RSRQ is on Bands 3, 8, 12, 13, 14
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 3 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 4 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.4.2.5-2: Cell Specific Test requirement Parameters for RSRQ TDD inter frequency relative accuracy 
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Measurement gap configuration
	
	6
	-
	6
	-
	
	-

	Special subframe configuration Note1
	
	0
	0
	0

	Uplink-downlink configuration Note1
	
	1
	1
	1

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2
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Note3


	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-80+TT
	-80+TT
	-104+TT
	-104+TT
	-119+TT
	-119+TT

	Ês/Iot
	dB
	-1.75+TT
	-1.75+TT
	-4.7+TT
	-4.7+TT
	-4.5+TT
	-4.5+TT

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-81.75+TT
	-81.75+TT
	-108.70+TT
	-108.70+TT
	-123.50+TT
	-123.50+TT

	RSRQNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dB
	-14.76+TT
	-14.76+TT
	-16.76+TT
	-16.76+TT
	-16.61+TT
	-16.61+TT

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-50+TT
	-50+TT
	-74.95+TT
	-74.95+TT
	-89.90+TT
	-89.90+TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.4.2.5-3: RSRQ TDD inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 

	Highest reported value (Cell 2)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 

	Highest reported value (Cell 2)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)

	RSRQ_x is the reported value of Cell 1


Annex A to F skipped 
Annex G (normative): Statistical Testing
G.1
General

FSS

G.2
Statistical testing of delay and UE measurement performance in RRM tests
G.2.1
General
The RRM tests are either of deterministic or of statistical nature. The pass fail limits in tests of statistical nature are expressed as a limit ( e.g. delay limit) and a success ratio applicable for the limit. The success ratio is 90% uniform (the complement is the error ratio ER = 10%)  

Among the  statistical tests there are tests performed in fading conditions while others are performed in static conditions.  In addition to the statistical considerations, the fading conditions require the definition of a minimum test time.  

G.2.2 
Design of the test

The test is defined by the following design principles (see TS 36.521-1 clause G.x, Theory….):
1) The early decision concept is applied.

2) A second limit is introduced: bad DUT factor M>1

3) To decide the test pass:

Supplier risk is applied based on the bad DUT quality

To decide the test fail

Cusomer risk is applied based on the specified DUT quality

The test is defined by the following parameters:

1) Limit ER = 0.1 (success ratio = 90%)

2) Bad DUT factor M=1.5 (selectivity)

3) Confidence level CL = 95% (for specified DUT and bad DUT-quality)

G.2.3 
Numerical definition of the pass fail limits

Table G.2.3-1  pass fail limits

	ne
	nsp
	nsf
	ne
	nsp
	nsf
	ne
	nsp
	nsf
	ne
	nsp
	nsf

	0
	33

	NA
	43
	408
	283
	86
	737
	644
	129
	1056
	1021

	1
	46
	NA
	44
	416
	291
	87
	745
	653
	130
	1064
	1030

	2
	58
	2
	45
	424
	299
	88
	752
	661
	131
	1071
	1039

	3
	69
	5
	46
	432
	307
	89
	760
	670
	132
	1078
	1048

	4
	79
	8
	47
	440
	315
	90
	767
	679
	133
	1086
	1057

	5
	89
	12
	48
	447
	324
	91
	775
	687
	134
	1093
	1066

	6
	99
	17
	49
	455
	332
	92
	782
	696
	135
	1100
	1074

	7
	109
	22
	50
	463
	340
	93
	790
	705
	136
	1108
	1083

	8
	118
	27
	51
	471
	348
	94
	797
	713
	137
	1115
	1092

	9
	127
	33
	52
	478
	356
	95
	804
	722
	138
	1122
	1101

	10
	136
	39
	53
	486
	365
	96
	812
	731
	139
	1130
	1110

	11
	145
	45
	54
	494
	373
	97
	819
	739
	140
	1137
	1119

	12
	154
	51
	55
	502
	381
	98
	827
	748
	141
	1144
	1128

	13
	163
	58
	56
	509
	389
	99
	834
	757
	142
	1152
	1137

	14
	172
	64
	57
	517
	398
	100
	842
	766
	143
	1159
	1147

	15
	180
	71
	58
	525
	406
	101
	849
	774
	144
	1166
	1155

	16
	189
	78
	59
	532
	414
	102
	857
	783
	145
	1174
	1164

	17
	197
	85
	60
	540
	423
	103
	864
	792
	146
	1181
	1173

	18
	206
	92
	61
	548
	431
	104
	871
	801
	147
	NA
	1182

	19
	214
	99
	62
	555
	440
	105
	879
	809
	148
	
	

	20
	223
	106
	63
	563
	448
	106
	886
	818
	149
	
	

	21
	231
	113
	64
	571
	456
	107
	894
	827
	150
	
	

	22
	239
	120
	65
	578
	465
	108
	901
	836
	151
	
	

	23
	248
	128
	66
	586
	473
	109
	909
	844
	152
	
	

	24
	256
	135
	67
	594
	482
	110
	916
	853
	153
	
	

	25
	264
	142
	68
	601
	490
	111
	923
	862
	154
	
	

	26
	272
	150
	69
	609
	499
	112
	931
	871
	155
	
	

	27
	281
	157
	70
	616
	507
	113
	938
	880
	156
	
	

	28
	289
	165
	71
	624
	516
	114
	946
	888
	157
	
	

	29
	297
	173
	72
	632
	524
	115
	953
	897
	158
	
	

	30
	305
	180
	73
	639
	533
	116
	960
	906
	159
	
	

	31
	313
	188
	74
	647
	541
	117
	968
	915
	160
	
	

	32
	321
	196
	75
	654
	550
	118
	975
	924
	161
	
	

	33
	329
	204
	76
	662
	558
	119
	983
	933
	162
	
	

	34
	337
	211
	77
	669
	567
	120
	990
	941
	163
	
	

	35
	345
	219
	78
	677
	575
	121
	997
	950
	164
	
	

	36
	353
	227
	79
	684
	584
	122
	1005
	959
	165
	
	

	37
	361
	235
	80
	692
	592
	123
	1012
	968
	166
	
	

	38
	369
	243
	81
	700
	601
	124
	1019
	977
	167
	
	

	39
	377
	251
	82
	707
	610
	125
	1027
	986
	168
	
	

	40
	385
	259
	83
	715
	618
	126
	1034
	994
	169
	
	

	41
	393
	267
	84
	722
	627
	127
	1042
	1003
	
	
	

	42
	400
	275
	85
	730
	635
	128
	1049
	1012
	
	
	


The first column is the number of errors (ne = number of exceeded delays or number of wrong reports)

The second column is the number of  samples for the pass limit (nsp  , ns=Number of samples= number of successes + number of exceedings or number of reports )

The third column is the number of  samples for the fail limit (nsf)

G.2.4
Pass fail decision rules

The pass fail decision rules apply for a single test, comprising one component in the test vector. The over all Pass /Fail conditions are defined in clause G.2.6 









Having observed   0 error, pass the test at  33+ samples, otherwise continue

Having observed   1 error, pass the test at  46+ samples, otherwise continue

Having observed   2 errors, pass the test at  58+ samples, fail the test at 2 samples, otherwise continue

                                                                           Etc, etc.

Having observed 146 errors, pass the test at  1181+ samples, fail the test at 1173- samples, otherwise continue

Having observed 147 errors, fail the test at 1182- samples,  

Where  x+ means: x or more,  x- means  x or less 

Note 1: an ideal DUT passes after 33 samples. The maximum test time is 1181 samples.
G.2.5 
Minimum Test time
The minimum test time applies for tests under fading conditions. If a pass fail decision in G.2.4 can be achieved earlier than the minimum test time, then the test shall not be decided, but continued until the minimum test time is elapsed.  For tests under static conditions, the pass fail decision in G.2.4 is not restricted.

	 Table G.2.5-1: Minimum Test time
Δf doppler max
	Minimum test time in sec (note1)

	BW
	SPR
	1.4 MHz
	3MHz
	5MHz
	10MHz
	15 MHz
	20 MHz

	5 Hz
	tbd
	tbd
	tbd
	[198]
	tbd
	tbd
	tbd

	70 Hz
	tbd
	tbd
	tbd
	[14.1]
	tbd
	tbd
	tbd

	300 Hz
	tbd
	tbd
	tbd
	[3.3]
	tbd
	tbd
	tbd

	
	
	
	
	
	
	
	

	Note 1: the minimum test time is the net test time. Time periods consumed in between test repetitions are not considerd as test time. 


G.2.6
Test conditions for delay tests and UE measurement performance
Table G.2.6-1: test conditions
	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Minimum test time
	Over all Pass/Fail condition

	4.2.1

EUTRAN FDD- FDD cell re-selection intra frequency case


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	4.2.2
E-UTRAN TDD – TDD cell re-selection intra frequency case


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	4.2.3

E-UTRAN FDD – FDD cell re-selection inter frequency case


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	4.2.4

E-UTRAN FDD – TDD cell re-selection inter frequency case


	
	
	
	

	4.2.5

E-UTRAN TDD – FDD cell re-selection inter frequency case


	
	
	
	

	4.2.6

E-UTRAN TDD – TDD cell re-selection inter frequency case


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	4.3.1

E-UTRAN FDD – UTRAN FDD cell re-selection

	
	
	
	

	4.3.2

E-UTRAN FDD – UTRAN TDD cell re-selection


	
	
	
	

	4.3.3

E-UTRAN TDD – UTRAN FDD cell re-selection


	
	
	
	

	4.3.4
E-UTRAN TDD – UTRAN TDD cell re-selection


	
	
	
	

	4.4.1
E-UTRAN FDD – GSM cell re-selection


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	4.4.2

E-UTRAN TDD – GSM cell re-selection

	
	
	
	

	4.5.1
E-UTRAN FDD – HRPD Cell re-selection


	
	
	
	

	4.6.1

E-UTRAN FDD – cdma2000 1xRTT Cell re-selection


	
	
	
	

	5.1.1

E-UTRAN FDD-FDD Handover intra frequency case


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.1.2

E-UTRAN TDD-TDD Handover intra frequency case


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.1.3

E-UTRAN FDD-FDD Handover inter frequency case


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.1.4

E-UTRAN TDD-TDD Handover inter frequency case

	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.2.1
E-UTRAN FDD – UTRAN FDD handover


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.2.2

E-UTRAN FDD – UTRAN TDD handover


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.2.3

E-UTRAN FDD – GSM handover


	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.3.1

Inter-RAT Handover from E-UTRAN to HRPD


	
	
	
	

	5.3.2

Inter-RAT Handover from E-UTRAN to cdma2000 1xRTT

	
	
	
	

	6.1.1

RRC Re-establishment to E-UTRAN 


	
	
	
	

	8.1.1

E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells

	Test procedure ensures independency
	1 per operating band
	Table G.5.2 applies
	To pass the test, all components in the test vector must pass

	8.1.2

E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells

	Test procedure ensures independency
	1 per operating band
	Table G.5.2 applies
	To pass the test, all components in the test vector must pass

	8.2.1
E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells


	Test procedure ensures independency
	1 per operating band
	Table G.5.2 applies
	To pass the test, all components in the test vector must pass

	8.3.1

E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells

	Test procedure ensures independency
	1 per operating band
	Table G.5.2 applies
	To pass the test, all components in the test vector must pass

	8.4.1

E-UTRAN TDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in synchronous cells

	Test procedure ensures independency
	1 per operating band
	Table G.5.2 applies
	To pass the test, all components in the test vector must pass

	8.5.1
E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions


	Test procedure ensures independency
	1 per operating band
	Table G.5.2 applies
	To pass the test, all components in the test vector must pass

	9.1.1.1

FDD Intra Frequency Absolute RSRP Accuracy

	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.1.1.2

FDD Intra Frequency Relative Accuracy of RSRP

	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.1.2.1

TDD Intra Frequency Absolute RSRP Accuracy


	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.1.2.2

TDD Intra Frequency Relative Accuracy of RSRP

	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.1.3.1

FDD Inter Frequency Absolute RSRP Accuracy

	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.1.3.2

FDD Inter Frequency Relative Accuracy of RSRP

	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.1.4.1

TDD Inter Frequency Absolute RSRP Accuracy


	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.1.4.2

TDD Inter Frequency Relative Accuracy of RSRP

	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.2.1.1

FDD Intra Frequency Absolute RSRQ Accuracy

	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.2.2.1

TDD Intra Frequency Absolute RSRQ Accuracy


	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.2.3.1

FDD Inter Frequency Absolute RSRQ Accuracy

	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.2.3.2

FDD Inter Frequency Relative Accuracy of RSRQ

	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	9.2.4.1

TDD Inter Frequency Absolute RSRQ Accuracy


	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	NA
	To pass the test, all components in the test vector must pass

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


G.X
Theory to derive the numbers in Table G.2.3-1 (Informative)
TS 36.521-1 Annex G.X applies 
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