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A.3.4
Reference measurement channel for PDSCH performance requirements (TDD)

/* Unchanged text skipped*/
A.3.4.3
[RMC for UE-Specific Reference Symbols]
Table A.3.4.3-1: Fixed Reference Channel for UE-specific reference symbols

	Parameter
	Unit
	Value

	Reference channel
	
	[R.25 TDD]
	[R.26 TDD]
	[R.27 TDD]
	[R.28 TDD]

	Channel bandwidth
	MHz
	10
	10
	10
	10

	Allocated resource blocks
	
	50
	50
	50
	1

	Uplink-Downlink Configuration (Note 3)
	
	1
	1
	1
	1

	Allocated subframes per Radio Frame (D+S)
	
	4+2
	4+2
	4+2
	4+2

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM

	Target Coding Rate
	
	1/3
	1/2
	3/4
	1/2

	Information Bit Payload
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	4392
	12960
	28336
	224

	  For Sub-Frames 1,6
	Bits
	3624
	9912
	22920
	176

	  For Sub-Frame 5
	Bits
	4392
	12960
	28336
	224

	  For Sub-Frame 0
	Bits
	3624
	11448
	25456
	224

	Number of Code Blocks per subframe
	
	
	
	
	

	  For Sub-Frames 4,9
	
	1
	3
	5
	1

	  For Sub-Frames 1,6
	
	1
	2
	4
	1

	  For Sub-Frame 5
	
	1
	3
	5
	1

	  For Sub-Frame 0
	
	1
	2
	5
	1

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	12600
	25200
	37800
	504

	  For Sub-Frames 1,6
	Bits
	10356
	20712
	31068
	420

	  For Sub-Frame 5
	Bits
	12456
	24912
	37368
	504

	  For Sub-Frame 0
	Bits
	11088
	22176
	33264
	504

	Max. Throughput averaged over 1 frame
	Mbps
	2.4
	7.02
	15.6
	0.125

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4]
Note 3:
as per Table 4.2-2 in TS 36.211 [4]
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