3GPP TSG RAN WG5 Meeting #42bis
R5-091516
Seoul, KR, 23 - 29, Mar., 2009
Agenda Item:
5.2.5
Source:
CATT

Title:
TP of E-UTRA TDD-UTRAN TDD cell re-selection : UTRA is of higher priority

Document for:
Approval

1. Introduction
In the current specification [1], the section 4.3.4, E-UTRAN TDD-TDD cell re-selection is incomplete. The document gives test proposal of this test case in annex. It is recommended incorporating the text into the current draft of TS 36.521-3.
2. Reference

[1] TS36.521-3 v0.6.0
[2] TS36.133 v8.4.0

[3] TS36.331 v8.4.0

Annex: Text proposal
===================== Start Text Proposal =====================
4.3.4 E-UTRAN TDD – UTRAN TDD cell re-selection 

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

The Test system uncertainties applicable to this test are undefined

The Test tolerances applicable to this test are undefined

Statistical testing of UE measurement performance requirements are undefined


Message contents are undefined
4.3.4.1 E-UTRA TDD-UTRAN TDD cell re-selection : UTRA is of higher priority

4.3.4.1.1 Test purpose 

To verify that the UE is able to search and measure neighbouring UTRA TDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements when the UTRA is of higher priority.

4.3.4.1.2 Test applicability 

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA TDD UE.

4.3.4.1.3 Minimum conformance requirements 

When the measurement rules indicate that UTRA TDD cells are to be measured, the UE shall measure P-CCPCH RSCP of detected UTRA TDD cells in the neighbour cell list at the minimum measurement rate. The parameter NUTRA_carrier_TDD is the number of carriers used for all UTRA TDD cells in the neighbour cell list. The UE shall filter P-CCPCH RSCP measurements of each measured UTRA TDD cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least half the minimum specified measurement period.

If the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearchthen:

-  The UE may not search for, or measure inter-RAT layers of equal or lower priority.

-  The UE shall search for inter-RAT layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in TS 36.133 [4] clause 4.2.2 as Thigher_priority_search = (60 * Nlayers) seconds, where the parameter Nlayers is the total number of configured higher priority carrier frequencies.

If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall search for and measure inter-RAT layers of higher, equal or lower priority in preparation for possible re-selection. In this scenario, the minimum rate at which the UE is required to search for and measure such layers is not reduced and shall be the same as that defined below for lower priority RATs.

The UE shall evaluate whether newly detectable UTRA TDD cells have met the re-selection criteria in TS 36.304 [6] within time NUTRA_carrier_TDD * TdetectUTRA_TDD (as defined in table 4.2.2.5.2-1 of TS 36.133 [4] clause 4.2.2.5.2) except when UTRA TDD is of higher priority than the currently selected E-UTRA frequency layer and the SServingCell of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearch when TreselectionRAT = 0.

Cells which have been detected shall be measured at least every NUTRA_carrier_TDD * TmeasureUTRA_TDD except when UTRA TDD is of higher priority than the currently selected E-UTRA frequency layer and the SServingCell of the E-UTRA serving cell (or other cells o the same frequency layer) is greater than Snonintrasearch.

When higher priority UTRA TDD cells are found by the higher priority search, they shall be measured at least every TmeasureUTRA_TDD . If re-selection to any higher priority cell is not triggered within (TevaluateUTRA_TDD + TreselectionRAT) after it is found in a higher priority search, the UE is not required to continue making measurements of the cell to evaluate the ongoing possibility of re-selection.

For a cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that an already identified UTRA TDD cell has met re-selection criterion defined in TS 36.304 [6] within NUTRA_carrier_TDD * TevaluateUTRA_TDD as defined in table 4.2.2.5.2-1 of TS 36.133 [4] clause 4.2.2.5.2 when TreselectionRAT = 0.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.5.2 and A.4.3.4.

4.3.4.1.4 Test description 

4.3.4.1.4.1 Initial conditions 

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: [Lowest, 5MHz, and Highest channel bandwidth as defined in TS 36.508 [7] clause 4.3.1.2.]

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.

2. The general test parameter settings are set up according to Table 4.3.4.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are as defined in clause 4.3.4.4.3.

5. There is one E-UTRA TDD cell and one UTRA TDD cell specified in the test. Cell 1 (E-UTRA TDD cell) is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 4.3.4.1.4.1-1: General test parameters for E-UTRAN to UTRAN (1.28 Mcps TDD OPTION) Cell Re-selection

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell
	
	Cell 2
	UE shall be forced to cell 2 in the initialisation phase, so that reselection to cell 1 occurs during the first T1 phase

	T1 end condition
	Active cell 
	
	Cell1
	UE shall perform reselection to cell 1 during T1

	
	Neighbour cell
	
	Cell2
	1.28 Mcps TDD OPTION cell

	T3 end condition
	Active cell 
	
	Cell2
	UE shall perform reselection to cell 2 during T3

	
	Neighbour cell
	
	Cell1
	E-UTRA TDD cell

	Uplink-downlink configuration of cell 1
	
	1
	As specified in table 4.2.2 in TS 36.211

	Special subframe configuration of cell 1
	
	6
	As specified in table 4.2.1 in TS 36.211

	PRACH configuration of cell 1
	
	53
	As specified in table 4.7.1-3 in TS 36.211

	CP length of cell 1
	
	Normal
	

	Time offset between cells
	
	3 ms
	Asynchronous cells

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure.

	Treselection
	s
	0
	

	DRX cycle length
	s
	1,28
	

	HCS
	
	Not used
	

	T1
	s
	25
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	5
	During T2, cell 2 shall be powered off, and during the off time the scrambling code shall be changed, The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T3

	T3
	s
	85
	T3 need to be defined so that cell re-selection reaction time is taken into account.


Table 4.3.4.1.4.1-2: Cell specific test parameters for cell re-selection E-UTRA TDD to UTRA TDD test case (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	 BWchannel
	MHz
	10

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	dB
	
	
	

	PSS_RB
	dB
	
	
	

	SSS_RB
	dB
	
	
	

	PCFICH_PA
	dB
	
	
	

	PHICH_PA
	dB
	
	
	

	PHICH_PB
	dB
	
	
	

	PDCCH_PA
	dB
	
	
	

	PDCCH_PB
	dB
	
	
	

	PDSCH_PA
	dB
	
	
	

	PDSCH_PB
	dB
	
	
	

	OCNG_RANote 1
	dB
	
	
	

	OCNG_RBNote 1 
	dB
	
	
	

	Qrxlevmin
	dBm/15kHz
	-140
	-140
	-140
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	dBm/15kHz
	-98

	RSRP
	dBm/15kHz
	-87
	-87
	-87
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	dB
	11
	11
	11

	Threshx, high (Note2)
	dB
	24(-79dBm)

	Propagation Condition 
	
	AWGN

	Note1:  OCNG shall be used such that cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note2:  This refers to the value of Threshx, high  which is included in E-UTRA system information, and is a threshold for the UTRA target cell


Table 4.3.4.1.4.1-3: Cell specific test parameters for cell re-selection E-UTRA TDD to UTRA TDD test case (cell 2)

	Parameter
	Unit
	Cell 2 (UTRA)

	Timeslot Number
	
	0
	DwPTS

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	UTRA RF Channel Number (Note1)
	
	Channel 2

	PCCPCH_Ec/Ior
	dB
	-3
	-3
	-3
	
	
	

	DwPCH_Ec/Ior
	dB
	
	
	
	0
	0
	0

	OCNS_Ec/Ior
	dB
	-3
	-3
	-3
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	dB
	-3
	-inf
	11
	-3
	-inf
	11
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	dBm/1.28 MHz
	-80

	PCCPCH RSCP
	dBm
	-86
	-inf
	-72
	n.a.

	Propagation Condition 
	
	AWGN

	Qrxlevmin
	dBm
	-103

	Qoffset1s,n
	dB
	C1, C2: 0

	Qhyst1s
	dB
	0

	Snonintrasearch
	dB
	Not sent

	Threshserving, low
	dB
	24 (-79dBm)

	Threshx, low (Note2)
	dB
	46 (-94dBm)

	 Note1:  In the case of multi-frequency cell, the UTRA RF Channel Number is the primary frequency’s channel number.

Note2:  This refers to the value of Threshx, low which is included in UTRA system information, and is a threshold for the E-UTRA target cell


4.3.4.1.4.2 Test procedure 

The test consists of one active cell and one neighbor cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. Both E-UTRA cell 1 and UTRA cell 2 are already identified by the UE prior to the start of the test. At T1 the UE is camped on to cell 1. During T2, cell 2 shall be powered off, and during the off time the scrambling code shall be changed. At starting T3 cell 2 becomes stronger than Threshx_high, the UE is expected to detect cell 2, send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 2.
1. Ensure the UE is in State 2 according to TS 36.508 [7] clause 4.5.2. 

2. Set the parameters according to duration T1 in Table 4.3.4.1.4.1-2 and 4.3.4.1.4.1-3. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. The SS waits for random access requests information from the UE to perform cell re-selection procedure on the lower priority cell, Cell 1.

4. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 4.3.4.1.4.1-2 and 4.3.4.1.4.1-3. During T2, cell 2 shall be powered off, and during the off time the scrambling code shall be changed
5. When T2 expires, the SS shall switch the power setting from T2 to T3 as specified in Table 4.3.4.1.4.1-2 and 4.3.4.1.4.1-3.
6. The SS waits for random access requests information from the UE to perform cell re-selection procedure on the higher priority cell, Cell 2.

7. If the UE camps on cell2 , and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message on cell2 within 81s from the beginning of time period T3. then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
8. Repeat step 1-7 until the confidence level according to Table G.2.6-1 in Annex G clause G.2 is achieved.


4.3.4.1.4.3 Message contents 

Message contents are according to [clause FFS in reference FFS].

4.3.4.1.5 Test requirement 
Tables 4.3.4.1.4-1,4.3.4.1.5-1 and 4.3.4.1.5-1 define the primary level settings including test tolerances for cell re-selection E-UTRA TDD to UTRA TDD test case (UTRA is of higher priority). 
Table 4.3.4.1.5-1: Cell specific test requirement parameters for cell re-selection E-UTRA TDD to UTRA TDD test case (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	 BWchannel
	MHz
	10

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	dB
	
	
	

	PSS_RB
	dB
	
	
	

	SSS_RB
	dB
	
	
	

	PCFICH_PA
	dB
	
	
	

	PHICH_PA
	dB
	
	
	

	PHICH_PB
	dB
	
	
	

	PDCCH_PA
	dB
	
	
	

	PDCCH_PB
	dB
	
	
	

	PDSCH_PA
	dB
	
	
	

	PDSCH_PB
	dB
	
	
	

	OCNG_RANote 1
	dB
	
	
	

	OCNG_RBNote 1 
	dB
	
	
	

	Qrxlevmin
	dBm/15kHz
	-140
	-140
	-140
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	dBm/15kHz
	-98

	RSRP
	dBm/15kHz
	-87+TT
	-87+TT
	-87+TT
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	dB
	11+TT
	11+TT
	11+TT

	Threshx, high (Note2)
	dB
	24(-79dBm)

	Propagation Condition 
	
	AWGN

	Note1:  OCNG shall be used such that cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note2:  This refers to the value of Threshx, high  which is included in E-UTRA system information, and is a threshold for the UTRA target cell


Table 4.3.4.1.5-2: Cell specific test requirement parameters for cell re-selection E-UTRA TDD to UTRA TDD test case (cell 2)

	Parameter
	Unit
	Cell 2 (UTRA)

	Timeslot Number
	
	0
	DwPTS

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	UTRA RF Channel Number (Note1)
	
	Channel 2

	PCCPCH_Ec/Ior
	dB
	-3
	-3
	-3
	
	
	

	DwPCH_Ec/Ior
	dB
	
	
	
	0
	0
	0

	OCNS_Ec/Ior
	dB
	-3
	-3
	-3
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	dB
	-3+TT
	-inf
	11+TT
	-3+TT
	-inf
	11+TT

	[image: image8.wmf]oc

I


	dBm/1.28 MHz
	-80

	PCCPCH RSCP
	dBm
	-86 +TT
	-inf
	-72+TT
	n.a.

	Propagation Condition 
	
	AWGN

	Qrxlevmin
	dBm
	-103

	Qoffset1s,n
	dB
	C1, C2: 0

	Qhyst1s
	dB
	0

	Snonintrasearch
	dB
	Not sent

	Threshserving, low
	dB
	24 (-79dBm)

	Threshx, low (Note2)
	dB
	46 (-94dBm)

	 Note1:  In the case of multi-frequency cell, the UTRA RF Channel Number is the primary frequency’s channel number.

Note2:  This refers to the value of Threshx, low which is included in UTRA system information, and is a threshold for the E-UTRA target cell


The cell reselection delay to higher priority is defined as the time from the beginning of time period T2, to the moment when the UE camps on cell 2, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message on cell 2.

The cell re-selection delay to higher priority shall be less than 81 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE: The cell re-selection delay to higher priority cell can be expressed as: Thigher_priority_search + TevaluateUTRA_TDD + TSI_UTRA,

Where:

Thigher_priority_search  60s, See section 4.2.2.5

TevaluateUTRA_TDD 19.2s, See Table 4.2.2.5.2-1

TSI_UTRA Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.

This gives a total of 80.48 s, allow 81 s for higher priority cell reselection in the test case.
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.










































































































































































































