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<START OF CHANGE>

9.2.1.1.19.3.2
Test procedure sequence

Table 9.2.1.1.19.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.

Note:
The ATTACH REQUEST message shall be sent as a plain NAS message (see TS 24.301 – clause 9.1).
	-->
	ATTACH REQUEST
	-
	-

	3
	The SS transmits an ATTACH ACCEPT although UE has not successfully completed any NAS security mode control procedure.

Note:
The ATTACH  ACCEPT message is sent as a plain NAS message (see TS 24.301 – clause 9.1).
	<--
	ATTACH ACCEPT
	-
	-

	4
	Check: Does the UE transmit an ATTACH COMPLETE message within the next 1s?

Note: the UE discards ATTACH ACCEPT message without security protection
	-->
	ATTACH COMPLETE
	1
	F

	5
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	6
	The UE transmits an AUTHENTICATION RESPONSE message to establish mutual authentication.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	7
	The SS transmits a SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	8
	The UE transmits a SECURITY MODE COMPLETE message and establishes the initial security configuration.
	-->
	SECURITY MODE COMPLETE
	-
	-

	9
	The SS transmits an ATTACH ACCEPT without integrity protection.

Note: The ATTACH  ACCEPT message is sent as a plain NAS message (see TS 24.301 – clause 9.1).
	<--
	ATTACH ACCEPT
	-
	-

	10
	Check: Does the UE transmit an ATTACH COMPLETE message within the next 1s?

Note: the UE discards ATTACH ACCEPT message without security protection
	-->
	ATTACH COMPLETE
	2
	F

	11
	The SS transmits an ATTACH ACCEPT message including an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST. 

Note: The ATTACH  ACCEPT message is sent as a security protected NAS message (see TS 24.301 – clause 9.1).

Nota 1: SS allocates a PDN address of a PDN type which is compliant with from the PDN type requested by the UE.
	<--
	ATTACH ACCEPT
	-
	-

	12
	Check: Does the UE transmit an ATTACH COMPLETE message including a ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message as specified?

Note:
The ATTACH  COMPLETE message is sent as a security protected NAS message (see TS 24.301 – clause 9.1).
	-->
	ATTACH COMPLETE
	2
	P

	13
	The SS releases the RRC connection.
	-
	-
	-
	-
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