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1
Introduction

This document proposes an updated list of the EPS Session Management test cases and/or scenarios or features to be tested for 3G Long Term Evolution Terminal Protocol Conformance Test Specifications WI which was discussed and agreed at RAN5#39 in R5-081618.The areas involved in and planned tests are listed in clause 2 of this document.  

2
List of LTE scenarios for ESM

	10 Session Management
	
	
	Motorola
	
	
	
	

	10.1 Default EPS bearer context activation
	
	
	
	
	
	
	

	10.2 Dedicated EPS bearer context activation
	
	
	
	
	
	
	

	
	36.523-1
	10.2.1
	Rel-8
	Dedicated EPS bearer context activation / Success
	UE responds with a ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message
	NEC
	RP#43
	80%
	R5-086333

R5-092500
	

	
	36.523-1
	10.2.2
	Rel-8
	Dedicated EPS bearer context activation / Reject by UE
	UE responds with a ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT message
	NEC
	
	0%
	
	Cause are FFS

	10.3 EPS bearer context modification
	
	
	
	
	
	
	

	
	36.523-1
	10.3.1
	Rel-8
	EPS bearer context modification / Success
	UE responds with a MODIFY EPS BEARER CONTEXT ACCEPT message
	NEC
	RP#43
	80%
	R5-086334
	

	
	36.523-1
	10.3.2
	Rel-8
	EPS bearer context modification / Failure
	UE responds wit a MODIFY EPS BEARER CONTEXT REJECT message
	NEC
	
	0%
	
	Causes are FFS

	10.4 EPS bearer context deactivation
	
	
	
	
	
	
	

	
	36.523-1
	10.4.1
	Rel-8
	EPS bearer context deactivation / Success
	UE responds with a DEACTIVATE EPS BEARER CONTEXT ACCEPT message
	NEC
	
	80%
	R5-092501
	

	
	36.523-1
	10.4.2
	Rel-8
	EPS bearer context modification / Failure / no context for received PTI
	FFS
	
	
	0%
	
	

	10.5 UE requested PDN connectivity
	
	
	
	
	
	
	

	
	36.523-1
	10.5.1
	Rel-8
	UE requested PDN connectivity procedure accepted by the network
	PDN CONNECTIVITY ACCEPT message contains PDN address
	NEC
	
	80%
	R5-092502
	

	
	36.523-1
	10.5.2
	Rel-8
	UE requested PDN connectivity procedure accepted by the network / no PDN address allocated
	FFS
	
	
	80%
	R5-092504
	

	
	36.523-1
	10.5.3
	Rel-8
	UE requested PDN connectivity procedure not accepted
	PDN CONNECTIVITY REJECT message is received with a reject cause
	NEC
	
	80%
	R5-092505
	A number of causes are defined with no specific UE action.

	10.6 UE requested PDN disconnect
	
	
	
	
	
	
	

	
	36.523-1
	10.6.1
	Rel-8
	UE requested PDN disconnect procedure accepted by the network
	MME replies with PDN DISCONNECT ACCEPT message
	NEC
	
	80%
	R5-092506
	

	
	36.523-1
	10.6.2
	Rel-8
	UE requested PDN disconnect procedure not accepted by the network
	PDN DISCONNECT REJECT is received, UE aborts the procedure
	NEC
	
	80%
	R5-092507]
	

	10.7 UE requested bearer resource allocation
	
	
	
	
	
	
	

	
	36.523-1
	10.7.1
	Rel-8
	UE requested bearer resource allocation, accepted by the network / new EPS bearer context
	 This TC is to verify that UE performs dedicated bearer context activation procedure when UE receives ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST.
	NTT DOCOMO
	
	
	
	

	
	36.523-1
	10.7.2
	Rel-8
	UE requested bearer resource allocation accepted by the network / existing EPS bearer context (not default EPS bearer)
	This TC is to verify that UE  performs EPS bearer context modification procedure when UE receives MODIFY EPS BEARER CONTEXT REQUEST.
	NTT DOCOMO
	
	0%
	
	.

	
	36.523-1
	10.7.3
	Rel-8
	UE requested bearer resource allocation not accepted by the network
	This TC is to verify that UE stops T3480 if SS responds to BEARER RESOURCE ALLOCATION REJECT to BEARER RESOURCE ALLOCATION REQUEST which UE transmits and never retransmits BEARER RESOURCE ALLOCATION REQUEST.

All following cause should be tested.

#26 (insufficient resources);

#30 (activation rejected by Serving GW or PDN GW);

#31 (activation rejected, unspecified);

#32 (service option not supported);

#33 (requested service option not subscribed);

#34 (service option temporarily out of order);
#35 (PTI already in use)
#37 (SDF QoS not accepted);

#41 (semantic error in the TFT operation);

#42 (syntactical error in the TFT operation);


#44 (semantic error(s) in packet filter(s));

#45 (syntactical error(s) in packet filter(s));

#46 (EPS bearer context without TFT already activated).
	NTT DOCOMO
	
	0%
	
	

	
	36.523-1
	10.7.4
	Rel-8
	UE requested bearer resource allocation / Expiry of timer T3480
	This TC is to verify that UE retransmits BEARER RESOURCE ALLOCATION REQUEST if SS does not respond to BEARER RESOURCE ALLOCATION REQUEST which UE transmits.
	NTT DOCOMO
	
	0%
	
	

	
	36.523-1
	10.7.5
	Rel-8
	UE requested bearer resource allocation / BEARER RESOURCE ALLOCATION REJECT message including cause #43, "unknown EPS bearer context"
	This TC is to verify that UE deactivates the existing EPS bearer context locally when UE receives BEARER RESOURCE ALLOCATION REJECT message including cause #43, "unknown EPS bearer context".
	
	
	
	
	

	10.8 UE requested bearer resource modification
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	
	







	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	

	
	36.523-1
	10.8.1
	Rel-8
	UE requested bearer resource modification accepted by the network / new EPS bearer context
	This TC is to verify that UE performs dedicated bearer context activation procedure when UE receives ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	NTT DOCOMO
	
	80%
	R5-092301
	

	
	36.523-1
	10.8.2
	Rel-8
	UE requested bearer resource modification accepted by the network / existing EPS bearer context
	This TC is to verify that UE performs EPS bearer context modification procedure when UE receives MODIFY EPS BEARER CONTEXT REQUEST.
	NTT DOCOMO
	
	0%
	
	

	
	36.523-1
	10.8.3
	Rel-8
	UE requested bearer resource modification not accepted by the network
	This TC is to verify that UE stops T3481 if SS responds to BEARER RESOURCE MODIFICATION REJECT to BEARER RESOURCE MODIFICATION REQUEST which UE transmits and never retransmits BEARER RESOURCE MODIFICATION REQUEST.

All following cause should be tested.

#26 (insufficient resources);

#30 (activation rejected by Serving GW or PDN GW);

#31 (activation rejected, unspecified);

#32 (service option not supported);

#33 (requested service option not subscribed);

#34 (service option temporarily out of order);
#35 (PTI already in use)#37 (SDF QoS not accepted);

#41 (semantic error in the TFT operation);

#42 (syntactical error in the TFT operation);

#44 (semantic error(s) in packet filter(s));

#45 (syntactical error(s) in packet filter(s));

#46 (EPS bearer context without TFT already activated).
	NTT DOCOMO
	
	0%
	
	

	
	36.523-1
	10.8.4
	Rel-8
	UE requested bearer resource modification / cause #36, "regular deactivation"
	This TC is to verify that UE performs EPS bearer context deactivation procedure when UE requests release of a dedicate bearer resource in BEARER RESOURCE MODIFICATION REQUEST with an ESM cause.
	NTT DOCOMO
	
	0%
	
	

	
	36.523-1
	10.8.5
	Rel-8
	UE requested bearer resource modification / BEARER RESOURCE MODIFICATION REJECT message including cause #43, "unknown EPS bearer context"
	This TC is to verify that UE deactivates the existing EPS bearer context locally when UE receives BEARER RESOURCE MODIFICATION REJECT message including cause #43, "unknown EPS bearer context".
	NTT DOCOMO
	
	0%
	
	

	
	36.523-1
	10.8.6
	Rel-8
	UE requested bearer resource modification / Collision of a UE requested bearer resource modification procedure and EPS bearer context deactivation procedure
	This TC is to verify that UE aborts the bearer resource modification procedure and proceeds with the EPS bearer context deactivation procedure
	NTT DOCOMO
	
	0%
	
	

	
	36.523-1
	10.8.7
	Rel-8
	UE requested bearer resource modification / Expiry of timer T3481
	This TC is to verify that UE retransmits BEARER RESOURCE MODIFICATION REQUEST if SS does not respond to BEARER RESOURCE MODIFICATION REQUEST which UE transmits.
	NTT DOCOMO
	
	0%
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