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<Start of first modified section>
A.7.3
MESSAGE for MO SMS

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

RFC 3428 [91]

	
Method
	
	MESSAGE
	
	

	
Request-URI
	
	px_CalleeUri
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP 
	
	

	
sent-by
	
	IP address or FQDN and protected server port of the UE
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	any SIP URI
	
	

	
tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	px_CalleeUri
	
	

	
tag

	
	not present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	must be present, value not checked
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	any value
	
	

	
method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
value
	
	non-zero value
	
	

	P-Access-Network-Info
	
	
	
	RFC 3455 [18]

	
access-net-spec  
	
	access network technology and, if applicable, the cell ID  
	
	

	Route
	
	
	
	RFC 3261 [15]

	
route-param
	
	<sip:px_pcscf:px_SSProtectedServerPort;lr>, <sip:px_scscf;lr>
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
Value
	
	length of message-body
	
	

	Message-body
	
	RP-DATA:

- TP-MTI=’xx’B (SMS-SUBMIT)

- TP-RD=any allowed value

- TP-VPF=any allowed value

- TP-RP=any allowed value

- TP-MR=any allowed value 

- TP-DA=any allowed value

- TP-PID=any allowed value

- TP-DCS=any allowed value

- TP-UDL=set according to length of TP-UD field

- TP-UD=must be present and non-empty
	
	TS 24.011 [92]


A.7.4
Submission report for MO SMS

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

RFC 3428 [91]

	
Method
	
	MESSAGE
	
	

	
Request-URI
	
	 UE's registered contact address in SIP URI form, as provided in the Contact header of the REGISTER messageSIP/2.0
	
	

	
SIP-Version
	
	MESSAGE
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP 
	
	

	
sent-by
	
	not checked
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	a SIP URI of the SS
	
	

	
Tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	px_PublicUserIdentity
	
	

	
tag

	
	must not be present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
Callid
	
	any value
	
	

	In-Reply-to
	
	
	
	RFC 3261 [15]

	
callid
	
	any value
	
	

	Cseq
	
	
	
	RFC 3261 [15]

	
value
	
	any value
	
	

	
method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
Value
	
	non-zero value
	
	

	Request-Disposition
	
	
	
	RFC 3261 [15]

	
fork-directive
	
	Fork
	
	

	P-Called-Party-ID
	
	
	
	RFC 3455 [18]

	
value
	
	any value
	
	

	P-Asserted-Identity
	
	
	
	RFC 3325 [13]

	
value
	
	SIP URI of the SS representing IP-SM-GW
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
Value
	
	length of message-body
	
	

	Message-body
	
	RP-ACK:


- TP-MTI=‘01’B (SMS-SUBMIT-REPORT)

- TP-PI=‘00000000’B

- TP-SCTS=set by the SS (encoded as specified in TS 23.040 clause 9.2.3.11)
	
	TS 24.011 [92]

TS 23.040 [93]


A.7.5
Status report for MO SMS

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

RFC 3428 [91]

	
Method
	
	MESSAGE
	
	

	
Request-URI
	
	UE's registered contact address in SIP URI form, as provided in the Contact header of the REGISTER message
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP 
	
	

	
sent-by
	
	not checked
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	a SIP URI of the SS 
	
	

	
Tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	px_PublicUserIdentity
	
	

	
tag

	
	must not be present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
Callid
	
	any value
	
	

	P-Asserted-Identity
	
	
	
	RFC 3325 [89]

	
addr-spec
	
	SIP URI of the SS representing IP-SM-GW
	
	

	Cseq
	
	
	
	RFC 3261 [15]

	
Value
	
	any value
	
	

	
method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
Value
	
	non-zero value
	
	

	Request-Disposition
	
	
	
	RFC 3261 [15]

	
fork-directive
	
	no-fork
	
	

	Accept-Contact
	
	
	
	RFC 3841 [64]

	
ac-value
	
	+g.3gpp.smsip;require;explicit
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
Value
	
	length of message-body
	
	

	Message-body
	
	RP-DATA:

- TP-MTI=’10’B (SMS-STATUS-REPORT)

- TP-MMS=’0’B

- TP-SRQ=’0’B

- TP-MR=same value as that set by the UE in the RP-DATA at Step 1

- TP-RA=same value as the TP-DA set by the UE in the RP-DATA at Step 1

- TP-SCTS=same value as that set in the RP-ACK at Step 3

- TP-DT=set by the SS (encoded as specified in TS 23.040 clause 9.2.3.11)

- TP-ST=’0000000’B (Short message received by the SME)
	
	TS 24.011 [92]


A.7.6
Delivery report for MO SMS

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

RFC 3428 [92]

	
Method
	
	MESSAGE
	
	

	
Request-URI
	
	same URI as received in A.7.5
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP 
	
	

	
sent-by
	
	not checked
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	a SIP URI of the SS representing the calling UE
	
	

	
tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	SIP URI of SS
	
	

	
tag

	
	not present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	not checked
	
	

	CSeq
	
	    
	
	RFC 3261 [15]

	
value
	
	any value
	
	

	
method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
value
	
	non-zero value
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	length of message-body
	
	

	Message-body
	
	RP-ACK:

- TP-MTI=’00’B (SMS-DELIVER-REPORT)

- TP-PI=any allowed value 
	
	TS 24.011 [92]


<End of second modified section>
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