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<Start of Correction>

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	

	<Skip>
	
	
	
	
	
	

	9.2.1.1.26
	Attach / Abnormal case / Detach procedure collision
	Rel-8
	C04
	UEs supporting E-UTRA and PS mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.1
	Combined attach procedure / Success / EPS and non-EPS services
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.1x
	Combined attach procedure / Success / EPS and SMS only
	Rel-8
	CXX
	UEs supporting E-UTRA and combined attach and registration to CS for  SMS only
	pc_eFDD
pc_IMS_Voice
	

	
	
	
	
	
	pc_eTDD
pc_IMS_Voice
	

	9.2.1.2.2
	Combined attach procedure / Success / EPS services only / IMSI unknown in HSS
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	
	
	
	
	pc_eTDD
	

	<Skip>
	
	
	
	
	
	

	9.2.3.2.1
	Combined tracking area update / successful
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.1
	Combined tracking area update / successful / EPS and SMS only
	Rel-8
	CXX
	UEs supporting E-UTRA and combined attach and registration to CS for  SMS only
	pc_eFDD
pc_IMS_Voice
	

	
	
	
	
	
	pc_eTDD
pc_IMS_Voice
	

	9.2.3.2.3
	Combined tracking area update / successful for EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	
	
	
	
	
	

	<Skip>
	
	
	
	
	
	


<Skip>
Table 4-1a: Applicability of tests Conditions

	C42
IF A.4.1-1/3 AND A.4.5-1/12 THEN R ELSE N/A

	C44
IF A.4.1-1/3 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/26 THEN R ELSE N/A

C45
IF A.4.1-1/4 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/24 THEN R ELSE N/A

C46
IF A.4.1-1/1 OR A.4.1-1/2 AND( NOT A.4.4-1/9) THEN R ELSE N/A

C47
IF A.4.4-1/2 THEN R ELSE N/A



	CXX
IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3) AND  A.4.2.1.1-1/4  THEN R ELSE N/A


<Skip>

A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	2
	Support of Allowed CSG list
	36.331 Annex B.2
	Rel-8
	pc_Allowed_CSG_list
	

	3
	Support of Short Message Service (SMS) MT over SGs
	23.272, 8.2.4, 8.2.5
	Rel-8
	pc_SMS_SGs_MT
	

	4
	Support of Short Message Service (SMS) MO over SGs
	23.272, 8.2.2, 8.2.3
	Rel-8
	pc_SMS_SGs_MO
	

	5
	Support of ISR
	23.401, 4.3.5.6
	Rel-8
	pc_ISR
	

	6
	Support of Mobility management based on Dual-Stack Mobile IPv6
	24.303
	Rel-8
	pc_DSMIPv6
	

	7
	Support for being configured to discover the Home Agent address via DNS
	24.303
	Rel-8
	pc_HAAddress_via_DNS
	

	8
	Support of inter-RAT PS handover to E-UTRA from UTRA
	25.306, 4.7
	Rel-8
	pc_HO_from_UTRA
	

	9
	Support of EMM information message
	24.301, 5.4.5.3
	Rel-8
	pc_EMM_Information
	

	XX
	Support of MTSI 
	24.301,

4.3.1
24.173
	Rel-8
	pc_MTSI
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