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1. Introduction

During RAN5#50, test environment for RSRQ measurement was discussed [1]. In [2], it was concluded to investigate RRM test coverage. This discussion paper provides the outcome of the investigation.
2. Discussion
The outcome of the investigation is following:

1)
RSRQ measurement in idle mode
In Rel-9, RSRQ based evaluation for cell reselection (cell reselection enhancements) is mandatory [3][4][5]. Therefore some RRM test cases for cell reselection in TS 36.521-3 [6] clause 4.2 are needed to cover RSRQ related parameters for Rel-9 UEs.

If TS 36.521-3 covers RSRQ based evaluation for cell reselection, there is no need to introduce signalling test cases in TS 36.523-1 [7].

2)
RSRQ measurement in connected mode
There are RRM test cases in which the UE measures and reports RSRQ in TS 36.521-3 clause 9.2. In these test cases, the trigger of the MeasurementReport message is not "event" but "periodic".
Hence no SIG/RRM test case cover that measurement quantity is set to RSRQ and the UE transmits the event triggered MeasurementReport message.
Some operators may use RSRQ as a measurement quantity for connected mode mobility. Therefore we think that it is necessary for SIG or RF to specify above test case.
3. Proposal
We propose to discuss whether above test case can be introduced in conformance test.
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