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8.3.4c.5
Test requirements
Table 8.3.4c.4: Test requirement for Cell specific test parameters for UTRAN FDD to E-UTRAN FDD handover test case (cell 2)
	Parameter
	Unit
	Cell 2 (E-UTRA FDD)

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.2 FDD
	OP.1 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RA Note 1
	dB
	

	OCNG_RB Note 1 
	dB
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	dB
	-infinity
	0 
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Note 2
	dBm/15 kHz
	-98
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	dB
	-infinity
	0 

	RSRP Note 3
	dBm/15 KHz
	-infinity
	-98 

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image4.wmf]oc
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


For the test to pass, the total number of successful tests shall be at least 90% of the cases with a confidence level of 95%.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.


<< Unchanged sections omitted >>
F.1.5
Requirements for support of RRM

Table F.1.5: Maximum Test System Uncertainty for Radio Resource Management Tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	8.2 Idle Mode Tasks
	
	

	8.2.2 Cell Re-Selection
	
	

	8.2.2.1 Scenario 1: Single carrier case
	During T1 and T2:
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During T1:
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During T2:


[image: image10.wmf]or

I

(1)


±0.7 dB


[image: image11.wmf]or

I

(2, 3, 4, 5, 6) relative to 
[image: image12.wmf]or

I

(1)
±0.3 dB
	

	
	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(2) at T1 and the relative uncertainty of Ior(1, 3, 4, 5, 6), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(1) at T2 and the relative uncertainty of Ior(2, 3, 4, 5, 6), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.2.2.2 Scenario 2: Multi carrier case
	Channel 1 during T1 and T2:
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Channel 1 during T1:
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Channel 1 during T2:
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Channel 2 during T1 and T2:
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Channel 2 during T1:
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Channel 2 during T2:


[image: image26.wmf]or

I

(2)


±0.7 dB


[image: image27.wmf]or

I

(5, 6) relative to 
[image: image28.wmf]or

I

(2)
±0.3 dB


	

	
	Assumptions:

a) to e): Same as for the one-frequency test 8.2.2.1.

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(3, 4), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(2) and the relative uncertainty of Ior(5, 6), are uncorrelated to each other.

g) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

h) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.2.3 UTRAN to GSM Cell Re-Selection
	
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
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	0.1 dB uncertainty in CPICH_Ec ratio

0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.5 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	8.2.3.2 Scenario 2: Only UTRA level changed
	
[image: image34.wmf]oc

or

I

I

ˆ




±0.3 dB


[image: image35.wmf]RXLEV

I

oc



±0.5 dB

[image: image36.wmf]oc

I




±1.0 dB

RXLEV


±1.0 dB


[image: image37.wmf]or

c

I

E

CPICH

_



±0.1 dB


	Same as 8.2.3.1

	8.2.3.3 Scenario 3: HCS with only UTRA level changed
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	Same as 8.2.3.1

	8.2.4 FDD/TDD cell re-selection
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For multi-band UE with Band I and VI
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	Same as 8.2.2.2

	8.3 UTRAN Connected Mode Mobility
	
	

	8.3.1 FDD/FDD Soft Handover
	During T0/T1 and T2/T3/T4/T5/T6:
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Relative delay of paths received from cell 2 with respect to cell 1:    ±0.5 chips

During T0/T1:

Already covered above

During T2/T3/T4/T5/T6:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.2 FDD/FDD Hard Handover 
	
	

	8.3.2.1 Handover to intra-frequency cell
	During T1 and T2 / T3:
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During T1:

Already covered above

During T2 / T3:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.2.2 Handover to inter-frequency cell
	Channel 1 during T1 and T2 / T3:
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Channel 2 during T1 and T2 / T3:
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Channel 2 during T1:

Already covered above

Channel 2 during T2 / T3:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc(n) and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.3 FDD/TDD Handover
	TBD
	

	8.3.4 Inter-system Handover from UTRAN FDD to GSM
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	0.1 dB uncertainty in CPICH_Ec ratio
0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.5 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	8.3.4c Inter-system Handover from UTRAN FDD to E-UTRAN FDD: Unknown Target Cell
	UTRA Cell:

Ioc ±0.7 dB
Ior / Ioc ±0.3 dB

CPICH Ec / Ior ±0.1 dB
EUTRA Cell:
Noc ±0.7 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig

	Notes:

Ioc is the AWGN  on cell 1 (UTRA) frequency
Ior / Ioc is the ratio of cell 1 signal / AWGN

CPICH Ec / Ior is the fraction of cell 1 power assigned to the CPICH Physical channel
Noc is the AWGN on cell 2 frequency 

Ês / Noc is the ratio of cell 2 signal / AWGN

	8.3.5 Cell Re-selection in CELL_FACH
	
	

	8.3.5.1 One frequency present in the neighbour list
	During T1 and T2:
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During T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(2) at T1 and the relative uncertainty of Ior(1, 3, 4, 5, 6), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(1) at T2 and the relative uncertainty of Ior(2, 3, 4, 5, 6), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.5.2 Two frequencies present in the neighbour list
	Channel 1 during T1 and T2:
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Channel 1 during T1:
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Channel 1 during T2:
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Channel 2 during T1 and T2:
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Channel 2 during T2:
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	Assumptions:

a) to e): Same as for the one-frequency test 8.3.5.1.

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(3, 4), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(2) and the relative uncertainty of Ior(5, 6), are uncorrelated to each other.

g) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

h) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions is recorded in 3GPP TR 34 902 [24]. 

	8.3.5.3 Cell Re-selection to GSM
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	0.1 dB uncertainty in CPICH_Ec ratio

0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.5 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	8.3.5.4 Cell Reselection during an MBMS session, two frequencies present in neighbour list
	Channel 1 during T2 and T3:
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Channel 1 during T1, T2 and T3:
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Channel 2 during T1, T2 and T3:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc(n) and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.6 Cell Re-selection in CELL_PCH
	
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1
	Same as 8.2.2.1

	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2
	Same as 8.2.2.2

	8.3.6.3 Cell re-selection during an MBMS session, one UTRAN inter-frequency and 2 GSM cells present in the neighbour list
	Channel 1 during T2:
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GSM during T2:


[image: image110.wmf]RXLEV

I

oc

)

2

(

1

±0.5 dB
RXLEV1


±1.0 dB


[image: image111.wmf]RXLEV

I

oc

)

2

(

2

±0.5 dB
RXLEV2


±1.0 dB

GSM during T3:
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  based on power meter measurement after the combiner

0.5 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	
	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc(n) and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.7 Cell Re-selection in URA_PCH
	
	

	8.3.7.1 One frequency present in the neighbour list
	Same as 8.2.2.1
	Same as 8.2.2.1

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2
	Same as 8.2.2.2

	8.3.8 Serving HS-DSCH cell change
	During T0 and T1/T2/T3/T4:
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Already covered above

During T1/T2/T3/T4:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.9 Enhanced Serving HS-DSCH cell change
	During T1/T2/T3/T4:


[image: image119.wmf]or

c

I

E

CPICH

_



±0.1 dB


[image: image120.wmf]or

I

(1)


±0.7 dB


[image: image121.wmf]or

I

(2) relative to 
[image: image122.wmf]or

I

(1)
±0.3 dB


[image: image123.wmf]oc

I




±1.0 dB

Relative delay of paths received from cell 2 with respect to cell 1:    ±0.5 chips
	

	
	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.4 RRC Connection Control
	
	

	8.4.1 RRC Re-establishment delay
	Settings.
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	0.1 dB uncertainty in CPICH_Ec ratio
0.3 dB uncertainty in 
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Overall error is the sum of the 
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 ratio error and the CPICH_Ec/Ior ratio. 

The absolute error of the AWGN is specified as 1.0 dB



	8.4.2 Random Access
	Settings.
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Measurements: 

Power difference. ( 1dB

Maximum Power: same as 5.5.2
	0.1 dB uncertainty in AICH_Ec ratio
0.3 dB uncertainty in 
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Overall error  is the sum of the 
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 ratio error and the AICH_Ec/Ior ratio. 

The absolute error of the AWGN is specified as 1.0 dB

Power difference:

Assume symmetric meas error (1.0 dB  comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error.

Maximum Power:

Assume asymmetric meas error -1.0 dB / 0.7 dB comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error, and +0.7 dB for upper limit

	
	PRACH timing error ±0.5 chips
	

	8.4.3 Transport format combination selection in UE
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	0.1 dB uncertainty in DPCH_Ec ratio

	8.4.4 E-TFC restriction in UE
	
	

	8.4.4.1 10ms TTI E-DCH E-TFC restriction
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±0.7 dB
DPCCH code domain absolute power measurement uncertainty ±0.9 dB
	0.1 dB uncertainty in Ec/Ior ratio
Absolute power uncertainty (all codes together) ±0.7dB, relative code domain power uncertainty ±0.5dB,

These are uncorrelated so can be combined RSS.

Overall error is (0.52 + 0.72) 0.5 = 0.9 dB,

	8.4.4.2 2ms TTI E-DCH E-TFC restriction
	
[image: image137.wmf]or

c

I

E



               ±0.1 dB


[image: image138.wmf]or

I
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DPCCH code domain absolute power measurement uncertainty ±0.9 dB 
	0.1 dB uncertainty in Ec/Ior ratio
Same as 8.4.4.1

	8.5 Timing and Signalling Characteristics
	
	

	8.5.1 UE Transmit Timing
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Rx-Tx Timing Accuracy
±0.5 chips

Tx-Tx Timing Accuracy  ±0.25 chips
	0.1 dB uncertainty in DPCH_Ec ratio

0.3 dB uncertainty in Ior1/Ior2 based on power meter measurement after the combiner

The absolute error of the Ior is specified as 1.0 dB.

	8.6 UE Measurements Procedures
	
	

	8.6.1 FDD intra frequency measurements
	
	

	8.6.1.1 Event triggered reporting in AWGN propagation conditions (R99)
	During T1/T4 and T2/T3:
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	8.6.1.1A Event triggered reporting in AWGN propagation conditions (Rel-4 and later)
	During T1/T3 and T2:
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[image: image151.wmf]or

I

(2) relative to 
[image: image152.wmf]or

I

(1)
±0.3 dB
	

	8.6.1.1 and 8.6.1.1A
	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.6.1.2 Event triggered reporting of multiple neighbours in AWGN propagation condition (R99)
	During T0 to T6:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [4], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(1) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2, 3), are uncorrelated to each other.



	8.6.1.2A Event triggered reporting of multiple neighbours in AWGN propagation condition (Rel-4 and later)
	During T0 to T4:
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	Assumptions:

Same as 8.6.1.2

	8.6.1.3 Event triggered reporting of two detectable neighbours in AWGN propagation condition (R99)
	During T0 to T5:
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	8.6.1.3A Event triggered reporting of two detectable neighbours in AWGN propagation condition (Rel-4 and later)
	During T0 to T4:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [4], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(1) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2, 3), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].


	8.6.1.4A Correct reporting of neighbours in fading propagation condition (Rel-4 and later)
	During T1 and T2:
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	8.6.1.4A
	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.6.1.5 Event triggered reporting of multiple neighbour cells in Case 1 fading condition
	During T1 and T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [4], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(1) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.6.1.6 Event triggered reporting of multiple neighbour cells in Case 3 fading condition
	During T1 and T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [4], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(1) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].
	

	8.6.2 FDD inter frequency measurements
	
	

	8.6.2.1 Correct reporting of neighbours in AWGN propagation condition (Release 5 and earlier)
	Channel 1 during T0, T1 and T2:
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Channel 2 during T0, T1 and T2:
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Channel 2 during T1 and T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated)

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

f) The absolute uncertainties for Ior(1) and Ior(3) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

g) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.6.2.1A Correct reporting of neighbours in AWGN propagation condition (Release 6 and later)
	Same as 8.6.2.1
	Same as 8.6.2.1

	8.6.2.2 Correct reporting of neighbours in Fading propagation condition (Release 5 only)
	Channel 1 during T1 and T2:
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Channel 2 during T1 and T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc(n) and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.6.2.2A Correct reporting of neighbours in Fading propagation condition (Release 6 and later)
	Same as 8.6.2.2
	Same as 8.6.2.2

	8.6.2.3 Correct reporting of neighbours in Fading propagation condition using TGL1=14
	Channel 1 during T1 and T2:
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Channel 2 during T1 and T2:


[image: image213.wmf]oc

I

(2)


±1.0 dB
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc(n) and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

	8.6.3 TDD measurements
	
	

	8.6.3.1Correct reporting of TDD neighbours in AWGN propagation condition
	TBD
	

	8.6.4 GSM Measurement
	
	

	8.6.4.1 Correct reporting of GSM neighbours in AWGN propagation condition
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	0.1 dB uncertainty in CPICH_Ec ratio
0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.5 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	8.6.5 Combined Interfrequency and GSM measurements
	
	

	8.6.5.1 Correct reporting of neighbours in AWGN propagation condition
	Channel 1 during T0 to T5:
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Channel 1 during T2 to T5:
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Channel 2 during T0 to T5:
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Channel 2 during T2 to T5:
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GSM during T4/T5
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RXLEV
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	0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.5 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	
	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc(n) and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.7 Measurements Performance Requirements
	
	

	8.7.1 CPICH RSCP
	
	

	8.7.1.1 Intra frequency measurements accuracy
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±0.3 dB
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±0.1 dB
	Same as 8.2.2.1

	8.7.1.2 Inter frequency measurement accuracy
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±0.1 dB

For multi-band UE with Band I and VI
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±0.5 dB for
	Same as 8.2.2.2

	8.7.2 CPICH Ec/Io
	
	

	8.7.2.1 Intra frequency measurements accuracy
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±0.3 dB
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±0.1 dB
	Same as 8.2.2.1

	8.7.2.2 Inter frequency measurement accuracy
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±0.3 dB


[image: image247.wmf]oc

I
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±0.1 dB

For multi-band UE with Band I and VI
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±0.5 dB for
	Same as 8.2.2.2

	8.7.3.1 UTRA Carrier RSSI, absolute measurement accuracy
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±0.3 dB
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For multi-band UE with Band I and VI
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	0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

0.3 dB or 0.5dB uncertainty in Ioc1/Ioc2 based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB

	8.7.3.2 UTRA Carrier RSSI, relative measurement accuracy
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±0.3 dB


[image: image257.wmf]oc

I
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For multi-band UE with Band I and VI
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±0.5 dB
	0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

0.3 dB uncertainty in Ioc2/Ioc3 based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB

	8.7.3A GSM Carrier RSSI
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±0.3 dB
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±0.5 dB
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±0.1 dB

RXLEV


±1.0 dB

RXLEV1/RXLEV2       ±1.4 dB 

	0.1 dB uncertainty in CPICH_Ec ratio

0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.5 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

The relative accuracy of RXLEV1 to RXLEV2 is specified to be 1.4 dB (RMS of individual uncertainties) when BCCHs are on the same or on different RF channel within the same frequency band

The relative accuracy of RXLEV1 to RXLEV2 is specified to be 1.4 dB (RMS of individual uncertainties) when BCCHs are on different frequency band

	8.7.3C UE Transmitted power (R99 and Rel-4 only)
	Mean power measurement 0,7 dB
	Downlink parameters are unimportant.

	8.7.3D UE Transmitted power (Rel-5 and later)
	Mean power measurement 0,7 dB
	Downlink parameters are unimportant.

	8.7.4 SFN-CFN observed time difference
	
	

	8.7.4.1 Intra frequency measurements accuracy
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±0.3 dB
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±1.0 dB

Actual SFN-CFN observed time difference: ±0.5 chips
	0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB

	8.7.4.2 Inter frequency measurements accuracy
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±0.3 dB
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±1.0 dB

Actual SFN-CFN observed time difference: ±0.5 chips
	0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB

	8.7.5.1 SFN-SFN observed time difference type 1
	
[image: image272.wmf]oc

or

I

I

ˆ



±0.3 dB
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±1.0 dB

Actual SFN-SFN observed time difference type 1: ±0.5  chips
	0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB

	8.7.6.1 UE Rx-Tx time difference (Release 5 and earlier)
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±0.3 dB
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±1.0 dB

Rx-Tx Timing Accuracy


±0.5 chip
	0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

	8.7.6.1A UE Rx-Tx time difference (Release 6 and later)
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±0.3 dB
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±1.0 dB

Rx-Tx Timing Accuracy


±0.5 chip
	0.3 dB uncertainty in 
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The absolute error of the AWGN is specified as 1.0 dB.

	8.7.8 P-CCPCH RSCP
	TBD
	

	8.7.9 UE Transmission Power Headroom
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±0.1 dB

Overall UL absolute power measurement uncertainty ±0.7 dB

DPCCH code domain absolute power measurement uncertainty ±0.8 dB
	0.1 dB uncertainty in Ec/Ior ratio
Absolute power uncertainty (all codes together) ±0.7dB, relative code domain power uncertainty ±0.3dB,

These are uncorrelated so can be combined RSS.

Overall error is (0.32 + 0.72) 0.5 = 0.8 dB,


<< Unchanged sections omitted >>
F.2.4
Requirements for support of RRM

Table F.2.4: Test Tolerances for Radio Resource Management Tests

	Clause
	Test Tolerance

	8.2 Idle Mode Tasks
	

	8.2.2 Cell Re-Selection
	

	8.2.2.1 Scenario 1: Single carrier case
	During T1 and T2:
+0.60 dB for all Cell 1 and 2 Ec/Ior ratios

-0.50 dB for all Cell 3, 4 ,5, 6 Ec/Ior ratios

+0.03 dB for Ior(3, 4, 5, 6)

During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)

During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)

	8.2.2.2 Scenario 2: Multi carrier case
	Channel 1 during T1 and T2:
+0.70 dB for all Cell 1 Ec/Ior ratios

-0.80 dB for all Cell 3 and 4 Ec/Ior ratios

Channel 1 during T1:

-0.01 dB for Ior(1)

-0.01 dB for Ior(3, 4)

No change for Ioc(1)

Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.80 dB for Ioc(1)

Channel 2 during T1 and T2:
+0.70 dB for all Cell 2 Ec/Ior ratios

-0.80 dB for all Cell 5 and 6 Ec/Ior ratios

Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.80 dB for Ioc(2)

Channel 2 during T2:

-0.01 dB for Ior(2)

-0.01 dB for Ior(5, 6)

No change for Ioc(2)

	8.2.3 UTRAN to GSM Cell Re-Selection
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for RXLEV

	8.2.3.2 Scenario 2: Only UTRA level changed
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for RXLEV

	8.2.3.3 Scenario 3: HCS with only UTRA level changed
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for RXLEV

	8.2.4 FDD/TDD cell re-selection
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

0.3 dB for Ioc1/Ioc2
For multi-band UE with Band I and VI

0.5 dB for Ioc1/Ioc2

	8.3 UTRAN Connected Mode Mobility
	

	8.3.1 FDD/FDD Soft Handover
	During T0/T1 and T2/T3/T4/T5/T6:
+0.70 dB for all Cell 1 Ec/Ior ratios

Relative delay: {–147.5 … +147.5} chips

During T0/T1:

Already covered above

During T2/T3/T4/T5/T6:

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.3.2 FDD/FDD Hard Handover 
	

	8.3.2.1 Handover to intra-frequency cell
	During T1 and T2 / T3:
+0.70 dB for all Cell 1 Ec/Ior ratios

During T1:

Already covered above

During T2 / T3:

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.3.2.2 Handover to inter-frequency cell
	Channel 1 during T1 and T2 / T3:
+0.80 dB for all Cell 1 Ec/Ior ratios

Channel 2 during T1:

Not applicable

Channel 2 during T2 / T3:

+0.80 dB for all Cell 2 Ec/Ior ratios

	8.3.3 FDD/TDD Handover
	TBD

	8.3.4 Inter-system Handover form UTRAN FDD to GSM
	During T2 and T3:

+ 1 dB for RXLEV

	8.3.4c Inter-system Handover from UTRAN FDD to E-UTRAN FDD: Unknown Target Cell
	Zero TT is applied,

	8.3.5 Cell Re-selection in CELL_FACH
	

	8.3.5.1 One frequency present in the neighbour list
	During T1 and T2:
+0.60 dB for all Cell 1 and 2 Ec/Ior ratios

-0.50 dB for all Cell 3, 4 ,5, 6 Ec/Ior ratios

+0.03 dB for Ior(3, 4, 5, 6)

During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)

During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)



	8.3.5.2 Two frequencies present in the neighbour list
	Channel 1 during T1 and T2:
+0.60 dB for all Cell 1 Ec/Ior ratios

-0.70 dB for all Cell 3 and 4 Ec/Ior ratios

Channel 1 during T1:

+0.05 dB for Ior(1)

+0.05 dB for Ior(3, 4)

No change for Ioc(1)

Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.60 dB for Ioc(1)

Channel 2 during T1 and T2:
+0.60 dB for all Cell 2 Ec/Ior ratios

-0.70 dB for all Cell 5 and 6 Ec/Ior ratios

Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.60 dB for Ioc(2)

Channel 2 during T2:

+0.05 dB for Ior(2)

+0.05 dB for Ior(5, 6)

No change for Ioc(2)



	8.3.5.3 Cell Re-selection to GSM
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for RXLEV

	8.3.5.4 Cell Reselection during an MBMS session, two frequencies present in neighbour list
	Channel 1 during T2 and T3:
+1.00 dB for all Cell 1 Ec/Ior ratios

Channel 1 during T3:

-1.52 dB for Ioc(1)

Channel 2 during T1, T2 and T3:
+1.00 dB for all Cell 2 Ec/Ior ratios

Channel 2 during T2:

-1.38 dB for Ioc(2)

	8.3.6 Cell Re-selection in CELL_PCH
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1

	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

	8.3.6.3 Cell re-selection during an MBMS session, one UTRAN inter-frequency and 2 GSM cells present in the neighbour list
	Channel 1 during T2:
+1.00 dB for all Cell 1 Ec/Ior ratios

Channel 2 during T1 and T2:
+1.00 dB for all Cell 2 Ec/Ior ratios

Channel 2 during T2:

-1.50 dB for Ioc(2)
Channel 2 during T3:
-0.1 dB for CPICH_Ec/Ior

-0.3 dB for 
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GSM during T2:

-1.0 dB for RXLEV1

-1.0 dB for RXLEV2

GSM during T3:

+1.0 dB for RXLEV2

	8.3.7 Cell Re-selection in URA_PCH
	

	8.3.7.1 One frequency present in the neighbour list
	Same as 8.2.2.1

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

	8.3.8 Serving HS-DSCH cell change
	During T0/T1/T2/T3/T4:
+0.70 dB for all Cell 1 Ec/Ior ratios

Relative delay: {–147.5 … +147.5} chips
During T0
Already covered above
During T1/T2/T3/T4
+0.70 dB for all Cell 2 Ec/Ior ratios

	8.3.9 Enhanced Serving HS-DSCH cell change
	During /T1/T2/T3/T4:
+0.70 dB for all Cell 1 Ec/Ior ratios

+0.70 dB for all Cell 2 Ec/Ior ratios

+ 0.5 chips for relative delay

	8.4 RRC Connection Control
	

	8.4.1 RRC Re-establishment delay
	Settings:

0 dB for 
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0 dB for any_Ec/Ior

Zero TT is applied, as level settings are not critical with respect to the outcome of the test.

	8.4.2 Random Access
	Settings:

0.3 dB for 
[image: image289.wmf]oc

or

I

I

ˆ


0.1 dB for AICH_Ec/Ior

Measurements: 

Power difference: ( 1dB

Maximum Power: -1dB / +0.7dB

PRACH timing error 0.5 chips

	8.4.3 Transport format combination selection in UE
	0 dB for DPCH_Ec/Ior

	8.4.4 E-TFC restriction in UE
	

	8.4.4.1 10ms TTI E-DCH E-TFC restriction
	0.1 dB for Ec/Ior
0.7 dB for Îor

	8.4.4.2 2ms TTI E-DCH E-TFC restriction
	0.1 dB for Ec/Ior
0.7 dB for Îor

	8.5 Timing and Signalling Characteristics
	

	8.5.1 UE Transmit Timing
	0.1 dB for CPICH_Ec/Ior

0.1 dB for DPCH_Ec/Ior

1 dB for Îor1

1.3 dB for Îor2

0.5 chips for Rx-Tx timing accuracy

0.25 chips for Tx-Tx Timing Accuracy

	8.6 UE Measurements Procedures
	

	8.6.1 FDD intra frequency measurements
	

	8.6.1.1 Event triggered reporting in AWGN propagation conditions (R99)
	During T1/T4 and T2/T3:

+0.70 dB for all Cell 1 Ec/Ior ratios

During T1/T4 only:

Already covered above

During T2/T3 only:

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.6.1.1A Event triggered reporting in AWGN propagation conditions (Rel-4 and later)
	During T1/T3 and T2:

+0.70 dB for all Cell 1 Ec/Ior ratios

During T1/T3 only:

Already covered above

During T2 only:

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.6.1.2 Event triggered reporting of multiple neighbours in AWGN propagation condition (R99)
	During T0 to T6:

+0.70 dB for all Cell 1 Ec/Ior ratios

+0.70 dB for all Cell 2 Ec/Ior ratios

+0.70 dB for all Cell 3 Ec/Ior ratios

	8.6.1.2A Event triggered reporting of multiple neighbours in AWGN propagation condition (Rel-4 and later)
	During T0 to T4:

+0.70 dB for all Cell 1 Ec/Ior ratios

+0.70 dB for all Cell 2 Ec/Ior ratios

+0.70 dB for all Cell 3 Ec/Ior ratios

	8.6.1.3 Event triggered reporting of two detectable neighbours in AWGN propagation condition (R99)
	During T0 to T5:

+0.40 dB for all Cell 1 Ec/Ior ratios

+0.40 dB for all Cell 2 Ec/Ior ratios

+0.40 dB for all Cell 3 Ec/Ior ratios 

	8.6.1.3A Event triggered reporting of two detectable neighbours in AWGN propagation condition (Rel-4 and later)
	During T0 to T4:

+0.40 dB for all Cell 1 Ec/Ior ratios

+0.40 dB for all Cell 2 Ec/Ior ratios

+0.40 dB for all Cell 3 Ec/Ior ratios

	8.6.1.4A Correct reporting of neighbours in fading propagation condition (Rel-4 and later)
	During T1:

+0.70 dB for all Cell 1 Ec/Ior ratios

+0.30 dB for all Cell 2 Ec/Ior ratios

During T2:

+0.30 dB for all Cell 1 Ec/Ior ratios

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.6.1.5 Event triggered reporting of multiple neighbour cells in Case 1 fading condition
	During T1 and T2:

+0.70 dB for all Cell 1 Ec/Ior ratios

+0.70 dB for all Cell 2 Ec/Ior ratios

+0.70 dB for all Cell 3 Ec/Ior ratios

	8.6.1.6 Event triggered reporting of multiple neighbour cells in Case 3 fading condition
	During T1 and T2:

+0.70 dB for all Cell 1 Ec/Ior ratios

+0.70 dB for all Cell 2 Ec/Ior ratios

+0.70 dB for all Cell 3 Ec/Ior ratios

	8.6.2 FDD inter frequency measurements
	

	8.6.2.1 Correct reporting of neighbours in AWGN propagation condition (Release 5 and earlier)
	 During T0 to T2:

+0.80 dB for all Cell 1 Ec/Ior ratios

+0.80 dB for all Cell 2 Ec/Ior ratios

+0.80 dB for all Cell 3 Ec/Ior ratios

	8.6.2.1A Correct reporting of neighbours in AWGN propagation condition (Release 6 and later)
	During T0 to T2:

+0.80 dB for all Cell 1 Ec/Ior ratios

+0.80 dB for all Cell 2 Ec/Ior ratios

+0.80 dB for all Cell 3 Ec/Ior ratios

	8.6.2.2 Correct reporting of neighbours in Fading propagation condition (Release 5 only)
	During T1 and T2:
+0.80 dB for all Cell 1 Ec/Ior ratios

+0.80 dB for all Cell 2 Ec/Ior ratios

	8.6.2.2A Correct reporting of neighbours in Fading propagation condition (Release 6 and later)
	During T1 and T2:
+0.80 dB for all Cell 1 Ec/Ior ratios

+0.80 dB for all Cell 2 Ec/Ior ratios

	8.6.2.3 Correct reporting of neighbours in Fading propagation condition using TGL1=14
	During T1 and T2:
+0.80 dB for all Cell 1 Ec/Ior ratios

+0.80 dB for all Cell 2 Ec/Ior ratios

	8.6.3 TDD measurements
	

	8.6.3.1Correct reporting of TDD neighbours in AWGN propagation condition
	TBD

	8.6.4 GSM measurements
	

	8.6.4.1 Correct reporting of GSM neighbours in AWGN propagation condition
	During T2:

+ 1 dB for RXLEV

During T3:

-1 dB for RXLEV

	8.6.5 Combined Inter frequency and GSM measurements
	

	8.6.5.1 Correct reporting of neighbours in AWGN propagation condition
	 During T0 to T5:

+0.80 dB for all Cell 1 Ec/Ior ratios

+0.80 dB for all Cell 2 Ec/Ior ratios

During T4 to T5:

+ 1 dB for RXLEV

	8.7 Measurements Performance Requirements
	

	8.7.1 CPICH RSCP
	

	8.7.1.1 Intra frequency measurements accuracy
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for Ioc

	8.7.1.2 Inter frequency measurement accuracy
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

0.3 dB for Ioc1/Ioc2

1.0 dB for Ioc

For multi-band UE with Band I and VI
0.5 dB for Ioc1/Ioc2

	8.7.2 CPICH Ec/Io
	

	8.7.2.1 Intra frequency measurements accuracy
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

	8.7.2.2 Inter frequency measurement accuracy
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior
0.3 dB for Ioc1/Ioc2

1.0 dB for Ioc
For multi-band UE with Band I and VI
0.5 dB for Ioc1/Ioc2

	8.7.3.1 UTRA Carrier RSSI, absolute measurement accuracy
	0.3 dB for 
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0.3 dB for Ioc1/Ioc2
1.0 dB for Ioc
For multi-band UE with Band I and VI
0.5 dB for Ioc1/Ioc2

	8.7.3.2 UTRA Carrier RSSI, relative measurement accuracy
	0.3 dB for 
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1.0 dB for Ioc

	8.7.3A GSM Carrier RSSI
	 TT for test parameters


GSM cell levels:

Step 1: -1 dB

Step 2: -1 dB

Step 3: -1 dB

Step 4:+1 dB

Relative accuracy requirements: a, b, c and d values in minimum requirements are increased by 2 dB i.e.,

For x1 ( s+14, x2< -48 dBm:
a=4, b=4, c=6, d=6

For s+14 > x1 ( s+1

a=5, b=4, c=7, d=6

For s+1 > x1

a=6, b=4, c=8, d=6

Absolute accuracy requirements: original minimum requirements are increased by (1 dB

	8.7.3B Transport channel BLER
	TBD

	8.7.3C UE Transmitted power (R99 and Rel-4 only)
	0.7 dB for mean power measurement by test system

	8.7.3D UE Transmitted power (Rel-5 and later)
	0.7 dB for mean power measurement by test system

	8.7.4 SFN-CFN observed time difference
	0.3 dB for 
[image: image296.wmf]oc

or

I

I

ˆ


1.0 dB for Ioc

±0.5 chips for the actual SFN-CFN observed time difference

	8.7.5.1 SFN-SFN observed time difference type 1
	0.3 dB for 
[image: image297.wmf]oc

or

I

I

ˆ


1.0 dB for Ioc

±0.5 chips for the actual SFN-SFN observed time difference type 1

	8.7.6.1 UE Rx-Tx time difference (Release 5 and earlier)
	0.3 dB for 
[image: image298.wmf]oc

or

I

I

ˆ


1.0 dB for Ioc

0.5 chip for Rx-Tx Timing Accuracy

	8.7.6.1A UE Rx-Tx time difference (Release 6 and later)
	0.3 dB for 
[image: image299.wmf]oc

or

I

I

ˆ


1.0 dB for Ioc

0.5 chip for Rx-Tx Timing Accuracy

	8.7.7 Observed time difference to GSM cell
	TBD

	8.7.8 P-CCPCH RSCP
	TBD

	8.7.9 UE Transmission Power Headroom
	0.8 dB for UPH reporting accuracy


<< Unchanged sections omitted >>
F.4.4
Requirements for support of RRM

Table F.4.4: Derivation of Test Requirements (RRM tests)

	Test 
	Test Parameters in TS 25.133 [2]
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	8.2 Idle Mode Tasks
	
	
	

	8.2.2 Cell Re-Selection
	
	
	

	8.2.2.1 Scenario 1: Single carrier case
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	During T1 and T2:

Cells 1 and 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 3, 4, 5, 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior(3, 4, 5, 6) = -69.73 dBm


	During T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

+0.03 dB for Ior(3, 4, 5, 6)


	During T1 and T2:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ior(3, 4, 5, 6) Minimum Requirement + TT

	
	During T1:

Ior(1) = -62.73 dBm 

Ior(2) = -59.73 dBm 


	During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)


	During T1:

Ior(1) Minimum Requirement + TT

Ior(2) Minimum Requirement + TT 

	
	During T2:

Ior(1) = -59.73 dBm 

Ior(2) = -62.73 dBm


	During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)


	During T2:

Ior(1) Minimum Requirement + TT

Ior(2) Minimum Requirement + TT

	8.2.2.2 Scenario 2: Multi carrier case
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	Channel 1 during T1 and T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 3 and 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 1 during T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

-0.80 dB

-0.80 dB

-0.80 dB

-0.80 dB


	Channel 1 during T1 and T2:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 1 during T1:

Ior(1) = -73.39 dBm 

Ior(3, 4) = -77.39 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T1:

-0.01 dB for Ior(1)

-0.01 dB for Ior(3,4)

0.00 dB for Ioc(1)


	Channel 1 during T1:

Ior(1) Minimum Requirement + TT

Ior(3, 4) Minimum Requirement + TT

oc(1) Minimum Requirement + TT

	
	Channel 1 during T2:

Ior(1) = -67.75 dBm 

Ior(3, 4) = -74.75 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.80 dB for Ioc(1)


	Channel 1 during T2:

Ior(1) Minimum Requirement + TT

Ior(3, 4) Minimum Requirement + TT 

Ioc(1) Minimum Requirement + TT



	
	Channel 2 during T1 and T2:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 5 and 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 2 during T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

-0.80 dB

-0.80 dB

-0.80 dB

-0.80 dB


	Channel 2 during T1 and T2:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement  + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 2 during T1:

Ior(2) = -67.75 dBm 

Ior(5, 6) = -74.75 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.80 dB for Ioc(2)


	Channel 2 during T1:

Minimum Requirement (Ior(2)) + TT

Minimum Requirement (Ior(5, 6)) + TT 

Minimum Requirement (Ioc(2)) + TT

	
	Channel 2 during T2:

Ior(2) = -73.39 dBm 

Ior(5, 6) = -77.39 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T2:

-0.01 dB for Ior(2)

-0.01 dB for Ior(5,6)

0.00 dB for Ioc(2)


	Channel 2 during T2:

Ior(2) Minimum Requirement + TT

Ior(5, 6) Minimum Requirement + TT 

Ioc(2) Minimum Requirement + TT

	8.2.3 UTRAN to GSM Cell Re-Selection
	
	
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
	During T1:
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Ior/Ioc = 0 dB

RXLEV=-90 dBm
	During T1:
0.1 dB for 
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T1:

Formulas:
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 = Minimum Requirement + TT

Ior/Ioc = Minimum Requirement + TT

RXLEV - TT

Ior/Ioc = 0.3 dB
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= -9.9 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be below –90 dBm (Threshold for GSM).

	
	During T2:
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Ior/Ioc = - 5 dB

RXLEV=-75 dBm
	During T2:
0.1 dB for 
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	During T2:

Formulas:
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Ior/Ioc = Minimum Requirement - TT

RXLEV + TT

Ior/Ioc = -5.3 dB



[image: image307.wmf]or

c

I

E

CPICH

_

= -10.1 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –75 dBm (Threshold for GSM).

	8.2.3.2 Scenario 2: Only UTRA level changed
	During T1:
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Ior/Ioc = 20 dB

RXLEV=-80 dBm
	During T1:
0.1 dB for 
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T1:

Formulas:
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Ior/Ioc = Minimum Requirement + TT

RXLEV - TT

Ior/Ioc = 20.3 dB
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= -9.9 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be below –80 dBm (Threshold for GSM).

	
	During T2:
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 = -10 dB

Ior/Ioc = -9 dB

RXLEV=-80 dBm
	During T2:
0.1 dB for 
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T2:

Formulas:
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Ior/Ioc = Minimum Requirement - TT

RXLEV + TT

Ior/Ioc = -9.3 dB
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= -10.1 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –80 dBm (Threshold for GSM).

	8.2.3.3 Scenario 3: HCS with only UTRA level changed
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Ior/Ioc = 40 dB


	0.1 dB for 
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV
	Formulas:
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Ior/Ioc = Minimum Requirement + TT

RXLEV + TT

Ior/Ioc = 40.3 dB



[image: image319.wmf]or

c

I

E

CPICH

_

= -9.9 dB:
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 = -10 dB

Ior/Ioc =  10 dB


	0.1 dB for 
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV
	Formulas:
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Ior/Ioc = ratio - TT

RXLEV + TT

Ior/Ioc = 9.7 dB



[image: image323.wmf]or

c

I

E

CPICH

_

= -10.1 dB:

	8.2.4 FDD/TDD cell re-selection
	TBD
	
	

	8.3 UTRAN Connected Mode Mobility
	TBD
	
	

	8.3.1 FDD/FDD Soft Handover
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T0/T1 and T2/T3/T4/T5/T6:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Relative delay of paths received from cell 2 with respect to cell 1 = {-148 … 148} chips
	During T0/T1 and T2/T3/T4/T5/T6:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

0.5  chips


	During T0/T1 and T2/T3/T4/T5/T6:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

{-148+TT … 148-TT} chips

	
	During T0/T1:

Already covered above


	During T0/T1:

Covered above


	During T0/T1:

Already covered above



	
	During T2/T3/T4/T5/T6:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T2/T3/T4/T5/T6:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T2/T3/T4/T5/T6:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	8.3.2 FDD/FDD Hard Handover
	
	
	

	8.3.2.1 Handover to intra-frequency cell
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	During T1 and T2 / T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T1 / T2 / T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T1 and T2 / T3:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	During T1:

Already covered above


	During T1:

Covered above


	During T1:

Already covered above



	
	During T2 / T3:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T2 / T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T2 / T3:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	8.3.2.2 Handover to inter-frequency cell
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	Channel 1 during T1 and T2 / T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 1 during T1 and T2 / T3:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB


	Channel 1 during T1 and T2 / T3:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 2 during T1:

Not applicable


	Channel 2 during T1:

Not applicable


	Channel 2 during T1:

Not applicable



	
	Channel 2 during T2 / T3:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 2 during T2 / T3:
+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB


	Channel 2 during T2 / T3:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	8.3.3 FDD/TDD Handover
	TBD
	
	

	8.3.4 Inter-system Handover form UTRAN FDD to GSM
	During T2 and T3

RXLEV=-75 dBm


	During T2 and T3:

+ 1 dB for RXLEV


	During T2 and T3

Minimum Requirement + TT

Only RXLEV during T2 and T3 is a critical parameter. UE measurement accuracy for GSM Carrier RSSI is (4 dB in this test. 

During T2 and T3 : measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –80 dBm (Threshold for GSM). => TT=+1 dB for RXLEV

	8.3.4c Inter-system Handover from UTRAN FDD to E-UTRAN FDD: Unknown Target Cell
	UTRA cell during T1:
Ioc: -70.00dBm/3.84MHz
Ior / Ioc: 0dB
CPICH_Ec/Ior: -10.00dB

E-UTRA cell during T1:
Noc: -98.00dBm/15kHz
Ês / Noc: -infinity dB
UTRA cell during T2:
Ioc: -70.00dBm/3.84MHz
Ior / Ioc: 0dB
CPICH_Ec/Ior: -10.00dB

E-UTRA cell during T2:
Noc: -98.00dBm/15kHz
Ês / Noc: 0dB

	UTRA cell during T1:
0dB
0dB
0dB

E-UTRA cell during T1:
0dB

0dB

UTRA cell during T2:
0dB
0dB
0dB

E-UTRA cell during T2:
0dB

0dB


	UTRA cell during T1:
Ioc: -70.00dBm/3.84MHz
Ior / Ioc: 0dB
CPICH_Ec/Ior: -10.00dB

E-UTRA cell during T1:
Noc: -98.00dBm/15kHz
Ês / Noc: -infinity dB
UTRA cell during T2:
Ioc: -70.00dBm/3.84MHz
Ior / Ioc: 0dB
CPICH_Ec/Ior: -10.00dB

E-UTRA cell during T2:
Noc: -98.00dBm/15kHz
Ês / Noc: 0dB


	8.3.5 Cell Re-selection in CELL_FACH
	
	
	

	8.3.5.1 One frequency present in the neighbour list
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 and T2:

Cells 1 and 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 3, 4, 5, 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Ior(3, 4, 5, 6) = -69.73 dBm


	During T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

+0.03 dB for Ior(3, 4, 5, 6)
	During T1 and T2:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ior(3, 4, 5, 6) Minimum Requirement + TT

	
	During T1:

Ior(1) = -62.73 dBm 

Ior(2) = -59.73 dBm 


	During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)


	During T1:

Minimum Requirement (Ior(1)) + TT

Minimum Requirement (Ior(2)) + TT

	
	During T2:

Ior(1) = -59.73 dBm 

Ior(2) = -62.73 dBm


	During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)


	During T2:

Ior(1) Minimum Requirement + TT

or(2) Minimum Requirement + TT

	8.3.5.2 Two frequencies present in the neighbour list
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	Channel 1 during T1 and T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 3 and 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB


	Channel 1 during T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB


	Channel 1 during T1 and T2:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 1 during T1:

Ior(1) = -71.85 dBm 

Ior(3, 4) = -76.85 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T1:

+0.05 dB for Ior(1)

+0.05 dB for Ior(3,4)

0.00 dB for Ioc(1)


	Channel 1 during T1:

Ior(1) Minimum Requirement + TT

Ior(3, 4) Minimum Requirement + TT

Ioc(1) Minimum Requirement + TT

	
	Channel 1 during T2:

Ior(1) = -67.75 dBm 

Ior(3, 4) = -74.75 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.60 dB for Ioc(1)


	Channel 1 during T2:

Ior(1) Minimum Requirement + TT

Ior(3, 4) Minimum Requirement + TT 

Ioc(1) Minimum Requirement + TT

	
	Channel 2 during T1 and T2:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 5 and 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB


	Channel 2 during T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

	Channel 2 during T1 and T2:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 2 during T1:

Ior(2) = -67.75 dBm 

Ior(5, 6) = -74.75 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.60 dB for Ioc(2)


	Channel 2 during T1:

Ior(2) Minimum Requirement + TT

Ior(5, 6) Minimum Requirement + TT 

Ioc(2) Minimum Requirement + TT

	
	Channel 2 during T2:

Ior(2) = -71.85 dBm 

Ior(5, 6) = -76.85 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T2:

+0.05 dB for Ior(2)

+0.05 dB for Ior(5,6)

0.00 dB for Ioc(2)


	Channel 2 during T2:

Ior(2) Minimum Requirement + TT

Ior(5, 6) Minimum Requirement + TT 

Ioc(2) Minimum Requirement + TT

	8.3.5.3 Cell Re-selection to GSM
	During T1:
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 = -10 dB

Ior/Ioc = 0 dB

RXLEV=-90 dBm

Ioc/RXLEV = 20
	During T1:
0.1 dB for 
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T1:
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 = Minimum Requirement + TT

Ior/Ioc = Minimum Requirement + TT

RXLEV - TT 

Ior/Ioc = 0.3 dB
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Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be below –90 dBm (Threshold for GSM).

	
	During T2:
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Ior/Ioc = - 5 dB

RXLEV=-75 dBm

Ioc/RXLEV = 5
	During T2:
0.1 dB for 
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T2:
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 = Minimum Requirement - TT

Ior/Ioc = Minimum Requirement - TT

RXLEV + TT 

Ior/Ioc = -5.3 dB



[image: image331.wmf]or

c

I

E

CPICH

_

= -10.1 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –75 dBm (Threshold for GSM).

	8.3.5.4 Cell Reselection during an MBMS session, two frequencies present in neighbour list
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	Channel 1 during T2 and T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB
	Channel 1 during T2 and T3:

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB
	Channel 1 during T2 and T3:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 1 during T3:

Ioc(1) = -70.00 dBm
	Channel 1 during T3:

-1.52 dB for Ioc(1)
	Channel 1 during T3:

Ioc(1) Minimum Requirement + TT

	
	Channel 2 during T1, T2 and T3:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH1_Ec/Ior = -12 dB

S-CCPCH2_Ec/Ior = -6 dB
	Channel 2 during T1, T2 and T3:

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB
	Channel 2 during T1, T2 and T3:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 2 during T2:

Ioc(2) = -70.00 dBm
	Channel 2 during T2:

-1.38 dB for Ioc(2)
	Channel 2 during T2:

Ioc(2) Minimum Requirement + TT

	8.3.6 Cell Re-selection in CELL_PCH
	
	
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1

 
	Same as 8.2.2.1

 
	Same as 8.2.2.1
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 = - 70 dBm

Ior/Ioc = 10.27 dB

Note: Parameters are valid for cell 1 at time T2 and cell 2 at time T1
	0.1 dB for 
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0.3 dB for Ior/Ioc


	Formulas:
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 = Minimum Requirement + TT

Ior/Ioc = Minimum Requirement + TT

Ioc unchanged

Ior/Ioc = 10.57 dB
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	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

 
	Same as 8.2.2.2

 
	Same as 8.2.2.2
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 = - 70 dBm

Ior/Ioc = 2.2 dB

Note: Parameters are valid for cell 1 at time T2 and cell 2 at time T1
	0.1 dB for 
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0.3 dB for Ior/Ioc


	Formulas:
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 = Minimum Requirement + TT

Ior/Ioc = Minimum Requirement + TT

Ioc unchanged

Ioc ratio unchanged

Ior/Ioc = 2.5 dB
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= -9.9 dB:

	8.3.6.3
Cell re-selection during an MBMS session, one UTRAN inter-frequency and 2 GSM cells present in the neighbour list
	Same way as 8.3.5.4 for Channel 1 and 2 during T1 and T2.
	Same way as 8.3.5.4 for Channel 1 and 2 during T1 and T2.
	Same way as 8.3.5.4 for Channel 1 and 2 during T1 and T2.

	
	Channel 1 during T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB
	Channel 1 during T2:

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB
	Channel 1 during T2:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 2 during T1 and T2:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH1_Ec/Ior = -12 dB

S-CCPCH2_Ec/Ior = -6.8 dB
	Channel 2 during T1 and T2:

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB

+1.00 dB
	Channel 2 during T1 and T2:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 2 during T2:

Ioc(2) = -70.00 dBm
	Channel 2 during T2:

-1.50 dB for Ioc(2)
	Channel 2 during T2:

Ioc(2) Minimum Requirement + TT

	
	Channel 2 during T3:
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 = -10 dB

Ior/Ioc = -15 dB
	Channel 2 during T3:
-0.1 dB for 
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-0.3 dB for Ior/Ioc
	Channel 2 during T3:
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 = Minimum Requirement + TT

Ior/Ioc = Minimum Requirement + TT

	
	GSM During T2:

RXLEV1=-85 dBm
RXLEV2=-85 dBm
	GSM During T2:
-1.0 dB for RXLEV1

-1.0 dB for RXLEV2
	GSM During T2:
RXLEV + TT 

RXLEV + TT
Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be below –85 dBm (Threshold for GSM).

	
	GSM During T3:

RXLEV2=-85 dBm
	GSM During T3:
+1.0 dB for RXLEV2
	GSM During T3:
RXLEV + TT 

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –85 dBm (Threshold for GSM).

	8.3.7 Cell Re-selection in URA_PCH
	
	
	

	8.3.7.1 One frequency present in the neighbour list
	 Same as 8.2.2.1


	Same as 8.2.2.1

 
	Same as 8.2.2.1

 

	
	
	
	

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2


	Same as 8.2.2.2

 
	Same as 8.2.2.2

 

	
	
	
	

	8.3.8 Serving HS-DSCH cell change
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T0/T1/T2/T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

HS-PDSCH_Ec/Ior = -10 dB

HS-SCCH_Ec/Ior = -13 dB

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Relative delay of paths received from cell 2 with respect to cell 1 = {-148 … 148} chips
	During T0/T1/T2/T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

0.5  chips
	During T0/T1/T2/T3:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

{-148+TT … 148-TT} chips

	
	During T0
Already covered above
	During T0
Covered above
	During T0
Already covered above

	
	During T1/T2/T3
Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T1/T2/T3
+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB
	During T1/T2/T3
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	During T4:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

HS-PDSCH_Ec/Ior = -10 dB

HS-SCCH_Ec/Ior = -13 dB

Relative delay of paths received from cell 2 with respect to cell 1 = {-148 … 148} chips
	During T4:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

0.5  chips
	During T4:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

{-148+TT … 148-TT} chips

	8.3.9 Enhanced Serving HS-DSCH cell change
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis of TC 8.3.9 is not recorded in 3GPP TR 34 902 [24] but it would be very similar to TC 8.3.8 analysis, and therefore it is safe to assume to apply the same principle in TC 8.3.9 tolerances as in TC 8.3.8 tolerances.

	
	During T1/T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

HS-PDSCH_Ec/Ior = -10 dB

HS-SCCH-1_Ec/Ior = -13 dB

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Relative delay of paths received from cell 2 with respect to cell 1 = {-148 … 148} chips
	During T1/T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

0.5  chips
	During T1/T2:

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

{-148+TT … 148-TT} chips

	
	During T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

HS-SCCH-1_Ec/Ior = -13 dB

Relative delay of paths received from cell 2 with respect to cell 1 = {-148 … 148} chips
	During T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

0.5  chips
	During T3:

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

{-148+TT … 148-TT} chips

	
	During T4:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

HS-PDSCH_Ec/Ior = -10 dB

HS-SCCH-2_Ec/Ior = -13 dB

Relative delay of paths received from cell 2 with respect to cell 1 = {-148 … 148} chips
	During T4:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

0.5  chips
	During T4:

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

Ec/Ior Min Requirement + TT

{-148+TT … 148-TT} chips

	8.4 RRC Connection Control
	
	
	

	8.4.1 RRC Re-establishment delay
	TBD
	
	

	8.4.1.1 Test 1
	Cell 1, T1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

DCH_Ec/Ior = -17 dB

Ior/Ioc = 2.39 dB

Cell 1, T2:

Ior/Ioc = -infinity

Cell 2, T1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior/Ioc = 4.39 dB

Cell 2, T2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior/Ioc = 0.02 dB


	0.1 dB for 
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0.3 dB for Ior/Ioc


	Level settings in either direction are not critical with respect to the outcome of the test.



	8.4.1.2 Test 2
	Cell 1, T1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

DCH_Ec/Ior = -17 dB

Ior/Ioc = -3.35 dB

Cell 1, T2:

Ior/Ioc = -infinity

Cell 2, T1:

Ior/Ioc = -infinity

Cell 2, T2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior/Ioc = 0.02 dB
	0.1 dB for 
[image: image346.wmf]or
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0.3 dB for Ior/Ioc
	Level settings in either direction are not critical with respect to the outcome of the test.



	8.4.2 Random Access
	PRACH  power   difference nominal  3dB ± 2dB UE setting uncertainty
	Measurement TT:Power  difference ± 1dBMaximum Power-1dB / +0.7dB
	Test parameter settings unchanged.Power measurement:Upper limit   +TT  Lower limit    -TT  

	8.4.2.1A Correct behaviour when receiving an ACK (Release 6 and later)
	PRACH timing error ±3.5 chips
	0.5 chips
	Formula: 
Upper limit + TT
Lower limit – TT

	8.4.2.4 Random Access correct behaviuor when reaching maximum transmit power 
	Maximum preamble power=0dBm±9dB (Normal)
Maximum preamble power=0dBm±12dB (Extreme)
	1.0 dB
	Formula: 
Upper limit + TT
Lower limit – TT
For Normal conditions:

Upper Tolerance limit = +10 dB
Lower Tolerance limit = -10 dB

For Extreme conditions:

Upper Tolerance limit = +13 dB
Lower Tolerance limit = -13 dB

	8.4.3 Transport format combination selection in UE
	DL Power control is ON so DPCH_Ec/Ior depends on TPC commands sent by UE
	0 dB for DPCH_Ec/Ior
	No test requirements for DPCH_Ec/Ior

	8.4.4 E-TFC restriction in UE
	
	
	

	8.4.4.1 10ms TTI E-DCH E-TFC restriction
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 -3.47, -10, -31dB

Îor = -70 dBm
	0.1 dB
for 
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0.7 dB for Îor
	Formulas:
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c

I

E

 = ratio + TT

Îor = Minimum Requirement + TT

	8.4.4.2 2ms TTI E-DCH E-TFC restriction
	
[image: image350.wmf]or

c

I

E

 -3.5, -10, -24.4dB

Îor = -70 dBm
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	Formulas:


[image: image352.wmf]or

c

I

E

 = ratio + TT

Îor = Minimum Requirement + TT

	8.5 Timing and Signalling Characteristics
	
	
	

	8.5.1 UE Transmit Timing
	DPCH_Ec/Ior = -13.5 dB

CPICH_Ec/Ior = -10 dB

Îor1=-96 dB

Îor2=-99 dB

Rx-Tx Timing accuracy (1.5 chips

¼ chip / 200ms maximum rate

233ns / s minimum rate
	0.1 dB for CPICH_Ec/Ior

0.1 dB for DPCH_Ec/Ior

0.1 dB for DPCH_Ec/Ior

1 dB for Îor1

1.3 dB for Îor2

0.5 chips for Rx-Tx timing accuracy

0.25 chips for Tx-Tx Timing Accuracy
	Since the test is performed close to sensitivity level any TT applied to the nominal setting shall fulfil:

Îor1 shall not go below –96 dBm

Îor2 shall not go below –99 dBm

Îor1/Îor2 shall not go above 3 dB

DPCH_Ec/Ior shall not go below –13.5 dB

CPICH_Ec/Ior shall not go below –10 dB

Formulas for test parameters

DPCH_Ec/Ior +TT

CPICH_Ec/Ior + TT

Îor1 + TT

Îor2 + TT

Rx-Tx Timing accuracy (2.0 chip

Formulas for test requirements:

Upper limit +TT

Lower limit –TT

Tx-Tx Timing accuracies

Formulas for test requirements:

Upper limit +TT

Lower limit –TT

	8.6 UE Measurements Procedures
	
	
	

	8.6.1 FDD intra frequency measurements
	
	
	

	8.6.1.1 Event triggered reporting in AWGN propagation conditions (R99)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 to T4:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T1 to T4:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB
	During T1 to T4:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	
	During T1/T4 only :

Already covered above
	During T1/T4 only:

Covered above
	During T1/T4 only:

Already covered above

	
	During T2/T3 only:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T2/T3 only:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB
	During T2/T3 only:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	8.6.1.1A Event triggered reporting in AWGN propagation conditions (Rel-4 and later)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 / T2 / T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T1 / T2 / T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB
	During T1 / T2 / T3:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	
	During T1/T3 only :

Already covered above
	During T1/T3 only:

Covered above
	During T1/T3 only:

Already covered above

	
	During T2 only:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T2 only:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB
	During T2 only:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	8.6.1.2 Event triggered reporting of multiple neighbours in AWGN propagation condition (R99)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T0 to T6:

Cell 1, Cell 2 and Cell 3:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T0 to T6:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T0 to T6:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	8.6.1.2A Event triggered reporting of multiple neighbours in AWGN propagation condition (Rel-4 and later)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T0 to T4:

Cell 1, Cell 2 and Cell 3:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T0 to T4:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T0 to T4:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	8.6.1.3 Event triggered reporting of two detectable neighbours in AWGN propagation condition (R99)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].TBD

	
	During T0 to T5:

Cell 1, Cell 2 and Cell 3:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cell 1:

DPCH_Ec/Ior = -17 dB


	During T0 to T5:

+0.40 dB

+0.40 dB

+0.40 dB

+0.40 dB

+0.40 dB


	During T0 to T5:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	8.6.1.3A Event triggered reporting of two detectable neighbours in AWGN propagation condition (Rel-4 and later)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T0 to T4:

Cell 1, Cell 2 and Cell 3:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cell 1:

DPCH_Ec/Ior = -17 dB


	During T0 to T4:

+0.40 dB

+0.40 dB

+0.40 dB

+0.40 dB

+0.40 dB


	During T0 to T4:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	8.6.1.4A Correct reporting of neighbours in fading propagation condition (Rel-4 and later)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 only:

Cell 1:

CPICH_Ec/Ior = -10dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

DPCH_Ec/Ior = -17 dB

Cell 2:

CPICH_Ec/Ior = -10dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T1:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.30 dB

+0.30 dB

+0.30 dB

+0.30 dB
	During T1:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	
	During T2 only:

Cell 1:

CPICH_Ec/Ior = -10dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

DPCH_Ec/Ior = -17 dB

Cell 2:

CPICH_Ec/Ior = -10dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T2:

+0.30 dB

+0.30 dB

+0.30 dB

+0.30 dB

+0.30 dB

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB
	During T2:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	8.6.1.5 Event triggered reporting of multiple neighbour cells in Case 1 fading condition
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 and T2:

Cell 1, 2, 3 and Cell 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB
	During T1 and T2:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	8.6.1.6 Event triggered reporting of multiple neighbour cells in Case 3 fading conditions
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 and T2:

Cell 1, 2, 3 and Cell 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB
	During T1 and T2:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	8.6.2 FDD inter frequency measurements
	TBD
	
	

	8.6.2.1 Correct reporting of neighbours in AWGN propagation condition (Release 5 and earlier)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T0 to T2:

Cell 1, Cell 2 and Cell 3:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cell 1:

DPCH_Ec/Ior = -17 dB


	During T0 to T2:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB


	During T0 to T2:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	8.6.2.1A Correct reporting of neighbours in AWGN propagation condition (Release 6 and later)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T0 to T2:

Cell 1, Cell 2 and Cell 3:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cell 1:

DPCH_Ec/Ior = -17 dB


	During T0 to T2:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB


	During T0 to T2:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	8.6.2.2 Correct reporting of neighbours in Fading propagation condition (Release 5 only)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 and T2:

Cell 1 and Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T1 and T2:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB
	During T1 and T2:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	8.6.2.2A Correct reporting of neighbours in Fading propagation condition (Release 6 and later)
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 and T2:

Cell 1 and Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T1 and T2:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB
	During T1 and T2:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	8.6.2.3 Correct reporting of neighbours in Fading propagation condition using TGL1=14
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document.

	
	During T1 and T2:

Cell 1 and Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
	During T1 and T2:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB
	During T1 and T2:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

	8.6.3 TDD measurements
	TBD
	
	

	8.6.3.1Correct reporting of TDD neighbours in AWGN propagation condition
	TBD
	
	

	8.6.4 GSM measurements
	
	
	

	8.6.4.1 Correct reporting of GSM neighbours in AWGN propagation condition
	During T2

RXLEV=-75 dBm

During T3

RXLEV=-85 dBm


	During T2:

+ 1 dB for RXLEV

During T3:

-1 dB for RXLEV
	During T2 and T3

RXLEV + TT

Only RXLEV is a critical parameter. UE measurement accuracy for GSM Carrier RSSI is (4 dB in this test. 

During T2: measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –80 dBm (Threshold for GSM). => TT=+1 dB for RXLEV

During T3: measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be below –80 dBm (Threshold for GSM). => TT=-1 dB for RXLEV

	8.6.5 Combined Inter frequency and GSM measurements
	
	
	

	8.6.5.1 Correct reporting of neighbours in AWGN propagation condition
	During T0 to T5:

Cell 1 and Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

During T4 to T5:

RXLEV=-75 dBm
	During T0 to T5:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB

During T4 and T5:

+ 1 dB for RXLEV
	During T0 to T5:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

During T4 and T5

RXLEV + TT

	8.7 Measurements Performance Requirements
	
	
	

	8.7.1 CPICH RSCP
	
	
	

	8.7.1.1 Intra frequency measurements accuracy
	 see table 8.7.1.1.1.1 andtable 8.7.1.1.1.2
	±1 dB for Ioc±0.3 dB for Ior/Ioc±0.1dB for….._Ec/Ior
	Any TT applied to the nominal setting shall fulfil:Test 1 (absolute and relative): Io shall not go above -70dBm Test 2(absolute and relative): Io shall not go above -50 dBmTest 3 (absolute and relative): Io shall not go below -94 dBm Ior/Ioc + TTTT on top of  UE measurement accuracy:Absolute±1.0 dB for Ioc±0.3 dB for Ior/Ioc ±0.1dB for CPICH_Ec/Ior ∑ 1.4dBRelative±0.3 dB for Ior/Ioc  (cell1)±0.3 dB for Ior/Ioc  (cell2)±0.1dB for CPICH_Ec/Ior  (cell1)±0.1dB for CPICH_Ec/Ior  (cell2)∑ 0.8dB

	8.7.1.2 Inter frequency measurement accuracy
	See table 8.7.1.2.1.1 and table 8.7.1.2.1.2
	±1 dB for Ioc±0.3 dB for Ioc1/Ioc2±0.3 dB
for Ior/Ioc±0.1dB for ….._Ec/Ior
For multi-band UE with Band I and VI
0.5 dB for Ioc1/Ioc2
	Any TT applied to the nominal setting shall fulfil:Test 1: Io shall not go above -50 dBmTest 2: Io shall not go below -94 dBm Ior/Ioc + TT

TT on top of UE measurement accuracy:
±0.3 dB for Ioc1/Ioc2
±0.3 dB for Ior/Ioc (cell1)
±0.3 dB for Ior/Ioc (cell2)
±0.1dB for CPICH_Ec/Ior (cell1)
±0.1dB for CPICH_Ec/Ior (cell2)
∑ 1.1 dB

	8.7.2 CPICH Ec/Io
	
	
	

	8.7.2.1 Intra frequency measurements accuracy
	table 8.7.2.1.1.1 and

table 8.7.2.1.1.2
	±1 dB for Ioc

±0.3 dB for Ior/Ioc

±0.1dB 

for ….._Ec/Ior
	Any TT applied to the nominal setting shall fulfil:

Test 1(absolute and relative): Io shall not go above -50 dBm

Test 2 (absolute and relative): Io shall not go below -87dBm 

Test 3 (absolute and relative): Io shall not go below -94 dBm

CPICH Ec/Io shall stay in the  UE accuracy ranges   

Ior/Ioc + TT

TT on top of  UE measurement accuracy:

Absolute

±0.3 dB for Ior/Ioc 

±0.1dB for CPICH_Ec/Ior 

∑ 0.4dB

Relative

  Ioc1=Ioc2   

±0.3 dB for Ior/Ioc  (cell1)

±0.3 dB for Ior/Ioc  (cell2)

±0.1dB for CPICH_Ec/Ior  (cell1)

±0.1dB for CPICH_Ec/Ior  (cell2)

∑ 0.8dB

	8.7.2.2 Inter frequency measurement accuracy
	table 8.7.2.2.2.1 and

table 8.7.2.2.2.2
	±1 dB for Ioc

±0.3 dB for Ioc1/Ioc2

±0.3 dB for Ior/Ioc

±0.1dB

 for ….._Ec/Ior

For multi-band UE with Band I and VI
0.5 dB for Ioc1/Ioc2
	Any TT applied to the nominal setting shall fulfil:

Test 1: Io shall not go above -50 dBm

Test 2: Io shall not go below -87 dBm

Test 3: Io shall not go below -94 dBm

Ior/Ioc + TT

TT on top of  UE measurement accuracy:

  Ioc1=Ioc2.   

±0.3 dB for Ior/Ioc  (cell1)

±0.3 dB for Ior/Ioc  (cell2)

±0.1dB for CPICH_Ec/Ior  (cell1)

±0.1dB for CPICH_Ec/Ior  (cell2)

∑ 0.8 dB

	8.7.3.1 UTRA Carrier RSSI, absolute measurement accuracy
	Table 8.7.3.1.2
	±1 dB for Ioc

±0.3 dB for Ioc1/Ioc2

±0.3 dB for Îor/Ioc

For multi-band UE with Band I and VI
0.5 dB for Ioc1/Ioc2
	Any TT applied to the nominal setting shall fulfil:

Test 1: Io shall not go above -50 dBm

Test 2: Io shall not go below -69 dBm

Test 3: Io shall not go below -94 dBm

Ior/Ioc + TT

TT on top of UE measurement accuracy: 

Test 1: 

Max TT= Iomax – Ionominal 

Ionominal = -51.15 dBm 

Iomax = Iocmax +Iormax = (-53.5 dBm + 1dB) + (-52.5 dBm – 1.45 dB + 0.3 dB) = -50.0 dBm

=> Max TT = 1.15 dB

Min TT = Iomin - Io

Iomin = Iocmin + Iormin = (-53.5 dBm –1 dB) + (-54.5 dBm – 1.45 dB – 0.3 dB) = - 52.3 dBm

=> Min TT = -1.15 dB

Test 2: 

Max TT= Iomax – Ionominal 

Ionominal = - 67.9 dBm

Iomax = Iocmax + Iormax = (-69.27 dBm + 1dB) + (-68.27 dBm – 4.4 dB + 0.3 dB) = -66.8 dBm

=> Max TT = 1.1 dB

Min TT = Iomin - Io

Iomin = Iocmin + Iormin = (-69.27 dBm – 1 dB) + (-70.27 dBm – 4.4 dB – 0.3 dB) = -69.0 dBm

=> Min TT = -1.1 dB

Test 3 (Band I): 

Max TT= Iomax – Ionominal 

Ionominal = -93 dBm

Iomax = Iocmax + Iormax + No = (-93.46 dBm + 1dB) + (-92.46 dBm – 9.24 dB +0.3 dB) + -99 dBm = -91.2

=> Max TT = 1.8 dB

Min TT = Iomin - Io

Iomin = Iocmin + Iormin = (-93.46 dBm – 1 dB) + (-94.46 dBm – 9.24 dB – 0.3 dB) = -94.0 dBm

=> Min TT = -1.0 dB

The same TT for all bands

	8.7.3.2 UTRA Carrier RSSI, relative measurement accuracy
	Table 8.7.3.2.1A
	±1 dB for Ioc

±0.3 dB for Ioc2/Ioc3

±0.3 dB for Îor/Ioc
	Any TT applied to the nominal setting shall fulfil:

Test 1: Io shall not go above -50 dBm. Io3-Io2 shall not go below -20 dB.

Test 2: Io shall not go below -91 dBm. Io3-Io2 shall not go above 20 dB

Test 3: Io shall not go below -94 dBm (Band I). Io3-Io2 shall not go above 20 dB.

Ior/Ioc + TT

TT on top of UE measurement accuracy:

Test 1: 

±0.3 dB for Ioc3/Ioc2 ratio

±0.3 dB for Ior2/Ioc2 ratio

±0.3 dB for Ior3/Ioc3 ratio

∑±0.9 dB (This is the worst case since G factor makes the actual tolerance lower.

No impact from Noise Floor.

The same TT for all bands.

Test 2: 

±0.3 dB for Ioc3/Ioc2 ratio

±0.3 dB for Ior2/Ioc2 ratio

±0.3 dB for Ior3/Ioc3 ratio

∑±0.9 dB (This is the worst case since G factor makes the actual tolerance lower).

Noise floor impact:

Noise floor = -96 dB for Band III, VIII, and VIII, XII, XIII, XIV and XX (worst case). => Io2 increases by 1.0 dB, Io3 increases by 0.1 dB. Thus noise floor increases the test tolerance by 0.9 dB

=> TT = ±1.8 dB

The same TT for all bands.

Test 3: 

±0.3 dB for Ioc3/Ioc2 ratio

±0.3 dB for Ior2/Ioc2 ratio

±0.3 dB for Ior3/Ioc3 ratio

∑±0.9 dB (This is the worst case since G factor makes the actual tolerance lower).

Noise floor impact (Band I):

Noise floor = -99 dB. => Io2 increases by 1.0 dB. No impact to Io3. Thus noise floor increases the test tolerance by 1.0 dB

=> TT = ±1.9 dB

The same TT for all bands.

	8.7.3A GSM Carrier RSSI
	 WCDMA cell parameters: See table 8.7.3A.2

GSM cell parameters: See table 8.7.3A.3
	TT for test parameters


GSM cell levels:

Step 1: -1 dB

Step 2: -1 dB

Step 3: -1 dB

Step 4:+1 dB

TT for test requirements:

Relative accuracy requirements: a, b, c and d values in minimum requirements are increased by 2 dB i.e.,

For x1 ( s+14, x2< -48 dBm:
a=4, b=4, c=6, d=6

For s+14 > x1 ( s+1

a=5, b=4, c=7, d=6

For s+1 > x1

a=6, b=4, c=8, d=6

Absolute accuracy requirements: original minimum requirements are increased by (1 dB
	WCDMA: Test parameter settings are unchanged since level settings in either direction are not critical with respect to the outcome of the test

GSM: Test parameter settings are changed in steps 1,2,3 and 4 as follows: BCCH levels are increased by test tolerance so that during 

Step 1, level ( 38 dBm, 

Step 2, level ( 48 dBm,

Step 3, level ( 70 dBm,

Step 4, level ( -110 dBm.

Hence during steps 1,2,3 and 4:

New levels=Original levels + TT

For other steps 5 to 12 GSM test parameter settings are unchanged since level settings in either direction are not critical with respect to the outcome of the test

TT on top of UE measurement accuracy:

Relative accuracy: Test system uncertainty (1.4 dB. Rounded to (2 dB due to granularity of GSM Carrier RSSI report mapping of 1 dB.

Absolute accuracy: Test system uncertainty (1.0 dB. No need to increase due to granularity of GSM Carrier RSSI report mapping of 1 dB.

	8.7.3B Transport channel BLER
	TBD
	
	

	8.7.3C UE Transmitted power (R99 and Rel-4 only)
	Accuracy upper limit

Accuracy lower limit

Depends on PUEMAX see table 8.7.3C.2.1
	0.7 dB
	Formula: Upper accuracy limit + TT

 

Lower accuracy limit – TT

Add and subtract TT to all the values in table 8.7.3C.2.1.

	8.7.3D UE Transmitted power (Rel-5 and later)
	Accuracy upper limit

Accuracy lower limit
	0.7 dB
	Formula: Upper accuracy limit + TT

 

Lower accuracy limit – TT

Add and subtract TT to all the accuracy values in table 8.7.3D.4.3.

	8.7.4 SFN-CFN observed time difference
	T able 8.7.4.1.2 and Table 8.7.4.2.2
	±1.0 dB for Ioc

±0.3 dB for Ior/Ioc

±0.5 chips for the actual SFN-CFN observed time difference
	Intra and inter frequency case:

Test 1: Io shall not go above -50 dBm

Test 2: No restrictions on Io value

Test 3: Io shall not go below -94 dBm (Band 1, IV, VI, X), or below -93 dBm (Band IX), or below –92 dBm (Band II, V, VII, XI) or below –91 dBm (Band III, VIII, XII, XIII, XIV, XX)

Îor/Ioc + TT

TT on top of UE measurements accuracy: 

SFN-CFN observed time difference: 1.0 chips + TT

	8.7.5.1 SFN-SFN observed time difference type 1
	T able 8.7.5.1.2
	±1.0 dB for Ioc

±0.3 dB for Ior/Ioc

±0.5 chips for the actual SFN-SFN observed time difference
	Test 1: Io shall not go above -50 dBm

Test 2: No restrictions on Io value

Test 3: Io shall not go below -94 dBm (Band 1, IV, VI, X), or below -93 dBm (Band IX), or below –92 dBm (Band II, V, VII, XI) or below –91 dBm (Band III, VIII, XII, XIII, XIV, XX)

Îor/Ioc + TT

TT on top of UE measurements accuracy: 

SFN-SFN observed time difference: 1.0 chips + TT

	8.7.6.1 UE Rx-Tx time difference (Release 5 and earlier)
	Io –10.9 dB = Ioc,
Test 1: Io = -94 dBm

Test2 : Io = -72dBm

Test3 : Io = -50dBm

Timing Accuracy ( 1.5 chip 
	1 dB for Ioc

0.3 dB for Ior/Ioc

0.5 chip for timing accuracy
	Test 1: Io = -92.7 dBm, 

Ioc = ‑103.6 dBm

Formula:

Ioc*(1-TTIoc+ (Ior/Ioc-TTIor/Ioc)) (
 -94

Test 2: unchanged (no critical RF parameters)

Test 3: Io = -51.3 dBm, Ioc = ‑62.2 dBm

Formula:

Ioc*(1+TTIoc+ (Ior/Ioc+TTIor/Ioc)) ( -50

Timing accuracy (2.0 chip

Formulas:

Upper limit +TT

Lower limit –TT

	8.7.6.1A UE Rx-Tx time difference (Release 6 and later)
	Table 8.6.7.1A.2 and Table 8.6.7.1A.4
	±1.0 dB for Ioc

±0.3 dB for Ior/Ioc

±0.5 chip for timing accuracy
	Test 1: Io shall not go below -94 dBm (Band I, IV, VI, X), or below -93 dBm (Band IX), or below –92 dBm (Band II, V, VII, XI) or below –91 dBm (Band III, VIII, XII, XIII, XIV, XX)

Formula:

Ioc*(1-TTIoc+ (Ior/Ioc-TTIor/Ioc)) (
 -94

Test 2: No restrictions on Io value

Test 3: Io shall not go above -50 dBm

Formula:

Ioc*(1+TTIoc+ (Ior/Ioc+TTIor/Ioc)) ( -50

Timing accuracy (2.0 chip

Formulas:

Upper limit +TT

Lower limit –TT

	8.7.7 Observed time difference to GSM cell
	TBD
	
	

	8.7.8 P-CCPCH RSCP
	TBD
	
	

	8.7.9 UE Transmission Power Headroom
	UPH reporting accuracy from ±2 dB to ±6 dB, depending on UE power class and total UE output power.
	0.8 dB for UPH reporting accuracy
	Formula:

(Upper) Minimum Requirement + TT
(Lower) Minimum  Requirement – TT

UPH reporting accuracy from ±2.8 dB to ±6.8 dB, depending on UE power class and total UE output power.


























�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1075033166.unknown

_1151492571.unknown

_1252740942.unknown

_1283804092.unknown

_1294578582.unknown

_1283632910.unknown

_1252741430.unknown

_1252741487.unknown

_1160166742.unknown

_1160166823.unknown

_1239010688.unknown

_1075270631.unknown

_1136635819.unknown

_1136636148.unknown

_1136636150.unknown

_1136636145.unknown

_1075280494.unknown

_1075270594.unknown

_1075118152.unknown

_1075119412.unknown

_1075119429.unknown

_1074582919.unknown

_1075010985.unknown

_1075010988.unknown

_1075010986.unknown

_1075010987.unknown

_1075010924.unknown

_1075010933.unknown

_1075010951.unknown

_1075010901.unknown

_1031488012.unknown

_1074581877.unknown

_1049185164.unknown

_1005583869.unknown

