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<Start of new section>

13.4.9 
Attach for emergency bearer services / Rejected / No suitable cells in location area / Emergency call using the CS domain
13.4.9.1
Definition
This test case is applicable to Rel-9 or later UEs that support IMS emergency services and establishing the emergency call using the CS domain in case the attach request for emergency bearer services cannot be accepted by the network.
13.4.9.2
Conformance requirement 

If the attach request for emergency bearer services cannot be accepted by the network, an ATTACH REJECT message is transferred to the MS. The ATTACH REJECT message includes GMM cause #5 "IMEI not accepted" or one of the GMM cause values as described in subclause 4.7.3.1.4.
Upon receiving the ATTACH REJECT message including GMM cause #5, the MS shall enter the state GMM-DEREGISTERED.NO-IMSI.
Upon receiving the ATTACH REJECT message including one of the other GMM cause values, the MS shall perform the actions as described in subclause 4.7.3.1.4 with the following addition: upon request from upper layers a CS voice capable MS may establish the emergency call using the CS domain.
Reference

TS 24.008 clause 4.7.3.1.4a
13.4.9.3
Test purpose
To verify that the UE will establish the emergency call using the CS domain after its attach request for emergency bearer services was rejected with GMM cause “No Suitable Cells in Location Area".
13.4.9.4
Method of test 

Initial condition

System Simulator:

-
1 cell, default parameters.

User Equipment:
-
The UE is in state “MM idle” with valid TMSI and CKSN.
-
The UE is not attached for emergency bearer services. 
Related ICS/IXIT statements
-     UE supports IMS emergency services

yes/no
-
UE supports establishing the emergency call using the CS domain if the attach request for emergency bearer services cannot be accepted by the network

yes/no
Test Procedure

a)
The UE is caused to originate a call to send user data related to emergency call.
b)
The UE transmits an ATTACH REQUEST message for emergency bearer services.
c)
The attach request for emergency bearer services is rejected by the SS with cause #15 “No Suitable Cells In Location Area”.
d) The RRC Connection is released.
e)
If the UE supports establishing the emergency call using the CS domain upon receiving the ATTACH REJECT message with cause #15, the UE initiates a CS emergency call.
f)
The CS emergency call is set up.
Expected Sequence
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The UE is caused to originate a call to send user data related to Emergency call.

	2
	-->
	ATTACH REQUEST


	The UE transmits an ATTACH REQUEST message to attach for emergency bearer services. 

	3
	<--
	ATTACH REJECT
	The SS transmits an ATTACH REJECT message, 

EMM cause = “No Suitable Cells In Location Area”.

	4
	<--
	RRC CONNECTION RELEASE
	

	5
	-->
	RRC CONNECTION RELEASE COMPLETE
	

	6
	-->
	RRC CONNECTION REQUEST
	Within [60] sec of Step 5, the UE transmits an RRC CONNECTION REQUEST message with Establishment cause: Emergency Call.

	7
	<--
	RRC CONNECTION SETUP
	

	8
	-->
	RRC CONNECTION SETUP COMPLETE
	

	9
	-->
	CM SERVICE REQUEST
	The UE transmits a CM SERVICE REQUEST with CM service type IE indicating “Emergency call establishment”,

	10

	<--
	AUTHENTICATION REQUEST
	

	11
	-->
	AUTHENTICATION RESPONSE
	

	12
	-->
	EMERGENCY SETUP
	

	13-17
	-
	-
	Steps 11 to 15 of the generic test procedure in TS 34.108 subclause 7.2.3.2.3 are performed to complete the CS call setup.


Specific Message Contents
None.

13.4.9.5
Test requirements
Within [60] sec of Step 5, the UE shall transmit an RRC CONNECTION REQUEST with Establishment cause: Emergency Call.

At Step 9, the UE shall transmit a CM SERVICE REQUEST with CM service type IE indicating “Emergency call establishement”.

At Step 12, the UE shall transmit an EMERGENCY SETUP message.
<End of new section>
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