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<<Start of Change>>

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	
	<<Skip of Change>>
	
	
	

	6.2
	Receiver Characteristics / Reference Sensitivity Level
	R99
	R
	UEs supporting FDD

	6.2A
	Reference sensitivity level for DC-HSDPA
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.2B
	Reference Sensitivity Level for DB-DC-HSDPA
	Rel-9
	C_RF84
	UEs supporting FDDand dual band operation

	6.3
	Receiver Characteristics / Maximum Input Level
	R99
	R
	UEs supporting FDD

	6.3A
	Maximum Input Level for HS-PDSCH Reception (16QAM)
	Rel-5
	C_RF26
	UEs supporting FDD and HS-PDSCH and supporting 16QAM (HS-DSCH Categories 1-10)

	6.3B
	Maximum Input Level for HS-PDSCH Reception (64QAM)
	Rel-7
	C_RF35
	UEs supporting FDD and HS-PDSCH and supporting 64QAM (HS-DSCH Categories 13, 14, 17, 18)

	6.3C
	Maximum Input Level for DC-HSDPA Reception (16QAM)
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.3D
	Maximum Input Level for DC-HSDPA Reception (64QAM)
	Rel-8
	C_RF67
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 23-24

	
	
	Rel-9
	C_RF78
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 27-28

	6.3E
	Maximum Input Level for DB-DC-HSDPA Reception (16QAM)
	Rel-9
	C_RF84
	UEs supporting FDD and dual band operation

	6.3F
	Maximum Input Level for DB-DC-HSDPA Reception (64QAM)
	Rel-9
	C_RFXX
	UEs supporting FDD and HSDPA UE capability categories 23-24and dual band operation

	6.4
	Receiver Characteristics Adjacent Channel Selectivity (ACS) (Rel-99 and Rel-4)
	R99 and Rel-4 only
	R
	UEs supporting FDD

	6.4A
	Receiver Characteristics Adjacent Channel Selectivity (ACS) (Rel-5 and later releases)
	Rel-5
	R
	UEs supporting FDD

	6.4B
	Adjacent channel selectivity (ACS) for DC-HSDPA
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.4C
	Adjacent Channel Selectivity (ACS) for DB-DC-HSDPA
	Rel-9
	C_RF84
	UEs supporting FDD and dual band operation

	6.5
	Blocking Characteristics / In-band blocking
	R99
	R
	UEs supporting FDD

	
	Blocking Characteristics / Out of-band blocking
	
	
	

	
	Blocking Characteristics / Narrow band blocking
	
	C_RF03
	UEs supporting FDD and  Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV

	6.5A
	Blocking characteristics for DC-HSDPA
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.5B
	Blocking Characteristics for DB-DC-HSDPA
	Rel-9
	C_RF84
	UEs supporting FDD and dual band operation

	6.6
	Spurious Response
	R99
	R
	UEs supporting FDD

	6.6A
	Spurious Response for DC-HSDPA
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.6B
	Spurious Response for DB-DC-HSDPA
	Rel-9
	C_RF84
	UEs supporting FDD and dual band operation

	6.7
	Intermodulation Characteristics / Intermodulation
	R99
	R
	UEs supporting FDD

	
	Intermodulation Characteristics / Narrow band intermodulation
	
	C_RF03
	UEs supporting FDD and Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV

	6.7A
	Intermodulation Characteristics for DC-HSDPA
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.8
	Spurious Emissions
	R99
	R
	UEs supporting FDD

	6.7B
	Intermodulation Characteristics for DB-DC-HSDPA
	Rel-9
	C_RF84
	UEs supporting FDD and dual band operation


	C_RF01
IF A.7/8 OR A.7/10 THEN R ELSE N/A

	C_RF02
IF A.7/14 THEN R ELSE N/A

	C_RF03
IF A.6/3 OR A.6/14 OR A.6/15 OR A.6/16 OR A.6/19 OR A.6/21 OR A.6/23 OR A.6/24 OR A.6/25 

                 THEN R ELSE N/A

	<<Skip of Change>>

	C_RF84
IF A.1/1 AND A.7/23 THEN R ELSE N/A

	C_RFXX IF A.1/1 AND A.7/23 AND ( A.8/23 OR A.8/24) THEN R ELSE N/A


<<End of  Change>>
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