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<Changes from here>
E.5.1
Downlink Physical Channels for measurement

Table E.5.1 is applicable for the measurements for tests in subclauses 5.2A, 5.2AA, 5.2C, 5.7A, 5.9A, 5.10A, 5.13.1A, 5.13.1AA, 5.13.2A, 6.3A, 9.2.1A to 9.2.1G, 9.3.1, 9.3.1C (HSDPA categories 1-8, 11 and 12), 9.3.2, 9.5.1 and 9.5.1A.

Table E.5.1A is applicable for the measurements for tests in subclauses 6.3B, 9.2.1H, 9.2.1I, 9.3.1, 9.3.1C (HSDPA categories 9,10 and 13-20), 9.3.1A and 9.3.2B.

Table E.5.2 is applicable for the measurements for tests in subclauses 9.2.2A to 9.2.2E, 9.3.3, 9.3.4, 9.2.4A, 9.2.4B, 9.3.7A and 9.3.7B.

Table E.5.3 is applicable for the measurements for tests in subclauses 9.2.3A to 9.2.3E, 9.3.5 and 9.3.6.

Table E.5.4 is applicable for the measurements for tests in subclauses 9.4.1, 9.4.1A.

Table E.5.4A is applicable for the measurements for tests in subclauses 9.4.2, 9.4.2A and 9.4.3.

Table E.5.4C is applicable for the measurements for tests in subclauses 9.6.1 and 9.6.2.
Table E.5.4D is applicable for the measurements for tests in subclauses 9.2.4E, 9.2.4F, 9.2.4G and 9.2.4H
<Several sections are skipped here>
Table E.5.4C: Downlink physical channels for HS-DSCH and HS-SCCH reception in CELL-FACH state

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10 dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12 dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12 dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per TS25.213

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15 dB
	

	AICH
	AICH Ec/Ior
	-10 dB
	

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	-10 dB
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval).

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of a number of  dedicated data channels as specified in table E.5.5. Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH.


Table E.5.4D: Downlink physical channels for HSDPA/DC-HSDPA receiver testing for MIMO performance with asymmetric P-CPICH/S-CPICH power settings.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec/Ior
	-10dB
	Phase reference

	S-CPICH (antenna 2)
	S-CPICH Ec/Ior
	-13dB
	Phase reference

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	

	SCH
	SCH_Ec/Ior
	-12dB
	

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval).

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	Precoding used.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	1. Balance of power 
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 of the Node-B is assigned to OCNS.

2. OCNS interference consists of a number of dedicated data channels as specified in Table E.5.5and E.5.5A.Table E.5.5 specifies the OCNS setup for H-Set 1 to H-set 6. Table E.5.5A specifies the OCNS setup for H-Set 9 and H-Set 11.

3. OCNS transmitted only on antenna 1.

	NOTE:
Transmit diversity (STTD or TSTD) is disabled on the associated physical channels (P-CPICH, PICH, SCH, HS-SCCH, DPCH).


Table E.5.4E: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection performance with asymmetric P-CPICH/S-CPICH power settings.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec/Ior
	-10dB
	Phase reference

	S-CPICH (antenna 2)
	S-CPICH Ec/Ior
	-13dB
	Phase reference

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	

	SCH
	SCH_Ec/Ior
	-12dB
	

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	-8dB
	1. STTD applicability is test-specific.

2. 12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applicability is test specific.

2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval).

2. All HS-SCCH’s allocated equal 
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3. Specifies 
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 when TTI is active.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	
	

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	
	

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	
	

	HS-PDSCH-1 
[image: image4.wmf]/

cor

EI


	HS-PDSCH_Ec/Ior
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	1. Precoding used.

2. Balance of power 
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 of the Node-B is assigned to HS-PDSCH.



	HS-PDSCH-2 
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	HS-PDSCH_Ec/Ior
	DTX
	

	HS-PDSCH-3 
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	HS-PDSCH_Ec/Ior
	DTX
	

	HS-PDSCH-4  
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	HS-PDSCH_Ec/Ior
	DTX
	

	OCNS
	
	DTX
	

	NOTE1: Transmit diversity (STTD or TSTD) is disabled on P-CCPCH, PICH and SCH.
NOTE2: OCNS is not present for this test. HS-PDSCH is used in order to model other UE MIMO traffic.


<Several sections are skipped here>
F.1.6
Performance requirement (HSDPA)

Table F.1.6: Maximum Test System Uncertainty for Performance Requirements (HSDPA)

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	9.2.1A to 9.2.1KA Single Link Performance
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±0.6  dB
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±1.0 dB
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±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio
Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.2.1L Single Link Enhanced Performance Type 3i
	Wanted signal 
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±0.6 dB

First interferer 
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±0.6 dB

Second interferer 
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±0.6 dB
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±1.0 dB
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±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio
For wanted signal and each interferer, worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 uncertainty as 7.2.

These are uncorrelated so can be combined RSS.

Overall uncertainty in 
[image: image20.wmf]oc
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,for each signal:

 (0.52 + 0.32) 0.5 = 0.6 dB.

	9.2.1LA Enhanced Performance Type 3i for DC-HSDPA 
	Same as 9.2.1L

Uncertainties apply for each carrier
	Same as 9.2.1L

Uncertainties apply for each carrier

	9.2.2A to 9.2.2E Open loop diversity performance
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±0.8 dB
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±0.1 dB
	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
[image: image25.wmf]oc

or

I

I

ˆ

 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB. Round up to 0.8 dB

	9.2.3A to 9.2.3E Closed loop diversity performance
	Same as 9.2.2A
	Same as 9.2.2A

	9.2.4A to 9.2.4H MIMO performance
	Same as 9.2.2A
	Same as 9.2.2A

	9.3.1 Single Link Performance - AWGN propagation conditions
	
[image: image26.wmf]oc

or

I

I

ˆ




±0.3 dB
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±0.1 dB
	0.1 dB uncertainty in DPCH_Ec ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCH_Ec/Ior ratio but is not RSS for simplicity. The absolute error of the AWGN Ioc is not important for any tests in clause 7 but is specified as 1.0 dB.

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	Same as 9.3.1
	Same as 9.3.1

	9.3.1B Single Link Performance - AWGN Propagation Conditions, DC-HSDPA requirements
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±0.1 dB
	0.1 dB uncertainty in DPCH_Ec ratio
0.3 dB uncertainty in 
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  and 
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based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCH_Ec/Ior ratio but is not RSS for simplicity. The absolute error of the AWGN Ioc is not important for any tests in clause 7 but is specified as 1.0 dB.

	9.3.1C Single Link Performance - AWGN Propagation Conditions, Periodically Varying Radio Conditions
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±0.3 dB
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±0.1 dB
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Linearity within the applicable range of 10dB

1.0 dB
	0.1 dB uncertainty in DPCH_Ec ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCH_Ec/Ior ratio but is not RSS for simplicity. The absolute error of the AWGN Ioc is specified as 1.0 dB.

The linearity of of the AWGN Ioc is specified as 1.0 dB (±0.5dB)

	9.3.2 Single Link Performance - Fading propagation conditions
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±0.6  dB
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               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio
Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.3.2A Single Link Performance - Fading Propagation Conditions, DC-HSDPA requirements
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               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio

Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	Same as 9.3.2
	Same as 9.3.2

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
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±0.5 dB
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               ±0.1 dB
	0.3 dB uncertainty in 
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 for each antenna output based on power meter measurement after the combiner

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
[image: image62.wmf]oc

or

I

I

ˆ

 is (0.32 + 0.32) 0.5 = 0.424 dB. Round up to 0.5 dB

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
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±0.1 dB 
	In addition the same ±0.3 dB 
[image: image66.wmf]oc

or

I

I

ˆ

 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB. Round up to 0.8 dB

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	Same as 9.3.3
	

	9.3.6 Closed Loop Diversity Performance - Fading propagation conditions
	Same as 9.3.4
	

	9.3.7A, MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions
	Same as 9.3.4
	

	9.3.7B MIMO performance – Reporting of Channel Quality indicator - Dual stream  fading conditions
	Same as 9.3.4
	

	9.3.7C MIMO performance – Reporting of Channel Quality indicator  - Dual stream  fading conditions– UE categories 19-20
	Same as 9.3.4
	

	9.3.7D MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20
	Same as 9.3.4
	

	 9.3.7E  MIMO performance –Reporting of Channel Quality indicator - Dual stream static orhogonal conditions – UE categories 19-20
	Same as 9.3.4
	

	9.4.1 Single link Performance
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±0.6 dB
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±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio
Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
[image: image71.wmf]oc

or

I

I

ˆ

 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.4.1A Single link Performance – Enhanced Performance Requirements Type 1
	Same as 9.4.1
	Same as 9.4.1

	9.4.2 Open loop diversity performance
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±0.1 dB
	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
[image: image77.wmf]oc
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 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB. Round up to 0.8 dB

	9.4.2A Open loop diversity performance – Enhanced Performance Requirements Type 1
	Same as 9.4.2
	Same as 9.4.2

	9.4.3 HS-SCCH Type 3 performance
	Same as 9.4.2
	Same as 9.4.2

	9.5.1 HS-SCCH-less demodulation of HS-DSCH
	Same as 9.2.1A
	Same as 9.2.1A

	9.5.1A HS-SCCH-less demodulation of HS-DSCH, Enhanced Performance Requirements Type 1
	Same as 9.2.1A
	Same as 9.2.1A

	9.6.1 Single link HS-DSCH Demodulation performance in CELL_FACH state
	Same as 9.2.1A
	Same as 9.2.1A

	9.6.2 Single link HS-SCCH Detection performance in CELL_FACH state
	Same as 9.2.1A
	Same as 9.2.1A


<Several sections are skipped here>
F.2.5
Performance requirements (HSDPA)

Table F.2.5: Test Tolerances for Performance Requirements (HSDPA)

	Clause
	Test Tolerance

	9.2.1A to 9.2.1KA Single Link Performance
	0.6 dB for 
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0.1 dB for Ec/Ior

	9.2.1L Single Link Enhanced Performance Type 3i
	0.76 dB for 
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0.17 dB for DIP1, DIP2

0.1 dB for Ec/Ior

	9.2.1LA Enhanced Performance Type 3i for DC-HSDPA 
	Same as 9.2.1L

Test Tolerances apply for each carrier

	9.2.2A to 9.2.2E Open loop diversity performance
	0.8 dB for 
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0.1 dB for Ec/Ior

	9.2.3A to 9.2.3E Closed loop diversity performance
	Same as 9.2.2A

	9.2.4A to 9.2.4H MIMO performance
	Same as 9.2.2A

	9.3.1 Single Link Performance - AWGN propagation conditions
	No test tolerances applied

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	No test tolerances applied

	9.3.1B Single Link Performance - AWGN Propagation Conditions, DC-HSDPA requirements
	No test tolerances applied

	9.3.1C Single Link Performance - AWGN Propagation Conditions, Periodically Varying Radio Conditions
	No test tolerances applied for test step 7 and 8

TT for M-difference is 1  for test step 9 (difference in medians M1 and M2)

	9.3.2 Single Link Performance - Fading propagation conditions
	No test tolerances applied

	9.3.2A Single Link Performance - Fading Propagation Conditions, DC-HSDPA requirements
	No test tolerances applied

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	No test tolerances applied

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	No test tolerances applied

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
	No test tolerances applied

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	No test tolerances applied

	9.3.6 Closed Loop Diversity Performance - Fading propagation conditions
	No test tolerances applied

	9.3.7A, MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions
	No test tolerances applied

	9.3.7B MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions
	No test tolerances applied



	9.3.7C MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions– UE categories 19-20
	No test tolerances applied



	9.3.7D MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20
	No test tolerances applied



	 9.3.7E  MIMO performance –Reporting of Channel Quality indicator - Dual stream static orhogonal conditions – UE categories 19-20
	No test tolerances applied



	9.4.1 Single Link  Performance
	0.6 dB for 
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0.1 dB for P-CPICH_Ec/Ior and HS-SCCH_Ec/Ior

	9.4.1A Single Link  Performance - Enhanced Performance Requirements Type 1
	Same as 9.4.1

	9.4.2 Open loop diversity performance
	0.8 dB for 
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0.1 dB for P-CPICH_Ec/Ior and HS-SCCH_Ec/Ior

	9.4.2A Open loop diversity performance – Enhanced Performance Requirements Type 1
	Same as 9.4.2

	9.4.3 HS-SCCH Type 3 performance
	Same as 9.4.2

	9.5.1 HS-SCCH-less demodulation of HS-DSCH
	Same as 9.2.1A

	9.5.1A HS-SCCH-less demodulation of HS-DSCH, Enhanced Performance Requirements Type 1
	Same as 9.2.1A

	9.6.1 Single link HS-DSCH Demodulation performance in CELL_FACH state
	Same as 9.2.1A

	9.6.2 Single link HS-SCCH Detection performance in CELL_FACH state
	Same as 9.2.1A


<Several sections are skipped here>
F.4.5
Performance requirements (HSDPA)

Table F.4.5: Derivation of Test Requirements (Performance tests HSDPA)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	9.2.1A to 9.2.1KA Single Link Performance
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	9.2.1L Single Link Enhanced Performance Type 3i
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	9.2.1LA Enhanced Performance Type 3i
	Same as 9.2.1L

Minimum requirements apply for each carrier
	Same as 9.2.1L,

for each carrier
	Same as 9.2.1L

Test requirements apply for each carrier
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	9.2.3A to 9.2.3E Closed loop diversity performance
	Same as 9.2.2A
	Same as 9.2.2A
	Same as 9.2.2A

	9.2.4A MIMO performance
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	9.2.4B MIMO and 64QAM performance
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	9.2.4C MIMO Performance - Fixed Reference Channel (FRC) H-Set 9A
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Test requirements should be applied for both the cells

	9.2.4D MIMO Performance - Fixed Reference Channel (FRC) H-Set 11A
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Test requirements should be applied for both the cells

	9.2.4E MIMO performance - Fixed Reference Channel (FRC) H-Set 9 Asymmetric CPICHs
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	9.2.4F MIMO performance- Fixed Reference Channel (FRC) H-Set 11  Asymmetric CPICHs
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	9.2.4G MIMO Performance - Fixed Reference Channel (FRC) H-set 9A Asymmetric CPICHs
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Test requirements should be applied for both the cells

	9.2.4H MIMO Performance - Fixed Reference Channel (FRC) H-set 11A  Asymmetric CPICHs
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	Formulas:


[image: image180.wmf]or

c

I

E

 = ratio + TT


[image: image181.wmf]oc

or

I

I

ˆ

 = ratio + TT


[image: image182.wmf]oc

I

 unchanged

Test requirements should be applied for both the cells

	9.3.1 Single Link Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	
	No test tolerances applied
	

	9.3.1B Single Link Performance - AWGN Propagation Conditions, DC-HSDPA requirements
	
	No test tolerances applied
	

	9.3.1C Single Link Performance - AWGN Propagation Conditions, Periodically Varying Radio Conditions
	
	No test tolerances applied for test step 7 and 8.

TT for the M-difference is 1 for test step 9.
	10 dB between 
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maps to 6 between medians M1 and M2 hence 0.6M per dB. 1dB linearity uncertainty maps to 0.6 M. Since M is integer, the M uncertainty is 1: TT for M is defined to 1

Formula:

difference in medians M1 and M2 = 6-TT

	9.3.2 Single Link Performance - Fading propagation conditions
	
	No test tolerances applied
	

	9.3.2A Single Link Performance - Fading propagation conditions,  DC-HSDPA requirements
	
	No test tolerances applied
	

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	
	No test tolerances applied
	

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
	
	No test tolerances applied
	

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.6 Closed Loop Diversity Performance - Fading propagation conditions
	
	No test tolerances applied
	

	9.3.7A, MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions
	
	No test tolerances applied
	

	9.3.7B MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions
	
	No test tolerances applied
	

	9.3.7C MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions– UE categories 19-20
	
	No test tolerances applied
	

	9.3.7D MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20
	
	No test tolerances applied
	

	 9.3.7E  MIMO performance –Reporting of Channel Quality indicator - Dual stream static orhogonal conditions – UE categories 19-20
	
	No test tolerances applied
	

	9.4.1 Single Link  Performance
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	9.4.1A Single Link  Performance - Enhanced Performance Requirements Type 1
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	9.4.2 Open loop diversity performance
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	9.4.2A Open loop diversity performance – Enhanced Performance Requirements Type 1
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	Formulas:


[image: image214.wmf]or

c

I

E

 = ratio + TT


[image: image215.wmf]oc

or

I

I

ˆ

 = ratio + TT


[image: image216.wmf]oc

I

 unchanged

	9.4.3 HS-SCCH Type 3 performance
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	9.5.1 HS-SCCH-less demodulation of HS-DSCH
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	9.5.1A HS-SCCH-less demodulation of HS-DSCH, Enhanced Performance Requirements Type 1
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	9.6.1 Single link HS-DSCH Demodulation performance in CELL_FACH state
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	9.6.2 Single link HS-SCCH Detection performance in CELL_FACH state
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<Several sections are skipped here>
F.5.5
Performance measurements (HSDPA)

Table F.5.5: Equipment accuracy for performance measurements (HSDPA)

	Clause
	Equipment accuracy
	Test conditions

	9.2.1A to 9.2.1I 9.2.1IA,9.2.1JA,9.2.1KA Single Link Performance
	
[image: image257.wmf]or
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±0.1 dB
	-12, -9, -6 and -3 dB

	9.2.2A to 9.2.2E Open loop diversity performance
	Same as 9.2.1A
	Same as 9.2.1A

	9.2.3A to 9.2.3E Closed loop diversity performance
	Same as 9.2.1A
	Same as 9.2.1A

	9.2.4A to 9.2.4H MIMO performance
	Same as 9.2.1A
	-1.5, -2 dB

	9.3.1 Single Link Performance - AWGN propagation conditions
	Same as 9.2.1A
	

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	Same as 9.2.1A
	

	9.3.1B Single Link Performance - AWGN propagation conditions, DC HSDPA requirements
	Same as 9.2.1A
	

	9.3.1C Single Link Performance - AWGN Propagation Conditions, Periodically Varying Radio Conditions
	Same as 9.2.1A

Additionally Ioc linearity 1dB
	-60dBm ≤ Ioc ≤ -50dBm

	9.3.2 Single Link Performance - Fading propagation conditions
	Same as 9.2.1A
	

	9.3.2A Single Link Performance - Fading propagation conditions, DC HSDPA requirements
	Same as 9.2.1A
	

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	Same as 9.2.1A
	

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	Same as 9.2.1A
	

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
	Same as 9.2.1A
	

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	Same as 9.2.1A
	

	9.3.6 Closed Loop Diversity Performance - Fading propagation conditions
	Same as 9.2.1A
	

	9.3.7A, MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions
	Same as 9.2.1A
	

	9.3.7B MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions
	Same as 9.2.1A
	

	9.3.7C MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions– UE categories 19-20
	Same as 9.2.1A
	

	9.3.7D MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20
	Same as 9.2.1A
	

	 9.3.7E  MIMO performance –Reporting of Channel Quality indicator - Dual stream static orhogonal conditions – UE categories 19-20
	Same as 9.2.1A
	

	9.5.1 HS-SCCH-less demodulation of HS-DSCH
	Same as 9.2.1A
	-6 dB

	9.5.1A HS-SCCH-less demodulation of HS-DSCH, Enhanced Performance Requirements Type 1
	Same as 9.2.1A
	-9 dB

	9.6.1 Single link HS-DSCH Demodulation performance in CELL_FACH state
	Same as 9.2.1A
	

	9.6.2 Single link HS-SCCH Detection performance in CELL_FACH state
	Same as 9.2.1A
	


<Several sections are skipped here>
Table F.6.3.5.4.10: MIMO Performance for test case 9.2.4A, 9.2.4C, 9.2.4E, 9.2.4G (FRC , H-Set 9/9A)

	MIMO Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=13510 kbps)

No of events/No of samples in %

BL ( (RT)
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	H-Set 9/9A
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
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II

= 10 dB)
	PA3
	5563
	55.8% ( (41.2%)
	68/192*

 (m = 0.725)
	N.A.
	164s (fading)
	RT

	2
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= 10 dB)
	VA3
	4347
	67.8% ( (32.2%)
	61/225*

(m = 0.679)
	N.A.
	164s (fading)
	RT

	*)nominator and denominator by its own are irrelevant, only the ratio is relevant.

	MIMO Performance

H-Set 9/9A

Test number
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=8650 kbps)

No of events/No of samples in %

BL ( (RT)
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	3
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Table F.6.3.5.2.11: MIMO Performance for test case 9.2.4B, 9.2.4D, 9.2.4F, 9.2.4H  (FRC H-Set 11/11A)

	Single link Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=22074 kbps)

No of events/No of samples in %

BL ( (RT)
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	HSET-11/11A

64 QAM
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image262.wmf]ˆ

/

oroc

II

= 18 dB)
	PA3
	9980
	54.79% ( (45.21%)
	71/180

(m = 0.739)
	N.A.
	164s (fading)
	RT


<Changes end here>
�PAGE \# "'Page: '#'�'"  �� �HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip"�Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the �HYPERLINK "http://www.3gpp.org/About/WP.htm"�3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to �HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm"�� �HYPERLINK "http://www.3gpp.org/specs/specs.htm"�http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See ��HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm"�http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"�21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1374733958.unknown

_1374734028.unknown

_1374734060.unknown

_1374734092.unknown

_1374734108.unknown

_1374734124.unknown

_1374734132.unknown

_1374734140.unknown

_1374734148.unknown

_1374734152.unknown

_1374734154.unknown

_1374734156.unknown

_1374734157.unknown

_1374734155.unknown

_1374734153.unknown

_1374734150.unknown

_1374734151.unknown

_1374734149.unknown

_1374734144.unknown

_1374734146.unknown

_1374734147.unknown

_1374734145.unknown

_1374734142.unknown

_1374734143.unknown

_1374734141.unknown

_1374734136.unknown

_1374734138.unknown

_1374734139.unknown

_1374734137.unknown

_1374734134.unknown

_1374734135.unknown

_1374734133.unknown

_1374734128.unknown

_1374734130.unknown

_1374734131.unknown

_1374734129.unknown

_1374734126.unknown

_1374734127.unknown

_1374734125.unknown

_1374734116.unknown

_1374734120.unknown

_1374734122.unknown

_1374734123.unknown

_1374734121.unknown

_1374734118.unknown

_1374734119.unknown

_1374734117.unknown

_1374734112.unknown

_1374734114.unknown

_1374734115.unknown

_1374734113.unknown

_1374734110.unknown

_1374734111.unknown

_1374734109.unknown

_1374734100.unknown

_1374734104.unknown

_1374734106.unknown

_1374734107.unknown

_1374734105.unknown

_1374734102.unknown

_1374734103.unknown

_1374734101.unknown

_1374734096.unknown

_1374734098.unknown

_1374734099.unknown

_1374734097.unknown

_1374734094.unknown

_1374734095.unknown

_1374734093.unknown

_1374734076.unknown

_1374734084.unknown

_1374734088.unknown

_1374734090.unknown

_1374734091.unknown

_1374734089.unknown

_1374734086.unknown

_1374734087.unknown

_1374734085.unknown

_1374734080.unknown

_1374734082.unknown

_1374734083.unknown

_1374734081.unknown

_1374734078.unknown

_1374734079.unknown

_1374734077.unknown

_1374734068.unknown

_1374734072.unknown

_1374734074.unknown

_1374734075.unknown

_1374734073.unknown

_1374734070.unknown

_1374734071.unknown

_1374734069.unknown

_1374734064.unknown

_1374734066.unknown

_1374734067.unknown

_1374734065.unknown

_1374734062.unknown

_1374734063.unknown

_1374734061.unknown

_1374734044.unknown

_1374734052.unknown

_1374734056.unknown

_1374734058.unknown

_1374734059.unknown

_1374734057.unknown

_1374734054.unknown

_1374734055.unknown

_1374734053.unknown

_1374734048.unknown

_1374734050.unknown

_1374734051.unknown

_1374734049.unknown

_1374734046.unknown

_1374734047.unknown

_1374734045.unknown

_1374734036.unknown

_1374734040.unknown

_1374734042.unknown

_1374734043.unknown

_1374734041.unknown

_1374734038.unknown

_1374734039.unknown

_1374734037.unknown

_1374734032.unknown

_1374734034.unknown

_1374734035.unknown

_1374734033.unknown

_1374734030.unknown

_1374734031.unknown

_1374734029.unknown

_1374733996.unknown

_1374734012.unknown

_1374734020.unknown

_1374734024.unknown

_1374734026.unknown

_1374734027.unknown

_1374734025.unknown

_1374734022.unknown

_1374734023.unknown

_1374734021.unknown

_1374734016.unknown

_1374734018.unknown

_1374734019.unknown

_1374734017.unknown

_1374734014.unknown

_1374734015.unknown

_1374734013.unknown

_1374734004.unknown

_1374734008.unknown

_1374734010.unknown

_1374734011.unknown

_1374734009.unknown

_1374734006.unknown

_1374734007.unknown

_1374734005.unknown

_1374734000.unknown

_1374734002.unknown

_1374734003.unknown

_1374734001.unknown

_1374733998.unknown

_1374733999.unknown

_1374733997.unknown

_1374733979.unknown

_1374733987.unknown

_1374733992.unknown

_1374733994.unknown

_1374733995.unknown

_1374733993.unknown

_1374733990.unknown

_1374733991.unknown

_1374733989.unknown

_1374733983.unknown

_1374733985.unknown

_1374733986.unknown

_1374733984.unknown

_1374733981.unknown

_1374733982.unknown

_1374733980.unknown

_1374733971.unknown

_1374733975.unknown

_1374733977.unknown

_1374733978.unknown

_1374733976.unknown

_1374733973.unknown

_1374733974.unknown

_1374733972.unknown

_1374733967.unknown

_1374733969.unknown

_1374733970.unknown

_1374733968.unknown

_1374733962.unknown

_1374733965.unknown

_1374733966.unknown

_1374733964.unknown

_1374733963.unknown

_1374733960.unknown

_1374733961.unknown

_1374733959.unknown

_1374733926.unknown

_1374733942.unknown

_1374733950.unknown

_1374733954.unknown

_1374733956.unknown

_1374733957.unknown

_1374733955.unknown

_1374733952.unknown

_1374733953.unknown

_1374733951.unknown

_1374733946.unknown

_1374733948.unknown

_1374733949.unknown

_1374733947.unknown

_1374733944.unknown

_1374733945.unknown

_1374733943.unknown

_1374733934.unknown

_1374733938.unknown

_1374733940.unknown

_1374733941.unknown

_1374733939.unknown

_1374733936.unknown

_1374733937.unknown

_1374733935.unknown

_1374733930.unknown

_1374733932.unknown

_1374733933.unknown

_1374733931.unknown

_1374733928.unknown

_1374733929.unknown

_1374733927.unknown

_1374733910.unknown

_1374733918.unknown

_1374733922.unknown

_1374733924.unknown

_1374733925.unknown

_1374733923.unknown

_1374733920.unknown

_1374733921.unknown

_1374733919.unknown

_1374733914.unknown

_1374733916.unknown

_1374733917.unknown

_1374733915.unknown

_1374733912.unknown

_1374733913.unknown

_1374733911.unknown

_1374733902.unknown

_1374733906.unknown

_1374733908.unknown

_1374733909.unknown

_1374733907.unknown

_1374733904.unknown

_1374733905.unknown

_1374733903.unknown

_1374733898.unknown

_1374733900.unknown

_1374733901.unknown

_1374733899.unknown

_1374733896.unknown

_1374733897.unknown

_1374733895.unknown

