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1
Introduction
Some SRVCC test cases are part of Rel-8 work plan R5-115495. However some very important signaling aspects of SRVCC call flows are mising from this work plan which are Rel-9 features.

2
Proposal
NAS Notification is importanat part of SRVCC process. It allows the network to notify the UE so revert back the voice call in CS domain. Hnce the UE soiganling to rebvert back the voice call cannot be verified without testing Notification procedure.

If the UE supports SRVCC for IMS Telephony, it must also support SRVCC for IMS emergency session as specified in TS 23.216 and TS 23.237 as described in GSMA IR92.
Therefore, we suggest adding two test cases for SRVCC to section 13.4.3
	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Test cases
	
	
	
	
	
	
	

	13 Multi layer procedures
	
	
	
	
	
	
	

	13.4 Mobility
	
	
	
	
	
	
	

	13.4.3 Inter-system mobility voice
	
	
	
	
	
	
	

	
	36.523-1
	13.4.3.6
	Rel-9
	Inter-system mobility / E-UTRA PS voice + PS Data / HO cancelled  / Notification procedure/ SRVCC
	UE behavior verification for Handover failure in TS 24.237, clause 12.2.4.

When UE receives the NAS “Notification” message, 

UE sends the re-Invite message to resume the data call + voice call in the PS domain

Verification of TS 24.301 Figure 6.6.2.2.1;
	Qualcomm
	RP#56
	0%
	
	

	
	36.523-1
	13.4.3.7
	Rel-9
	 Inter-system mobility / E-UTRA  to UTRA CS  / SRVCC  Emergency Call Handover to UTRAN

	IMS emergency session verification for SRVCC
	Ericsson
	RP#56
	0%
	
	


3
Conclusion

We propose to add these test case 13.4.3.6 and 13.4.3.7 to 36.523-1 Rel-9 work plan.
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