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9.1.1
Default RRC Message Contents (FDD)

<skipped>

Contents of RADIO BEARER SETUP message: AM or UM
<skipped>
	Condition
	Explanation
	Version

	A1
	This IE is needed for "Non speech to CELL_DCH from CELL_DCH in CS"
	

	A2 
	This IE is needed for "Speech to CELL_DCH from CELL_DCH in CS"
	

	A3
	This IE is needed for "Packet to CELL_DCH from CELL_DCH in PS"
	

	A4
	This IE is needed for "Packet to CELL_DCH from CELL_FACH in PS"
	

	A5
	This IE is needed for "Packet to CELL_FACH from CELL_DCH in PS"
	

	A6
	This IE is needed for "Packet to CELL_FACH from CELL_FACH in PS"
	

	A7
	This IE is needed for "Non speech to CELL_DCH from CELL_FACH in CS"
	

	A8
	This IE is needed for "Speech to CELL_DCH from CELL_FACH in CS"
	

	A9
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using three multiplexing options", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_DCH in PS"
	Rel-5

	A10
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using one multiplexing option", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_FACH in PS"
	Rel-5

	A11
	This IE is needed for " Packet RAB Setup after Speech RAB Setup in CELL_DCH"
	

	A12
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using three multiplexing options (3/3) and SRBs mapped on DCH/DCH"
	Rel-6

	A13
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH"
	Rel-6

	A14
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH"
	Rel-6

	A15
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (two streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH”
	Rel-6

	A16
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (one conversational and one streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-6

	A17
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC AM"
	Rel-7

	A17a
	This IE is needed for "Packet to CELL_DCH / HS-DSCH [DL : 64QAM] with enhanced data rate and RLC AM"
	Rel-7

	A17b
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC AM using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH (MAC-ehs)"
	Rel-7

	A17c
	This IE is needed for "Packet to CELL_DCH / HS-DSCH [DL : 64QAM] with enhanced data rate and RLC AM using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH (MAC-ehs)"
	Rel-7

	A17d
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC AM using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH (MAC-ehs)"
	Rel-7

	A17e
	This IE is needed for "Packet to CELL_DCH / HS-DSCH [DL : 64QAM] with enhanced data rate and RLC AM using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH (MAC-ehs)"
	Rel-7

	A18
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC UM"
	Rel-7

	A19
	This IE is needed for "Packet to CELL_DCH / E-DCH[UL : 16QAM] / HS-DSCH using three multiplexing options (3/3) and SRBs mapped on DCH/DCH"
	Rel-7

	A19a
	This IE is needed for "Packet to CELL_DCH / E-DCH[UL : 16QAM] / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH"
	Rel-7

	A20
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with DTX/DRX using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH"
	Rel-7

	A21
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with DTX/DRX and multiple RABs (one conversational and one streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-7

	A22
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (one conversational and one streaming/interactive/background) with enhanced data rate using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-7

	A23
	This IE is needed for “Speech to CELL_DCH / E-DCH / HS-DSCH CS RAB with DTX/DRX and enhanced data rate using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH” . 
	Rel-7

Rel-8

(Note 1)

	A24
	This IE is needed for “Packet to CELL_FACH from CELL_FACH using one multiplexing option (1/1) and SRBs mapped on RACH/HS-DSCH”
	Rel-7

	A25
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH [Dual Carrier Adjacent Channels] with enhanced data rate using one multiplexing option (1/1) and SRBs mapped on E-DCH( MACe/es ) /HS-DSCH”"
	Rel-8

	A25a
	This IE is needed for “Packet to CELL_DCH / HS-DSCH [Dual Carrier Adjacent Channels] with enhanced data rate and RLC AM and SRBs mapped on DCH/DCH”
	Rel-8

	A25b
	This IE is needed for "Packet to CELL_DCH / E-DCH ( MACe/es ) / HS-DSCH [Dual Carrier Adjacent Channels] with enhanced data rate using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH”
	Rel-8

	A25c
	This IE is needed for "Packet to CELL_DCH / E-DCH ( MACi/is ) [Dual-Cell] / HS-DSCH [Dual Carrier Adjacent Channels] with enhanced data rate using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH”
	Rel-9

	A26
	This IE is needed for "UM Packet to CELL_DCH / E-DCH (MAC-i/is) / HS-DSCH (MAC-ehs) with multiple RABs (three streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH (MAC-i/is)/DCH”
	Rel-8

	A27
	This IE is needed for "UM Packet to CELL_DCH / E-DCH (MAC-i/is) / HS-DSCH (MAC-ehs) using one multiplexing option (1/1) and SRBs mapped on E-DCH (MAC-i/is)/HS-DSCH (MAC-ehs)"
	Rel-8

	A27a
	This IE is needed for "UM Packet to CELL_DCH / E-DCH [UL : 16QAM] (MAC-i/is) / HS-DSCH (MAC-ehs) using one multiplexing option (1/1) and SRBs mapped on E-DCH (MAC-i/is)/HS-DSCH”
	Rel-8

	A28
	This IE is needed for "Packet to CELL_DCH / HS-DSCH [DL : 64QAM+MIMO] with enhanced data rate and RLC AM"
	Rel-8

	A28a
	This IE is needed for "Packet to CELL_DCH / HS-DSCH [DL : 16QAM+MIMO] with enhanced data rate and RLC AM"
	Rel-7

	A29
	This IE is needed for "AM Packet to Enhanced CELL_FACH from Enhanced CELL_FACH in PS with SRBs mapped on common E-DCH/HS-DSCH"
	Rel-8

	A30
	This IE is needed for “AM Packet  to CELL_DCH from Enhanced CELL_FACH in PS with SRBs mapped on E-DCH (MAC-i/is)/HS-DSCH(MAC-ehs)”
	Rel-8

	A31
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 16QAM, DC-HSDPA and MIMO] with enhanced data rate and RLC AM"
	Rel-9

	A32
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 64QAM, DC-HSDPA and MIMO] with enhanced data rate and RLC AM"
	Rel-9

	A33
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 64QAM, 4C-HSDPA and MIMO] with enhanced data rate and RLC AM"
	Rel-10

	A34
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 16QAM, 4C-HSDPA and MIMO] with enhanced data rate and RLC AM"
	Rel-10

	A35
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 64QAM, 4C-HSDPA] with enhanced data rate and RLC AM"
	Rel-10

	A36
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 16QAM, 4C-HSDPA] with enhanced data rate and RLC AM"
	Rel-10


NOTE 1: Support depends on the UE capability: Support for CS voice over HSPA. This is supported in Rel-8 and may be supported in Rel-7.

	Condition
	Explanation
	Version

	MAC-I-FIXED
	Used with other condition when MAC-i/is with Fixed RLC PDU size is configured
	Rel-8

	MAC-I-FLEX
	Used with other condition when MAC-i/is with Flexible RLC PDU size is configured
	Rel-8
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