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<Start of modified section>

E.3
Default settings for the Elementary Files (EFs)

The format and coding of elementary files of the ISIM are defined in 3GPP TS 31.101 [31.101] and 3GPP TS 31.103 [31.103].

This annex defines the default parameters to be programmed into each elementary file of the ISIM.

If EFs have an unassigned value, it may not be clear from the main text what this value should be. This annex suggests values in these cases.

E.3.1
Contents of the EFs at the MF level

The contents of the EFs at the MF level is defined in clause 8.3.1 in 3GPP TS 34.108 [34.108].

E.3.2
Contents of files at the ISIM ADF (Application DF) level

E.3.2.1
EFIMPI (IMS private user identity)

As defined in TS 31.121 [113].

E.3.2.2
EFDOMAIN (Home Network Domain Name)

As defined in TS 31.121 [113].

E.3.2.3
EFIMPU (IMS public user identity)

As defined in TS 31.121 [113], but with MCC and MNC values aligned to the HPLMN of the EF IMSI in the USIM ADF according to clause 8.3.2.2 in 3GPP TS 34.108 [40].

E.3.2.4
EFAD (Administrative Data)

This EF is programmed as defined in clause 8.3.2.18 in 3GPP TS 34.108 [40].

E.3.2.5
EFARR (Access Rule Reference)

The programming of this EF is a test house option.

E.3.2.6
EFIST (ISIM Service Table) 

As defined in TS 31.121 [113].

E.3.2.7
EFP-CSCF (P-CSCF Address)

As defined in TS 31.121 [113].

E.3.2.8
EFGBABP (GBA Bootstrapping parameters)

The programming of this EF is a test house option.

E.3.2.9
EFGBANL (GBA NAF List)

The programming of this EF is a test house option.

E.3.2.10
EFNAFKCA (NAF Key Centre Address)

The programming of this EF is a test house option.

E.3.2.11
EFSMS (Short messages)

As defined in TS 31.121 [113].
E.3.2.12
EFSMSS (SMS status)

As defined in TS 31.121 [113].
E.3.2.13
EFSMSR (Short message status reports)

As defined in TS 31.121 [113].
E.3.2.14
EFSMSP (Short message service parameters) As defined in TS 31.121 [113].
E.3.2.15
EFPSISMSC (Public Service Identity of the SM-SC)

As defined in TS 31.121 [113].
Annex F (normative):
Generic Requirements for MTSI Supplementary Services
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