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<<Unchanged sections omitted >>
4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]
	Reporting of Channel State Information

	9.2.1.1
	FDD CQI Reporting under AWGN conditions – PUCCH 1-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.2.1.2
	TDD CQI Reporting under AWGN conditions – PUCCH 1-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.2.1.4_C.1
	TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for eICIC (non-MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA  TDD and Feature Group Indictor 115
	

	9.2.2.1
	FDD CQI Reporting under AWGN conditions – PUCCH 1-1
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.2.2.1_D
	FDD CQI Reporting under AWGN conditions – PUCCH 1-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.2.2.2
	TDD CQI Reporting under AWGN conditions – PUCCH 1-1
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.2.2.2_D
	TDD CQI Reporting under AWGN conditions – PUCCH 1-1 for eDL-MIMO
	Rel-10
	C2xx2
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	

	9.3.1.1.1
	FDD CQI Reporting under fading conditions  – PUSCH 3-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.3.1.1.2
	TDD CQI Reporting under fading conditions – PUSCH 3-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.3.1.2.1_D
	FDD CQI Reporting under fading conditions – PUSCH 3-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.3.1.2.2_D
	TDD CQI Reporting under fading conditions – PUSCH 3-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 103
	

	9.3.2.1.1
	FDD CQI Reporting under fading conditions – PUCCH 1-0
	Rel-8
	C13
	UE supporting E-UTRA FDD

(UE categories 2-8)
	

	9.3.2.1.1_1
	FDD CQI Reporting under fading conditions – PUCCH 1-0 (Release 9 and forward)
	Rel-9
	C15
	UE supporting E-UTRA FDD

(UE category 1)
	

	9.3.2.1.2
	TDD CQI Reporting under fading conditions – PUCCH 1-0
	Rel-8
	C14
	UE supporting E-UTRA TDD

(UE categories 2-8)
	

	9.3.2.1.2_1
	TDD CQI Reporting under fading conditions – PUCCH 1-0

(Release 9 and forward)
	Rel-9
	C16
	UE supporting E-UTRA TDD

(UE category 1)
	

	9.3.2.2.1_D
	FDD CQI Reporting under fading conditions – PUCCH 1-1 for eDL-MIMO
	Rel-10
	Cx1
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.3.2.2.2_D
	TDD CQI Reporting under fading conditions – PUCCH 1-1 for eDL-MIMO
	Rel-10
	C28
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicators 104 and 110
	

	9.3.3.1.1
	FDD CQI Reporting under fading conditions and frequency-selective interference – PUSCH 3-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.3.3.1.2
	TDD CQI Reporting under fading conditions and frequency-selective interference – PUSCH 3-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.3.4.1.1
	FDD CQI Reporting under fading conditions – PUSCH 2-0
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	9.3.4.1.2
	TDD CQI Reporting under fading conditions – PUSCH 2-0
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	9.3.4.2.1
	FDD CQI Reporting under fading conditions – PUCCH 2-0
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	9.3.4.2.2
	TDD CQI Reporting under fading conditions – PUCCH 2-0
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	9.4.1.1.1
	FDD PMI Reporting – PUSCH 3-1 (Single PMI)
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.4.1.1.1_D
	FDD PMI Reporting – PUSCH 3-1 (Single PMI) for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.4.1.1.2
	TDD PMI Reporting – PUSCH 3-1 (Single PMI)
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.4.1.1.2_D
	TDD PMI Reporting – PUSCH 3-1 (Single PMI) for eDL-MIMO
	Rel-10
	C26
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	

	9.4.1.2.1
	FDD PMI Reporting – PUCCH 2-1 (Single PMI)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	9.4.1.2.2
	TDD PMI Reporting – PUCCH 2-1 (Single PMI)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	9.4.2.1.1
	FDD PMI Reporting – PUSCH 1-2 (Multiple PMI)
	Rel-8 only
	C11, C17
	UE supporting E-UTRA FDD

 and operating bands supporting 20 MHz Bandwidth
	

	9.4.2.1.1_1
	FDD PMI Reporting – PUSCH 1-2 (Multiple PMI) (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	9.4.2.1.1_D
	FDD PMI Reporting – PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.4.2.1.2
	TDD PMI Reporting – PUSCH 1-2 (Multiple PMI)
	Rel-8 only
	C12, C18
	UE supporting E-UTRA TDD

 and operating bands supporting 20 MHz Bandwidth
	

	9.4.2.1.2_1
	TDD PMI Reporting – PUSCH 1-2 (Multiple PMI) (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	9.4.2.1.2_D
	TDD PMI Reporting – PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	Rel-10
	C26
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	

	9.4.2.2.1
	FDD PMI Reporting – PUSCH 2-2 (Multiple PMI)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	9.4.2.2.2
	TDD PMI Reporting – PUSCH 2-2 (Multiple PMI)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	9.5.1.1
	FDD RI Reporting– PUCCH 1-1
	Rel-8 and Rel-9 only
	C13
	UE supporting E-UTRA FDD

(UE categories 2-8)
	

	9.5.1.1_1
	FDD RI Reporting– PUCCH 1-1 (Release 10)
	Rel-10 only
	C13
	UE supporting E-UTRA FDD

(UE categories 2-8)
	

	9.5.1.1_D
	FDD RI Reporting – PUCCH 1-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicators 103
	

	9.5.1.2
	TDD RI Reporting– PUCCH 1-1
	Rel-8 and Rel-9 only
	C14
	UE supporting E-UTRA TDD

(UE categories 2-8)
	

	9.5.1.2_1
	TDD RI Reporting– PUCCH 1-1 (Release 10)
	Rel-10 only
	C14
	UE supporting E-UTRA TDD

(UE categories 2-8)
	

	9.5.1.2_D
	TDD RI Reporting – PUCCH 1-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 103
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