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	Corrections to testcases 8.1.9c & 8.1.9e, and addition of testcase 8.1.9f in TS 34.123-1 CR: R5-134644.



	
	

	Summary of change:
	Updated applicability of testcases 8.1.9c, 8.1.9e and 8.1.9f
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	Applicability remains incorrect.
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	Other comments:
	TTCN impact.



<Skipped Section>

	8.1.9c
	Signalling Connection Release Indication in Cell_DCH state when the upper layers of the UE indicate that there is no more PS data for a prolonged period
	Rel-8
	C830
	UEs supporting FDD at least one PS bearer and transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_DCH
Note: Rel-7 Fast Dormancy is an optional Rel-7 feature that may be implemented in Rel-7 or later UEs.
	
	

	
	
	Rel-9
	C831
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option. at least one PS bearer and indication, and transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_DCH
	
	

	8.1.9d
	Signalling connection release indication in CELL_DCH state when the upper layers of the UE indicate that there is no more PS data for a prolonged period, CS connection exists
	Rel-8
	C833
	UEs supporting FDD at least one PS bearer and operation mode A and transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_DCH

Note: Rel-8 Fast Dormancy is an optional Rel-8 feature that may be implemented in Rel-7 or later UEs.
	
	

	
	
	
	C834
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option, at least one PS bearer and operation mode A and transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_DCH
	
	

	8.1.9e
	No Signalling connection release indication  in Cell_PCH state when  the upper layers of the UE indicate that there is no more PS data for a prolonged period/V316 in use
	Rel-8
	C835
	UEs supporting FDD at least one PS bearer and transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in CELL_PCH when DRX cycle length in use is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain
Note: Rel-8 Fast Dormancy is an optional Rel-8 feature that may be implemented in Rel-7 or later UEs.
	
	

	
	
	
	C836
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option. at least one PS bearer and indication, and transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in CELL_PCH when DRX cycle length in use is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain
	
	

	8.1.9f
	Signalling Connection Release Indication in Cell_FACH state when the upper layers of the UE indicate that there is no more PS data for a prolonged period
	Rel-8
	C830a
	UEs supporting FDD at least one PS bearer and transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_FACH

Note: Rel-7 Fast Dormancy is an optional Rel-7 feature that may be implemented in Rel-7 or later UEs.
	
	

	
	
	Rel-9
	C831a
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option. at least one PS bearer and indication, and transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_FACH
	
	

	8.1.10.1
	Dynamic change of segmentation, concatenation & scheduling and handling of unsupported information blocks
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS
	

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option
	
	


<Skipped Section>

	C826
IF A.1/1 AND ((A.10/12 AND A.10/23) AND A.10/26) THEN R ELSE N/A

	C827
IF A.3/2 AND A.6/4 AND A.20/43 THEN R ELSE N/A

	C828
IF (A.1/1 AND A.3/2) AND (A.1/4 AND [52] A.2/41) THEN R ELSE N/A

	C829
IF A.1/1 AND A.10/27 THEN R ELSE N/A

	C829a
IF (A.1/2 OR A.1/3 OR A.1/8 OR A.1/9 OR A.1/10) AND A.10/27 THEN R ELSE N/A

	C829b
IF A.1/1 AND A.1/4 AND A.10/27 THEN R ELSE N/A

	C829c
IF (A.1/2 OR A.1/3 OR A.1/8 OR A.1/9 OR A.1/10) AND A.1/4 AND A.10/27 THEN R ELSE N/A

	C830
IF A.1/1 AND A.3/2 AND A.10/28 THEN R ELSE N/A

	C830a
IF A.1/1 AND A.3/2 AND A.10/29 THEN R ELSE N/A

	C831
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/28 THEN R ELSE N/A

	C831a
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/29 THEN R ELSE N/A

	C832
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/30 OR A.18a.1d/32) THEN R ELSE N/A

	C833
IF A.1/1 AND A.3/2 AND A.10/28 AND A.3/3 THEN R ELSE N/A

	C834
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/28 AND A.3/3 THEN R ELSE N/A

	C835
IF A.1/1 AND A.3/2 AND A.10/30 THEN R ELSE N/A

	C836
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/30 THEN R ELSE N/A

	C837
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/29 OR A.18a.1d/30 OR A.18a.1d/31 OR A.18a.1d/32) THEN R ELSE N/A

	C837a
IF A.1/1 AND (A.18a.1d/29 OR A.18a.1d/30 OR A.18a.1d/31 OR A.18a.1d/32) THEN R ELSE N/A

	C838
IF A.20/85 THEN R ELSE N/A

	C838a
IF A.20/85 AND A.8a/4 THEN R ELSE N/A

	C839
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/21 OR A.18a.1b/22 OR A.18a.1b/23 OR A.18a.1b/24) AND A.18a/25 AND A.18a/26 THEN R ELSE N/A

	C840
IF A.1/3 AND A.18b/10 AND A.16/12 AND A.18b/26 THEN R ELSE N/A

	C841
IF A.1/3 AND A.18b/10 AND A.18b/26 THEN R ELSE N/A

	C842
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18b/26 THEN R ELSE N/A

	C843
IF A.1/3 AND A.18b/14 AND A.16/12 THEN R ELSE N/A

	C844
IF A.1/3 AND A.18b/10 AND A.18j/5 AND A.18b/26 THEN R ELSE N/A

	C845
Void


<Skipped Section>

A.4.2.2
Other UE Service Capabilities

Table A.10: Other UE Service Capabilities

	Item
	Other UE Service Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	
	<Skipped Section>
	
	
	
	

	29
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_FACH
	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_FACH
	

	30
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in CELL_PCH when DRX cycle length in use is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain


	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_PCH
	

	31
	Support of Low Access Priority indication
	24.008 1.8
	Rel-10
	pc_LAP
	


