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	Reason for change:
	According to TS 36.306 6.10.1 Radio Link Failure Report for inter-RAT MRO is optional feature. However, this is not currently reflected in the applicability of test case 8.6.5.1a.

	
	

	Summary of change:
	· Table A.4.4: Added new PICS (item xx) pc_RLF_Report_for_inter-RAT_MRO
· Table 4-1a: Added new applicability condition Czzz
· Table 4-1: Changed applicability condition of test case 8.6.5.1a to Czzz and updated applicability comments accordingly
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	8.6.5.1
	Radio Link Failure logging / Reporting at UTRAN Inter-RAT handover
	Rel-10
	C146
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.1a
	Radio Link Failure logging / Reporting at UTRAN Inter-RAT handover / PLMN list
	Rel-11
	Czzz
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and Radio Link Failure Report for inter-RAT MRO
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.2
	Radio Link Failure logging / Reporting at GERAN Inter-RAT handover
	Rel-10
	C148
	UEs supporting E-UTRA and Feature Group Indicator 23
	pc_eFDD
	
	
	Rel‑8 GERAN

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.3
	Radio Link Failure logging / Reporting CDMA2000 neighbour cell information
	Rel-10
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.4
	Radio Link Failure logging / Reporting of selected UTRA cell
	Rel-11
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.1
	Handover Failure logging / Reporting of Intra-frequency measurements
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
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Table 4-1a: Applicability of tests Conditions
<Rows skipped>

	C137
IF A.4.4-1/62 THEN R ELSE N/A

	C138
IF A.4.1-1/6 AND (A.4.4-1/8 OR A.4.4-1/53) AND A.4.4-1/62 AND A.4.5-2/2 THEN R ELSE N/A

	C139
IF A.4.1-1/6 AND A.4.4-1/32 AND A.4.2.1.1-1/4 THEN R ELSE N/A

	C140
IF A.4.1-1/6 AND [8]A.2/2 THEN R ELSE N/A

	C141
IF A.4.4-2/2 AND A.4.4-2/5 THEN R ELSE N/A

	C142
IF A.4.1-1/1 AND A.4.1-1/2 THEN R ELSE N/A

	C143
IF A.4.4-1/2 AND A.4.4-1/49 AND A.4.4-2/1 THEN R ELSE N/A

	C144
IF A.4.1-1/7 AND A.4.5-1/7 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.4-1/32 AND A.4.4-1/33 THEN R ELSE N/A

	C145
IF A.4.4-1/65 THEN R ELSE N/A

	C146
IF A.4.1-1/6 AND (A.4.4-1/8 OR A.4.4-1/53) THEN R ELSE N/A

	C147
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/63 THEN R ELSE N/A

	C148
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.5-1/23 THEN R ELSE N/A

	<Rows skipped>

	C196
IF A.4.4-1/19 AND A.4.4-1/54 AND IF A.4.4-1/83 AND A IF A.4.4-1/90 THEN R ELSE N/A

	C197
IF A.4.4-1/89 AND A.4.4-1/91 THEN R ELSE N/A

	C198
IF A.4.1-1/7 AND A.4.5-1/7 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.4-1/32 AND A.4.4-1/33 AND [45] A.12/36 THEN R ELSE N/A

	C199
IF A.4.1-1/7 AND A.4.5-1/7 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.4-1/32 AND A.4.4-1/33 AND A.4.4-1/71 AND [45] A.12/36 THEN R ELSE N/A

	C200
IF A.4.1-1/7 AND A.4.5-1/7 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.4-1/32 AND A.4.4-1/33 AND A.4.4-1/71 AND [45] A.12/34 THEN R ELSE N/A

	C201
IF A.4.1-1/6 AND A.4.5-1/27 AND A.4.4-1/33 AND [45] A.12/36 THEN R ELSE N/A

	C202
IF A.4.1-1/6 AND A.4.5-1/27 AND A.4.4-1/33 AND A.4.4-1/71 AND [45] A.12/36 THEN R ELSE N/A

	Czzz
IF A.4.1-1/6 AND (A.4.4-1/8 OR A.4.4-1/53) AND A.4.4-1/xx THEN R ELSE N/A


<Sections skipped>
A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	
	<Rows skipped>
	
	
	
	

	78
	Support of Access Technology Indication in available PLMNs list
	23.122, clause 4.4.3.1.2
	Rel-8
	pc_Available_PLMNs_AcT_Ind
	

	79
	Support of Squal based cell reselection between E-UTRAN and GERAN
	36.304, clause 5.2.4.5,

45.008, clause 6.6.6
	Rel-9
	pc_Squal_based_CellReselection_between_E_UTRAN_and_GERAN
	

	80
	Support of AttachWithIMSI
	24.368, 5.4
	Rel-10
	pc_AttachWithIMSI
	

	81
	Support of T3412 extended value IE
	24.301, 8.2.1.12, 8.2.26.15
	Rel-10
	pc_T3412Extended
	

	82
	Support of TDD special subframe
	36.306, 4.3.4.21

36.331, 6.3.6
	Rel-11
	pc_TDD_SpecialSubframe
	

	83
	Support of Low Access Priority indication
	24.008 1.8
	Rel-10
	pc_LAP
	

	84
	Support of MinimumPeriodicSearchTimer
	23.122, 4.4.3.3
	Rel-10
	pc_MinimumPeriodicSearchTimer
	

	85
	Support of delivery of rachReport upon request from the network
	36.306, 4.3.12.1
	Rel-9
	pc_Rach_Report
	

	86
	Support of Power Preference Indication
	36.331,
5.6.10
	Rel-11
	pc_PPI_Support
	

	87
	Support of ePDCCH
	36.306, 4.3.4.18
36.331, 6.3.6
	Rel-11
	pc_ePDCCH
	

	88
	Support of multiple timing advances for each band combination supported by the UE
	36.306, 4.3.5.3
	Rel-11
	pc_multipleTimingAdvance
	

	89
	Support of Extended Access Barring
	36.331
	Rel-11
	pc_EAB
	

	90
	Support of Low Access Priority Override
	24.301,

4.2A
	Rel-11
	pc_LAP_override
	

	91
	Support of Extended Access Barring Override
	36.331
	Rel-11
	pc_EAB_override
	

	xx
	Support of Radio Link Failure Report for inter-RAT MRO
	36.306,
clause 6.10.1
	Rel-11
	pc_RLF_Report_for_inter-RAT_MRO
	


<End of modified section>
