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	Reason for change:
	Table 10.4A.5-1 incorrectly lists the lo Unit parameter as dBm/9MHz.  The lo Unit parameter should be dBm/18MHz.
The core specification TS 36.133 was corrected in RAN4 in the #65 RAN meeting and the RAN5 Specification needs to be corrected to coincide.

	
	

	Summary of change:
	In Table 10.4A.5-1, change the lo parameter from dBm/9MHz to dBm/18MHz
The changes made to R5-150053 are as follows:

· File reformat.
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<<  UNCHANGED CONTENT OMITTED >>

10.4A.5
Test requirement

Same as defined in clause 10.4.5 except that the value of the parameter in Table 10.4A.5-1 will replace the value of the corresponding parameter in Table 10.4.5-1.

Table 10.4A.5-1: Cell Specific Test Parameters for RSTD Test for E-UTRAN TDD for Carrier Aggregation for 20MHz bandwidth

	Parameter
	Unit
	Cell1
	Cell2
	Cell3

	Io Note1
	dBm/18 MHz
	-67.03
	-66.98
	-66.98

	Note 1:
Io level has been derived from other parameters for information purposes. It is not settable parameter itself. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS
Note 2:
See Table 10.4.5-1 for other cell specific test parameters.


END OF CHANGES
