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8.2
Demodulation of PDSCH (Cell-Specific Reference Symbols)

8.2.1
FDD (Fixed Reference Channel)

The parameters specified in Table 8.2.1-1 are valid for all FDD tests unless otherwise stated.

Table 8.2.1-1: Common Test Parameters (FDD)

	Parameter
	Unit
	Value
	Comments

	Inter-TTI Distance
	
	1
	

	Number of HARQ processes
	Processes
	8
	For FDD, 8 HARQ processes in the DL, as specified in TS 36.213 [10] clause 7. All 8 HARQ processes are used.

	Scheduling of retransmissions
	
	
	1. Retransmissions use the same Transport Block Size (TBS) as the initial transmission.

2. HARQ processes are scheduled consecutively, independent of the fact, whether retransmissions (for negatively acknowledged HARQ processes) or new transmissions (for positively acknowledged HARQ processes) occur.

	Maximum number of HARQ transmission
	
	4
	It is always 4 for FDD, as specified in TS 36.213 [10] clause 8

	Redundancy version coding sequence
	
	{0,1,2,3} for QPSK and 16QAM

{0,0,1,2} for 64QAM and 256QAM
	

	Number of OFDM symbols for PDCCH
	OFDM symbols
	4 for 1.4 MHz bandwidth, 3 for 3 MHz and 5 MHz bandwidths, 2 for 10 MHz, 15 MHz and 20 MHz bandwidths unless otherwise stated
	The PCFICH carries information about the number of OFDM symbols used for transmission of PDCCHs in a subframe, as specified in TS 36.211 [8] clause 6.7 

	Cyclic Prefix
	
	Normal
	CP consist of the following physical resource blocks (RBs) parameters: 12 consecutive subcarriers at a 15 kHz spacing and 7 OFDM symbols, as specified in TS 36.211 [8] clause 6.2.3

	Cell ID
	
	0 (Note 1)
	The Cell ID is uniquely defined by a number in the range of 0 to 503, representing the physical-layer cell identity, as specified in TS 36.211 [8] clause 6.11.

	Cross carrier scheduling
	
	Not configured
	

	Note 1:
For CA tests, Cell ID = 0 applies to P-Cell. For (n)th S-Cell, Cell ID = n is used.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.

8.2.1.1
FDD PDSCH Single Antenna Port Performance (Cell-Specific Reference Symbols)

8.2.1.1.1
FDD PDSCH Single Antenna Port Performance

<Unchanged Sections Skipped>
Table 8.2.1.4.1_E.1.5-2: Test requirement Single-Layer Spatial Multiplexing (FRC)

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) (Note 5)
	SNR (dB) (Note 3)
	

	1
	R.11 FDD (Note 4)
	OP.1FDD
	OP.1FDD
	OP.1FDD
	EPA5
	EPA5
	EPA5
	2x2 High
	70
	7.0
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.

Note 3:
SNR corresponds to [image: image1.wmf]2
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of Cell 1.

Note 4:
Cell 1 reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 5:
The maximum throughput is calculated from the total Payload in 9 subframes, averaged over 40ms.


8.2.1.4.1_H
FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 for 256QAM in DL
8.2.1.4.1_H.1
Test purpose

Same test purpose as in clause 8.2.1.4.1.1

8.2.1.4.1_H.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 12 and forward that support 256QAM in DL.

8.2.1.4.1_H.3
Minimum conformance requirements

The requirements are specified in Table 8.2.1.4.1_H.3-2,with the addition of the parameters in Table 8.2.1.4.1_H.3-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-two performance with wideband and frequency selective precoding.

Table 8.2.1.4.1_H.3-1: Test Parameters for Multi-Layer Spatial Multiplexing (FRC)

	Parameter
	Unit
	Test 1-2
	Test 2A
	Test 3

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	0
	0
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at antenna port
	dBm/15kHz
	-98
	-98
	-98

	Precoding granularity
	PRB
	50
	25
	6

	PMI delay (Note 2)
	ms
	8
	8
	8

	Reporting interval
	ms
	1
	1
	1

	Reporting mode
	
	PUSCH 3-1
	PUSCH 3-1
	PUSCH 1-2

	CodeBookSubsetRestriction bitmap
	
	110000
	110000
	110000

	PDSCH transmission mode
	
	4
	4
	4

	Number of OFDM symbols for PDCCH per component carrier
	OFDM symbol
	2
	3
	1

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).


Table 8.2.1.4.1_H.3-2: Minimum performance Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	UE DL category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	3
	10MHz

256QAM
	R. 65  FDD
	OP.1 FDD
	EVA5
	2x2 Low
	70
	25.3
	11-12
	≥11

	Note 1:
Void.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.4.2.

8.2.1.4.1_H.4
Test description

8.2.1.4.1_H.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.4.1_H.3-2 as defined in TS 36.508 [7] clause 4.3.1.1.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2.

2.
The parameter settings for the cell are set up according to Tables 8.2.1-1 and 8.2.1.4.1_H.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.1.4.1_H.4.3.

8.2.1.4.1_H.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL RMC according to Tables 8.2.1.4.1_H.3-1 and 8.2.1.4.1_H.3-2. The SS sends downlink MAC padding bits on the DL RMC.

2.
SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.1.4.1_H.5-1 as appropriate.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

5.
Repeat steps from 1 to 4 for each test interval in Tables 8.2.1.4.1_H.5-1 as appropriate.
8.2.1.4.1_H.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.2.1.4.1_H.4.3-1: PhysicalConfigDedicated-DEFAULT: Additional FDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation for Test number 3

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm4
	
	

	    codebookSubsetRestriction CHOICE {
	
	
	

	     n2TxAntenna-tm4
	110000
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.1.4.1_H.4.3-2: CQI-ReportConfig-DEFAULT: Additional FDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation for Test number 3

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


8.2.1.4.1_H.5
Test requirement

Tables 8.2.1.4.1_H.3-1 define the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Tables 8.2.1.4.1_H.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.4.1_H.5-1: Test requirement Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	UE DL category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	3
	10MHz

256QAM
	R.65  FDD
	OP.1 FDD
	EVA5
	2x2 Low
	70
	26.2
	11-12
	≥11

	Note 1: Void.


<Unchanged Sections Skipped>
A.3.3.2
Multi-antenna transmission (Common Reference Symbols)
A.3.3.2.1
Two antenna ports

Table A.3.3.2.1-1: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.10 FDD
	R.10-2 FDD
	R.11 FDD
	R.11-1 FDD
	R.11-2 FDD
	R.11-3 FDD Note 5
	R.11-4 FDD
	R.30 FDD
	R.30-1 FDD
	R.35 FDD
	R.35-1 FDD
	R.35-2 FDD
	R.35-3 FDD

	Channel bandwidth
	MHz
	10
	5
	10
	10
	5
	10
	10
	20
	15
	10
	20
	15
	10

	Allocated resource blocks (Note 4)
	
	50
	25
	50
	50
	25
	40
	50
	100
	75
	50
	100
	75
	50

	Allocated subframes per Radio Frame
	
	9
	9
	9
	9
	9
	9
	9
	9
	8
	9
	8
	8
	8

	Modulation
	
	QPSK
	QPSK
	16QAM
	16QAM
	16QAM
	16QAM
	QPSK
	16QAM
	16QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/3
	1/3
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	0.39
	0.39
	0.39

	Information Bit Payload (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	4392
	1800
	12960
	12960
	5736
	10296
	6968
	25456
	19080
	19848
	30576
	22920
	15264

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	4392
	1800
	12960
	N/A
	4968
	10296
	6968
	25456
	N/A
	18336
	N/A
	N/A
	N/A

	Number of Code Blocks 
(Notes 3 and 4)
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	1
	1
	3
	3
	1
	2
	2
	5
	4
	4
	5
	4
	3

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	1
	1
	3
	N/A
	1
	2
	2
	5
	N/A
	3
	N/A
	N/A
	N/A

	Binary Channel Bits (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	13200
	6000
	26400
	26400
	12000
	21120
	13200
	52800
	39600
	39600
	79200
	59400
	39600

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	12384
	5184
	24768
	N/A
	10368
	19488
	12384
	51168
	N/A
	37152
	N/A
	N/A
	N/A

	Max. Throughput averaged over 1 frame (Note 4)
	Mbps
	3.953
	1.620
	11.664
	10.368
	5.086
	9.266
	6.271
	22.910
	15.264
	17.712
	24.461
	18.336
	12.211

	UE Category
	
	≥ 1
	≥ 1
	≥ 2
	≥ 2
	≥ 1
	≥ 1
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 2
	≥ 2
	≥ 2

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 4: 
Given per component carrier per codeword.

Note 5:
For R.11-3 resource blocks of RB6–RB45 are allocated.


Table A.3.3.2.1-2: Fixed Reference Channel two antenna ports

	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	





	Parameter
	Unit
	Value

	Reference channel
	
	R.46 FDD
	R.47 FDD
	R.35-4 FDD
	R.11-5 FDD
	R.11-6 FDD
	R.11-7 FDD
	R.11-8 FDD
	R.11- 9 FDD 
	R.11- 10 FDD 
	R.65 FDD
	R.10-2 FDD

	Channel bandwidth
	MHz
	10
	10
	10
	1.4
	3
	15
	10
	10
	10
	10
	5

	Allocated resource blocks (Note 4)
	
	50
	50
	50
	6
	15
	75
	50
	50
	50
	50
	25

	Allocated subframes per Radio Frame
	
	9
	9
	9
	9
	9
	9
	9
	3
	3
	9
	9

	Allocated number of PDCCH symbols
	
	2
	2
	2
	4
	3
	2
	2
	8
	8
	2
	3

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM
	16QAM
	16QAM
	QPSK
	QPSK
	QPSK
	256QAM
	QPSK

	Target Coding Rate
	
	
	
	0.47
	1/2
	1/2
	1/2
	3/5
	0.58
	0.67
	0. 55
	1/3

	Information Bit Payload (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	5160
	8760
	18336
	1352
	3368
	19080
	7992
	6968
	7992
	31704
	1800

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a

	  For Sub-Frame 0
	Bits
	5160
	8760
	16416
	N/A
	2664
	19080
	6968
	N/A
	N/A
	N/A
	1800

	Number of Code Blocks 
(Notes 3 and 4)
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	1
	2
	3
	1
	1
	4
	2
	2
	2
	6
	1

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a

	  For Sub-Frame 0
	Bits
	1
	2
	3
	1
	1
	4
	2
	N/A
	N/A
	N/A
	1

	Binary Channel Bits (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	13200
	26400
	39600
	2592
	7200
	39600
	13200
	12000
	12000
	57600
	6000

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a

	  For Sub-Frame 0
	Bits
	12384
	24768
	37152
	N/A
	5568
	37968
	12384
	N/A
	N/A
	N/A
	5184

	Max. Throughput averaged over 1 frame (Note 4)
	Mbps
	4.644
	7.884
	16.310
	1.082
	2.961
	17.172
	7.0904
	5.5744
	6.3936
	25.363
	1.620

	UE Category
	
	≥ 1
	≥ 1
	≥ 2
	≥ 1
	≥ 1
	≥ 2
	≥ 2
	≥ 1
	≥ 1
	11-12
	≥ 1

	UE DL Category
	
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	
	
	≥ 13
	≥ 6

	Note 1:
Void
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4]
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 4: 
Given per component carrier per codeword.
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