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1
Introduction

At the RAN#69 meeting in September 2015, a Rel-12 RAN5 work item for UE Conformance Test Aspects - UE Power Consumptions Optimizations (UEPCOP) was approved [1]. 

The purpose this document is to provide a work plan for the RAN5 work item for UEPCOP (MTCe-UEPCOP-UEConTest). 
The work plan is updated after each RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status. 
Section 3 lists the planned test cases and the detailed status. 
2
Work item status

The current completeness of the work item is:

	Test specification
	Testing area
	Current

Completeness
	3 month target
	6 month target
	Comments
	History

	TS 34.123-1

TS 34.123-2
	Protocol testing area
	100%
	100%
	-
	
	RAN5#68: 0%

RAN5#69: 25%
RAN5#70: 100%

	TS 36.523-1

TS 36.523-2
	Protocol testing area
	100%
	100%
	-
	
	RAN5#68: 0%
RAN5#69: 25%
RAN5#70: 100%


Estimation of WI overall completeness:

	Overall completeness
	100%
	RAN5#69: Work plan created




Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3
Test Case Work Plan

3.1
UTRA Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Task
	Company
	Target
	Status
	TDOC
	Comments


	34.123-1 / 34.123-2

	
	34.123-1
	12.2.1.1b
	Rel-12
	PS attach / accepted / PSM
	1. To verify that the UE indicates PSM by providing a T3324 value IE during the attach procedure
2. To verify that an UE accepts the value for timer T3324 provided by the network 
	Ericsson
	RAN5#69
	100%
	34.123-1:
R5-155954
34.123-2:

R5-155957
	1. TS 24.008, clauses 4.7.2.8, 4.7.2.9, 4.7.3.1.1

	
	34.123-1
	12.4.1.1f
	Rel-12
	Routing area updating / accepted / PSM
	1. To verify that the UE indicates PSM by providing a T3324 value IE during the during the RAU procedure

2. To verify that an UE accepts the value for timer T3324 provided by the network.

3. To verify that the UE, upon expiry of the timer T3324 deactivate the AS layer and activate PSM by entering the state GMM-REGISTERED.NO-CELL-AVAILABLE
4. To verify that the UE can deactivate PSM 
	Ericsson
	RAN5#70
	100%
	34.123-1:

R5-160781 34.123-2:

R5-160431
	1. TS 24.008, clauses 4.7.2.8, 4.7.2.9, 4.7.5.1

	
	34.123-1
	12.4.3.2b
	Rel-12
	Periodic routing area updating / accepted / PSM / T3312 Extended Value
	1. To verify that the UE indicates PSM by providing a T3324 value IE during the during the RAU procedure

2. To verify that an UE accepts the value for timer T3324 provided by the network.

3. To verify that the UE use the Timer T3312 extended value
	Ericsson
	RAN5#70
	100%
	34.123-1:

R5-160782
34.123-2:

R5-160431
	1. TS 24.008, clauses 4.7.2.8, 4.7.2.9, 4.7.5.1


3.2
E-UTRA Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Task
	Company
	Target
	Status
	TDOC
	Comments


	36.523-1 / 36.523-2

	
	36.523-1
	9.2.1.1.7c
	Rel-12
	Attach / Success / PSM
	1. To verify that the UE indicates PSM by providing a T3324 value IE during the attach procedure
2. To verify that an UE accepts the value for timer T3324 provided by the network 
	Ericsson
	RAN5#69

	100%
	36.523-1:
R5-155955
36.523-2:

R5-155956
	1. TS 24.301, clauses 5.3.11, 5.5.1.2.2

	
	36.523-1
	9.2.3.1.1a
	Rel-12
	Normal tracking area update / Accepted / PSM
	1. To verify that the UE indicates PSM by providing a T3324 value IE during the during the TAU procedure

2. To verify that an UE accepts the value for timer T3324 provided by the network.

3. To verify that the UE, upon expiry of the timer T3324 deactivate the AS layer and activate PSM by entering the state EMM-REGISTERED.NO-CELL-AVAILABLE
4. To verify that the UE can deactivate PSM
	Ericsson

	RAN5#70
	100%
	36.523-1:

R5-160783
36.523-2:

R5-160434
	1. TS 24.301, clauses 5.3.11, 5.5.3.2.2

	
	36.523-1
	9.2.3.1.5b
	Rel-12
	Periodic tracking area update / Accepted / PSM / T3412 Extended Value
	1. To verify that the UE indicates PSM by providing a T3324 value IE during the during the RAU procedure

2. To verify that an UE accepts the value for timer T3324 provided by the network.

3. To verify that the UE use the Timer T3412 extended value
	Ericsson
	RAN5#70
	100%
	36.523-1:

R5-160785

36.523-2:

R5-160434
	1. TS 24.301, clauses 5.3.11, 5.5.3.2.2


4
Test coverage analysis
The relevant core requirements for the new RAN5 work item are specified in: 

	TS
	Title

	24.008
	Mobile radio interface Layer 3 specification; Core network protocols

	24.301
	Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS)
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