
3GPP TSG-RAN WG5 Meeting #70 
R5-160762
St Julian’s, Malta, 15 th – 19 th Feb 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.523-2
	CR
	0819
	rev
	1
	Current version:
	12.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of Note.7 in Rel-12 SSAC TCs
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	Reason for change:
	In RP-131988 CR1379, Rel-12 SSAC functionality can be ealier implementation based on the magic sentence as below:

“Earlier implementation of this CR will not cause any inter-operability issue.”
To earlier implementation, Rel-9 SSAC shall be implementaed and it needs Rel-9 ASN.1. Therefore, Rel-12 SSAC can be implemented on Rel-9 and later UE.

Current TS 36.523-2 didn’t concider this earlier implementation.



	
	

	Summary of change:
	Add Note.7 into Additional Information column to allow Rel-9 and later UE to be tested.
Affected TCs are indicated in below:
13.5.1a MTSI MO speech call / SSAC in Connected mode / 0% access probability for MTSI MO speech call
13.5.1b MTSI MO speech call / SSAC in Connected mode / access probability changed for MTSI MO speech call
13.5.2a MTSI MO video call / SSAC in connected mode / 0% access probability for MTSI MO video call
13.5.2b MTSI MO speech call / SSAC in Connected mode / access probability changed for MTSI MO video call
13.5.3a Emergency call / Success / SSAC in Connected mode / 0% access probability for MTSI MO speech call


	
	

	Consequences if not approved:
	The UE earlily implementing Rel-12 SSAC can not be tested.
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4
Recommended Test Case Applicability

The applicability of each individual test is identified in Table 4-1. This is just a recommendation based on the purpose for which the test case was written.

<Unchanged Contents Skipped>
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.1a
	PLMN selection  / Automatic mode/ between FDD and TDD
	Rel-8
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	
	

	<Unchanged Items Skipped>

	13.5.1
	MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call
	Rel-9
	C236
	UEs supporting E-UTRA and Initiating session and MTSI speech.
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.1a
	MTSI MO speech call / SSAC in Connected mode / 0% access probability for MTSI MO speech call
	Rel-12
	C236
	UEs supporting E-UTRA and Initiating session and MTSI speech.
	pc_eFDD
	
	Note.7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.1b
	MTSI MO speech call / SSAC in Connected mode / access probability changed for MTSI MO speech call
	Rel-12
	C236
	UEs supporting E-UTRA and Initiating session and MTSI speech.
	pc_eFDD
	
	Note.7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.2
	MTSI MO video call / SSAC / 0% access probability for MTSI MO video call
	Rel-9
	C237
	UEs supporting E-UTRA and Initiating session and MTSI speech and MTSI video.
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.2a
	MTSI MO video call / SSAC in connected mode / 0% access probability for MTSI MO video call
	Rel-12
	C237
	UEs supporting E-UTRA and Initiating session and MTSI speech and MTSI video.
	pc_eFDD
	
	Note.7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.2b
	MTSI MO speech call / SSAC in Connected mode / access probability changed for MTSI MO video call
	Rel-12
	C237
	UEs supporting E-UTRA and Initiating session and MTSI speech and MTSI video.
	pc_eFDD
	
	Note.7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.3
	Emergency call / Success / SSAC / 0% access probability for MTSI MO speech call
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call.
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.3a
	Emergency call / Success / SSAC in connected mode / 0% access probability for MTSI MO speech call
	Rel-12
	C71
	UEs supporting E-UTRA and IMS emergency call.
	pc_eFDD
	
	Note.7
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.4
	MTSI MO speech call / SCM / 0% access probability skip for MTSI MO speech call
	Rel-12
	C183
	UEs supporting E-UTRA and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.5
	MTSI MO video call / SCM / 0% access probability skip for MTSI MO video call
	Rel-12
	C223
	UE supporting E-UTRA and MTSI Video call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.6
	MTSI MO SMS / SCM / 0% access probability skip for MTSI MO SMS over IP
	Rel-12
	C183
	UEs supporting E-UTRA and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
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