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	Reason for change:
	1. 
The value of IE offsetToPointA in SIB1 depends on the NR band, the channel bandwidth and SS/PBCH block configuration (see R5-187018). Thus, need different default values to be specified for each carrier definition in TS 38.508-1 test frequency tables. 

2. 
Current selected value of offsetToCarrier = 2198 cause value of offsetToPointA to exceed its value range (see R5-187018). 

	
	

	Summary of change:
	1. 
New column for default value of offsetToPointA added to the frequency tables. The values for offsetToPointA are calculated as described in R5-187018.

2. 
Change values for offsetToCarrier > 500 to 500 in test frequency tables.

	
	

	Consequences if not approved:
	1. 
No default value for offsetToPointA specified.

2. 
Not possible to select valid value for offsetToPointA for some carriers.
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	Other comments:
	


4.3.1.1.1.51
Reference test frequencies for NR operating band n51

Table 4.3.1.1.1.51-1: Test frequencies for NR operating band n51 and SCS 15 kHz

	
	

	
	

	

	
	
	
	

	
	

	

	


	


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	

	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5
	25
	Downlink
	Low
	1429.5
	285900
	1427.25
	285450
	0
	15
	3573
	285870
	20
	0
	0
	0

	
	
	&
	Mid
	1429.5
	285900
	1409.07
	281814
	101
	
	3573
	285870
	20
	0
	0
	101

	
	
	Uplink
	High
	1429.5
	285900
	1337.25
	267450
	500
	
	3573
	285870
	20
	0
	0
	500

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
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