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4.7.1
Contents of 5GMM messages
<<< TEXT SKIPPED >>>

–
De-registration request (UE originating de-registration)
Table 4.7.1-12: DEREGISTRATION REQUEST_1

	Derivation Path: 24.501 clause 8.2.12

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	De-registration request message identity
	‘0100 0101’B
	
	

	De-registration type
	
	
	

	  Switch off
	‘0’B
	
	NORMAL

	
	‘1’B
	
	SWITCH_OFF

	  Re-registration required
	‘0’B
	
	

	  Access type
	‘01’B
	3GPP access
	

	ngKSI
	FFS
	
	

	5GS mobile identity
	FFS
	
	


	Condition
	Explanation 

	NORMAL
	Normal de-registration

	SWITCH_OFF
	Switch off


NOTE:
This message is sent with integrity protection before SS has started the ciphering and integrity and ciphered protected after SS has started the ciphering.
–
De-registration accept (UE originating de-registration)
Table 4.7.1-13: DEREGISTRATION ACCEPT_1

	Derivation Path: 24.501 clause 8.2.13

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	De-registration accept message identity
	‘0100 0110’B
	
	


	Condition
	Explanation 

	
	

	
	


NOTE:
This message is sent using the same security protection as in the previous DETACH REQUEST message received from the UE.
–
De-registration request (UE terminated de-registration)
Table 4.7.1-14: DEREGISTRATION REQUEST_2

	Derivation Path: 24.501 clause 8.2.14

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	De-registration request message identity
	‘0100 0111’B
	
	

	De-registration type
	Set according to specific message content
	
	

	Spare half octet
	'0000'B
	
	

	5GMM cause
	Not Present
	
	

	T3346 value
	Not Present
	
	


	Condition
	Explanation 

	
	

	
	


NOTE:
This message is always sent within SECURITY PROTECTED 5GS NAS MESSAGE message.
–
De-registration accept (UE terminated de-registration)
Table 4.7.1-15: DEREGISTRATION ACCEPT_2

	Derivation Path: 24.501 clause 8.2.15

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	De-registration accept message identity
	‘0100 1000’B
	
	


	Condition
	Explanation 

	
	

	
	


NOTE:
This message is always sent within SECURITY PROTECTED 5GS NAS MESSAGE message.
