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Discussion and Endorsement
1 Introduction

In Sustained downlink data rate (4 layer) tests, how to select test CA configuration is defined in TS 36.101[1]. However current rule has some ambiguity and more clarification is required.
2 Discussion

Procedure of selecting test CA configuration is defined in core spec TS 36.101 [1], and same description is also captured in test spec TS 36.521-1 [2]. Procedure consists of following two steps.

Step 1) Select one CA configuration with largest Bagg
Step 2) Select one CA configuration with largest number of 4 layer CCs
8.7.11
TDD FDD CA (4 Rx)
CA configuration, bandwidth combination and MIMO layer on each CC is determined by following procedure.

-
Select one CA bandwidth combination among all supported CA configurations with bandwidth combination and MIMO layer on each CC that leads to largest equivalent aggregated bandwidth among all CA bandwidth combinations supported by UE. Equivalent aggregated bandwidth is defined as
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-
When there are multiple sets of {CA configuration, bandwidth combination, MIMO layer} with same largest aggregated bandwidth, select one among sets with largest number of 4 layer CCs.
However, in some specific cases test CA configuration cannot be defined uniquely. For example, in case UE support following two 5CC configuration, which configuration to be selected is unclear. Additional rule (Step 3) or some clarification are needed.
	Configuration
	BW
	MIMO layer
	Result of Step1
	Result of Step2

	CA_1A-42E
	{20, 20, 20, 20, 20}
	{4, 4, 4, 4, 4}
	400
	5

	CA_3A-42E
	{20, 20, 20, 20, 20}
	{4, 4, 4, 4, 4}
	400
	5


Considering corresponding description is first made by RAN4, updates of core spec is reasonable to handle this issue.
Proposal 1
: Send LS to RAN4 in order to ask them to clarify selecting procedure of CA configuration.

3 Proposal
Proposal 1
: Send LS to RAN4 in order to ask them to clarify selecting procedure of CA configuration.
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