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Change 1
	Function name
	cr_RRCConnectionsetupComplete_r11

	Reason for change
	The template cr_RRCConnectionsetupComplete_r11 sets the IE nonCriticalExtensions following r11 as omit. However, when TCs are run against an Rel-12 UE, it would probably include IEs located within IE RRCConnectionSetupComplete-v1250-IEs such as IE mobilityState-r12

	Summary of change
	It is recommended to change the omit to * to allow processing of RRCConnectionSetupComplete-v1250-IEs


	TTCN module
	EUTRA_MDT_Specific_Templates.ttcn

	MCC160 Comment
	


Before change
…

template (present) UL_DCCH_Message cr_RRCConnectionSetupComplete_r11(template (present) RRC_TransactionIdentifier p_RRC_TI,

                                                                       template (present) DedicatedInfoNAS p_NAS_DedicatedInformation,

                                                                       template RegisteredMME p_RegisteredMME := *,

                                                                       template (present) integer p_SelectedPlmnId := 1,

                                                                       template RRCConnectionSetupComplete_Gummei_Type p_Gummei_Type_r10 :=*,

                                                                       template RRCConnectionSetupComplete_rlf_InfoAvailable_Type p_Rlf_InfoAvailable_r10 := *,

                                                                       template RRCConnectionSetupComplete_LogMeasAvailable_Type p_LogMeasAvailable_r10 := *,

                                                                       template RRCConnectionSetupComplete_Rn_SubframeConfigReq_Type p_Rn_SubframeConfigReq_r10 :=*,

                                                                       template RRCConnectionSetupComplete_v1130_IEs_connEstFailInfoAvailable_r11_Type p_ConnEstFailInfoAvailable_r11 := true_) :=

  { /* Default values according to 36.508 cl. 4.6.1 Table 4.6.1-18 */

    /* @status    APPROVED (LTE_A_IRAT, LTE_A_R10_R11) */

    message_ := {

      c1 := {

        rrcConnectionSetupComplete := {

          rrc_TransactionIdentifier := p_RRC_TI,

          criticalExtensions := {

            c1 := {

              rrcConnectionSetupComplete_r8 := {

                selectedPLMN_Identity    := p_SelectedPlmnId,

                registeredMME            := p_RegisteredMME,

                dedicatedInfoNAS         := p_NAS_DedicatedInformation,

                nonCriticalExtension     := {

                  lateNonCriticalExtension := *,

                  nonCriticalExtension     := {

                    gummei_Type_r10          := p_Gummei_Type_r10,

                    rlf_InfoAvailable_r10    := p_Rlf_InfoAvailable_r10,

                    logMeasAvailable_r10     := p_LogMeasAvailable_r10,

                    rn_SubframeConfigReq_r10 := p_Rn_SubframeConfigReq_r10,

                    nonCriticalExtension     := {

                      connEstFailInfoAvailable_r11 := p_ConnEstFailInfoAvailable_r11,

                      nonCriticalExtension         := omit

                    }

                  }

                }

              }

            }

          }

        }

      }

    }

  };
…

After change
…

template (present) UL_DCCH_Message cr_RRCConnectionSetupComplete_r11(template (present) RRC_TransactionIdentifier p_RRC_TI,

                                                                       template (present) DedicatedInfoNAS p_NAS_DedicatedInformation,

                                                                       template RegisteredMME p_RegisteredMME := *,

                                                                       template (present) integer p_SelectedPlmnId := 1,

                                                                       template RRCConnectionSetupComplete_Gummei_Type p_Gummei_Type_r10 :=*,

                                                                       template RRCConnectionSetupComplete_rlf_InfoAvailable_Type p_Rlf_InfoAvailable_r10 := *,

                                                                       template RRCConnectionSetupComplete_LogMeasAvailable_Type p_LogMeasAvailable_r10 := *,

                                                                       template RRCConnectionSetupComplete_Rn_SubframeConfigReq_Type p_Rn_SubframeConfigReq_r10 :=*,

                                                                       template RRCConnectionSetupComplete_v1130_IEs_connEstFailInfoAvailable_r11_Type p_ConnEstFailInfoAvailable_r11 := true_) :=

  { /* Default values according to 36.508 cl. 4.6.1 Table 4.6.1-18 */

    /* @status    APPROVED (LTE_A_IRAT, LTE_A_R10_R11) */

    message_ := {

      c1 := {

        rrcConnectionSetupComplete := {

          rrc_TransactionIdentifier := p_RRC_TI,

          criticalExtensions := {

            c1 := {

              rrcConnectionSetupComplete_r8 := {

                selectedPLMN_Identity    := p_SelectedPlmnId,

                registeredMME            := p_RegisteredMME,

                dedicatedInfoNAS         := p_NAS_DedicatedInformation,

                nonCriticalExtension     := {

                  lateNonCriticalExtension := *,

                  nonCriticalExtension     := {

                    gummei_Type_r10          := p_Gummei_Type_r10,

                    rlf_InfoAvailable_r10    := p_Rlf_InfoAvailable_r10,

                    logMeasAvailable_r10     := p_LogMeasAvailable_r10,

                    rn_SubframeConfigReq_r10 := p_Rn_SubframeConfigReq_r10,

                    nonCriticalExtension     := {

                      connEstFailInfoAvailable_r11 := p_ConnEstFailInfoAvailable_r11,

                      nonCriticalExtension         := * //WA#R5s160xxx
                    }

                  }

                }

              }

            }

          }

        }

      }

    }

  };
…  

