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Change 1 
	Function name
	fl_TC_9_1_3_1_Body

	Reason for change
	Due to R5-160739, RRC connection is released at the Steps 18A-18D. Therefore later at the Step 19 UE make Detach procedure from RRC_IDLE state and not from RRC_CONNECTED state. 

	Summary of change
	At the Step 19 use RRC_IDLE instead of RRC_CONNECTED in the function f_EUTRA_UE_Detach_SwitchOffUe

	TTCN module
	LTE\9_1\NAS_SecurityMode.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_9_1_3_1_Body() runs on EUTRA_PTC

  {
….

….

    //+   IF MULTI_PDN = TRUE (Note 2) THEN steps 10-13 of the generic procedure for network initiated release of additional PDN connectivity

    //+   specified in TS 36.508 subclause 4.5A.18.3 are performed for the non-IMS PDN

    //@siclog "Steps 18A-18D" siclog@

    f_EUTRA_InitialRegistration_ReleaseInternetPDN_ConnectedMode (eutra_CellA, rrcConnectionRelease); // @sic R5-160739 sic@

    //+  The SS releases the RRC connection.

    //@siclog "Step 18" siclog@

    //+  The UE is brought into state Switched OFF (state 1) according to 36.508.

    //@siclog "Step 19" siclog@

    f_EUTRA_UE_Detach_SwitchOffUe(eutra_CellA, RRC_CONNECTED);

    //+  Steps 1 to 10 above are executed again. Null algorithm requested in step 5.

    //@siclog "Steps 20-29" siclog@

    // force a zero ciphering algorithm

    v_SecurityParams.NAS_Ciphering.Algorithm := '000'B;  // @sic R5-130650 sic@

    f_EUTRA_Security_Set(v_SecurityParams);

    fl_TC_9_1_3_1_Body_Steps1_10();
After change

    function fl_TC_9_1_3_1_Body() runs on EUTRA_PTC

  {
….

….

    //+  The SS releases the RRC connection.

    //@siclog "Step 18" siclog@

    //+  The UE is brought into state Switched OFF (state 1) according to 36.508.

    //@siclog "Step 19" siclog@

    f_EUTRA_UE_Detach_SwitchOffUe(eutra_CellA, RRC_IDLE); 

    //+  Steps 1 to 10 above are executed again. Null algorithm requested in step 5.

    //@siclog "Steps 20-29" siclog@

    // force a zero ciphering algorithm

    v_SecurityParams.NAS_Ciphering.Algorithm := '000'B;  // @sic R5-130650 sic@

    f_EUTRA_Security_Set(v_SecurityParams);

    fl_TC_9_1_3_1_Body_Steps1_10();
