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Change 1 
	Function name
	f_TC_8_6_4_3_EUTRA()

	Reason for change
	Spec. 36.523-1 Table 8.6.4.3.3.2-2:

UE sends TAU Request in Step6 with active flag set to 0 and starts T3440.

As T3440 is running, postamble need to be corrected – So UE should expected first to release the RRC connection then it should detach using new RRC connection.



	Summary of change
	Postamble state changed to E2_T3440

	TTCN module
	\LTE_A_R10_R11\8_6\RRC_LoggedRLF.ttcn

	MCC160 Comment
	


Before change

  function f_TC_8_6_4_3_EUTRA() runs on EUTRA_PTC

  { /* Radio Link Failure logging / Reporting of Inter-frequency measurements */

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;

    var Frequency_IE_Type v_Frequency_IE_f2;

    var EUTRA_CellInfo_Type v_CellInfo_Cell3;

    var EUTRA_CellInfo_Type v_CellInfo_Cell6;

    var CellIdentity v_CellIdentity_Cell3;

    var CellIdentity v_CellIdentity_Cell6;

    var PLMN_Identity v_PLMN_Identity_Cell3;

    var PLMN_Identity v_PLMN_Identity_Cell6;

    var PhysCellId v_PhysCellId_Cell1;

    var PhysCellId v_PhysCellId_Cell3;

    var ShortMAC_I v_ShortMAC_I;

    var NAS_KsiValue v_KsiValue;

    var B3_Type v_EpsUpdate_TypeValue;

    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus;

    var template AdditionalUpdateType v_AdditionalUpdateType_Expected;

    var NAS_MSG_Indication_Type v_NasInd;

    var template(value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_CellInfo_Cell6;

    var SR_ConfigIndex_Type v_SR_ConfigIndex_Cell6;

    var SR_PUCCH_ResourceIndex_Type v_SR_PUCCH_ResourceIndex_Cell6;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo_Cell6;
…

//@siclog "Step 19" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 6?

    f_EUTRA_508Check_ConnectedState(eutra_Cell6);

    f_EUTRA_TestBody_Set(false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell6, E2_CONNECTED);                                    

  } // end of f_TC_8_6_4_3_EUTRA
After change

  function f_TC_8_6_4_3_EUTRA() runs on EUTRA_PTC

  { /* Radio Link Failure logging / Reporting of Inter-frequency measurements */

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;

    var Frequency_IE_Type v_Frequency_IE_f2;

    var EUTRA_CellInfo_Type v_CellInfo_Cell3;

    var EUTRA_CellInfo_Type v_CellInfo_Cell6;

    var CellIdentity v_CellIdentity_Cell3;

    var CellIdentity v_CellIdentity_Cell6;

    var PLMN_Identity v_PLMN_Identity_Cell3;

    var PLMN_Identity v_PLMN_Identity_Cell6;

    var PhysCellId v_PhysCellId_Cell1;

    var PhysCellId v_PhysCellId_Cell3;

    var ShortMAC_I v_ShortMAC_I;

    var NAS_KsiValue v_KsiValue;

    var B3_Type v_EpsUpdate_TypeValue;

    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus;

    var template AdditionalUpdateType v_AdditionalUpdateType_Expected;

    var NAS_MSG_Indication_Type v_NasInd;

    var template(value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_CellInfo_Cell6;

    var SR_ConfigIndex_Type v_SR_ConfigIndex_Cell6;

    var SR_PUCCH_ResourceIndex_Type v_SR_PUCCH_ResourceIndex_Cell6;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo_Cell6;
…

//@siclog "Step 19" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 6?

    f_EUTRA_508Check_ConnectedState(eutra_Cell6);

    f_EUTRA_TestBody_Set(false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell6, E2_T3440);                                    

  } // end of f_TC_8_6_4_3_EUTRA
