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First Modified Section

4
Requirements

The main new requirements for UMTS charging and accounting are:

-
to provide a call detail record for all charges incurred and requiring settlement between the different commercial roles;

-
to allow fraud control by the Home Environment and the Serving network;

-
to allow cost control by the charged party;

-
to provide at the beginning of a chargeable event an indication to the charged party (if involved in the chargeable event) of the charges to be levied for this event;

-
to allow itemised billing for all services charged to each subscription, including voice and data calls, and services offered by home environments.

These new requirements will allow users more freedom to obtain service when roaming, whilst providing effective cost and credit control for the Home Environment and User.

4.1
Cross Phase Compatibility for Release 99

There are no earlier releases of the UMTS standards for which backward compatibility of equipment implementing these standards is required. However, where possible (e.g. services already defined within GSM standard such as voice services, SMS, GPRS, etc.), the information contained in the CDRs shall be consistent with the information already provided by the existing GSM and GPRS CDRs.

It is envisaged that UMTS will evolve beyond Release 99, for example with the addition of a number of new requirements for charging and billing; these are noted in the appropriate sections below. The technical standards for Release 99 should be developed in such a way that it is possible and practical to introduce these requirements, ideally in a backward compatible manner.

Note:
When a change is introduced which affects the UMTS technical standards, it is said to be 'backward compatible' if existing equipment can continue to operate and perform correctly with equipment that conforms to the new implemenation.

…………………….

Next modified section

7
Accounting and Settlement

The serving network shall collect and process the charging data generated in its network elements. The record of each individual transaction shall be reported to the home environment at short time intervals in order to allow further processing by the billing system in the Home Environment, provide itemised bills, and to deal with any disputes regarding charges both for users and for other UMTS networks and home environment.

The standard shall support the transfer of charging data at different intervals as required by the Home Environment (e.g. short time intervals, real time, other regular intervals).

7.1
Delegation of charging authority

The registration process allows the home environment to authenticate users before they incur any charges. Once authenticated, the home environment then delegates authority to the serving network operator with which he has a direct commercial relationship to incur charges for services supplied to that user. The direct commercial relationship may be with either the serving network operator if known directly by the home environment or a network operator known to the home environment. This procedure uses each network as trusted third parties in a chain of delegation between entities, thus allowing commercial transactions between entities who have no direct commercial dealings. There shall be an authentication procedure between all entities in the UMTS system which have a commercial relationship. 

7.2
Fraud Control 

A mechanism to control fraud shall be provided by the serving networks and the home environment. 

7.2.1
Fraud Control by the Home Environment

Charging information shall be collected by the home environment in real time from all serving networks which its users are allowed to use. The billing system in the home environment shall process the information in real time and provide the means to set charge thresholds per time interval upon which some actions may be started, such as informing the customer care centre or even barring the user in the HLR.

It shall be possible for the Home Environment to define different time intervals for the collection and the processing of charging information (e.g. real time, short time, other regular intervals)

7.2.2
Fraud Control by the Serving Network

Charging information shall be collected from the network elements and processed in real time. This will allow the serving network to always be aware of the exposure to visitors. A limit for the accumulated charges for all visitors from one home environment or a limit per visitor may be agreed between the home environment and the serving network.

It shall be possible for the Serving Network to define different time intervals for the collection and the processing of charging information (e.g. real time, short time, other regular intervals)

7.3
Cost Control

A mechanism shall be standardised providing an indication to the user (if involved in the chargeable event) of the charges to be levied for a chargeable event. This mechanism shall be able to handle all possible charging scenarios, and all service and tariff variants that the home environment and the serving network may offer to the user.

The user shall be able to set in his home environment a limit for the accumulated charges per time interval. Upon exceeding this limit or prior to incurring a charge which would exceed the limit, certain actions may be desired by the user:

· notification to the user, requesting to extend the limit, or

· Home Environment barring allowing no further originating calls, or

· Home Environment barring cancelling the roaming permission.

7.3.1
Cross Phase Compatibility

For Release 99 the cost control mechanism may be based on Advice of Charge. However the Release 99 standards should not prevent the future implementation of the full Cost Control requirements.

The Release 99 standards should allow these new features to be introduced in a backward compatible manner; specifically terminals conforming to Release 99 standards should continue to support the Release 99 service requirements when operating with future implementations of Advice of Charge in the Home Environment.

7.4
Inter-network Settlement 

Mechanisms shall also be provided to allow inter-network settlement of charges on a bulk basis. The same mechanisms shall be used between home environments and serving networks. This will allow each of these parties to meter the total input and output of charges and thus determine the payments required on a periodic basis between each of the parties with which they directly interact. The mechanisms used shall allow each of the parties to meter charge flows independently, with the aim of matching the values recorded at both sides of the same interface. The imbalance in charge flow shall be accumulated in short time, such that each entity can be informed when a threshold has been exceeded and determine whether to continue.
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