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	The Charging Characteristic field defined in 32.015 is currently a one-octet value.  
The charging characteristics are therefore now inconsistent between 32.015 and the other relevant TSs (23.060, 29.002 and 29.060).  To correct this inconsistency, it is necessary to increase the Charging Characteristic value to two octets also in 32.015.
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comments:
	The required changes to TSs 23.060, 29.002 and 29.060 have already been implemented.


6.1.6.2a
Charging Characteristics

The Charging Characteristics field as defined in Figure 8a allows the operator to apply different kind of charging methods for the CDRs. The N flag in the Charging Characteristics indicates normal charging, the P flag indicates prepaid charging, the F flag indicates flat rate charging and the H flag indicates charging by hot billing. The 2nd octet is reserved for future use. One or more of the flags shall be set according to the charging characteristics received from the HLR and transmitted by the CDR generating node over the Ga interface. 
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Figure 8a: Charging Characteristics flags

Charging Characteristics in S-CDR is determined by the SGSN as follows: 

· If a "PDP context Charging Characteristics" is present in the subscriber's data for this PDP context, than it shall be used,

· If there is no "PDP context Charging Characteristics" but a "Subscribed Charging Characteristics" is present in the subscriber's data, the "Subscribed Charging Characteristics" shall be used.

Charging Characteristics in G-CDR corresponds to the "Charging characteristics" information of the PDP context data in the GGSN.

8
Charging Data Record Structure

8.1
ASN.1 definitions for CDR information

ChargingCharacteristics
::= OCTET STRING (SIZE(2))
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