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*** first changed section ***

4.3.5
Security

Security requirements should embody the principle that handover shall not compromise the security of the network providing the new radio resources; the (possibly different) network providing the original radio resources; and the UE. The security mechanisms should also cater for appropriate authentication processes and meet the requirements of national administrations in terms of lawful interception.

*** next changed section ***

5.5
Handover of a Multicall

The handover event can trigger changes to individual calls in any multicall scenario. 

It shall be possible to handover all the calls in a multicall configuration. If the target cell is not able to accommodate all the calls in a multicall configuration, then the calls that are handed over shall be selected in following order:

*** next changed section ***

6.4
Requirements on multiple bearer services handover from UTRAN to GERAN

Consideration must be given to services that may involve multiple bearer services. The mapping between UTRAN bearer services and GERAN bearer services will depend upon many factors such as data rate, delay constraints, error rate etc. In the event certain UTRAN bearer services cannot be handed over to GERAN, the handover of some of the bearers to maintain the service should not be precluded.

In the case where user equipped with a dual mode terminal is in UTRAN coverage and has multiple PDP contexts activated (for instance to support multimedia) then it is preferable to handover one PDP context, rather than dropping all of them.

As a first priority only the PDP contexts which have an associated QoS that can be supported by the GERAN should be candidates for handover.

If there are still multiple PDP contexts as "handover candidates" then it shall be an operator choice which PDP context will be maintained. When roaming this decision shall be taken by the serving network. The operator may choose to either;

a) Drop all of the PDP contexts.

b) Choose one based upon criteria such as duration, amount of traffic transferred, etc.

In case of UTRAN to GERAN handover of a Multicall only one call can be handed over.
7
Requirements for Handover from GERAN to UTRAN
7.1
Operational Requirements

*** next changed section ***

8 Cross Phase Compatibility for this release

This section details the cross phase compatibility requirements relating to the service requirements in this document.

Note: 
When a change is introduced which affects the 3GPP technical specifications, it is said to be 'backward compatible' if existing equipment can continue to operate and perform correctly with equipment that conforms to the new implementation.

8.1
Compatibility with Existing Specifications


Where the service and operational requirements in this document relate to a GERAN, compatibility is required with  systems conforming to the R99 or later GERAN specifications.

8.2
Compatibility with Future 3GPP specifications

The specifications that define the technical implementation of this release should be developed in such a way that it is practical to add the requirements in this section in a backward compatible manner.

8.2.1
Requirements for Service Capabilities

3GPP standardises service capabilities, not services. As part of the service capabilities it is envisaged that applications may wish to respond to events related to handover that either has occurred, is about to occur or could potentially occur. The service capabilities described in this section should be available at least to UE hosted applications.

The following list of uses is provided as an example and is not intended to be exhaustive:

-
An application may wish to accept or reject offered QoS;

-
An application may wish to cope to the effect that handover has on a service, for example facsimile retransmission;

-
An application may wish to preferentially choose radio resources.

It is therefore required that the service capability set available to an application be able to provide an indication that handover has occurred or could occur with information about the type of handover and radio resources involved. The service capabilities should support QoS negotiation.

8.2.2
Inter PLMN Handover Issues

The minimum requirements for inter-PLMN HO are:

-
The ability to check with the home network whether the user is permitted to handover  from the visited network to a target network.

-
Invocation of the handover procedure only occurs if the target network provides the radio channel type required for the respective call;

-
The avoidance of "network hopping", i.e. successive handover procedures between neighbouring networks for the same call;

-
The possibility of user notification of inter-PLMN HO (e.g. possible tariff change) when it occurs.

8.3
Support of Multicall with Simultaneous Voice Calls

In the case where Multicall is used to support multiple voice calls a handover must be attempted for each bearer that is in use. In the case where not all bearers can be supported by the destination network the related voice calls shall be automatically put on hold. After the handover is completed, the subscriber shall be able to retrieve any held voice call by invoking the Call Hold service. 

This requirement is dependent on the user subscribing to Call Hold.

This is only required if there is more than one simultaneous speech call and this is therefore not required for this release.

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the lastest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. Work item acronyms are listed in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

