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Reason for change:
(

The privacy checks for a call related CS-MT-LR cannot be performed in cases of IN rerouting (i.e. LCS client reached via IN). 






Summary of change:
(

The call related CS-MT-LR privacy check is always performed upon the number dialed by the UE and the called party number (call-related identity) sent by the GMLC can also be an E.164 number not in “international” format. 

It is up to the GMLC to use the valid national specific number in case of toll free number or abbreviated number routing when positioning an UE in the visited country.




Consequences if 
(

not approved:
The call related CS-MT-LR privacy checks would always fail in case the LCS client is reached via IN rerouting.
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The content of this CR was already approved by TSG #11 (CR 016, doc SP-010120) but was not included in the TS.
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 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.
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9.5.3.2.1
Call/session-related class in the CS-domain

If the UE subscribes to the call/session-related class, an CS-MT-LR may be allowed if both of following conditions are met:

-
The UE previously originated a call in CS domain that is still established and the called party number dialled by the UE matches the called party number received from the GMLC.

-
The identity of the LCS client or LCS client group supplied by the GMLC matches the identity of any LCS Client or LCS Client group contained in the UE’s SLPP and any other GMLC restrictions associated with this LCS Client identity in the SLPP are also met
If these conditions are satisfied, the CS-MT-LR shall be allowed if the UE user subscribes to either location without notification or location with notification. If the UE user subscribes to location with notification and privacy verification, the CS-MT-LR shall be allowed following notification to the UE if the UE user either returns a response indicating that location is allowed or returns no response but subscribes to allowing location in the absence of a response. In all other cases, the CS-MT-LR shall be restricted.
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