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	Summary of change:
(

	  This CR includes the following change:
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**** First modified section ****

B.2.2
Criteria for initial contact with the CSE
B.2.2.1
CSI criteria applicable at IPMM session setup when called identity is received
CSI criteria may be defined for a subscriber for the case when the called identity is received at IPMM session setup .

-
Criteria on the called identity; these consist of:

-
The contents of the identity (a list of up to 10 identities may be defined in the criteria)

· The criteria on the called identity may be collectively defined to be either "enabling" triggering criteria or "inhibiting" triggering criteria (see below). The HPLMN may also choose not to define any criteria on the called identity.

· 
****Next modified section ****

B.3
Mobile Terminated Events

B.3.1
Initial contact with the CSE

It shall be possible to specify which of the following initial service events shall initiate contact with the CSE:

-
Incoming IPMM session to subscriber;

-
Detection of unsuccessful IPMM session establishment.

Unsuccessful IPMM session establishment may be caused by:

· Called subscriber busy;

· Called subscriber not reachable; 

· No answer from called subscriber in specified time period.

When the IM CN subsystem initiates contact with the CSE, the IPMM session processing is suspended and the IM CN subsystem waits for instructions from the CSE. For mobile terminated IPMM sessions, the information listed in table Y.1 shall be provided to the CSE [Note: table Y.1 yet to be provided and shall be based on the same principle as table A.1]. After initial contact with the CSE, the CSE shall provide the IM CN subsystem with further instructions as detailed in table C-1.
B.3.2
Criteria for initial contact with the CSE
B.3.2.1
Void

· 
B.3.2.2
CSI criteria applicable on detection of unsuccessful IPMM session establishment

**** End of modified section ****
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