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Change in Clause 1

1
Scope

This Technical Specification defines the Stage 1 description of the Push Service and is the set of requirements that shall be supported for the provision of push, seen primarily from the subscriber’s, service providers’ and delivery network points of view.

This TS includes information applicable to network operators, service providers, terminal and network manufacturers. It is of use to manufacturers and organisations which have devices or machines benefiting by availability of push service.

This TS contains the core requirements for the Push Service, for operator and external Push Initiators, which are sufficient to provide a complete service capability and service capability feature.

This TS defines the requirements for the Push Service to enable delivery of push data, including such functionality as:

· Transfer of push data from a Push Initiator to a Push Recipient

· Latency and Priority classes, 

· 
· Definition of handling of undeliverable push data.

End of Change in Clause 1

Change in Clause 4

4
Overview of the Push Service

The overview of push is followed by a summary of the relationships among the entities involved (operators, users, push recipients and push initiators). 

NOTE: these are functional descriptions: multiple functions may, depending on business arrangements, be performed by a single entity.
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Figure 1: Push Service Overview

The Push Service is a service whereby the Push Initiator sends push data through a Push Server to a Push Recipient, without interaction from the Push Recipient.

The typical mode of operation is as follows:

· A Push Recipient (e.g. user, receiving device like a meter) explicitly or implicitly subscribes to a set of value added services offered by various Push Initiators and allow these Push Initiators to send it push data that meet the Push Recipient’s configured criteria. (This configured criteria is part of the Push user profile.) 

· A Push Initiator identifies information matching the criteria set by the Push Initiator and package it up into the push data

· The Push Initiator delivers the push data to the Push function, identifying the Recipient’s address, and optionally priority, delivery time parameters, etc.

· The Push function takes the responsibility of delivering the push data, optionally following the priority and delivery time parameters, to the Push Recipient and for providing feedback to the Push Initiator regarding delivery of the push data if requested by the Push Initiator.

End of Change in Clause 4
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