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Reason for change:
(

Current wording of section 9.4 tries to deal with mapping between applicative QoS (QoS as seen by the application on the UE) onto UMTS QoS. It corresponds to the early days of R99 when 23.207 did not exist. Some sentences in this section are misleading and should be replaced by a reference to 23.207. Such sentences  “RSVP support would require flow establishment, and possibly aggregation of flows, within the UMTS packet core network. Differentiated services would require that there is either one QoS profile for each traffic type or alternatively the priority and traffic type information is included in the data packets.” may make the reader think that an indication of UMTS traffic class (+ traffic handling priority) is appended to each packet sent on UMTS/GPRS bearer.






Summary of change:
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Remove unclear statements and replace them by a reference to 23.207




Consequences if 
(

not approved:
People may understand that an UMTS traffic type is included within each packet handled by the UMTS-GPRS bearer.
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Other comments:
(

Theoritically equivalent Cat A CR should have been written onto previous versions, but as this modification is editorial this has not been done.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.
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With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

For a specific reference, subsequent revisions do not apply.

For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 23.110: "UMTS Access Stratum - Services and Functions".

[2]
3GPP TS 22.100: " UMTS Phase 1".

[3]
3GPP TS 23.121: " Architectural Requirements for Release 1999".

[4]
(Void)

[5]
3GPP TS 22.105: "Services & Service capabilities".

[6]
3GPP TS 24.008: "Mobile radio interface layer 3 specification; Core Network Protocols – Stage 3"
[7]
3GPP TS 23.207: "End-to-end QoS concept and architecture"
9.4
UMTS-Internet

In the case of Internet applications, the selection of the class and appropriate traffic attribute values is made according to the Internet QoS attributes. Internet applications do not directly use the services of UMTS but they use Internet QoS definitions and attributes, which are mapped to UMTS QoS attributes at API. Currently there are two main Internet QoS concepts, namely Integrated Services and Differentiated Services. The mapping between Internet QoS and UMTS QoS is presented in following clause.

IP based QoS models shall be supported for PDP contexts, meaning both Integrated Services (IntServ) signalled by RSVP [RFC2205] and Differentiated Services (6-bit QoS attribute on each IP packet, DiffServ). Both mechanisms are controlled by applications residing in the TE, allowing different application specific QoS levels for the same PDP context. The way application level QoS and UMTS level QoS interact is detailed in 23.207 [7]..
.
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