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Change in Clause 6.1

6
Charging Data Record Structure

6.1
ASN.1 definitions for CDR information

Within the current 3GPP TS 32-series of specifications the ASN.1 definitions are based on ITU-T Recommendation X.208 [8] which has been superseded by ITU-T Recommendation X.680. This newer version not only includes new features but also removes some that were present in ITU-T Recommendation X.208. It was agreed that where possible, the GPRS work would be based on those ASN.1 features that were common to both. However, where necessary, the new features in ITU-T Recommendation X.680 [7] be used in some places. ITU-T Recommendation X.208 [8] feature that are no longer in ITU-T Recommendation X.680 [7] will not be used.

TS32205-DataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) umts-Operation-Maintenance (3) ts-32-205 (205) informationModel (0) asn1Module (2) version1 (1)}

DEFINITIONS IMPLICIT TAGS
::=

BEGIN

-- EXPORTS everything

IMPORTS


NumberOfForwarding, CallReferenceNumber

FROM MAP-CH-DataTypes { ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3) map-CH-DataTypes (13) version6 (6) }

AddressString, ISDN-AddressString, BasicServiceCode, IMSI, IMEI

FROM MAP-CommonDataTypes { ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3) map-CommonDataTypes (18) version6 (6) }

DestinationRoutingAddress

FROM CAP-DataTypes { ccitt identified-organization (4) etsi (0) mobileDomain (0)

gsm-Network (1) modules (3) cap-datatypes (52) version1 (0) }

ServiceKey, DefaultCallHandling, DefaultSMS-Handling 

FROM MAP-MS-DataTypes { ccitt identified-organization (4) etsi (0) mobileDomain (0)

gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6) }

BearerServiceCode

FROM MAP-BS-Code { ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3) map-BS-Code (20) version6 (6) }

TeleserviceCode

FROM MAP-TS-Code { ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3) map-TS-Code (19) version2 (2) }

SS-Code

FROM MAP-SS-Code { ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3) map-SS-Code (15) version6 (6) }

BasicService

FROM Basic-Service-Elements
{ ccitt identified-organization (4) etsi (0) 

196 basic-service-elements (8) }

--

-- See "Digital Subscriber Signalling System No. one (DSS1) protocol"

-- ETS 300 196 

--

ObjectInstance


FROM CMIP-1 {joint-iso-ccitt ms (9) cmip (1) version1 (1) protocol (3)}

ManagementExtension

FROM Attribute-ASN1Module {joint-iso-ccitt ms (9) smi (3) part2 (2) asn1Module (2) 1}

SystemType

FROM TS32215-DataTypes {itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) umts-Operation-Maintenance (3) ts-32-215 (215) informationModel (0) asn1Module (2) version1 (1)}

SGSNPDPRecord, GGSNPDPRecord, SGSNMMRecord, SGSNSMORecord, SGSNSMTRecord, SGSNMTLCSRecord, SGSNMOLCSRecord, SGSNNILCSRecord

FROM TS32215-DataTypes {itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) umts-Operation-Maintenance (3) ts-32-215 (215) informationModel (0) asn1Module (2) version1 (1)}

MMO1SRecord, MMO4FRqRecord, MMO4FRsRecord, MMO4DRecord, MMO1DRecord, MMO4RRecord, MMO1RRecord,

MMOMDRecord, MMR4FRecord, MMR1NRqRecord, MMR1NRsRecord, MMR1RtRecord, MMR1ARecord, MMR4DRqRecord, MMR4DRsRecord, MMR1RRRecord, MMR4RRqRecord, MMR4RRsRecord, MMRMDRecord, MMFRecord
FROM TS32235-DataTypes {itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) umts-Operation-Maintenance (3) ts-32-235 (235) informationModel (0) asn1Module (2) version1 (1)}

AE-title

FROM ACSE-1 {joint-iso-ccitt association-control (2) abstract-syntax (1) apdus (0) version (1) };

--

-- Note that the syntax of AE-title to be used is from 

-- CCITT Rec. X.227 / ISO 8650 corrigendum and not "ANY"

--------------------------------------------------------------------------------

--

--  CALL AND EVENT RECORDS

--

------------------------------------------------------------------------------

CallEventRecord
::= CHOICE 

--

-- Record values 0..19 are 3G curcuit switch specific

--              20..27 are 3G packet switch specific

--              30..50 are application specific

--

{


moCallRecord


[0] MOCallRecord,


mtCallRecord


[1] MTCallRecord,


roamingRecord


[2] RoamingRecord,


incGatewayRecord

[3] IncGatewayRecord,


outGatewayRecord

[4] OutGatewayRecord,


transitRecord


[5] TransitCallRecord,


moSMSRecord



[6] MOSMSRecord,


mtSMSRecord



[7] MTSMSRecord,


moSMSIWRecord


[8] MOSMSIWRecord,


mtSMSGWRecord


[9] MTSMSGWRecord,


ssActionRecord


[10] SSActionRecord,


hlrIntRecord


[11] HLRIntRecord,


locUpdateHLRRecord

[12] LocUpdateHLRRecord,


locUpdateVLRRecord

[13] LocUpdateVLRRecord,


commonEquipRecord

[14] CommonEquipRecord,


recTypeExtensions

[15] ManagementExtensions,


termCAMELRecord


[16] TermCAMELRecord,


sgsnPDPRecord


[20] SGSNPDPRecord,


ggsnPDPRecord


[21] GGSNPDPRecord,


sgsnMMRecord


[22] SGSNMMRecord,


sgsnSMORecord


[23] SGSNSMORecord,


sgsnSMTRecord


[24] SGSNSMTRecord,


sgsnLCTRecord


[25] SGSNLCTRecord,

sgsnLCORecord


[26] SGSNLCORecord,


sgsnLCNRecord


[27] SGSNLCNRecord,


mmO1SRecord



[30] MMO1SRecord, 


mmO4FRqRecord


[31] MMO4FRqRecord, 


mmO4FRsRecord


[32] MMO4FRsRecord, 


mmO4DRecord



[33] MMO4DRecord, 


mmO1DRecord



[34] MMO1DRecord, 


mmO4RRecord



[35] MMO4RRecord, 


mmO1RRecord



[36] MMO1RRecord,


mmOMDRecord



[37] MMOMDRecord, 


mmR4FRecord



[38] MMR4FRecord, 


mmR1NRqRecord


[39] MMR1NRqRecord, 


mmR1NRsRecord


[40] MMR1NRsRecord, 


mmR1RtRecord


[41] MMR1RtRecord, 


 


mmR1ARecord


[43] MMR1ARecord, 


mmR4DRqRecord


[44] MMR4DRqRecord, 


mmR4DRsRecord


[45] MMR4DRsRecord, 


mmR1RRRecord


[46] MMR1RRRecord, 


mmR4RRqRecord


[47] MMR4RRqRecord, 


mmR4RRsRecord


[48] MMR4RRsRecord, 


mmRMDRecord



[49] MMRMDRecord,


mmFRecord



[50] MMFRecord
}

…

<unmodified text>
…

------------------------------------------------------------------------------

--

--  COMMON DATA TYPES

--

------------------------------------------------------------------------------

AdditionalChgInfo

::= SEQUENCE 

{


chargeIndicator

[0] ChargeIndicator OPTIONAL,


chargeParameters
[1] OCTET STRING OPTIONAL

}

AiurRequested


::= ENUMERATED 

{


--


-- See Bearer Capability TS 24.008


-- (note that value "4" is intentionally missing


--  because it is not used in TS 24.008)


--


aiur09600BitsPerSecond

(1),


aiur14400BitsPerSecond

(2),


aiur19200BitsPerSecond

(3),


aiur28800BitsPerSecond

(5),


aiur38400BitsPerSecond

(6),


aiur43200BitsPerSecond

(7),


aiur57600BitsPerSecond

(8),


aiur38400BitsPerSecond1

(9),


aiur38400BitsPerSecond2

(10),


aiur38400BitsPerSecond3

(11),


aiur38400BitsPerSecond4

(12)

}

AOCParameters


::= SEQUENCE

{


-- 


-- See TS 22.024. 


--


e1




[1] EParameter OPTIONAL,


e2




[2] EParameter OPTIONAL,


e3




[3] EParameter OPTIONAL,


e4




[4] EParameter OPTIONAL,


e5




[5] EParameter OPTIONAL,


e6




[6] EParameter OPTIONAL,


e7




[7] EParameter OPTIONAL

}

AOCParmChange


::= SEQUENCE 

{


changeTime


[0] TimeStamp,


newParameters

[1] AOCParameters

}

BasicServices


::= SET OF BasicServiceCode

BCDDirectoryNumber

::= OCTET STRING


-- This type contains the binary coded decimal representation of


-- a directory number e.g. calling/called/connected/translated number.


-- The encoding of the octet string is in accordance with the


-- the elements "Calling party BCD number", "Called party BCD number"


-- and "Connected number" defined in TS 24.008.


-- This encoding includes type of number and number plan information


-- together with a BCD encoded digit string.


-- It may also contain both a presentation and screening indicator


-- (octet 3a).


-- For the avoidance of doubt, this field does not include 


-- octets 1 and 2, the element name and length, as this would be 


-- redundant.

CallDuration 


::= INTEGER


--


-- The call duration in seconds. 


-- For successful calls this is the chargeable duration.


-- For call attempts this is the call holding time.


-- 

CallEventRecordType 
::= INTEGER 

{ 


moCallRecord

(0),


mtCallRecord

(1),


roamingRecord

(2),


incGatewayRecord
(3),


outGatewayRecord
(4),


transitCallRecord
(5),


moSMSRecord


(6),


mtSMSRecord


(7),


moSMSIWRecord

(8),


mtSMSGWRecord

(9),


ssActionRecord

(10),


hlrIntRecord

(11),


locUpdateHLRRecord
(12),


locUpdateVLRRecord
(13),


commonEquipRecord
(14),


moTraceRecord

(15),


mtTraceRecord

(16),


termCAMELRecord

(17),

--

--
Record values 18..22 are GPRS specific.

--
The contents are defined in TS 32.015

--


sgsnPDPRecord

(18),


ggsnPDPRecord

(19),


sgsnMMRecord

(20),


sgsnSMORecord

(21),


sgsnSMTRecord

(22),







--

--  Record values 29..49  are MMS specific.

--  The contents are defined in TS 32.235

--

    mmO1SRecord         (29),

    mmO4FRqRecord       (30),

    mmO4FRsRecord       (31),

    mmO4DRecord         (32), 

    mmO1DRecord         (33),

    mmO4RRecord         (34), 

    mmO1RRecord         (35),

    mmOMDRecord         (36), 

    mmR4FRecord         (37), 

    mmR1NRqRecord       (38), 

    mmR1NRsRecord       (39), 

    mmR1RtRecord        (40), 

    mmR1ARecord         (42), 

    mmR4DRqRecord       (43), 

    mmR4DRsRecord       (44), 

    mmR1RRRecord        (45), 

    mmR4RRqRecord       (46), 

    mmR4RRsRecord       (47), 

    mmRMDRecord         (48),

    mmFRecord           (49)

}

…

<unmodified text>
…

End of Change in Clause 6.1
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