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	Reason for change:
(

	Frames of type RX_NO_DATA are not handled appropriately in the AMR-WB speech decoder. The flag “unusable_frame” is set to false for this frametype although RX_NO_DATA frames do not contain any useful information.

	
	

	Summary of change:
(

	For frames of type RX_NO_DATA, the flag “unusable_frame” is set to true now.

	
	

	Consequences if 
(

not approved:
	Possible speech degradations if NO_DATA frames are received without preceding SID_FIRST frame.
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	Other comments:
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1.
How the code is changed in the file dec_main.c
Lines 242-260:

    /* SPEECH action state machine  */

    test();test();

    if ((sub(frame_type, RX_SPEECH_BAD) == 0) ||


        (sub(frame_type, RX_SPEECH_PROBABLY_DEGRADED) == 0))

    {

        /* bfi for all index, bits are not usable */

        bfi = 1;                           move16();

        unusable_frame = 0;                move16();

    } else if ((sub(frame_type, RX_NO_DATA) == 0) ||

               (sub(frame_type, RX_SPEECH_LOST) == 0))
    {

        /* bfi only for lsf, gains and pitch period */

        bfi = 1;                           move16();

        unusable_frame = 1;                move16();

    } else

    {

        bfi = 0;                           move16();

        unusable_frame = 0;                move16();

    }
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