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Annex F:
Status of all 3GPP CRs after TSG SA #19 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	Specification Title
	WG
Responsible

	NP-030040
	09.08
	A141
	-
	8.1.0
	R99
	Corrections to the list of BSSMAP messages transferred on the E-interface
	approved
	F
	8.2.0
	Application of the Base Station System Application Part (BSSAP) on the E-Interface
	N1

	NP-030041
	23.009
	091
	1
	3.12.0
	R99
	Further clarification of the protocol to the be used on the E-interface
	approved
	F
	3.13.0
	Handover procedures
	N1

	NP-030041
	23.009
	092
	1
	4.6.0
	Rel-4
	Further clarification of the protocol to the be used on the E-interface
	approved
	A
	4.7.0
	Handover procedures
	N1

	NP-030041
	23.009
	093
	1
	5.3.0
	Rel-5
	Further clarification of the protocol to the be used on the E-interface
	approved
	A
	5.4.0
	Handover procedures
	N1

	NP-030056
	23.034
	008
	-
	5.1.0
	Rel-5
	Use of Nb UP protocol after inter-MSC handover
	approved
	F
	5.2.0
	High Speed Circuit Switched Data (HSCSD); Stage 2
	N1

	NP-030045
	23.218
	040
	2
	5.3.0
	Rel-5
	Clarification on Sh interface for charging purposes
	approved
	F
	5.4.0
	IP Multimedia (IM) session handling; IM call model
	N1

	NP-030046
	23.218
	042
	-
	5.3.0
	Rel-5
	Correction related to implicit public user identities in third party REGISTER
	approved
	F
	5.4.0
	IP Multimedia (IM) session handling; IM call model
	N1

	NP-030044
	24.002
	002
	1
	4.0.0
	Rel-4
	Removal of the S reference point within the MS
	approved
	F
	4.1.0
	GSM-UMTS Public Land Mobile Network (PLMN) Access Reference Configuration
	N1

	NP-030044
	24.002
	003
	1
	5.0.0
	Rel-5
	Removal of the S reference point within the MS
	approved
	A
	5.1.0
	GSM-UMTS Public Land Mobile Network (PLMN) Access Reference Configuration
	N1

	NP-030042
	24.008
	728
	-
	3.14.0
	R99
	Correction on CC Capabilities IE length
	approved
	F
	3.15.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030042
	24.008
	729
	-
	4.9.0
	Rel-4
	Correction on CC Capabilities IE length
	approved
	A
	4.10.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030042
	24.008
	730
	-
	5.6.0
	Rel-5
	Correction on CC Capabilities IE length
	approved
	A
	5.7.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030055
	24.008
	731
	1
	5.6.0
	Rel-5
	Support of UMTS authentication by GERAN only terminals
	approved
	F
	5.7.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030057
	24.008
	733
	1
	5.6.0
	Rel-6
	Interruption of DL user data transmission during P-TMSI reallocation
	approved
	C
	6.0.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030043
	24.008
	734
	1
	3.14.0
	R99
	MS RAC for UMTS only terminal
	revised
	F
	
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030141
	24.008
	734
	2
	3.14.0
	R99
	MS RAC for UMTS only terminal
	approved
	F
	3.15.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030043
	24.008
	735
	1
	4.9.0
	Rel-4
	MS RAC for UMTS only terminal
	revised
	A
	
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030141
	24.008
	735
	2
	4.9.0
	Rel-4
	MS RAC for UMTS only terminal
	approved
	A
	4.10.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030043
	24.008
	736
	1
	5.6.0
	Rel-5
	MS RAC for UMTS only terminal
	revised
	A
	
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030141
	24.008
	736
	2
	5.6.0
	Rel-5
	MS RAC for UMTS only terminal
	approved
	A
	5.7.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030055
	24.008
	737
	1
	5.6.0
	Rel-5
	High multislot classes for type 1 mobiles
	approved
	F
	5.7.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030054
	24.008
	738
	2
	5.6.0
	Rel-5
	Signalling PDP Context Indication to Core Network
	approved
	F
	5.7.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030058
	24.008
	739
	2
	5.6.0
	Rel-6
	Implementation of new frequency ranges into 24.008
	approved
	B
	6.0.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030055
	24.008
	740
	1
	5.6.0
	Rel-5
	Missing IEI definition in locking shift (CC) IE and non-locking shift (CC) IE
	approved
	F
	5.7.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030055
	24.008
	741
	1
	5.6.0
	Rel-5
	Combined RAU successful for GPRS only, missing GMM cause IE
	approved
	F
	5.7.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030055
	24.008
	746
	-
	5.6.0
	Rel-5
	Enhanced Power Control (EPC) information in classmark 3
	approved
	F
	5.7.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030062
	24.008
	747
	-
	5.6.0
	Rel-5
	Introduction of USIM in the figure “Overview mobility management protocol”
	approved
	F
	5.7.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030053
	24.228
	094
	2
	5.3.0
	Rel-5
	Allowing IMS access with SIM 
	rejected
	C
	
	Signalling flows for the IP multimedia call control based on SIP and SDP; stage 3
	N1

	NP-030047
	24.228
	097
	2
	5.3.0
	Rel-5
	Correction of the registration state event package
	approved
	F
	5.4.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; stage 3
	N1

	NP-030047
	24.228
	098
	1
	5.3.0
	Rel-5
	General update to clauses 7 and 8
	approved
	F
	5.4.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; stage 3
	N1

	NP-030047
	24.228
	099
	1
	5.3.0
	Rel-5
	General update to clauses 17 and 18
	approved
	F
	5.4.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; stage 3
	N1

	NP-030047
	24.228
	100
	1
	5.3.0
	Rel-5
	General update to clause 10
	approved
	F
	5.4.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; stage 3
	N1

	NP-030048
	24.228
	102
	2
	5.3.0
	Rel-5
	General update to clauses 6 and 16
	approved
	F
	5.4.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; stage 3
	N1

	NP-030049
	24.229
	291
	-
	5.3.0
	Rel-5
	Minor correction and consistency changes to general part of profile
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030049
	24.229
	292
	-
	5.3.0
	Rel-5
	SIP profile minor correction and consistency changes
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030049
	24.229
	293
	1
	5.3.0
	Rel-5
	Network asserted identity procedure corrections for the UE
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030049
	24.229
	294
	1
	5.3.0
	Rel-5
	Asserted identity inclusion in SIP profile
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030049
	24.229
	296
	-
	5.3.0
	Rel-5
	Profile references relating to registration
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030049
	24.229
	297
	2
	5.3.0
	Rel-5
	Reference corrections
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030053
	24.229
	299
	2
	5.3.0
	Rel-5
	Allowing IMS access with SIM 
	rejected
	C
	
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030050
	24.229
	300
	1
	5.3.0
	Rel-5
	488 message with a subset of allowed media parameters
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030050
	24.229
	301
	1
	5.3.0
	Rel-5
	Handling of Emergency Numbers in P-CSCF
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030050
	24.229
	302
	2
	5.3.0
	Rel-5
	Correction of the registration state event package
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030050
	24.229
	305
	2
	5.3.0
	Rel-5
	User initiated de-registration at P-CSCF
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030050
	24.229
	306
	2
	5.3.0
	Rel-5
	Network-initiated deregistration at UE, P-CSCF, and S-CSCF
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030050
	24.229
	307
	2
	5.3.0
	Rel-5
	UE deregistration during established dialogs
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030050
	24.229
	308
	2
	5.3.0
	Rel-5
	S-CSCF handling of deregistration during established dialogs
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030050
	24.229
	309
	1
	5.3.0
	Rel-5
	S-CSCF handling of established dialogs upon deregistration
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030050
	24.229
	310
	2
	5.3.0
	Rel-5
	S-CSCF handling of established dialogs upon registration-lifetime expiration
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030051
	24.229
	311
	1
	5.3.0
	Rel-5
	P-CSCF handling of established dialogs upon registration-lifetime expiration
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030051
	24.229
	312
	1
	5.3.0
	Rel-5
	Correction of Authentication procedure
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030051
	24.229
	313
	-
	5.3.0
	Rel-5
	Mixed Path header and Service-Route operation
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030051
	24.229
	315
	2
	5.3.0
	Rel-5
	Clarifications on updating the authorization token
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030051
	24.229
	318
	2
	5.3.0
	Rel-5
	Consideration of P-CSCF/PDF 
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030051
	24.229
	319
	2
	5.3.0
	Rel-5
	Clarification on GPRS charging information
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030054
	24.229
	321
	2
	5.3.0
	Rel-5
	Signalling PDP Context Indication to Core Network
	rejected
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030051
	24.229
	323
	1
	5.3.0
	Rel-5
	P-Access-Network-Info procedure corrections for the UE
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030051
	24.229
	324
	1
	5.3.0
	Rel-5
	P-Access-Network-Info procedure corrections for the S-CSCF
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030051
	24.229
	326
	1
	5.3.0
	Rel-5
	Updating user agent related profile tables
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030052
	24.229
	327
	2
	5.3.0
	Rel-5
	Cleanup and clarification to the registration and authentication procedure
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030052
	24.229
	328
	1
	5.3.0
	Rel-5
	Corrections to the reg event package
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030052
	24.229
	330
	2
	5.3.0
	Rel-5
	Clarifications for setting up separate PDP contexts in case of SBLP
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030052
	24.229
	331
	2
	5.3.0
	Rel-5
	Handling of the P-Media-Autohorization header
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030052
	24.229
	333
	3
	5.3.0
	Rel-5
	Removal of P-Asserted-Identity from clause 7 of 24.229
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030052
	24.229
	334
	-
	5.3.0
	Rel-5
	P-CSCF general procedure corrections
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030052
	24.229
	335
	2
	5.3.0
	Rel-5
	Usage of Contact in UE's registration procedure
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030052
	24.229
	337
	-
	5.3.0
	Rel-5
	Usage of P-Asserted-Identity for responses
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030052
	24.229
	339
	2
	5.3.0
	Rel-5
	Authorization for registration event package
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030052
	24.229
	341
	1
	5.3.0
	Rel-5
	P-CSCF subscription to reg event
	approved
	F
	5.4.0
	IP Multimedia Call Control Protocol based on SIP and SDP; stage 3
	N1

	NP-030040
	49.008
	001
	-
	4.0.1
	Rel-4
	Corrections to the list of BSSMAP messages transferred on the E-interface
	approved
	A
	4.1.0
	Application of the Base Station System Application Part (BSSAP) on the E-Interface
	N1

	NP-030040
	49.008
	002
	-
	5.0.0
	Rel-5
	Corrections to the list of BSSMAP messages transferred on the E-interface
	approved
	A
	5.1.0
	Application of the Base Station System Application Part (BSSAP) on the E-Interface
	N1

	NP-030088
	23.078
	491
	2
	5.2.0
	Rel-5
	Handling of a Stand alone Call Segment in CS_gsmSSF
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030088
	23.078
	513
	-
	5.2.0
	Rel-5
	Handling of Int_Import_Leg in CS_gsmSSF
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030088
	23.078
	516
	2
	5.2.0
	Rel-5
	Correction to CAMEL interaction with Line Identification
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030088
	23.078
	517
	1
	5.2.0
	Rel-5
	Correction to implicit disarming of DPs in CS_gsmSSF
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030088
	23.078
	518
	3
	5.2.0
	Rel-5
	HLR handling when Requested Domain is absent from ATI
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030088
	23.078
	520
	1
	5.2.0
	Rel-5
	Correction to CTR Information Flow
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030085
	23.078
	521
	1
	3.15.0
	R99
	Correction to SRI Information Flow (add T-CSI criteria)
	approved
	F
	3.16.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030089
	23.078
	526
	-
	5.2.0
	Rel-5
	Consistent prefix naming of 23.078 signals.
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030068
	23.078
	527
	1
	3.15.0
	R99
	Correction to interactions between CAMEL control of MO SMS and barring
	approved
	F
	3.16.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030068
	23.078
	528
	1
	4.7.0
	Rel-4
	Correction to interactions between CAMEL control of MO SMS and barring
	approved
	A
	4.8.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030068
	23.078
	529
	-
	5.2.0
	Rel-5
	Correction to interactions between CAMEL control of MO SMS and barring
	approved
	A
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030089
	23.078
	531
	-
	5.2.0
	Rel-5
	Alignment of signal names with TS 29.002
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030085
	23.078
	532
	1
	3.15.0
	R99
	Introduction of ResetTimer input in state WFI-DS
	approved
	F
	3.16.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030089
	23.078
	533
	2
	5.2.0
	Rel-5
	Buffering of TC messages in the SGSN while waiting for the first SCP response
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030089
	23.078
	534
	-
	5.2.0
	Rel-5
	Disallowing ACH-GPRS when PDPc already disconnected
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030089
	23.078
	536
	1
	5.2.0
	Rel-5
	Correction to timer expiry handling during call forwarding notification
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030089
	23.078
	538
	-
	5.2.0
	Rel-5
	Correction to Call Information Request
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030085
	23.078
	539
	1
	3.15.0
	R99
	Inconsistency in Call Information Report in Re-Connect Case
	approved
	F
	3.16.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030085
	23.078
	540
	1
	4.7.0
	Rel-4
	Inconsistency in Call Information Report in Re-Connect Case
	approved
	A
	4.8.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030085
	23.078
	541
	1
	5.2.0
	Rel-5
	Inconsistency in Call Information Report in Re-Connect Case
	approved
	A
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030089
	23.078
	542
	1
	5.2.0
	Rel-5
	Handling of AC and ACR for GPRS
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030085
	23.078
	543
	-
	4.7.0
	Rel-4
	Correction to SRI Information Flow
	approved
	A
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030085
	23.078
	544
	-
	5.2.0
	Rel-5
	Correction to SRI Information Flow
	approved
	A
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030085
	23.078
	545
	-
	4.7.0
	Rel-4
	Introduction of ResetTimer input in state WFI-DS
	approved
	A
	4.8.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030085
	23.078
	546
	-
	5.2.0
	Rel-5
	Introduction of ResetTimer input in state WFI-DS
	approved
	A
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 - Stage 2
	N2

	NP-030090
	23.278
	027
	1
	5.1.0
	Rel-5
	Implementing of Connect to Resource handling in CAMEL for IMS
	approved
	F
	5.2.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030090
	23.278
	028
	1
	5.1.0
	Rel-5
	Introduction of ResetTimer input in state WFI-DS (IMS)
	approved
	F
	5.2.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030090
	23.278
	029
	-
	5.1.0
	Rel-5
	Correction of imcnSSF procedure names
	approved
	F
	5.2.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030090
	23.278
	030
	-
	5.1.0
	Rel-5
	Incorrect procedure names used for CAMEL_MT_CTR and CAMEL_MO_CTR
	approved
	F
	5.2.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030090
	23.278
	031
	-
	5.1.0
	Rel-5
	Incorrect procedures called in CAMEL_IMCN_MT_ANSWER
	approved
	F
	5.2.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030091
	23.278
	032
	-
	5.1.0
	Rel-5
	Sending of provisional response for the INVITE 
	approved
	F
	5.2.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030091
	23.278
	033
	-
	5.1.0
	Rel-5
	Incorrect SIP response when no CAMEL is invoked 
	approved
	F
	5.2.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030091
	23.278
	035
	1
	5.1.0
	Rel-5
	Corrections in CAMEL_IMCN_MO_ANSWER
	approved
	F
	5.2.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030091
	23.278
	036
	-
	5.1.0
	Rel-5
	Corrections in the procedures for handling failure SIP response 
	approved
	F
	5.2.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030091
	23.278
	039
	-
	5.1.0
	Rel-5
	Inconsistency in Call Information Report in Re-Connect Case
	approved
	F
	5.2.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030087
	29.078
	298
	1
	5.2.0
	Rel-5
	Correction to Call Information Request
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N2

	NP-030086
	29.078
	299
	1
	3.14.0
	R99
	ASN.1 syntax basic corrections
	approved
	F
	3.15.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N2

	NP-030086
	29.078
	300
	-
	4.7.0
	Rel-4
	ASN.1 syntax basic corrections
	approved
	A
	4.8.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N2

	NP-030087
	29.078
	301
	-
	5.2.0
	Rel-5
	ASN.1 syntax basic corrections
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N2

	NP-030087
	29.078
	302
	-
	5.2.0
	Rel-5
	ASN operation package definition for PlayTone
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N2

	NP-030087
	29.078
	304
	1
	5.2.0
	Rel-5
	Correction to ASN.1 syntax for CWA
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N2

	NP-030087
	29.078
	305
	1
	5.2.0
	Rel-5
	Disallowing ACH-GPRS when PDPc already disconnected
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N2

	NP-030087
	29.078
	306
	2
	5.2.0
	Rel-5
	Missing parameter (Charge Indicator)
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N2

	NP-030087
	29.078
	307
	-
	5.2.0
	Rel-5
	Adding unknownCSId Error to Continue With Argument
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N2

	NP-030090
	29.278
	004
	-
	5.1.0
	Rel-5
	ASN.1 syntax basic corrections for IMS CAMEL
	approved
	F
	5.2.0
	
	N2

	NP-030074
	09.61
	A047
	1
	6.9.0
	R97
	Correction of references and specification corrections
	approved
	F
	6.10.0
	General Packet Radio Service (GPRS); Interworking between the Public Land Mobile Network (PLMN) supporting GPRS and Packet Data Networks (PDN)
	N3

	NP-030074
	09.61
	A048
	1
	7.8.0
	R98
	Correction of references and specification corrections
	approved
	A
	7.9.0
	General Packet Radio Service (GPRS); Interworking between the Public Land Mobile Network (PLMN) supporting GPRS and Packet Data Networks (PDN)
	N3

	NP-030078
	23.172
	007
	1
	5.1.0
	Rel-5
	Two-step HLR interrogation for SCUDIF calls
	rejected
	F
	
	
	N3

	NP-030076
	23.910
	044
	1
	4.6.0
	Rel-4
	Use of Nb UP protocol after inter-MSC handover
	approved
	F
	4.7.0
	Circuit switched data bearer services
	N3

	NP-030076
	23.910
	045
	1
	5.2.0
	Rel-5
	Use of Nb UP protocol after inter-MSC handover
	approved
	A
	5.3.0
	Circuit switched data bearer services
	N3

	NP-030074
	24.022
	008
	1
	5.1.0
	Rel-5
	Correction of References and specification Corrections
	approved
	F
	5.2.0
	Radio Link Protocol (RLP) for circuit switched bearer and teleservices
	N3

	NP-030075
	27.001
	083
	1
	4.8.0
	Rel-4
	Removal of S reference point within the MS
	approved
	F
	4.9.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030075
	27.001
	084
	1
	5.4.0
	Rel-5
	Removal of S reference point within the MS and introduction of GERAN Iu mode
	approved
	F
	5.5.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030077
	29.007
	065
	-
	5.4.0
	Rel-5
	Correction of erroneous implemented CRs
	approved
	F
	5.5.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030076
	29.007
	066
	1
	4.6.0
	Rel-4
	Use of Nb UP protocol after inter-MSC handover
	approved
	F
	4.7.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030076
	29.007
	067
	1
	5.4.0
	Rel-5
	Use of Nb UP protocol after inter-MSC handover
	approved
	A
	5.5.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030079
	29.061
	080
	-
	5.4.0
	Rel-5
	Terminology correction
	approved
	F
	5.5.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030074
	29.061
	081
	1
	3.11.0
	R99
	Correction of references and specification corrections
	approved
	A
	3.12.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030074
	29.061
	082
	1
	4.6.0
	Rel-4
	Correction of references and specification corrections
	approved
	A
	4.7.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030074
	29.061
	083
	1
	5.4.0
	Rel-5
	Correction of references and specification corrections
	approved
	A
	5.5.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030080
	29.207
	073
	2
	5.2.0
	Rel-5
	Terminology corrections and capability section update
	approved
	F
	5.3.0
	End to end Quality of Service (QoS); stage 3
	N3

	NP-030080
	29.207
	075
	-
	5.2.0
	Rel-5
	Invalid Flow ID
	approved
	F
	5.3.0
	End to end Quality of Service (QoS); stage 3
	N3

	NP-030080
	29.207
	076
	1
	5.2.0
	Rel-5
	Clarification to binding information handling
	approved
	F
	5.3.0
	End to end Quality of Service (QoS); stage 3
	N3

	NP-030080
	29.207
	077
	1
	5.2.0
	Rel-5
	Restrictions to PDP context policy decisions
	approved
	F
	5.3.0
	End to end Quality of Service (QoS); stage 3
	N3

	NP-030080
	29.207
	078
	1
	5.2.0
	Rel-5
	Mechanism for wildcarding filter elements
	approved
	F
	5.3.0
	End to end Quality of Service (QoS); stage 3
	N3

	NP-030080
	29.207
	081
	3
	5.2.0
	Rel-5
	Reject change of token in PDP context modification
	approved
	F
	5.3.0
	End to end Quality of Service (QoS); stage 3
	N3

	NP-030080
	29.207
	084
	2
	5.2.0
	Rel-5
	Clarification on TFT filters
	approved
	F
	5.3.0
	End to end Quality of Service (QoS); stage 3
	N3

	NP-030080
	29.207
	088
	-
	5.2.0
	Rel-5
	Correction of what is identified with the policy element AUTH_SESSION
	approved
	F
	5.3.0
	End to end Quality of Service (QoS); stage 3
	N3

	NP-030081
	29.208
	019
	3
	5.2.0
	Rel-5
	mapping rules for QoS authorization
	approved
	F
	5.3.0
	End to end Quality of Service (QoS) signalling flows
	N3

	NP-030081
	29.208
	021
	2
	5.2.0
	Rel-5
	Correction of a clash
	approved
	F
	5.3.0
	End to end Quality of Service (QoS) signalling flows
	N3

	NP-030081
	29.208
	022
	-
	5.2.0
	Rel-5
	Addition of the SDP directional attribute "inactive".
	approved
	F
	5.3.0
	End to end Quality of Service (QoS) signalling flows
	N3

	NP-030081
	29.208
	025
	2
	5.2.0
	Rel-5
	Adding of the Resume case
	approved
	F
	5.3.0
	End to end Quality of Service (QoS) signalling flows
	N3

	NP-030081
	29.208
	026
	1
	5.2.0
	Rel-5
	Clarification on PDP context modification
	approved
	F
	5.3.0
	End to end Quality of Service (QoS) signalling flows
	N3

	NP-030081
	29.208
	029
	2
	5.2.0
	Rel-5
	Correction and clarification that is needed in some cases
	approved
	F
	5.3.0
	End to end Quality of Service (QoS) signalling flows
	N3

	NP-030081
	29.208
	031
	-
	5.2.0
	Rel-5
	Corrections in the table 7.1.1.2 and in the table 7.2.2.1.
	approved
	F
	5.3.0
	End to end Quality of Service (QoS) signalling flows
	N3

	NP-030076
	29.415
	006
	1
	4.2.0
	Rel-4
	No backward compatibility to Nb UP FP support mode version 1
	approved
	F
	4.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N3

	NP-030076
	29.415
	007
	1
	5.0.0
	Rel-5
	No backward compatibility to Nb UP FP support mode version 1
	approved
	A
	5.1.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3; CAMEL Application Part (CAP) specification
	N3

	NP-030098
	09.02
	A332
	1
	5.17.1
	R96
	Change of SS-Code List description for Insert Subscriber Data
	approved
	F
	5.18.0
	Mobile Application Part (MAP) Specification
	N4

	NP-030098
	09.02
	A333
	1
	6.12.0
	R97
	Change of SS-Code List description for Insert Subscriber Data
	approved
	A
	6.13.0
	Mobile Application Part (MAP) Specification
	N4

	NP-030098
	09.02
	A334
	1
	7.12.0
	R98
	Change of SS-Code List description for Insert Subscriber Data
	approved
	A
	7.13.0
	Mobile Application Part (MAP) Specification
	N4

	NP-030101
	23.008
	065
	1
	5.3.0
	Rel-5
	Clarification of IMPU barring handling
	approved
	F
	5.4.0
	Organisation of subscriber data
	N4

	NP-030101
	23.008
	067
	1
	5.3.0
	Rel-5
	Definition of the Subscribed Media Profile Identifier
	approved
	F
	5.4.0
	Organisation of subscriber data
	N4

	NP-030112
	23.011
	003
	3
	5.0.0
	Rel-6
	Introducing SMS Call Barring in PS domain
	approved
	C
	6.0.0
	Technical realization of Supplementary Services
	N4

	NP-030112
	23.016
	030
	1
	5.1.0
	Rel-6
	Introducing SMS Call Barring in PS domain
	approved
	C
	6.0.0
	Subscriber data management; Stage 2
	N4

	NP-030095
	23.018
	116
	1
	3.11.0
	R99
	Correction to wrong implementation of approved CR 089r2 and  096
	approved
	F
	3.12.0
	Basic Call Handling; Technical realization
	N4

	NP-030095
	23.018
	117
	-
	4.6.0
	Rel-4
	Correction to wrong implementation of approved CR 089r2 and  096
	approved
	A
	4.7.0
	Basic Call Handling; Technical realization
	N4

	NP-030095
	23.018
	118
	-
	5.5.0
	Rel-5
	Correction to wrong implementation of approved CR 089r2 and  096
	approved
	A
	5.6.0
	Basic Call Handling; Technical realization
	N4

	NP-030113
	23.067
	011
	1
	5.0.0
	Rel-6
	Optional additional priority level for subscription to accommodate Priority Service
	approved
	C
	6.0.0
	Enhanced Multi-Level Precedence and Preemption Service (EMLPP); Stage 2
	N4

	NP-030103
	23.081
	007
	1
	5.1.0
	Rel-5
	Correction to the inclusion of Generic Number in SRI
	approved
	F
	5.2.0
	Line Identification supplementary services; Stage 2
	N4

	NP-030112
	23.088
	003
	1
	5.0.0
	Rel-6
	Introducing SMS Call Barring in PS domain
	approved
	C
	6.0.0
	Call Barring (CB) Supplementary Service; Stage 2
	N4

	NP-030097
	23.153
	052
	-
	4.6.0
	Rel-4
	Setting Of Guaranteed Bitrate & Maximum Bitrate
	approved
	F
	4.7.0
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030097
	23.153
	053
	-
	5.3.0
	Rel-5
	Setting Of Guaranteed Bitrate & Maximum Bitrate
	approved
	A
	5.4.0
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030108
	23.205
	039
	1
	5.4.0
	Rel-5
	Bearer Release for Iu CS on IP
	approved
	F
	5.5.0
	Bearer-independent circuit-switched core network; Stage 2
	N4

	NP-030112
	24.088
	001
	2
	5.0.0
	Rel-6
	Introducing SMS Call Barring in PS domain
	approved
	C
	6.0.0
	Call Barring (CB) Supplementary Service; Stage 3
	N4

	NP-030104
	29.002
	500
	3
	5.4.0
	Rel-5
	Addition of Positioning Data IE to Provide Subscriber Location and Send Location Report
	approved
	F
	5.5.0
	Mobile Application Part (MAP) specification
	N4

	NP-030112
	29.002
	509
	2
	6.0.0
	Rel-6
	Introduction of  Call Barring for SMS in PS domain
	approved
	C
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030110
	29.002
	523
	3
	5.4.0
	Rel-5
	Editorial clean-up of SMS procedures chapter
	approved
	F
	5.5.0
	Mobile Application Part (MAP) specification
	N4

	NP-030110
	29.002
	524
	3
	6.0.0
	Rel-6
	Editorial clean-up of SMS procedures chapter
	approved
	A
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030111
	29.002
	526
	-
	6.0.0
	Rel-6
	Incrementing ASN.1 module versions
	approved
	F
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030104
	29.002
	527
	-
	5.4.0
	Rel-5
	LCS diagnostic alignment
	approved
	F
	5.5.0
	Mobile Application Part (MAP) specification
	N4

	NP-030104
	29.002
	528
	-
	6.0.0
	Rel-6
	LCS diagnostic alignment
	approved
	A
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030114
	29.002
	529
	-
	6.0.0
	Rel-6
	Addition of LCS Capability Set 4
	approved
	F
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030099
	29.002
	530
	1
	3.15.0
	R99
	Correction to the definitions of Radio Resource List and BSSMAP Service Handover List
	approved
	F
	3.16.0
	Mobile Application Part (MAP) specification
	N4

	NP-030099
	29.002
	531
	1
	4.10.0
	Rel-4
	Correction to the definitions of Radio Resource List and BSSMAP Service Handover List
	approved
	A
	4.11.0
	Mobile Application Part (MAP) specification
	N4

	NP-030099
	29.002
	532
	1
	5.4.0
	Rel-5
	Correction to the definitions of Radio Resource List and BSSMAP Service Handover List
	approved
	A
	5.5.0
	Mobile Application Part (MAP) specification
	N4

	NP-030099
	29.002
	533
	1
	6.0.0
	Rel-6
	Correction to the definitions of Radio Resource List and BSSMAP Service Handover List
	approved
	A
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030100
	29.002
	538
	2
	3.15.0
	R99
	Handover of Group Calls where MSC-B has bearer established
	approved
	F
	3.16.0
	Mobile Application Part (MAP) specification
	N4

	NP-030100
	29.002
	539
	2
	4.10.0
	Rel-4
	Handover of Group Calls where MSC-B has bearer established
	approved
	A
	4.11.0
	Mobile Application Part (MAP) specification
	N4

	NP-030100
	29.002
	540
	2
	5.4.0
	Rel-5
	Handover of Group Calls where MSC-B has bearer established
	approved
	A
	5.5.0
	Mobile Application Part (MAP) specification
	N4

	NP-030100
	29.002
	541
	2
	6.0.0
	Rel-6
	Handover of Group Calls where MSC-B has bearer established
	approved
	A
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030068
	29.002
	542
	3
	3.15.0
	R99
	Correction to interactions between CAMEL control of MO SMS and barring
	approved
	F
	3.16.0
	Mobile Application Part (MAP) specification
	N4

	NP-030068
	29.002
	543
	2
	4.10.0
	Rel-4
	Correction to interactions between CAMEL control of MO SMS and barring
	approved
	A
	4.11.0
	Mobile Application Part (MAP) specification
	N4

	NP-030068
	29.002
	544
	2
	5.4.0
	Rel-5
	Correction to interactions between CAMEL control of MO SMS and barring
	approved
	A
	5.5.0
	Mobile Application Part (MAP) specification
	N4

	NP-030068
	29.002
	545
	2
	6.0.0
	Rel-6
	Correction to interactions between CAMEL control of MO SMS and barring
	approved
	A
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030098
	29.002
	548
	1
	3.15.0
	R99
	Change of SS-Code List description for Insert Subscriber Data
	approved
	A
	3.16.0
	Mobile Application Part (MAP) specification
	N4

	NP-030098
	29.002
	549
	1
	4.10.0
	Rel-4
	Change of SS-Code List description for Insert Subscriber Data
	approved
	A
	4.11.0
	Mobile Application Part (MAP) specification
	N4

	NP-030098
	29.002
	550
	1
	5.4.0
	Rel-5
	Change of SS-Code List description for Insert Subscriber Data
	approved
	A
	5.5.0
	Mobile Application Part (MAP) specification
	N4

	NP-030098
	29.002
	551
	1
	6.0.0
	Rel-6
	Change of SS-Code List description for Insert Subscriber Data
	approved
	A
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030109
	29.002
	558
	1
	5.4.0
	Rel-5
	Missing of “Continue Monitoring message” in SDL 21.7_3.2
	approved
	F
	5.5.0
	Mobile Application Part (MAP) specification
	N4

	NP-030109
	29.002
	559
	1
	6.0.0
	Rel-6
	Missing of “Continue Monitoring message” in SDL 21.7_3.2
	approved
	A
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030106
	29.002
	560
	2
	5.4.0
	Rel-5
	Two-step HLR interrogation for SCUDIF calls
	rejected
	F
	
	Mobile Application Part (MAP) specification
	N4

	NP-030106
	29.002
	561
	2
	6.0.0
	Rel-6
	Two-step HLR interrogation for SCUDIF calls
	rejected
	A
	
	Mobile Application Part (MAP) specification
	N4

	NP-030105
	29.002
	562
	1
	5.4.0
	Rel-5
	Alignment of TS 29.002 with TS 23.172 regarding QoS subscribed data
	approved
	F
	5.5.0
	Mobile Application Part (MAP) specification
	N4

	NP-030105
	29.002
	563
	1
	6.0.0
	Rel-6
	Alignment of TS 29.002 with TS 23.172 regarding QoS subscribed data
	approved
	A
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030114
	29.002
	566
	1
	6.0.0
	Rel-6
	Intoduction of MSC Number in MAP-SEND-IDENTIFICATION message
	approved
	F
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030104
	29.002
	568
	2
	6.0.0
	Rel-6
	Addition of Positioning Data IE to Provide Subscriber Location and Send Location Report
	approved
	A
	6.1.0
	Mobile Application Part (MAP) specification
	N4

	NP-030096
	29.060
	384
	1
	3.15.0
	R99
	Reinstatement of cause code version not supported
	approved
	F
	3.16.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030096
	29.060
	385
	1
	4.6.0
	Rel-4
	Reinstatement of cause code version not supported
	approved
	A
	4.7.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030096
	29.060
	386
	1
	5.4.0
	Rel-5
	Reinstatement of cause code version not supported
	approved
	A
	5.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030107
	29.060
	387
	-
	5.4.0
	Rel-5
	Correction on handling of PCO
	approved
	F
	5.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030107
	29.060
	388
	-
	5.4.0
	Rel-5
	Removal of the N3-BUFFER-SIZE parameter
	approved
	F
	5.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030107
	29.060
	389
	-
	5.4.0
	Rel-5
	Correction of presence requirement for the PCO IE
	approved
	F
	5.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030114
	29.060
	390
	1
	5.4.0
	Rel-6
	Intoduction of SGSN Number in SGSN Context Request message
	approved
	B
	6.0.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030107
	29.060
	395
	3
	5.4.0
	Rel-5
	TEID for GTP-C messages related to unknown PDP Contexts
	approved
	F
	5.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030107
	29.060
	399
	-
	5.4.0
	Rel-5
	Correction of GTP’ references
	approved
	F
	5.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030107
	29.060
	402
	2
	5.4.0
	Rel-5
	IPv4 and IPv6 form of Charging Gateway Address
	approved
	F
	5.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030114
	29.060
	403
	-
	5.4.0
	Rel-6
	Indroduction of SGSN number in forward reallocation response message
	approved
	B
	6.0.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030101
	29.228
	024
	1
	5.2.0
	Rel-5
	Clarification of the User_Authorization_Type AVP value at REGISTRATION time when no IMPU has been registered
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	025
	1
	5.2.0
	Rel-5
	Clarification of service profile download at service profile modification
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	026
	-
	5.2.0
	Rel-5
	Error in definition of Service Point of Interest class
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	027
	-
	5.2.0
	Rel-5
	Deletion of Annex F
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	028
	-
	5.2.0
	Rel-5
	Filter ID field removal in InitialFilterCriteria class
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	029
	-
	5.2.0
	Rel-5
	Clarification of User-Authorization-Type AVP usage
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	030
	1
	5.2.0
	Rel-5
	Clarification of IMPU barring handling
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	031
	1
	5.2.0
	Rel-5
	Update TS 29.228 after Diameter has become RFC
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	032
	1
	5.2.0
	Rel-5
	The default public user identity in the Server-Assignment-Answer
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	033
	1
	5.2.0
	Rel-5
	Replacement of the NAS-Session-Key AVP
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	034
	2
	5.2.0
	Rel-5
	Corrections to service profile
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	035
	2
	5.2.0
	Rel-5
	Clarification on the re-allocation of S-CSCF
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	037
	3
	5.2.0
	Rel-5
	Handling of non supported data in the S-CSCF when the profile
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	038
	1
	5.2.0
	Rel-5
	Change of SPI to SPT
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.228
	040
	1
	5.2.0
	Rel-5
	Definition of the Subscribed Media Profile Identifier
	approved
	F
	5.3.0
	IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents
	N4

	NP-030101
	29.229
	012
	1
	5.2.0
	Rel-5
	Update TS 29.229 after Diameter has become RFC
	approved
	F
	5.3.0
	Cx Interface based on the Diameter protocol; Protocol details
	N4

	NP-030101
	29.229
	013
	-
	5.2.0
	Rel-5
	Replacement of the NAS-Session-Key AVP
	approved
	F
	5.3.0
	Cx Interface based on the Diameter protocol; Protocol details
	N4

	NP-030101
	29.229
	014
	-
	5.2.0
	Rel-5
	Correction to the values of User-Authorizatin-Type AVP
	approved
	F
	5.3.0
	Cx Interface based on the Diameter protocol; Protocol details
	N4

	NP-030101
	29.229
	015
	1
	5.2.0
	Rel-5
	Clarification on the re-allocation of S-CSCF
	approved
	F
	5.3.0
	Cx Interface based on the Diameter protocol; Protocol details
	N4

	NP-030101
	29.229
	018
	1
	5.2.0
	Rel-5
	Handling of non supported data in the S-CSCF when the profile is being updated
	approved
	F
	5.3.0
	Cx Interface based on the Diameter protocol; Protocol details
	N4

	NP-030108
	29.232
	053
	-
	5.4.0
	Rel-5
	Update to 3GUP package – clarification of Iu Initialisation handling
	approved
	F
	5.5.0
	Media Gateway Controller (MGC) - Media Gateway (MGW) interface; Stage 3
	N4

	NP-030108
	29.232
	054
	1
	5.4.0
	Rel-5
	Update to 3GUP package - addition of reference to SDU format definition for Nb interface
	approved
	F
	5.5.0
	Media Gateway Controller (MGC) - Media Gateway (MGW) interface; Stage 3
	N4

	NP-030102
	29.328
	012
	3
	5.2.1
	Rel-5
	Initial Filter Criteria
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.328
	015
	-
	5.2.1
	Rel-5
	Deletion of Annex E
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.328
	016
	2
	5.2.1
	Rel-5
	Update TS 29.328 after Diameter has become RFC
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.328
	017
	1
	5.2.1
	Rel-5
	Correction to application server identity
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.328
	018
	2
	5.2.1
	Rel-5
	Clarification on Sh interface for charging purposes
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.328
	019
	1
	5.2.1
	Rel-5
	Change of SPI to SPT
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.329
	005
	1
	5.2.0
	Rel-5
	Initial Filter Criteria
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.329
	007
	2
	5.2.0
	Rel-5
	Update TS 29.329 after Diameter has become RFC
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.329
	008
	-
	5.2.0
	Rel-5
	Correction to application server identity
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.329
	009
	-
	5.2.0
	Rel-5
	Clarification on Sh interface for charging purposes
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.329
	011
	-
	5.2.0
	Rel-5
	Missing code-point in Data-Reference AVP
	approved
	F
	5.3.0
	
	N4

	NP-030102
	29.329
	013
	-
	5.2.0
	Rel-5
	RegistrationState alignment
	approved
	F
	5.3.0
	
	N4

	NP-030018
	29.198-02
	023
	-
	4.4.0
	Rel-4
	Correction to defintion of sessionID
	approved
	F
	4.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030018
	29.198-02
	024
	-
	4.4.0
	Rel-4
	Clarification on uniqueness of assignmentID
	approved
	F
	4.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030018
	29.198-02
	025
	-
	5.1.1
	Rel-5
	Clarification on uniqueness of assignmentID
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030018
	29.198-02
	026
	-
	4.4.0
	Rel-4
	Correction to P_INVALID_STATE value
	approved
	F
	4.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030018
	29.198-02
	027
	-
	5.1.1
	Rel-5
	Correction to P_INVALID_STATE value
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030018
	29.198-02
	028
	-
	4.4.0
	Rel-4
	Addition of Support of National Numbering Plans
	approved
	F
	4.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030018
	29.198-02
	029
	-
	5.1.1
	Rel-5
	Addition of Support of National Numbering Plans
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030027
	29.198-02
	030
	-
	5.1.1
	Rel-5
	Addition of Numbered List of Data Elements definition
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030027
	29.198-02
	031
	-
	5.1.1
	Rel-5
	Correction of Exception Hierarchy to align with Java Realisation
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030027
	29.198-02
	032
	-
	5.1.1
	Rel-5
	Promotion of TpDataSessionQosClass dat type definition to the Common Data Types
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030019
	29.198-03
	060
	-
	4.6.0
	Rel-4
	Correction of status of methods to interfaces in clause 7.3
	approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030019
	29.198-03
	061
	-
	4.6.0
	Rel-4
	Correction of status of methods to interfaces in clause 8.3
	approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030019
	29.198-03
	062
	-
	4.6.0
	Rel-4
	Correction to Initial Access Sequence Diagram
	approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030019
	29.198-03
	063
	-
	5.1.0
	Rel-5
	Correction to Initial Access Sequence Diagram
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030019
	29.198-03
	064
	-
	4.6.0
	Rel-4
	Enable creation/destruction of load level notifications at the request of Framework
	approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030019
	29.198-03
	065
	-
	5.1.0
	Rel-5
	Enable creation/destruction of load level notifications at the request of Framework
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030019
	29.198-03
	066
	-
	4.6.0
	Rel-4
	Correction of Sequence for Framework – Service load management
	approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030019
	29.198-03
	067
	-
	5.1.0
	Rel-5
	Correction of Sequence for Framework – Service load management
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030028
	29.198-03
	068
	-
	5.1.0
	Rel-5
	Correction to Application's requirements for supporting methods
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030028
	29.198-03
	069
	-
	5.1.0
	Rel-5
	Correction of status of methods to interfaces in clause 7.3
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030028
	29.198-03
	070
	-
	5.1.0
	Rel-5
	Correction of status of methods to interfaces in clause 8.3
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030028
	29.198-03
	071
	-
	5.1.0
	Rel-5
	Correction of status of methods to interfaces in clause 6.3
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030019
	29.198-03
	072
	-
	4.6.0
	Rel-4
	Correction of status of methods to interfaces in clause 6.3
	approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030019
	29.198-03
	073
	-
	4.6.0
	Rel-4
	Add Initial Load Notification report for Framework Integrity Management Load Notification model
	approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030019
	29.198-03
	074
	-
	5.1.0
	Rel-5
	Add Initial Load Notification report for Framework Integrity Management Load Notification model
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030028
	29.198-03
	075
	-
	5.1.0
	Rel-5
	Adding the appAvailStatusInd() and svcAvailStatusInd() methods
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030028
	29.198-03
	076
	-
	5.1.0
	Rel-5
	Remove race condition in signServiceAgreement
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030028
	29.198-03
	077
	-
	5.1.0
	Rel-5
	Change reference to deprecated method "authenticate" in TpAuthMechanism to "challenge"
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030020
	29.198-04
	058
	-
	4.5.0
	Rel-4
	Correction of status of methods to interfaces in clause 6.3
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	N5

	NP-030020
	29.198-04
	059
	-
	4.5.0
	Rel-4
	Correction to TpReleaseCauseSet in Multi Party Call Control
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	N5

	NP-030020
	29.198-04
	060
	-
	4.5.0
	Rel-4
	Correction to Sequence Diagrams to remove incorrect Framework references
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	N5

	NP-030020
	29.198-04
	061
	-
	4.5.0
	Rel-4
	Correction to User Interaction Prepaid Sequence Diagrams
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	N5

	NP-030020
	29.198-04
	062
	-
	4.5.0
	Rel-4
	Correction to remove unused TpCallChargeOrder
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	N5

	NP-030020
	29.198-04
	063
	-
	4.5.0
	Rel-4
	Correction to TpCallEventCriteriaResult in Generic Call Control
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	N5

	NP-030020
	29.198-04
	064
	-
	4.5.0
	Rel-4
	Correction of status of methods to interfaces in clause 7.3
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	N5

	NP-030029
	29.198-04-1
	003
	-
	5.1.0
	Rel-5
	Correction to Application's requirements for supporting methods
	approved
	F
	5.2.0
	
	N5

	NP-030020
	29.198-04-1
	004
	-
	5.1.0
	Rel-5
	Correction to remove unused TpCallChargeOrder
	approved
	A
	5.2.0
	
	N5

	NP-030020
	29.198-04-2
	003
	-
	5.1.0
	Rel-5
	Correction of status of GCC methods
	approved
	A
	5.2.0
	
	N5

	NP-030020
	29.198-04-2
	004
	-
	5.1.0
	Rel-5
	Correction to Prepaid Sequence Diagram
	approved
	A
	5.2.0
	
	N5

	NP-030020
	29.198-04-2
	005
	-
	5.1.0
	Rel-5
	Correction to TpCallEventCriteriaResult in Generic Call Control
	approved
	A
	5.2.0
	
	N5

	NP-030030
	29.198-04-2
	006
	-
	5.1.0
	Rel-5
	Correction of definition of the P_MAX_CALLLEGS_PER_CALL
	withdrawn
	F
	
	
	N5

	NP-030031
	29.198-04-3
	007
	-
	5.1.0
	Rel-5
	Correction of status of MPCC methods
	approved
	F
	5.2.0
	
	N5

	NP-030031
	29.198-04-3
	008
	-
	5.1.0
	Rel-5
	Inconsistent description of use of secondary callback
	approved
	F
	5.2.0
	
	N5

	NP-030020
	29.198-04-3
	009
	-
	5.1.0
	Rel-5
	Correction to TpReleaseCauseSet in Multi Party Call Control IDL
	approved
	A
	5.2.0
	
	N5

	NP-030130
	29.198-04-3
	010
	-
	5.1.0
	Rel-5
	Correction of definition of the P_MAX_CALLLEGS_PER_CALL
	approved
	F
	5.2.0
	
	N5

	NP-030032
	29.198-04-4
	002
	-
	5.1.0
	Rel-5
	Correction of status of MMCC methods
	approved
	F
	5.2.0
	
	N5

	NP-030032
	29.198-04-4
	003
	-
	5.1.0
	Rel-5
	Correction of TpMediaStreamDataTypeRequest
	approved
	F
	5.2.0
	
	N5

	NP-030032
	29.198-04-4
	004
	-
	5.1.0
	Rel-5
	Addition of missing TpMultiMediaCallIdentifierSet to data types
	approved
	F
	5.2.0
	
	N5

	NP-030021
	29.198-05
	022
	-
	4.5.0
	Rel-4
	Correction to User Interaction Prepaid Sequence Diagrams
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030021
	29.198-05
	023
	-
	5.1.0
	Rel-5
	Correction to User Interaction Prepaid Sequence Diagrams
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030021
	29.198-05
	024
	-
	4.5.0
	Rel-4
	Correction to getNotification to remove P_INVALID_CRITERIA exception
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030021
	29.198-05
	025
	-
	5.1.0
	Rel-5
	Correction to getNotification to remove P_INVALID_CRITERIA exception
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030021
	29.198-05
	026
	-
	4.5.0
	Rel-4
	Inconsistent description of use of secondary callback
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030021
	29.198-05
	027
	-
	4.5.0
	Rel-4
	Correction of status of methods to User Interaction interfaces
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030021
	29.198-05
	028
	-
	5.1.0
	Rel-5
	Addition of status of methods to User Interaction interfaces
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030033
	29.198-05
	029
	-
	5.1.0
	Rel-5
	Inconsistent description of use of secondary callback
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030021
	29.198-05
	030
	-
	4.5.0
	Rel-4
	Corrections to User Interaction
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030021
	29.198-05
	031
	-
	5.1.0
	Rel-5
	Corrections to User Interaction
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030021
	29.198-05
	032
	-
	4.5.0
	Rel-4
	Correction of User Interaction Event Notification to support non text encodings
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030021
	29.198-05
	033
	-
	5.1.0
	Rel-5
	Correction of User Interaction Event Notification to support non text encodings
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030022
	29.198-06
	019
	-
	4.4.0
	Rel-4
	Correction of status of methods to Mobility interfaces
	approved
	F
	4.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 6: Mobility
	N5

	NP-030022
	29.198-06
	020
	-
	5.1.0
	Rel-5
	Addition of status of methods to Mobility interfaces
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 6: Mobility
	N5

	NP-030023
	29.198-07
	009
	-
	4.4.0
	Rel-4
	Correction to Class Package – Unable to use service
	approved
	F
	4.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 7: Terminal capabilities
	N5

	NP-030023
	29.198-07
	010
	-
	4.4.0
	Rel-4
	Correction of status of methods to Terminal Capabilities interfaces
	approved
	F
	4.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 7: Terminal capabilities
	N5

	NP-030023
	29.198-07
	011
	-
	5.2.0
	Rel-5
	Addition of status of methods to Terminal Capabilities interfaces
	approved
	A
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 7: Terminal capabilities
	N5

	NP-030023
	29.198-07
	012
	-
	4.4.0
	Rel-4
	Correction to TpTerminalCapabilities in Terminal Capabilities
	approved
	F
	4.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 7: Terminal capabilities
	N5

	NP-030023
	29.198-07
	013
	-
	5.2.0
	Rel-5
	Correction to TpTerminalCapabilities in Terminal Capabilities
	approved
	A
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 7: Terminal capabilities
	N5

	NP-030024
	29.198-08
	018
	-
	4.5.0
	Rel-4
	Correction of status of methods to Data Session Control interfaces
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	N5

	NP-030024
	29.198-08
	019
	-
	5.1.0
	Rel-5
	Addition of status of methods to Data Session Control interfaces
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	N5

	NP-030024
	29.198-08
	020
	-
	4.5.0
	Rel-4
	Corrections to Data Session Control Types
	approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	N5

	NP-030024
	29.198-08
	021
	-
	5.1.0
	Rel-5
	Corrections to data types in Data Session Control
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	N5

	NP-030034
	29.198-08
	022
	-
	5.1.0
	Rel-5
	Inconsistent description of use of secondary callback
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	N5

	NP-030034
	29.198-08
	023
	-
	5.1.0
	Rel-5
	Promotion of TpDataSessionQosClass data type definition to the Common Data Types
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	N5

	NP-030025
	29.198-11
	015
	-
	4.3.0
	Rel-4
	Correction to TpChargingEventCriteria in Account Management
	approved
	F
	4.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	N5

	NP-030025
	29.198-11
	016
	-
	5.1.0
	Rel-5
	Correction to TpChargingEventCriteria in Account Management
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	N5

	NP-030025
	29.198-11
	017
	-
	4.3.0
	Rel-4
	Correction of status of methods to Account Management interfaces
	approved
	F
	4.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	N5

	NP-030025
	29.198-11
	018
	-
	5.1.0
	Rel-5
	Addition of status of methods to Account Management interfaces
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	N5

	NP-030035
	29.198-11
	019
	-
	5.1.0
	Rel-5
	Inconsistent description of use of secondary callback
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	N5

	NP-030026
	29.198-12
	020
	-
	4.3.0
	Rel-4
	Correction of status of methods to Charging interfaces
	approved
	F
	4.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 12: Charging
	N5

	NP-030026
	29.198-12
	021
	-
	5.1.0
	Rel-5
	Addition of status of methods to Charging interfaces
	approved
	A
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 12: Charging
	N5

	RP-030134
	25.212
	165
	1
	5.3.0
	Rel-5
	Correction of CQI index to bit mapping
	approved
	F
	5.4.0
	Multiplexing and channel coding (FDD)
	R1

	RP-030134
	25.212
	166
	3
	5.3.0
	Rel-5
	Correction of bit scrambling of HS-DSCH
	approved
	F
	5.4.0
	Multiplexing and channel coding (FDD)
	R1

	RP-030134
	25.212
	168
	-
	5.3.0
	Rel-5
	Correction of subscript for modulation scheme information
	approved
	F
	5.4.0
	Multiplexing and channel coding (FDD)
	R1

	RP-030135
	25.213
	061
	1
	5.2.0
	Rel-5
	Removal of the tiny text in Figure 1 and minor corrections to 4.2.1
	approved
	F
	5.3.0
	Spreading and modulation (FDD)
	R1

	RP-030136
	25.214
	299
	5
	5.3.0
	Rel-5
	CQI reporting with TxD
	approved
	F
	5.4.0
	Physical layer procedures (FDD)
	R1

	RP-030136
	25.214
	313
	1
	5.3.0
	Rel-5
	On closed loop transmit diversity mode 1 verification algorithm
	approved
	F
	5.4.0
	Physical layer procedures (FDD)
	R1

	RP-030136
	25.214
	315
	2
	5.3.0
	Rel-5
	Clarification of SSDT and HSDPA
	approved
	F
	5.4.0
	Physical layer procedures (FDD)
	R1

	RP-030132
	25.214
	316
	-
	3.11.0
	R99
	Correction on verification algorithm in Annex 1
	approved
	F
	3.12.0
	Physical layer procedures (FDD)
	R1

	RP-030132
	25.214
	317
	-
	4.5.0
	Rel-4
	Correction on verification algorithm in Annex 1
	approved
	A
	4.6.0
	Physical layer procedures (FDD)
	R1

	RP-030132
	25.214
	318
	-
	5.3.0
	Rel-5
	Correction on verification algorithm in Annex 1
	approved
	A
	5.4.0
	Physical layer procedures (FDD)
	R1

	RP-030017
	25.215
	133
	3
	5.2.0
	Rel-5
	Correction of UTRAN SIR measurement definition
	approved
	A
	5.3.0
	Physical layer; Measurements (FDD)
	R1

	RP-030017
	25.215
	135
	4
	3.11.0
	R99
	Correction of UTRAN SIR measurement definition
	rejected
	F
	
	Physical layer; Measurements (FDD)
	R1

	RP-030017
	25.215
	136
	2
	4.6.0
	Rel-4
	Clarification of UTRAN SIR measurement definition
	rejected
	A
	
	Physical layer; Measurements (FDD)
	R1

	RP-030138
	25.221
	109
	3
	5.3.0
	Rel-5
	Clarification of number of midamble shifts in different time slots
	approved
	F
	5.4.0
	Physical channels and mapping of transport channels onto physical channels (TDD)
	R1

	RP-030138
	25.221
	110
	1
	5.3.0
	Rel-5
	Correction to applicable HS-SICH burst types and timeslot formats
	approved
	F
	5.4.0
	Physical channels and mapping of transport channels onto physical channels (TDD)
	R1

	RP-030138
	25.221
	111
	-
	5.3.0
	Rel-5
	Correction to HS-SCCH minimum timing requirement for UTRA TDD (3.84 Mcps Option)
	approved
	F
	5.4.0
	Physical channels and mapping of transport channels onto physical channels (TDD)
	R1

	RP-030138
	25.221
	112
	3
	5.3.0
	Rel-5
	Miscellaneous Corrections
	approved
	F
	5.4.0
	Physical channels and mapping of transport channels onto physical channels (TDD)
	R1

	RP-030138
	25.221
	113
	-
	5.3.0
	Rel-5
	HSDPA timing requirements
	approved
	F
	5.4.0
	Physical channels and mapping of transport channels onto physical channels (TDD)
	R1

	RP-030139
	25.222
	108
	1
	5.3.0
	Rel-5
	HSDPA corrections
	approved
	F
	5.4.0
	Multiplexing and channel coding  (TDD)
	R1

	RP-030139
	25.222
	109
	3
	5.3.0
	Rel-5
	Miscellaneous Corrections
	approved
	F
	5.4.0
	Multiplexing and channel coding  (TDD)
	R1

	RP-030140
	25.223
	034
	3
	5.2.0
	Rel-5
	Miscellaneous Corrections
	approved
	F
	5.3.0
	Spreading and modulation (TDD)
	R1

	RP-030141
	25.224
	109
	1
	5.3.0
	Rel-5
	Corrections to TPC Procedures During a DL Transmission Pause
	approved
	F
	5.4.0
	Physical layer procedures (TDD)
	R1

	RP-030141
	25.224
	114
	1
	5.3.0
	Rel-5
	Corrections to link adaptation procedure for UTRA TDD (3.84 Mcps Option)
	approved
	F
	5.4.0
	Physical layer procedures (TDD)
	R1

	RP-030141
	25.224
	115
	2
	5.3.0
	Rel-5
	Minimum timing requirement for CQI transmission on HS-SICH in UTRA TDD
	approved
	F
	5.4.0
	Physical layer procedures (TDD)
	R1

	RP-030141
	25.224
	117
	2
	5.3.0
	Rel-5
	Clarification of downlink closed loop power control procedures for 3.84 Mcps TDD
	approved
	F
	5.4.0
	Physical layer procedures (TDD)
	R1

	RP-030133
	25.224
	118
	2
	4.7.0
	Rel-4
	Corrections to the LCR power control procedure
	approved
	F
	4.8.0
	Physical layer procedures (TDD)
	R1

	RP-030133
	25.224
	119
	2
	5.3.0
	Rel-5
	Corrections to the LCR power control procedure
	approved
	A
	5.4.0
	Physical layer procedures (TDD)
	R1

	RP-030080
	25.225
	065
	2
	5.3.0
	Rel-5
	Addition of HS-SICH quality measurement for UTRA TDD
	approved
	F
	5.4.0
	Physical layer; Measurements (TDD)
	R1

	RP-030112
	25.302
	136
	-
	5.3.0
	Rel-5
	HCSN in TDD DL physical model
	approved
	F
	5.4.0
	Services provided by the physical layer
	R2

	RP-030112
	25.302
	137
	-
	5.3.0
	Rel-5
	Correction on HSDPA physical channel combination
	approved
	F
	5.4.0
	Services provided by the physical layer
	R2

	RP-030110
	25.305
	084
	-
	4.3.0
	Rel-4
	Update to figure 5.1, LMU terminology
	approved
	F
	4.4.0
	Stage 2 functional specification of UE positioning in UTRAN
	R2

	RP-030110
	25.305
	085
	-
	5.4.0
	Rel-5
	Update to figure 5.1, LMU terminology
	approved
	A
	5.5.0
	Stage 2 functional specification of UE positioning in UTRAN
	R2

	RP-030118
	25.306
	058
	1
	3.7.0
	R99
	Variable Tx/Rx frequency separation in 1800 and 1900 band
	rejected
	F
	
	UE Radio Access capabilities definition
	R2

	RP-030118
	25.306
	059
	1
	4.6.0
	Rel-4
	Variable Tx/Rx frequency separation in 1800 and 1900 band
	rejected
	A
	
	UE Radio Access capabilities definition
	R2

	RP-030118
	25.306
	060
	1
	5.3.0
	Rel-5
	Variable Tx/Rx frequency separation in 1800 and 1900 band
	rejected
	A
	
	UE Radio Access capabilities definition
	R2

	RP-030113
	25.306
	061
	-
	5.3.0
	Rel-5
	Network Assisted Cell Change from UTRAN to GERAN
	approved
	B
	5.4.0
	UE Radio Access capabilities definition
	R2

	RP-030113
	25.306
	062
	-
	5.3.0
	Rel-5
	Modification to the number of soft channel bits required for HS-DSCH (TDD)
	approved
	F
	5.4.0
	UE Radio Access capabilities definition
	R2

	RP-030114
	25.308
	005
	-
	5.3.0
	Rel-5
	Correction on HS-DSCH MAC architecture
	approved
	F
	5.4.0
	UTRA High Speed Downlink Packet Access (HSPDA); Overall description; Stage 2
	R2

	RP-030114
	25.308
	006
	-
	5.3.0
	Rel-5
	Correction to HS-SCCH detection description
	approved
	F
	5.4.0
	UTRA High Speed Downlink Packet Access (HSPDA); Overall description; Stage 2
	R2

	RP-030115
	25.321
	159
	-
	5.3.0
	Rel-5
	TDD HCSN determination in MAC-hs
	approved
	F
	5.4.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030115
	25.321
	160
	-
	5.3.0
	Rel-5
	Correction to the use of Transport Block Size index equal to 111111 for TDD
	approved
	F
	5.4.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030115
	25.321
	163
	-
	5.3.0
	Rel-5
	Editorial changes to MAC-hs
	approved
	D
	5.4.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030100
	25.321
	164
	-
	3.14.0
	R99
	Setting of ciphering activation time for TM bearers.
	approved
	F
	3.15.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030100
	25.321
	165
	-
	4.7.0
	Rel-4
	Setting of ciphering activation time for TM bearers.
	approved
	A
	4.8.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030100
	25.321
	166
	-
	5.3.0
	Rel-5
	Setting of ciphering activation time for TM bearers.
	approved
	A
	5.4.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030100
	25.321
	167
	1
	3.14.0
	R99
	TFC Control Implementation
	approved
	F
	3.15.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030100
	25.321
	168
	1
	4.7.0
	Rel-4
	TFC Control Implementation
	approved
	A
	4.8.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030100
	25.321
	169
	1
	5.3.0
	Rel-5
	TFC Control Implementation
	approved
	A
	5.4.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030115
	25.321
	170
	-
	5.3.0
	Rel-5
	Re-ordering entity corrections
	approved
	F
	5.4.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030101
	25.322
	214
	-
	3.13.0
	R99
	Correction to VT(MRW) definition
	approved
	F
	3.14.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030101
	25.322
	215
	-
	4.7.0
	Rel-4
	Correction to VT(MRW) definition
	approved
	A
	4.8.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030101
	25.322
	216
	-
	5.3.0
	Rel-5
	Correction to VT(MRW) definition
	approved
	A
	5.4.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030116
	25.322
	217
	-
	5.3.0
	Rel-5
	Enhancement of MRW procedure
	approved
	C
	5.4.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030102
	25.324
	014
	1
	3.6.0
	R99
	Maximum size of BMC PDU
	approved
	F
	3.7.0
	Broadcast/Multicast Control (BMC)
	R2

	RP-030102
	25.324
	015
	1
	4.2.0
	Rel-4
	Maximum size of BMC PDU
	approved
	A
	4.3.0
	Broadcast/Multicast Control (BMC)
	R2

	RP-030102
	25.324
	016
	1
	5.2.0
	Rel-5
	Maximum size of BMC PDU
	approved
	A
	5.3.0
	Broadcast/Multicast Control (BMC)
	R2

	RP-030103
	25.331
	1811
	-
	3.13.0
	R99
	ASN.1 of the SRNS relocation Info
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1812
	-
	4.8.0
	Rel-4
	ASN.1 of the SRNS relocation Info
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1813
	-
	5.3.0
	Rel-5
	ASN.1 of the SRNS relocation Info
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1814
	-
	3.13.0
	R99
	Correction to procedural text for Physical Shared Channel Allocation (TDD only)
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1815
	-
	4.8.0
	Rel-4
	Correction to procedural text for Physical Shared Channel Allocation (TDD only)
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1816
	-
	5.3.0
	Rel-5
	Correction to procedural text for Physical Shared Channel Allocation (TDD only)
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1817
	1
	3.13.0
	R99
	CM and state transition related to measurements, additional measurements, virtual active set and periodic measurements
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1818
	1
	4.8.0
	Rel-4
	CM and state transition related to measurements, additional measurements, virtual active set and periodic measurements
	approved
	F
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1819
	1
	5.3.0
	Rel-5
	CM and state transition related to measurements, additional measurements, virtual active set and periodic measurements
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1820
	-
	3.13.0
	R99
	Physical channel failure and radio link re-establishment
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1821
	-
	4.8.0
	Rel-4
	Physical channel failure and radio link re-establishment
	approved
	F
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1822
	-
	5.3.0
	Rel-5
	Physical channel failure and radio link re-establishment
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1823
	-
	3.13.0
	R99
	Correction concerning bit numbering convention
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1824
	-
	4.8.0
	Rel-4
	Correction concerning bit numbering convention
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030103
	25.331
	1825
	-
	5.3.0
	Rel-5
	Correction concerning bit numbering convention
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030118
	25.331
	1826
	-
	3.13.0
	R99
	Variable Tx/Rx frequency separation in 1800 and 1900 band
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030118
	25.331
	1827
	-
	4.8.0
	Rel-4
	Variable Tx/Rx frequency separation in 1800 and 1900 band
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030118
	25.331
	1828
	-
	5.3.0
	Rel-5
	Variable Tx/Rx frequency separation in 1800 and 1900 band
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1829
	-
	3.13.0
	R99
	Additional Measurement reporting list
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1830
	-
	4.8.0
	Rel-4
	Additional Measurement reporting list
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1831
	-
	5.3.0
	Rel-5
	Additional Measurement reporting list
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1832
	2
	3.13.0
	R99
	Correction on RRC integrity protection procedure
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1833
	2
	4.8.0
	Rel-4
	Correction on RRC integrity protection procedure
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1834
	2
	5.3.0
	Rel-5
	Correction on RRC integrity protection procedure
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1835
	-
	3.13.0
	R99
	Reporting Cell Status and Event 2A
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1836
	-
	4.8.0
	Rel-4
	Reporting Cell Status and Event 2A
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1837
	-
	5.3.0
	Rel-5
	Reporting Cell Status and Event 2A
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1838
	-
	3.13.0
	R99
	Correction to the handling of variable TGPS_IDENTITY and IE “Triggering condition 1/2”
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1839
	-
	4.8.0
	Rel-4
	Correction to the handling of variable TGPS_IDENTITY and IE “Triggering condition 1/2”
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1840
	-
	5.3.0
	Rel-5
	Correction to the handling of variable TGPS_IDENTITY and IE “Triggering condition 1/2”
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1841
	1
	3.13.0
	R99
	Hard handover with pending ciphering activation times
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1842
	1
	4.8.0
	Rel-4
	Hard handover with pending ciphering activation times
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030104
	25.331
	1843
	1
	5.3.0
	Rel-5
	Hard handover with pending ciphering activation times
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1844
	-
	3.13.0
	R99
	Correction of default configurations
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1845
	-
	4.8.0
	Rel-4
	Correction of default configurations
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1846
	-
	5.3.0
	Rel-5
	Correction of default configurations
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1847
	-
	3.13.0
	R99
	Correction to UE behaviour on entering RRC Connected mode
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1848
	-
	4.8.0
	Rel-4
	Correction to UE behaviour on entering RRC Connected mode
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1849
	-
	5.3.0
	Rel-5
	Correction to UE behaviour on entering RRC Connected mode
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1853
	-
	3.13.0
	R99
	Update of Start values in USIM on inter-RAT transitions and transitions to idle mode
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1854
	-
	4.8.0
	Rel-4
	Update of Start values in USIM on inter-RAT transitions and transitions to idle mode
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1855
	-
	5.3.0
	Rel-5
	Update of Start values in USIM on inter-RAT transitions and transitions to idle mode
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030082
	25.331
	1856
	-
	3.13.0
	R99
	Corrections to Channelisation Code TFCI Mapping for TDD
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030082
	25.331
	1857
	-
	4.8.0
	Rel-4
	Corrections to Channelisation Code TFCI Mapping for TDD
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030082
	25.331
	1858
	-
	5.3.0
	Rel-5
	Corrections to Channelisation Code TFCI Mapping for TDD
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1859
	-
	4.8.0
	Rel-4
	Correction of PNBSCH for 1.28Mcps TDD
	approved
	F
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1860
	-
	5.3.0
	Rel-5
	Correction of PNBSCH for 1.28Mcps TDD
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1861
	-
	4.8.0
	Rel-4
	Correction of SFN-SFN observed time difference for 1.28Mcps TDD
	approved
	F
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1862
	-
	5.3.0
	Rel-5
	Correction of SFN-SFN observed time difference for 1.28Mcps TDD
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1863
	1
	4.8.0
	Rel-4
	ASN.1 corrections concerning missing UE capability extensions
	approved
	F
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1864
	3
	5.3.0
	Rel-5
	ASN.1 corrections concerning missing UE capability extensions
	approved
	F
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1865
	-
	4.8.0
	Rel-4
	Extensions for 1.28 Mcps specific elements in system information
	approved
	F
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1866
	-
	5.3.0
	Rel-5
	Extensions for 1.28 Mcps specific elements in system information
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1867
	-
	4.8.0
	Rel-4
	Corrections to power control parameter signalling for 1.28 Mcps TDD
	approved
	F
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1868
	-
	5.3.0
	Rel-5
	Corrections to power control parameter signalling for 1.28 Mcps TDD
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030117
	25.331
	1872
	-
	5.3.0
	Rel-5
	TDD HS-SICH Power Control
	approved
	F
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030117
	25.331
	1873
	-
	5.3.0
	Rel-5
	Usage of separate scrambling code for HSDPA
	approved
	F
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030119
	25.331
	1874
	-
	5.3.0
	Rel-5
	TDD HS-DSCH midamble shift and burst type
	approved
	F
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030117
	25.331
	1875
	-
	5.3.0
	Rel-5
	Corrections to the IE "Added or Reconfigured MAC-d flow" and the associated table in 10.3.10
	approved
	F
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030117
	25.331
	1877
	1
	5.3.0
	Rel-5
	Network Assisted Cell Change from UTRAN to GERAN
	approved
	B
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030117
	25.331
	1878
	1
	5.3.0
	Rel-5
	Defining more than one DSCH / USCH transport channel in PDSCH and PUSCH system information (TDD only)
	approved
	F
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030117
	25.331
	1879
	-
	5.3.0
	Rel-5
	Introducing the use of pre-defined configurations within UTRA
	approved
	C
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030120
	25.331
	1880
	-
	5.3.0
	Rel-5
	Group release (without security)
	approved
	C
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1881
	1
	3.13.0
	R99
	NAS and Integrity procedure interaction
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1882
	-
	3.13.0
	R99
	Correction to Inter-RAT Measurement Report
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1883
	-
	4.8.0
	Rel-4
	Correction to Inter-RAT Measurement Report
	approved
	F
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1884
	-
	5.3.0
	Rel-5
	Correction to Inter-RAT Measurement Report
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1885
	-
	3.13.0
	R99
	Correction of signalling of transport block size for DSCH
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1886
	-
	4.8.0
	Rel-4
	Correction of signalling of transport block size for DSCH
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1887
	-
	5.3.0
	Rel-5
	Correction of signalling of transport block size for DSCH
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1888
	-
	3.13.0
	R99
	PS service continuity when moving between 3G and 2G
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1889
	-
	4.8.0
	Rel-4
	PS service continuity when moving between 3G and 2G
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1890
	-
	5.3.0
	Rel-5
	PS service continuity when moving between 3G and 2G
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1891
	1
	3.13.0
	R99
	Multiple activations of the same compressed mode pattern
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1892
	1
	4.8.0
	Rel-4
	Multiple activations of the same compressed mode pattern
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1893
	1
	5.3.0
	Rel-5
	Multiple activations of the same compressed mode pattern
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1894
	-
	3.13.0
	R99
	Setting of ciphering activation time for TM bearers.
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1895
	-
	4.8.0
	Rel-4
	Setting of ciphering activation time for TM bearers.
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030106
	25.331
	1896
	-
	5.3.0
	Rel-5
	Setting of ciphering activation time for TM bearers.
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030117
	25.331
	1897
	-
	5.3.0
	Rel-5
	Correction of shadow CR implementation
	approved
	F
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1898
	-
	4.8.0
	Rel-4
	Removal of MRRU parameter in PDCP info
	approved
	F
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030111
	25.331
	1899
	-
	5.3.0
	Rel-5
	Removal of MRRU parameter in PDCP info
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030117
	25.331
	1900
	-
	5.3.0
	Rel-5
	Measurement event for evaluation of best HS-DSCH cell
	approved
	F
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1901
	1
	4.8.0
	Rel-4
	NAS and Integrity procedure interaction
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030105
	25.331
	1902
	1
	5.3.0
	Rel-5
	NAS and Integrity procedure interaction
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030117
	25.331
	1903
	-
	5.3.0
	Rel-5
	Correction to USBI
	approved
	F
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030146
	25.331
	1904
	-
	3.13.0
	R99
	Correction on GPS navigation model update mechanism
	withdrawn
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030146
	25.331
	1905
	-
	4.8.0
	Rel-4
	Correction on GPS navigation model update mechanism
	withdrawn
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030146
	25.331
	1906
	-
	5.3.0
	Rel-5
	Correction on GPS navigation model update mechanism
	withdrawn
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030187
	25.331
	1907
	-
	3.13.0
	R99
	GPS navigation model update mechanism
	approved
	F
	3.14.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030187
	25.331
	1908
	-
	4.8.0
	Rel-4
	GPS navigation model update mechanism
	approved
	A
	4.9.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030187
	25.331
	1909
	-
	5.3.0
	Rel-5
	GPS navigation model update mechanism
	approved
	A
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030201
	25.331
	1910
	-
	5.3.0
	Rel-5
	Layer 3 filtering definition
	approved
	F
	5.4.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030109
	25.993
	001
	-
	6.0.0
	Rel-6
	Streaming and interactive/background RAB combinations
	approved
	F
	6.1.0
	
	R2

	RP-030109
	25.993
	002
	-
	6.0.0
	Rel-6
	QoS attributes for RABs in 25.993
	approved
	F
	6.1.0
	
	R2

	RP-030109
	25.993
	003
	-
	6.0.0
	Rel-6
	TDD RABs in 25.993
	approved
	F
	6.1.0
	
	R2

	RP-030108
	34.109
	023
	-
	3.8.0
	R99
	Removal of uplink dummy DCCH transmission function in UE
	revised
	F
	
	Logical Test Interface (TDD and FDD)
	R2

	RP-030162
	34.109
	023
	1
	3.8.0
	R99
	Removal of uplink dummy DCCH transmission function in UE
	approved
	F
	3.9.0
	Logical Test Interface (TDD and FDD)
	R2

	RP-030108
	34.109
	024
	-
	4.4.0
	Rel-4
	Removal of uplink dummy DCCH transmission function in UE
	revised
	A
	
	Logical Test Interface (TDD and FDD)
	R2

	RP-030162
	34.109
	024
	1
	4.4.0
	Rel-4
	Removal of uplink dummy DCCH transmission function in UE
	approved
	A
	4.5.0
	Logical Test Interface (TDD and FDD)
	R2

	RP-030108
	34.109
	025
	-
	5.2.0
	Rel-5
	Removal of uplink dummy DCCH transmission function in UE
	revised
	A
	
	Logical Test Interface (TDD and FDD)
	R2

	RP-030162
	34.109
	025
	1
	5.2.0
	Rel-5
	Removal of uplink dummy DCCH transmission function in UE
	approved
	A
	5.3.0
	Logical Test Interface (TDD and FDD)
	R2

	RP-030081
	25.215
	134
	1
	5.2.0
	Rel-5
	Non-HSDPA power measurement
	approved
	F
	5.3.0
	Physical layer; Measurements (FDD)
	R3

	RP-030084
	25.401
	065
	-
	5.5.0
	Rel-6
	CR on revising the definition of SAS to support all REL-4 UE positioning methods
	approved
	C
	6.0.0
	UTRAN Overall Description
	R3

	RP-030060
	25.413
	546
	1
	5.3.0
	Rel-5
	Addition of  RAB Subflows mapping onto the transport channel identifiers of Iur in the Source RNC to Target RNC transparent container for HSDPA.
	approved
	F
	5.4.0
	UTRAN Iu interface RANAP signalling
	R3

	RP-030086
	25.413
	547
	1
	3.12.0
	R99
	Transfer of UESBI  over Iu
	rejected
	F
	
	UTRAN Iu interface RANAP signalling
	R3

	RP-030086
	25.413
	548
	1
	4.7.0
	Rel-4
	Transfer of UESBI  over Iu
	rejected
	A
	
	UTRAN Iu interface RANAP signalling
	R3

	RP-030067
	25.413
	549
	-
	4.7.0
	Rel-4
	Alignment of “Uncertainty Ellipse” with RRC
	approved
	F
	4.8.0
	UTRAN Iu interface RANAP signalling
	R3

	RP-030067
	25.413
	550
	-
	5.3.0
	Rel-5
	Alignment of “Uncertainty Ellipse” with RRC
	approved
	A
	5.4.0
	UTRAN Iu interface RANAP signalling
	R3

	RP-030056
	25.413
	551
	1
	4.7.0
	Rel-4
	Duplicated Iu Connection Identifiers
	approved
	F
	4.8.0
	UTRAN Iu interface RANAP signalling
	R3

	RP-030056
	25.413
	552
	1
	5.3.0
	Rel-5
	Duplicated Iu Connection Identifiers
	approved
	A
	5.4.0
	UTRAN Iu interface RANAP signalling
	R3

	RP-030086
	25.413
	555
	1
	5.3.0
	Rel-5
	Transfer of UESBI  over Iu
	rejected
	A
	
	UTRAN Iu interface RANAP signalling
	R3

	RP-030060
	25.413
	557
	1
	5.3.0
	Rel-5
	Introduction of IMS Signalling “flag” into R5 RANAP
	approved
	B
	5.4.0
	UTRAN Iu interface RANAP signalling
	R3

	RP-030060
	25.413
	558
	-
	5.3.0
	Rel-5
	Correction to RANAP due to GERAN Iu mode
	approved
	F
	5.4.0
	UTRAN Iu interface RANAP signalling
	R3

	RP-030056
	25.413
	561
	-
	4.7.0
	Rel-4
	Essential correction for IMSI coding
	approved
	F
	4.8.0
	UTRAN Iu interface RANAP signalling
	R3

	RP-030056
	25.413
	562
	-
	5.3.0
	Rel-5
	Essential correction of IMSI coding
	approved
	A
	5.4.0
	UTRAN Iu interface RANAP signalling
	R3

	RP-030061
	25.414
	052
	-
	5.3.0
	Rel-5
	Minor cleanup of 25.414
	approved
	F
	5.4.0
	UTRAN Iu interface data transport & transport signalling
	R3

	RP-030054
	25.414
	053
	-
	3.12.0
	R99
	TCP Port number
	approved
	F
	3.13.0
	UTRAN Iu interface data transport & transport signalling
	R3

	RP-030054
	25.414
	054
	-
	4.5.0
	Rel-4
	TCP Port number
	approved
	A
	4.6.0
	UTRAN Iu interface data transport & transport signalling
	R3

	RP-030054
	25.414
	055
	-
	5.3.0
	Rel-5
	TCP Port number
	approved
	A
	5.4.0
	UTRAN Iu interface data transport & transport signalling
	R3

	RP-030057
	25.419
	107
	1
	4.6.0
	Rel-4
	Correction of Write and Replace functions of SABP
	approved
	F
	4.7.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	R3

	RP-030057
	25.419
	108
	1
	5.2.0
	Rel-5
	Correction of Write and Replace functions of SABP
	approved
	A
	5.3.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	R3

	RP-030068
	25.423
	766
	-
	4.7.0
	Rel-4
	Clarification to DL Power definition for TDD
	approved
	F
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030068
	25.423
	767
	-
	5.4.0
	Rel-5
	Clarification to DL Power definition for TDD
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030077
	25.423
	768
	2
	5.4.0
	Rel-5
	Correction to DL Tx Power for TDD
	approved
	F
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030072
	25.423
	769
	1
	4.7.0
	Rel-4
	TPC Step Size for TDD
	approved
	F
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030072
	25.423
	770
	1
	5.4.0
	Rel-5
	TPC Step Size for TDD
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030069
	25.423
	771
	-
	4.7.0
	Rel-4
	Clarification to 2nd Interleaving Mode for TDD
	approved
	F
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030069
	25.423
	772
	-
	5.4.0
	Rel-5
	Clarification to 2nd Interleaving Mode for TDD
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030078
	25.423
	773
	1
	5.4.0
	Rel-5
	HS-PDSCH RNSAP Corrections for TDD
	approved
	F
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030073
	25.423
	775
	1
	5.4.0
	Rel-5
	Clarification of HS-SCCH Power Offset usage in case of multiple HS-SCCHs
	approved
	F
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030062
	25.423
	778
	-
	5.4.0
	Rel-5
	Correction of Guaranteed DL Rate
	approved
	F
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030062
	25.423
	780
	1
	5.4.0
	Rel-5
	Correction of the TDD UE capabilities necessary to pass from SRNC to CRNC
	approved
	F
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030080
	25.423
	781
	1
	5.4.0
	Rel-5
	HS-SICH quality Reporting to support outer loop power control
	approved
	F
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030082
	25.423
	782
	1
	3.12.0
	R99
	Corrections to Channelisation Code TFCI Mapping for TDD
	approved
	F
	3.13.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030082
	25.423
	783
	1
	4.7.0
	Rel-4
	Corrections to Channelisation Code TFCI Mapping for TDD
	approved
	A
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030082
	25.423
	784
	1
	5.4.0
	Rel-5
	Corrections to Channelisation Code TFCI Mapping for TDD
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030070
	25.423
	785
	-
	4.7.0
	Rel-4
	Correction for the Information Exchange Initiation procedure
	approved
	F
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030070
	25.423
	786
	-
	5.4.0
	Rel-5
	Correction for the Information Exchange Initiation procedure
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030074
	25.423
	787
	1
	5.4.0
	Rel-5
	T1 signalling for HSDPA
	approved
	F
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030055
	25.423
	788
	2
	3.12.0
	R99
	Support of Cell Individual Offset in RNSAP
	revised
	F
	
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030160
	25.423
	788
	3
	3.12.0
	R99
	Support of Cell Individual Offset in RNSAP
	revised
	F
	
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030168
	25.423
	788
	4
	3.12.0
	R99
	Support of Cell Individual Offset in RNSAP
	revised
	F
	
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030183
	25.423
	788
	5
	3.12.0
	R99
	Support of Cell Individual Offset in RNSAP
	approved
	F
	3.13.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030055
	25.423
	789
	2
	4.7.0
	Rel-4
	Support of Cell Individual Offset in RNSAP
	revised
	A
	
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030160
	25.423
	789
	3
	4.7.0
	Rel-4
	Support of Cell Individual Offset in RNSAP
	revised
	A
	
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030168
	25.423
	789
	4
	4.7.0
	Rel-4
	Support of Cell Individual Offset in RNSAP
	revised
	A
	
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030183
	25.423
	789
	5
	4.7.0
	Rel-4
	Support of Cell Individual Offset in RNSAP
	approved
	A
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030055
	25.423
	790
	2
	5.4.0
	Rel-5
	Support of Cell Individual Offset in RNSAP
	revised
	A
	
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030160
	25.423
	790
	3
	5.4.0
	Rel-5
	Support of Cell Individual Offset in RNSAP
	revised
	A
	
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030168
	25.423
	790
	4
	5.4.0
	Rel-5
	Support of Cell Individual Offset in RNSAP
	revised
	A
	
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030183
	25.423
	790
	5
	5.4.0
	Rel-5
	Support of Cell Individual Offset in RNSAP
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030071
	25.423
	791
	-
	4.7.0
	Rel-4
	Midamble Configuration for Midamble Shift LCR
	approved
	F
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030071
	25.423
	792
	-
	5.4.0
	Rel-5
	Midamble Configuration for Midamble Shift LCR
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030067
	25.423
	795
	-
	4.7.0
	Rel-4
	Alignment of “Uncertainty Ellipse” with RRC
	approved
	F
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030067
	25.423
	796
	-
	5.4.0
	Rel-5
	Alignment of “Uncertainty Ellipse” with RRC
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030058
	25.423
	797
	2
	4.7.0
	Rel-4
	Uplink Timing Advance Control Parameters in LCR TDD
	approved
	F
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030058
	25.423
	798
	2
	5.4.0
	Rel-5
	Uplink Timing Advance Control Parameters in LCR TDD
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030119
	25.423
	800
	1
	5.4.0
	Rel-5
	Signalling of Midamble Shift and Burst type for HS-PDSCH in TDD
	approved
	F
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030066
	25.423
	801
	-
	3.12.0
	R99
	Corrections to DCH Combining in RL SETUP and RL ADDITION
	approved
	F
	3.13.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030066
	25.423
	802
	-
	4.7.0
	Rel-4
	Corrections to DCH Combining in RL SETUP and RL ADDITION
	approved
	A
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030066
	25.423
	803
	-
	5.4.0
	Rel-5
	Corrections to DCH Combining in RL SETUP and RL ADDITION
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030058
	25.423
	808
	-
	4.7.0
	Rel-4
	Correction on CGA Additional Shapes
	approved
	F
	4.8.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030058
	25.423
	809
	-
	5.4.0
	Rel-5
	Correction on CGA Additional Shapes
	approved
	A
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030076
	25.423
	810
	2
	5.4.0
	Rel-5
	Guaranteed Bit Rate for HSDPA
	approved
	F
	5.5.0
	UTRAN Iur interface RNSAP signalling
	R3

	RP-030075
	25.425
	058
	-
	5.3.0
	Rel-5
	Clarification for the flow control
	approved
	F
	5.4.0
	UTRAN Iur interface user plane protocols for CCH data streams
	R3

	RP-030068
	25.433
	790
	-
	4.7.0
	Rel-4
	Clarification to DL Power definition for TDD
	approved
	F
	4.8.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030068
	25.433
	791
	-
	5.3.0
	Rel-5
	Clarification to DL Power definition for TDD
	approved
	A
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030077
	25.433
	792
	3
	5.3.0
	Rel-5
	Correction to DL Tx Power for TDD
	approved
	F
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030072
	25.433
	793
	-
	4.7.0
	Rel-4
	TPC Step Size for TDD
	approved
	F
	4.8.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030072
	25.433
	794
	-
	5.3.0
	Rel-5
	TPC Step Size for TDD
	approved
	A
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030069
	25.433
	795
	-
	4.7.0
	Rel-4
	Clarification to 2nd Interleaving Mode for TDD
	approved
	F
	4.8.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030069
	25.433
	796
	-
	5.3.0
	Rel-5
	Clarification to 2nd Interleaving Mode for TDD
	approved
	A
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030063
	25.433
	797
	2
	5.3.0
	Rel-5
	HS-PDSCH Code and Timeslot Resource Assignment for TDD
	approved
	F
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030078
	25.433
	798
	1
	5.3.0
	Rel-5
	HS-PDSCH NBAP Corrections for TDD
	approved
	F
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030073
	25.433
	800
	1
	5.3.0
	Rel-5
	Clarification of HS-SCCH Power Offset usage in case of multiple HS-SCCHs
	approved
	F
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030081
	25.433
	801
	1
	5.3.0
	Rel-5
	HS-DSCH: Addition of non HS-DSCH power measurement.
	approved
	F
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030080
	25.433
	803
	1
	5.3.0
	Rel-5
	HS-SICH quality Reporting to support outer loop power control
	approved
	F
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030082
	25.433
	804
	1
	3.12.0
	R99
	Corrections to Channelisation Code TFCI Mapping for TDD
	approved
	F
	3.13.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030082
	25.433
	805
	1
	4.7.0
	Rel-4
	Corrections to Channelisation Code TFCI Mapping for TDD
	approved
	A
	4.8.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030082
	25.433
	806
	1
	5.3.0
	Rel-5
	Corrections to Channelisation Code TFCI Mapping for TDD
	approved
	A
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030070
	25.433
	807
	-
	4.7.0
	Rel-4
	Correction for the Information Exchange Initiation procedure
	approved
	F
	4.8.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030070
	25.433
	808
	-
	5.3.0
	Rel-5
	Correction for the Information Exchange Initiation procedure
	approved
	A
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030074
	25.433
	809
	1
	5.3.0
	Rel-5
	T1 signalling for HSDPA
	approved
	F
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030071
	25.433
	810
	-
	4.7.0
	Rel-4
	Midamble Configuration for Midamble Shift LCR
	approved
	F
	4.8.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030071
	25.433
	811
	-
	5.3.0
	Rel-5
	Midamble Configuration for Midamble Shift LCR
	approved
	A
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030066
	25.433
	816
	-
	3.12.0
	R99
	Corrections to DCH Combining in RL SETUP and RL ADDITION
	approved
	F
	3.13.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030066
	25.433
	817
	-
	4.7.0
	Rel-4
	Corrections to DCH Combining in RL SETUP and RL ADDITION
	approved
	A
	4.8.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030066
	25.433
	818
	-
	5.3.0
	Rel-5
	Corrections to DCH Combining in RL SETUP and RL ADDITION
	approved
	A
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030059
	25.433
	822
	-
	4.7.0
	Rel-4
	Correction of PRACH Midamble for 1.28Mcps TDD
	approved
	F
	4.8.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030059
	25.433
	823
	-
	5.3.0
	Rel-5
	Correction of PRACH Midamble for 1.28Mcps TDD
	approved
	A
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030076
	25.433
	827
	2
	5.3.0
	Rel-5
	Guaranteed Bit Rate for HSDPA
	approved
	F
	5.4.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030064
	25.435
	095
	2
	5.3.0
	Rel-5
	S-CCPCH power setting in case of no data transmission
	rejected
	F
	
	UTRAN Iub interface user plane protocols for CCH data streams
	R3

	RP-030075
	25.435
	096
	-
	5.3.0
	Rel-5
	Clarification for the flow control
	approved
	F
	5.4.0
	UTRAN Iub interface user plane protocols for CCH data streams
	R3

	RP-030084
	25.450
	003
	-
	5.1.0
	Rel-6
	CR on revising the position calculation function and definition of SAS to support all REL-4 UE positioning methods
	approved
	C
	6.0.0
	UTRAN Iupc interface general aspects and principles
	R3

	RP-030084
	25.452
	001
	-
	5.0.0
	Rel-6
	CR on revising the definition of SAS to support all REL-4 UE positioning methods
	approved
	C
	6.0.0
	UTRAN Iupc interface signalling transport
	R3

	RP-030084
	25.453
	022
	2
	5.4.0
	Rel-6
	CR on revising the position calculation function and definition of SAS to support all REL-4 UE positioning methods
	approved
	C
	6.0.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030065
	25.453
	023
	-
	5.4.0
	Rel-5
	CR on GPS Almanac and Satellite Health
	approved
	F
	5.5.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030065
	25.453
	024
	-
	5.4.0
	Rel-5
	CR on GPS Measured Results
	approved
	F
	5.5.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030067
	25.453
	026
	-
	5.4.0
	Rel-5
	Alignment of “Uncertainty Ellipse” with RRC
	approved
	F
	5.5.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030070
	25.453
	027
	-
	5.4.0
	Rel-5
	Correction for the Information Exchange Initiation procedure
	approved
	F
	5.5.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030079
	29.108
	011
	1
	3.2.0
	R99
	Corrections to the list of RANAP messages transferred on the E-interface
	approved
	F
	3.3.0
	Application of the Radio Access Network Application Part (RANAP) on the E-interface
	R3

	RP-030079
	29.108
	012
	1
	4.3.0
	Rel-4
	Corrections to the list of RANAP messages transferred on the E-interface
	approved
	A
	4.4.0
	Application of the Radio Access Network Application Part (RANAP) on the E-interface
	R3

	RP-030079
	29.108
	013
	1
	5.2.0
	Rel-5
	Corrections to the list of RANAP messages transferred on the E-interface
	approved
	A
	5.3.0
	Application of the Radio Access Network Application Part (RANAP) on the E-interface
	R3

	RP-030048
	25.101
	201
	1
	5.5.0
	Rel-6
	Addition of requirement of CSICH demodulation when CA is active.
	approved
	F
	6.0.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030037
	25.101
	205
	1
	5.5.0
	Rel-5
	Phase shift due to power steps
	approved
	F
	5.6.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030118
	25.101
	207
	1
	3.12.0
	R99
	Variable TX/RX frequency separation in the 1800 and 1900 bands
	rejected
	F
	
	UE Radio transmission and reception (FDD)
	R4

	RP-030167
	25.101
	207
	2
	3.12.0
	R99
	Variable Tx/Rx frequency separation in the 1800 and 1900 bands
	rejected
	F
	
	UE Radio transmission and reception (FDD)
	R4

	RP-030118
	25.101
	208
	1
	4.6.0
	Rel-4
	Variable TX/RX frequency separation in the 1800 and 1900 bands
	rejected
	A
	
	UE Radio transmission and reception (FDD)
	R4

	RP-030167
	25.101
	208
	2
	4.6.0
	Rel-4
	Variable Tx/Rx frequency separation in the 1800 and 1900 bands
	rejected
	A
	
	UE Radio transmission and reception (FDD)
	R4

	RP-030118
	25.101
	209
	1
	5.5.0
	Rel-5
	Variable TX/RX frequency separation in the 1800 and 1900 bands
	rejected
	A
	
	UE Radio transmission and reception (FDD)
	R4

	RP-030167
	25.101
	209
	2
	5.5.0
	Rel-5
	Variable Tx/Rx frequency separation in the 1800 and 1900 bands
	rejected
	A
	
	UE Radio transmission and reception (FDD)
	R4

	RP-030046
	25.101
	212
	1
	5.5.0
	Rel-5
	Specification of HSDPA FRC Performance for H-Sets 4  & 5
	approved
	F
	5.6.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030046
	25.101
	213
	1
	5.5.0
	Rel-5
	Specification of HSDPA FRC Performance with Open Loop Transmit Diversity
	approved
	F
	5.6.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030046
	25.101
	215
	1
	5.5.0
	Rel-5
	Clarification of HSDPA FRC Test Procedure on HS-SCCH Signalling Error
	approved
	F
	5.6.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030025
	25.101
	217
	-
	3.12.0
	R99
	The Closed Loop Timing Adjustment Mode parameter for the transmit diversity performance requirements
	approved
	F
	3.13.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030025
	25.101
	218
	-
	4.6.0
	Rel-4
	The Closed Loop Timing Adjustment Mode parameter for the transmit diversity performance requirements
	approved
	A
	4.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030025
	25.101
	219
	-
	5.5.0
	Rel-5
	The Closed Loop Timing Adjustment Mode parameter for the transmit diversity performance requirements
	approved
	A
	5.6.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030037
	25.101
	223
	-
	5.5.0
	Rel-5
	Correction to PRACH modulation quality
	approved
	F
	5.6.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030025
	25.101
	224
	-
	3.12.0
	R99
	Downlink power control during compressed mode tests
	approved
	F
	3.13.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030025
	25.101
	225
	-
	4.6.0
	Rel-4
	Downlink power control during compressed mode tests
	approved
	A
	4.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030025
	25.101
	226
	-
	5.5.0
	Rel-5
	Downlink power control during compressed mode tests
	approved
	A
	5.6.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030032
	25.101
	227
	-
	4.6.0
	Rel-4
	Correction to PCH demodulation test
	approved
	F
	4.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030032
	25.101
	228
	-
	5.5.0
	Rel-5
	Correction to PCH demodulation test
	approved
	A
	5.6.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030038
	25.102
	133
	1
	5.3.0
	Rel-5
	Transmit modulation quality clarification
	approved
	F
	5.4.0
	UTRA (UE) TDD; Radio transmission and reception
	R4

	RP-030047
	25.102
	134
	-
	5.3.0
	Rel-5
	Clarification of HSDPA FRC test procedure on HS-SCCH signalling error
	approved
	F
	5.4.0
	UTRA (UE) TDD; Radio transmission and reception
	R4

	RP-030047
	25.102
	135
	-
	5.3.0
	Rel-5
	Addition of VRC definition for 3.84 Mcps & 1.28 Mcps TDD in Annex A
	approved
	F
	5.4.0
	UTRA (UE) TDD; Radio transmission and reception
	R4

	RP-030047
	25.102
	136
	-
	5.3.0
	Rel-5
	Additional VRC performance requirement for 1.28 Mcps TDD option
	approved
	B
	5.4.0
	UTRA (UE) TDD; Radio transmission and reception
	R4

	RP-030029
	25.104
	169
	1
	3.11.0
	R99
	Protection of the FDD BS receiver
	approved
	F
	3.12.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030029
	25.104
	170
	1
	4.6.0
	Rel-4
	Protection of the FDD BS receiver
	approved
	A
	4.7.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030029
	25.104
	171
	1
	5.5.0
	Rel-5
	Protection of the FDD BS receiver
	approved
	A
	5.6.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030029
	25.104
	172
	1
	6.0.0
	Rel-6
	Protection of the FDD BS receiver
	approved
	A
	6.1.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030049
	25.104
	175
	-
	6.0.0
	Rel-6
	Co-siting requirements for different FDD BS classes
	approved
	B
	6.1.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030049
	25.104
	177
	4
	6.0.0
	Rel-6
	Maximum output power for different BS class
	approved
	B
	6.1.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030044
	25.104
	179
	1
	5.5.0
	Rel-5
	Clarification of the W-CDMA interferer definition in BS requirements for ACS and blocking characteristics
	approved
	A
	5.6.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030035
	25.104
	180
	-
	4.6.0
	Rel-4
	Correction to external equipment definition
	approved
	F
	4.7.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030035
	25.104
	181
	-
	5.5.0
	Rel-5
	Correction to external equipment definition
	approved
	A
	5.6.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030035
	25.104
	182
	-
	6.0.0
	Rel-6
	Correction to external equipment definition
	approved
	A
	6.1.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030044
	25.104
	183
	-
	6.0.0
	Rel-6
	Clarification of the W-CDMA interferer definition in BS requirements for ACS and blocking characteristics
	approved
	A
	6.1.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030049
	25.104
	184
	-
	6.0.0
	Rel-6
	The definition of UTRA-FDD BS classes
	approved
	F
	6.1.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030030
	25.105
	145
	-
	3.12.0
	R99
	TDD-GSM co-existence in the same geographic area
	approved
	F
	3.13.0
	UTRA (BS) TDD: Radio transmission and reception
	R4

	RP-030030
	25.105
	146
	-
	4.6.0
	Rel-4
	TDD-GSM co-existence in the same geographic area
	approved
	A
	4.7.0
	UTRA (BS) TDD: Radio transmission and reception
	R4

	RP-030030
	25.105
	147
	-
	5.3.0
	Rel-5
	TDD-GSM co-existence in the same geographic area
	approved
	A
	5.4.0
	UTRA (BS) TDD: Radio transmission and reception
	R4

	RP-030035
	25.105
	148
	-
	4.6.0
	Rel-4
	Correction to external equipment definition
	approved
	F
	4.7.0
	UTRA (BS) TDD: Radio transmission and reception
	R4

	RP-030035
	25.105
	149
	-
	5.3.0
	Rel-5
	Correction to external equipment definition
	approved
	A
	5.4.0
	UTRA (BS) TDD: Radio transmission and reception
	R4

	RP-030045
	25.105
	150
	-
	5.3.0
	Rel-5
	The definition of UTRA-TDD BS classes
	approved
	F
	5.4.0
	UTRA (BS) TDD: Radio transmission and reception
	R4

	RP-030036
	25.106
	020
	-
	4.4.0
	Rel-4
	FDD  GSM co-existence in the Same Geographic Area
	approved
	F
	4.5.0
	UTRA Repeater; Radio transmission and reception
	R4

	RP-030036
	25.106
	021
	-
	5.3.0
	Rel-5
	FDD  GSM co-existence in the Same Geographic Area
	approved
	A
	5.4.0
	UTRA Repeater; Radio transmission and reception
	R4

	RP-030039
	25.113
	020
	-
	5.3.0
	Rel-5
	Assessment of BLER in Uplink for Immunity Test
	approved
	F
	5.4.0
	Base station and repeater ElectroMagnetic Compatibility (EMC)
	R4

	RP-030026
	25.123
	286
	1
	4.7.0
	Rel-4
	Correction of interruption time in TDD Hard Handover
	approved
	F
	4.8.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030026
	25.123
	287
	1
	5.3.0
	Rel-5
	Correction of interruption time in TDD Hard Handover
	approved
	A
	5.4.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030026
	25.123
	288
	-
	3.11.0
	R99
	Correction of interruption time in TDD Hard Handover
	approved
	F
	3.12.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030026
	25.123
	289
	-
	4.7.0
	Rel-4
	Correction of interruption time in TDD Hard Handover 
	approved
	A
	4.8.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030026
	25.123
	290
	-
	5.3.0
	Rel-5
	Correction of interruption time in TDD Hard Handover
	approved
	A
	5.4.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030033
	25.123
	291
	-
	4.7.0
	Rel-4
	Total received power density definition for TDD BS
	approved
	F
	4.8.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030033
	25.123
	292
	-
	5.3.0
	Rel-5
	Total received power density definition for TDD BS
	approved
	A
	5.4.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030026
	25.123
	293
	-
	3.11.0
	R99
	Transmitted code power accuracy
	approved
	F
	3.12.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030026
	25.123
	294
	-
	4.7.0
	Rel-4
	Transmitted code power accuracy
	approved
	A
	4.8.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030026
	25.123
	295
	-
	5.3.0
	Rel-5
	Transmitted code power accuracy
	approved
	A
	5.4.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030026
	25.123
	296
	-
	3.11.0
	R99
	UE Timer accuracy for TDD
	approved
	F
	3.12.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030026
	25.123
	297
	-
	4.7.0
	Rel-4
	UE Timer accuracy for TDD
	approved
	A
	4.8.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030026
	25.123
	298
	-
	5.3.0
	Rel-5
	UE Timer accuracy for TDD
	approved
	A
	5.4.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030027
	25.133
	510
	-
	3.12.0
	R99
	Correction of interruption time in FDD/TDD Hard Handover
	approved
	F
	3.13.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	511
	-
	4.7.0
	Rel-4
	Correction of interruption time in FDD/TDD Hard Handover
	approved
	A
	4.8.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	512
	-
	5.5.0
	Rel-5
	Correction of interruption time in FDD/TDD Hard Handover
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	513
	-
	6.0.0
	Rel-6
	Correction of interruption time in FDD/TDD Hard Handover
	approved
	A
	6.1.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	514
	-
	3.12.0
	R99
	Applicability of Timer T-reselection for 2G cell reselection.
	approved
	F
	3.13.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	515
	-
	4.7.0
	Rel-4
	Applicability of Timer T-reselection for 2G cell reselection.
	approved
	A
	4.8.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	516
	-
	5.5.0
	Rel-5
	Applicability of Timer T-reselection for 2G cell reselection.
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	517
	-
	6.0.0
	Rel-6
	Applicability of Timer T-reselection for 2G cell reselection.
	approved
	A
	6.1.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030040
	25.133
	519
	-
	5.5.0
	Rel-5
	Correction of measurement and reporting capability requirements in CELL_DCH state in case of parallel measurements
	approved
	F
	5.6.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030040
	25.133
	520
	-
	6.0.0
	Rel-6
	Correction of measurement and reporting capability requirements in CELL_DCH state in case of parallel measurements
	approved
	A
	6.1.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	521
	-
	5.5.0
	Rel-5
	Correction of Hard HO test case
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	522
	-
	6.0.0
	Rel-6
	Correction of Hard HO test case
	approved
	A
	6.1.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030034
	25.133
	525
	-
	4.7.0
	Rel-4
	UE rx-tx time difference type 1
	approved
	F
	4.8.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030034
	25.133
	526
	-
	5.5.0
	Rel-5
	UE rx-tx time difference type 1
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030034
	25.133
	527
	-
	6.0.0
	Rel-6
	UE rx-tx time difference type 1
	approved
	A
	6.1.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	528
	-
	3.12.0
	R99
	Correction of Hard HO test case
	approved
	F
	3.13.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	529
	-
	4.7.0
	Rel-4
	Correction of Hard HO test case
	approved
	A
	4.8.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030040
	25.133
	532
	-
	5.5.0
	Rel-5
	Changes to TFC selection requirements for codec mode switch
	approved
	F
	5.6.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030040
	25.133
	533
	-
	6.0.0
	Rel-6
	Changes to TFC selection requirements for codec mode switch
	approved
	A
	6.1.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	544
	-
	3.12.0
	R99
	Constant Value in Random Access Test requirements
	approved
	F
	3.13.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	545
	-
	4.7.0
	Rel-4
	Constant Value in Random Access Test requirements
	approved
	A
	4.8.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	546
	-
	5.5.0
	Rel-5
	Constant Value in Random Access Test requirements
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030027
	25.133
	547
	-
	6.0.0
	Rel-6
	Constant Value in Random Access Test requirements
	approved
	A
	6.1.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030031
	25.133
	548
	-
	3.12.0
	R99
	Correction of UE parameters for Random Access test
	approved
	F
	3.13.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030031
	25.133
	549
	-
	4.7.0
	Rel-4
	Correction of UE parameters for Random Access test
	approved
	A
	4.8.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030031
	25.133
	550
	-
	5.5.0
	Rel-5
	Correction of UE parameters for Random Access test
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030031
	25.133
	551
	-
	6.0.0
	Rel-6
	Correction of UE parameters for Random Access test
	approved
	A
	6.1.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030048
	25.133
	553
	-
	6.0.0
	Rel-6
	Corrections of CPICH_Ec/Io relative measurement accuracy requirement
	approved
	F
	6.1.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030029
	25.141
	270
	1
	3.12.0
	R99
	Protection of the FDD BS receiver
	approved
	F
	3.13.0
	Base station conformance testing (FDD)
	R4

	RP-030029
	25.141
	271
	1
	4.7.0
	Rel-4
	Protection of the FDD BS receiver
	approved
	A
	4.8.0
	Base station conformance testing (FDD)
	R4

	RP-030029
	25.141
	272
	1
	5.5.0
	Rel-5
	Protection of the FDD BS receiver
	approved
	A
	5.6.0
	Base station conformance testing (FDD)
	R4

	RP-030029
	25.141
	273
	1
	6.0.0
	Rel-6
	Protection of the FDD BS receiver
	approved
	A
	6.1.0
	Base station conformance testing (FDD)
	R4

	RP-030049
	25.141
	276
	-
	6.0.0
	Rel-6
	Co-siting requirements for different FDD BS classes
	approved
	B
	6.1.0
	Base station conformance testing (FDD)
	R4

	RP-030049
	25.141
	278
	3
	6.0.0
	Rel-6
	Maximum output power for different BS class
	approved
	B
	6.1.0
	Base station conformance testing (FDD)
	R4

	RP-030041
	25.141
	279
	1
	5.5.0
	Rel-5
	Statistical approach for BER BLER tests
	approved
	F
	5.6.0
	Base station conformance testing (FDD)
	R4

	RP-030041
	25.141
	280
	1
	6.0.0
	Rel-6
	Statistical approach for BER BLER tests
	approved
	A
	6.1.0
	Base station conformance testing (FDD)
	R4

	RP-030044
	25.141
	285
	1
	5.5.0
	Rel-5
	Clarification of the W-CDMA interferer definition in BS conformance tests for ACS and blocking characteristics
	approved
	F
	5.6.0
	Base station conformance testing (FDD)
	R4

	RP-030035
	25.141
	286
	-
	4.7.0
	Rel-4
	Correction to external equipment definition
	approved
	F
	4.8.0
	Base station conformance testing (FDD)
	R4

	RP-030035
	25.141
	287
	-
	5.5.0
	Rel-5
	Correction to external equipment definition
	approved
	A
	5.6.0
	Base station conformance testing (FDD)
	R4

	RP-030035
	25.141
	288
	-
	6.0.0
	Rel-6
	Correction to external equipment definition
	approved
	A
	6.1.0
	Base station conformance testing (FDD)
	R4

	RP-030044
	25.141
	289
	-
	6.0.0
	Rel-6
	Clarification of the W-CDMA interferer definition in BS conformance tests for ACS and blocking characteristics
	approved
	A
	6.1.0
	Base station conformance testing (FDD)
	R4

	RP-030049
	25.141
	290
	-
	6.0.0
	Rel-6
	The definition of UTRA-FDD BS classes
	approved
	F
	6.1.0
	Base station conformance testing (FDD)
	R4

	RP-030030
	25.142
	156
	-
	3.12.0
	R99
	TDD-GSM co-existence in the same geographic area
	approved
	F
	3.13.0
	Base station conformance testing (TDD)
	R4

	RP-030030
	25.142
	157
	-
	4.7.0
	Rel-4
	TDD-GSM co-existence in the same geographic area
	approved
	A
	4.8.0
	Base station conformance testing (TDD)
	R4

	RP-030030
	25.142
	158
	-
	5.3.0
	Rel-5
	TDD-GSM co-existence in the same geographic area
	approved
	A
	5.4.0
	Base station conformance testing (TDD)
	R4

	RP-030028
	25.142
	159
	-
	3.12.0
	R99
	Spurious emission requirements for unsynchronized TDD operation
	approved
	F
	3.13.0
	Base station conformance testing (TDD)
	R4

	RP-030028
	25.142
	160
	-
	4.7.0
	Rel-4
	Spurious emission requirements for unsynchronized TDD operation
	approved
	F
	4.8.0
	Base station conformance testing (TDD)
	R4

	RP-030028
	25.142
	161
	-
	5.3.0
	Rel-5
	Spurious emission requirements for unsynchronized TDD operation
	approved
	F
	5.4.0
	Base station conformance testing (TDD)
	R4

	RP-030042
	25.142
	162
	-
	5.3.0
	Rel-5
	Correction to BS configurations
	approved
	F
	5.4.0
	Base station conformance testing (TDD)
	R4

	RP-030035
	25.142
	163
	-
	4.7.0
	Rel-4
	Correction to external equipment definition
	approved
	F
	4.8.0
	Base station conformance testing (TDD)
	R4

	RP-030035
	25.142
	164
	-
	5.3.0
	Rel-5
	Correction to external equipment definition
	approved
	A
	5.4.0
	Base station conformance testing (TDD)
	R4

	RP-030042
	25.142
	165
	-
	5.3.0
	Rel-5
	Correction of Transmit Modulation testing for 3,84 Mcps TDD Option
	approved
	F
	5.4.0
	Base station conformance testing (TDD)
	R4

	RP-030045
	25.142
	166
	-
	5.3.0
	Rel-5
	The definition of UTRA-TDD BS classes
	approved
	F
	5.4.0
	Base station conformance testing (TDD)
	R4

	RP-030036
	25.143
	029
	-
	4.6.0
	Rel-4
	FDD  GSM co-existence in the Same Geographic Area
	approved
	F
	4.7.0
	UTRA Repeater; Conformance testing
	R4

	RP-030036
	25.143
	030
	-
	5.3.0
	Rel-5
	FDD  GSM co-existence in the Same Geographic Area
	approved
	A
	5.4.0
	UTRA Repeater; Conformance testing
	R4

	RP-030045
	25.952
	002
	-
	5.1.0
	Rel-5
	The definition of UTRA-TDD BS classes
	approved
	F
	5.2.0
	Base Station classification (TDD)
	R4

	RP-030043
	34.124
	012
	-
	5.2.0
	Rel-5
	Correction to radiated spurious emission measurement bandwidth
	withdrawn
	F
	
	Electromagnetic compatibility (EMC) requirements for Mobile terminals and ancillary equipment
	R4

	RP-030144
	34.124
	012
	1
	5.2.0
	Rel-5
	Correction to radiated spurious emission measurement bandwidth
	approved
	A
	5.3.0
	Electromagnetic compatibility (EMC) requirements for Mobile terminals and ancillary equipment
	R4

	RP-030144
	34.124
	013
	-
	3.3.0
	R99
	Correction to radiated spurious emission measurement bandwidth
	approved
	F
	3.4.0
	Electromagnetic compatibility (EMC) requirements for Mobile terminals and ancillary equipment
	R4

	RP-030144
	34.124
	014
	-
	4.1.0
	Rel-4
	Correction to radiated spurious emission measurement bandwidth
	approved
	A
	4.2.0
	Electromagnetic compatibility (EMC) requirements for Mobile terminals and ancillary equipment
	R4

	SP-030012
	21.905
	045
	-
	5.5.0
	Rel-5
	Entities of the mobile system
	approved
	F
	5.6.0
	Vocabulary for 3GPP Specifications
	S1

	SP-030012
	21.905
	046
	-
	6.1.0
	Rel-6
	Entities of the mobile system
	approved
	A
	6.2.0
	Vocabulary for 3GPP Specifications
	S1

	SP-030035
	22.011
	050
	-
	5.1.0
	Rel-6
	Netshare CR to TS 22.011
	approved
	B
	6.0.0
	Service accessibility
	S1

	SP-030019
	22.060
	028
	-
	5.2.0
	Rel-6
	Service Examples
	approved
	D
	6.0.0
	General Packet Radio Service (GPRS); Service description; Stage 1
	S1

	SP-030019
	22.060
	029
	-
	5.2.0
	Rel-6
	Delay Criteria
	approved
	C
	6.0.0
	General Packet Radio Service (GPRS); Service description; Stage 1
	S1

	SP-030013
	22.060
	030
	-
	5.2.0
	Rel-5
	SS SMS transfer over GPRS
	approved
	F
	5.3.0
	General Packet Radio Service (GPRS); Service description; Stage 1
	S1

	SP-030020
	22.071
	049
	-
	6.2.0
	Rel-6
	Applicability of barring capability to the Location Service
	approved
	B
	6.3.0
	Location Services (LCS); Stage 1
	S1

	SP-030014
	22.078
	154
	-
	5.9.1
	Rel-5
	Correction to CAMEL interworking with CLIR and COLR
	approved
	F
	5.10.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	S1

	SP-030021
	22.078
	155
	-
	6.0.0
	Rel-6
	Corrections to re-introduction of enhancements of dialled services in CAMEL 4
	approved
	F
	6.1.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	S1

	SP-030015
	22.078
	156
	-
	5.9.1
	Rel-5
	Removal of duplicate text in procedure describing 'subscribed dailled services'
	approved
	F
	5.10.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	S1

	SP-030016
	22.078
	157
	-
	5.9.1
	Rel-5
	Removal of $(CAMEL4)$ markers
	approved
	F
	5.10.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	S1

	SP-030016
	22.078
	158
	-
	6.0.0
	Rel-6
	Removal of $(CAMEL4)$ markers
	approved
	A
	6.1.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	S1

	SP-030014
	22.078
	159
	-
	6.0.0
	Rel-6
	Correction to CAMEL interworking with CLIR and COLR
	approved
	A
	6.1.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	S1

	SP-030022
	22.101
	114
	-
	6.2.0
	Rel-6
	Simultaneous connection to 3GPP systems and I-WLANs
	approved
	B
	6.3.0
	Service aspects; Service principles
	S1

	SP-030035
	22.101
	115
	-
	6.2.0
	Rel-6
	Requirements for Network Sharing in Rel-6
	approved
	B
	6.3.0
	Service aspects; Service principles
	S1

	SP-030148
	22.101
	116
	-
	5.8.0
	Rel-5
	on SIM support
	approved
	F
	5.9.0
	Service aspects; Service principles
	S1

	SP-030148
	22.101
	117
	-
	6.2.0
	Rel-6
	on SIM support
	approved
	A
	6.3.0
	Service aspects; Service principles
	S1

	SP-030017
	22.101
	118
	-
	5.8.0
	Rel-5
	on SIM access to IMS
	revised
	F
	
	Service aspects; Service principles
	S1

	SP-030174
	22.101
	118
	1
	5.8.0
	Rel-5
	on SIM access to IMS
	rejected
	F
	
	Service aspects; Service principles
	S1

	SP-030174
	22.101
	119
	-
	5.8.0
	Rel-5
	ISIM access
	approved
	F
	5.9.0
	Service aspects; Service principles
	S1

	SP-030018
	22.105
	040
	-
	5.2.0
	Rel-5
	Correlation between service class and traffic class
	rejected
	F
	
	Services & service capabilities
	S1

	SP-030018
	22.105
	041
	-
	6.0.0
	Rel-6
	Correlation between service class and traffic class
	approved
	F
	6.1.0
	Services & service capabilities
	S1

	SP-030023
	22.115
	008
	-
	5.2.0
	Rel-6
	Clarification of the charging entity WLAN
	approved
	B
	6.0.0
	Service Aspects Charging and billing
	S1

	SP-030035
	22.115
	009
	-
	5.2.0
	Rel-6
	Requirements for Network Shairng in Rel-6
	approved
	B
	6.0.0
	Service Aspects Charging and billing
	S1

	SP-030023
	22.115
	010
	-
	5.2.0
	Rel-6
	on roaming awareness for charging
	revised
	B
	
	Service Aspects Charging and billing
	S1

	SP-030176
	22.115
	010
	1
	5.2.0
	Rel-6
	on roaming awareness for charging
	approved
	B
	6.0.0
	Service Aspects Charging and billing
	S1

	SP-030035
	22.129
	027
	-
	5.2.0
	Rel-6
	on Requirements for Network Sharing in Rel-6
	approved
	B
	6.0.0
	Handover requirements between UTRAN and GERAN or other radio systems
	S1

	SP-030024
	22.140
	024
	-
	6.0.0
	Rel-6
	to clarify prioritisation
	approved
	C
	6.1.0
	Service aspects; Stage 1; Multimedia Messaging Service
	S1

	SP-030025
	22.141
	017
	-
	6.1.0
	Rel-6
	Clarification of network status attribute description within Presence Service Stage 1
	approved
	C
	6.2.0
	Presence service; Stage 1
	S1

	SP-030026
	22.146
	040
	-
	6.1.0
	Rel-6
	MBMS Cell broadcast in shared network
	approved
	C
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Stage 1
	S1

	SP-030027
	22.174
	006
	-
	6.1.0
	Rel-6
	Removal of MMS content
	approved
	C
	6.2.0
	Push service; stage 1
	S1

	SP-030027
	22.174
	007
	-
	6.1.0
	Rel-6
	Barring of Push Service
	approved
	C
	6.2.0
	Push service; stage 1
	S1

	SP-030027
	22.174
	008
	-
	6.1.0
	Rel-6
	Removal of 'Null' Interworking Chapter
	approved
	C
	6.2.0
	Push service; stage 1
	S1

	SP-030027
	22.174
	009
	-
	6.1.0
	Rel-6
	Feature Interactions section
	approved
	D
	6.2.0
	Push service; stage 1
	S1

	SP-030027
	22.174
	010
	-
	6.1.0
	Rel-6
	Push Service Independence
	rejected
	F
	
	Push service; stage 1
	S1

	SP-030194
	22.174
	010
	1
	6.1.0
	Rel-6
	Push Service Independence
	rejected
	F
	
	Push service; stage 1
	S1

	SP-030028
	22.228
	018
	-
	6.1.0
	Rel-6
	GUP for IMS subscription management
	approved
	B
	6.2.0
	IP multimedia subsystem; Stage 1
	S1

	SP-030029
	22.233
	010
	-
	6.1.0
	Rel-6
	PSS charging information
	approved
	B
	6.2.0
	Transparent end-to-end packet-switched streamng service; Service aspects; Stage 1
	S1

	SP-030030
	22.242
	002
	-
	6.1.0
	Rel-6
	DRM collaboration with OMA
	revised
	B
	
	Digital Rights Management (DRM); Stage 1
	S1

	SP-030177
	22.242
	002
	1
	6.1.0
	Rel-6
	DRM collaboration with OMA
	approved
	B
	6.2.0
	Digital Rights Management (DRM); Stage 1
	S1

	SP-030031
	22.243
	003
	-
	6.1.0
	Rel-6
	Correction of contradictory information (former: 'Removal of references')
	approved
	F
	6.2.0
	Distributed speech recognition based automated voice services
	S1

	SP-030032
	22.340
	001
	-
	6.0.0
	Rel-6
	on required message formats for IMS messaging
	approved
	D
	6.1.0
	
	S1

	SP-030033
	22.950
	006
	-
	6.1.0
	Rel-6
	addressing progression of priority level when interworking with external networks
	approved
	C
	6.2.0
	
	S1

	SP-030034
	22.951
	001
	-
	6.0.0
	Rel-6
	Implementing Network Sharing Requirements in Rel-6
	approved
	C
	6.1.0
	
	S1

	SP-030034
	22.951
	002
	-
	6.0.0
	Rel-6
	Dynamic sharing of inbound roaming subscribers in a shared network
	approved
	B
	6.1.0
	
	S1

	SP-030115
	23.002
	118
	-
	5.9.0
	Rel-5
	Change of reference to LIF document
	approved
	F
	5.10.0
	Network Architecture
	S2

	SP-030115
	23.002
	119
	1
	5.9.0
	Rel-6
	Management interface
	approved
	B
	6.0.0
	Network Architecture
	S2

	SP-030115
	23.002
	120
	-
	4.6.0
	Rel-4
	LCS architecture in Rel4
	approved
	F
	4.7.0
	Network Architecture
	S2

	SP-030115
	23.002
	121
	2
	5.9.0
	Rel-5
	LCS architecture in 5
	approved
	F
	5.10.0
	Network Architecture
	S2

	SP-030116
	23.032
	7
	1
	4.1.1
	Rel-5
	Add UMTS in scope to GSM
	approved
	A
	5.0.0
	Universal Geographical Area Description (GAD)
	S2

	SP-030179
	23.060
	418
	1
	5.4.0
	Rel-5
	SMS over PS in Iu mode
	approved
	F
	5.5.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030113
	23.060
	423
	2
	5.4.0
	Rel-6
	Addition of interaction between SMS over GRPS and supplementary service
	approved
	B
	6.0.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030113
	23.060
	426
	-
	5.4.0.
	Rel-6
	Clarification of QoS negotiation during context
	approved
	F
	6.0.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030113
	23.060
	430
	1
	5.4.0
	Rel-5
	Handling of IMS signalling information in QoS and PCO IEs at GGSN
	approved
	F
	5.5.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030117
	23.107
	134
	2
	5.7.0
	Rel-5
	Signalling PDP context indication
	approved
	F
	5.8.0
	Quality of Service (QoS) concept and architecture
	S2

	SP-030118
	23.141
	11
	2
	6.1.0
	Rel-6
	Charging Aspects for Presence Service
	approved
	F
	6.2.0
	
	S2

	SP-030118
	23.141
	19
	1
	6.1.0
	Rel-6
	Routeing to Presence User Agent and Presence Server
	approved
	B
	6.2.0
	
	S2

	SP-030118
	23.141
	23
	3
	6.1.0
	Rel-6
	Subscription authorisation policy
	approved
	C
	6.2.0
	
	S2

	SP-030118
	23.141
	24
	5
	6.1.0
	Rel-6
	Verification of the identity of watchers
	approved
	C
	6.2.0
	
	S2

	SP-030118
	23.141
	35
	1
	6.1.0
	Rel-6
	Clarifications on charging requirement
	approved
	F
	6.2.0
	
	S2

	SP-030118
	23.141
	40
	1
	6.1.0
	Rel-6
	Age of location
	approved
	C
	6.2.0
	
	S2

	SP-030118
	23.141
	41
	-
	6.1.0
	Rel-6
	Support for partial notifications (same as  S2-030178)
	approved
	F
	6.2.0
	
	S2

	SP-030118
	23.141
	42
	-
	6.1.0
	Rel-6
	Modificaion of requirement on Pc interface
	approved
	B
	6.2.0
	
	S2

	SP-030118
	23.141
	45
	1
	6.1.0
	Rel-6
	Support for presence publishing from multiple terminals
	approved
	B
	6.2.0
	
	S2

	SP-030118
	23.141
	46
	2
	6.1.0
	Rel-6
	Presence filtering clarifications
	approved
	C
	6.2.0
	
	S2

	SP-030118
	23.141
	49
	1
	6.1.0
	Rel-6
	Addition of the presence attribute
	approved
	B
	6.2.0
	
	S2

	SP-030119
	23.207
	55
	-
	5.6.0
	Rel-5
	Removal of editors notes
	approved
	F
	5.7.0
	End to end quality of service concept and architecture
	S2

	SP-030120
	23.221
	39
	1
	5.7.0
	Rel-6
	Re-organization of IMS specifications to better reflect aspects of interoperability and commonality between IP Multimedia Systems using different IP-Connectivity Access Networks
	withdrawn
	D
	
	Architectural requirements
	S2

	SP-030171
	23.221
	39
	1
	5.7.0
	Rel-6
	Re-organization of IMS specifications to better reflect aspects of interoperability and commonality between IP Multimedia Systems using different IP-Connectivity Access Networks
	approved
	D
	6.0.0
	Architectural requirements
	S2

	SP-030121
	23.228
	248
	2
	5.7.0
	Rel-5
	Allowing IMS access via SIM in 3G UEs
	rejected
	F
	
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	255
	2
	6.0.1
	Rel-6
	Public Service Identity
	approved
	B
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	258
	1
	5.7.0
	Rel-5
	Subscribed Media
	approved
	F
	5.8.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	259
	1
	6.0.1
	Rel-6
	Subscribed Media
	approved
	A
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	260
	2
	6.0.1
	Rel-6
	Architectural requirements to provide IMS emergency sessions
	approved
	C
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	261
	1
	6.0.1
	Rel-6
	Procedures to detect and route IMS Emergency Sessions
	approved
	C
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	261
	3
	6.0.1
	Rel-6
	Procedures to detect and route IMS Emergency Sessions
	approved
	C
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	263
	1
	5.7.0
	Rel-5
	P-CSCF initiated session release
	approved
	F
	5.8.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	264
	-
	6.0.1
	Rel-6
	P-CSCF initiated session release
	withdrawn
	A
	
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	266
	-
	6.0.1
	Rel-6
	Clarification of the S-CSCF behaviour in TS 23.228
	approved
	F
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	275
	1
	6.0.1
	Rel-6
	Capability to route non-SIP URIs
	approved
	B
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	277
	1
	6.0.1
	Rel-6
	Public Service Identity Routing-CR
	approved
	B
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	278
	1
	6.0.1
	Rel-6
	Forking capabilities of IMS
	approved
	B
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	279
	1
	6.0.1
	Rel-6
	Clarification on the Routing of Emergency Calls
	approved
	C
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	280
	1
	6.0.1
	Rel-6
	Re-organization of IMS specifications to better reflect aspects of interoperability and commonality between IP Multimedia Systems using different IP-Connectivity Access Networks
	revised
	D
	
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030172
	23.228
	280
	2
	6.0.1
	Rel-6
	Combined CR for CR#264 and CR#280rev1
	revised
	D
	
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030181
	23.228
	280
	3
	6.0.1
	Rel-6
	Combined CR for CR#264 and CR#280rev1
	approved
	D
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030121
	23.228
	281
	1
	6.0.1
	Rel-6
	Public Service Identity requirement- CR
	approved
	C
	6.1.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030114
	23.271
	124
	3
	6.2.0
	Rel-6
	Introduction of reuse mechanism of previously obtained location information
	approved
	B
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	129
	10
	6.2.0
	Rel-6
	Introducing the anonymous target UE user
	approved
	B
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	144
	2
	6.2.0
	Rel-6
	Introduction of service coverage information of LCS client
	approved
	B
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	145
	1
	6.2.0
	Rel-6
	Editorial correction of some Notes.
	approved
	D
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	146
	1
	6.2.0
	Rel-6
	Enhancement of inter GMLC diagrams
	approved
	F
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	147
	2
	5.5.0
	Rel-5
	Requestor ID in LCS client name
	approved
	F
	5.6.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	148
	2
	6.2.0
	Rel-6
	Clarification to Requestor ID in the LCS client name
	approved
	A
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	149
	1
	6.2.0
	Rel-6
	Information flows for PPR
	approved
	F
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	150
	1
	6.2.0
	Rel-6
	Corrections in the mobile terminated location request procedure
	approved
	F
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	151
	2
	6.2.0
	Rel-6
	Clarification of MO-LR Procedure relating to LCS Client ID
	approved
	D
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	153
	2
	5.5.0
	Rel-5
	Addition of Position Method Used, to attributes returned with location estimate.
	rejected
	F
	
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	154
	2
	6.2.0
	Rel-6
	Addition of Position Method Used, to attributes returned with location estimate.
	rejected
	F
	
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	157
	1
	6.2.0
	Rel-6
	Correction of inter GMLC interface procedures.
	approved
	F
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	158r1
	1
	6.2.0
	Rel-6
	Misalingment of target UE addressing in Mobile Terminating Location Request procedures.
	approved
	F
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	159
	-
	6.2.0
	Rel-6
	Pseudo external identities used for pre-6 compatibility
	approved
	F
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030114
	23.271
	160
	1
	6.2.0
	Rel-6
	Location of privacy profile data
	approved
	F
	6.3.0
	Functional stage 2 description of location services
	S2

	SP-030122
	23.895
	1
	1
	6.0.0
	Rel-6
	Handling of UESBI at handover
	approved
	F
	6.1.0
	
	S2

	SP-030122
	23.895
	2
	1
	6.0.0
	Rel-6
	Clarification to the TR on Early UE
	approved
	F
	6.1.0
	
	S2

	SP-030122
	23.895
	3
	3
	6.0.0
	Rel-6
	(After SA plenary #18) Updated scope of the TR ue.8de: " Provision of UE Capability Information to Network Entities "
	approved
	F
	6.1.0
	
	S2

	SP-030096
	33.108
	007
	-
	5.2.0
	Rel-5
	Coding of ASN.1 parameters of the type OCTET STRING
	approved
	F
	5.3.0
	Handover interface for Lawful Interception
	S3

	SP-030096
	33.108
	008
	-
	6.0.0
	Rel-6
	Coding of ASN.1 parameters of the type OCTET STRING
	approved
	A
	6.1.0
	Handover interface for Lawful Interception
	S3

	SP-030097
	33.108
	009
	-
	6.0.0
	Rel-6
	CS Section for 33.108
	approved
	B
	6.1.0
	Handover interface for Lawful Interception
	S3

	SP-030098
	33.108
	010
	-
	6.0.0
	Rel-6
	Adjustments to the requirements on the delivery of the intercepted RT data over TCP
	approved
	F
	6.1.0
	Handover interface for Lawful Interception
	S3

	SP-030099
	33.108
	011
	-
	5.2.0
	Rel-5
	Incorrect ASN.1 object tree
	approved
	F
	5.3.0
	Handover interface for Lawful Interception
	S3

	SP-030099
	33.108
	012
	-
	6.0.0
	Rel-6
	Incorrect ASN.1 object tree
	approved
	A
	6.1.0
	Handover interface for Lawful Interception
	S3

	SP-030149
	33.108
	013
	-
	5.2.0
	Rel-5
	Correction to implementation of CR 005
	approved
	F
	5.3.0
	Handover interface for Lawful Interception
	S3

	SP-030149
	33.108
	014
	-
	6.0.0
	Rel-6
	Correction to implementation of CR 005
	approved
	A
	6.1.0
	Handover interface for Lawful Interception
	S3

	SP-030100
	33.203
	035
	-
	5.4.0
	Rel-5
	Clarification of the use of ISIM and USIM for IMS access
	approved
	F
	5.5.0
	Access security for IP based services
	S3

	SP-030101
	33.203
	036
	-
	5.4.0
	Rel-5
	Malicious UE bypassing the P-CSCF
	revised
	F
	
	Access security for IP based services
	S3

	SP-030185
	33.203
	036
	1
	5.4.0
	Rel-5
	Malicious UE bypassing the P-CSCF
	approved
	F
	5.5.0
	Access security for IP based services
	S3

	SP-030102
	33.203
	037
	-
	5.4.0
	Rel-5
	Ensuring the deletion of unwanted SA's
	approved
	F
	5.5.0
	Access security for IP based services
	S3

	SP-030103
	33.203
	038
	-
	5.4.0
	Rel-5
	Add protected port into Via header
	approved
	F
	5.5.0
	Access security for IP based services
	S3

	SP-030111
	33.203
	039
	-
	5.4.0
	Rel-5
	Correction of the Port 2 definition for SA establishment
	approved
	F
	5.5.0
	Access security for IP based services
	S3

	SP-030104
	33.210
	005
	-
	5.2.0
	Rel-5
	Za-interface and roaming agreements
	approved
	F
	5.3.0
	Network Domain Security - IP
	S3

	SP-030104
	33.210
	006
	-
	6.0.0
	Rel-6
	Za-interface and roaming agreements
	approved
	A
	6.1.0
	Network Domain Security - IP
	S3

	SP-030105
	33.210
	007
	-
	5.2.0
	Rel-5
	Clarification to the re-keying aspects of network domain security
	approved
	F
	5.3.0
	Network Domain Security - IP
	S3

	SP-030105
	33.210
	008
	-
	6.0.0
	Rel-6
	Clarification to the re-keying aspects of network domain security
	approved
	A
	6.1.0
	Network Domain Security - IP
	S3

	SP-030085
	26.073
	017
	-
	5.0.0
	Rel-5
	MMS compatible input/output option 
	approved
	F
	5.1.0
	AMR speech Codec; C-source code
	S4

	SP-030086
	26.093
	011
	-
	5.2.0
	Rel-6
	Handling of FACCH and RATSCCH during AMR DTX
	approved
	F
	6.0.0
	AMR speech Codec; Source Controlled Rate operation
	S4

	SP-030087
	26.102
	013
	2
	3.3.0
	R99
	AMR Rate Adaptation of R'99
	approved
	F
	3.4.0
	AMR speech Codec; Interface to Iu and Uu
	S4

	SP-030087
	26.102
	014
	3
	4.0.0
	Rel-4
	AMR Rate Adaptation of Rel-4
	approved
	A
	4.1.0
	AMR speech Codec; Interface to Iu and Uu
	S4

	SP-030087
	26.102
	015
	2
	5.1.0
	Rel-5
	AMR Rate Adaptation of Rel-5
	approved
	F
	5.2.0
	AMR speech Codec; Interface to Iu and Uu
	S4

	SP-030088
	26.104
	021
	1
	5.0.0
	Rel-5
	MMS compatible i/o format
	approved
	F
	5.1.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	S4

	SP-030088
	26.104
	022
	-
	3.4.0
	R99
	Correction to floating-point implementation of sp_dec.c
	approved
	F
	3.5.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	S4

	SP-030088
	26.104
	023
	-
	4.3.0
	Rel-4
	Correction to floating-point implementation of sp_dec.c
	approved
	A
	4.4.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	S4

	SP-030088
	26.104
	024
	-
	5.0.0
	Rel-5
	Correction to floating-point implementation of sp_dec.c
	approved
	A
	5.1.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	S4

	SP-030089
	26.173
	015
	2
	5.5.0
	Rel-5
	Harmonization of 3GPP TS 26.173 and ITU-T G.722.2 C-codes
	approved
	F
	5.6.0
	ANSI-C code for the Adaptive Multi Rate (AMR) Wideband speech codec
	S4

	SP-030089
	26.173
	016
	-
	5.5.0
	Rel-5
	Correction for handling of RX_NO_DATA frames
	approved
	F
	5.6.0
	ANSI-C code for the Adaptive Multi Rate (AMR) Wideband speech codec
	S4

	SP-030090
	26.204
	001
	1
	5.0.0
	Rel-5
	Correction to log(0) error in VAD decision with low SNR input signals
	approved
	F
	5.1.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) wideband speech codec
	S4

	SP-030090
	26.204
	002
	1
	5.0.0
	Rel-5
	Correction to decoder with input of long sequence of NO_DATA frames
	approved
	F
	5.1.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) wideband speech codec
	S4

	SP-030090
	26.204
	003
	1
	5.0.0
	Rel-5
	Correction to "D_UTIL_pow2" function to be bitexact with TS26.173 counterpart
	approved
	F
	5.1.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) wideband speech codec
	S4

	SP-030090
	26.204
	004
	1
	5.0.0
	Rel-5
	MMS compatible i/o format option
	approved
	F
	5.1.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) wideband speech codec
	S4

	SP-030090
	26.204
	005
	-
	5.0.0
	Rel-5
	Correction for handling of RX_NO_DATA frames
	approved
	F
	5.1.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) wideband speech codec
	S4

	SP-030090
	26.204
	006
	1
	5.0.0
	Rel-5
	Ambiguous expressions in the AMR-WB Floating-point C-Code
	approved
	F
	5.1.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) wideband speech codec
	S4

	SP-030091
	26.234
	052
	1
	5.3.0
	Rel-5
	SDP bandwidth modifier for RTCP bandwidth
	approved
	F
	5.4.0
	End-to-end transparent streaming service; Protocols and codecs
	S4

	SP-030091
	26.234
	053
	-
	5.3.0
	Rel-5
	Specification of stream control URLs in SDP files
	approved
	F
	5.4.0
	End-to-end transparent streaming service; Protocols and codecs
	S4

	SP-030091
	26.234
	054
	-
	5.3.0
	Rel-5
	Clarification of multiple modifiers for timed text
	approved
	F
	5.4.0
	End-to-end transparent streaming service; Protocols and codecs
	S4

	SP-030091
	26.234
	056
	4
	5.3.0
	Rel-5
	Correction of wrong references
	approved
	F
	5.4.0
	End-to-end transparent streaming service; Protocols and codecs
	S4

	SP-030091
	26.234
	057
	2
	5.3.0
	Rel-5
	Correction of signalling frame size for H.263 in SDP
	approved
	F
	5.4.0
	End-to-end transparent streaming service; Protocols and codecs
	S4

	SP-030092
	26.236
	003
	2
	5.1.0
	Rel-5
	SDP bandwidth modifier for RTCP bandwidth
	approved
	F
	5.2.0
	Packet switched conversational multimedia applications; Transport protocols
	S4

	SP-030092
	26.236
	004
	-
	5.1.0
	Rel-5
	Correction on QoS profile parameters for conversational multimedia applications
	approved
	F
	5.2.0
	Packet switched conversational multimedia applications; Transport protocols
	S4

	SP-030093
	26.911
	011
	-
	3.3.0
	R99
	Clarification of bit-order handling for 3G-324M terminals
	approved
	F
	3.4.0
	Codec for Circuit switched Multimedia Telephony Service;Terminal Implementor’s Guide
	S4

	SP-030093
	26.911
	012
	-
	4.1.0
	Rel-4
	Clarification of bit-order handling for 3G-324M terminals
	approved
	A
	4.2.0
	Codec for Circuit switched Multimedia Telephony Service;Terminal Implementor’s Guide
	S4

	SP-030093
	26.911
	013
	-
	5.0.0
	Rel-5
	Clarification of bit-order handling for 3G-324M terminals
	approved
	A
	5.1.0
	Codec for Circuit switched Multimedia Telephony Service;Terminal Implementor’s Guide
	S4

	SP-030053
	32.015
	038
	-
	3.10.0
	R99
	Correction of M-CDR usage - alignment with SA2's 23.060
	approved
	F
	3.11.0
	Telecommunications Management; Charging and billing; 3G call and event data for the Packet Switched (PS) domain
	S5

	SP-030043
	32.101
	021
	-
	5.2.0
	Rel-5
	Align QoS Terminology with SA2's 23.207 & CN3's 29.207
	approved
	F
	5.3.0
	3G Telecom Management principles and high level requirements
	S5

	SP-030061
	32.102
	026
	-
	4.2.0
	Rel-4
	Add New Subclause to IS Template for Notification Related IOCs
	approved
	F
	4.3.0
	3G Telecom Management Architecture
	S5

	SP-030061
	32.102
	027
	-
	5.2.0
	Rel-5
	Add New Subclause to IS Template for Notification Related IOCs
	approved
	A
	5.3.0
	3G Telecom Management Architecture
	S5

	SP-030062
	32.111-2
	021
	-
	4.5.0
	Rel-4
	Add Missing ITU-T M.3100 Probable Causes
	approved
	F
	4.6.0
	Telecommunication Management; Fault Management; Part 2: Alarm Integration Reference Point: Information Service
	S5

	SP-030062
	32.111-2
	022
	-
	5.2.0
	Rel-5
	Add Missing ITU-T M.3100 Probable Causes
	approved
	A
	5.3.0
	Telecommunication Management; Fault Management; Part 2: Alarm Integration Reference Point: Information Service
	S5

	SP-030063
	32.111-2
	023
	-
	4.5.0
	Rel-4
	Corrections regarding Alarm Acknowledgement and Alarm Comments - alignment with 32.111-1
	approved
	F
	4.6.0
	Telecommunication Management; Fault Management; Part 2: Alarm Integration Reference Point: Information Service
	S5

	SP-030063
	32.111-2
	024
	-
	5.2.0
	Rel-5
	Corrections regarding Alarm Acknowledgement and Alarm Comments - alignment with 32.111-1
	approved
	A
	5.3.0
	Telecommunication Management; Fault Management; Part 2: Alarm Integration Reference Point: Information Service
	S5

	SP-030138
	32.111-2
	025
	-
	5.2.0
	Rel-5
	Add Missing security event types and probable causes
	approved
	F
	5.3.0
	Telecommunication Management; Fault Management; Part 2: Alarm Integration Reference Point: Information Service
	S5

	SP-030064
	32.111-3
	025
	-
	4.5.0
	Rel-4
	Correction of CORBA  ALARM_IRP_VERSION in line with adopted Rel-5 policy
	approved
	F
	4.6.0
	Telecommunication Management; Fault Management; Part 3: Alarm Integration Reference Point: CORBA solution set version 1:1
	S5

	SP-030064
	32.111-3
	026
	-
	5.2.0
	Rel-5
	Correction of CORBA  ALARM_IRP_VERSION in line with adopted Rel-5 policy
	approved
	A
	5.3.0
	Telecommunication Management; Fault Management; Part 3: Alarm Integration Reference Point: CORBA solution set version 1:1
	S5

	SP-030062
	32.111-3
	027
	-
	4.5.0
	Rel-4
	Add missing ITU-T M.3100 Probable Cause Values
	approved
	F
	4.6.0
	Telecommunication Management; Fault Management; Part 3: Alarm Integration Reference Point: CORBA solution set version 1:1
	S5

	SP-030062
	32.111-3
	028
	-
	5.2.0
	Rel-5
	Add missing ITU-T M.3100 Probable Cause values & Correct CORBA IDL errors
	approved
	A
	5.3.0
	Telecommunication Management; Fault Management; Part 3: Alarm Integration Reference Point: CORBA solution set version 1:1
	S5

	SP-030138
	32.111-3
	029
	-
	5.2.0
	Rel-5
	Correction of CORBA IDL Optional clearSystemId
	approved
	F
	5.3.0
	Telecommunication Management; Fault Management; Part 3: Alarm Integration Reference Point: CORBA solution set version 1:1
	S5

	SP-030063
	32.111-4
	015
	-
	4.4.0
	Rel-4
	Correction to Alarm Comments - alignment with 32.111-1
	approved
	F
	4.5.0
	Telecommunication Management; Fault Management; Part 4: Alarm Integration Reference Point: CMIP solution set
	S5

	SP-030063
	32.111-4
	016
	-
	5.3.0
	Rel-5
	Correction to Alarm Comments- alignment with 32.111-1
	approved
	A
	5.4.0
	Telecommunication Management; Fault Management; Part 4: Alarm Integration Reference Point: CMIP solution set
	S5

	SP-030138
	32.111-4
	017
	-
	5.3.0
	Rel-5
	Add missing x721AlarmNotificationsPackage
	approved
	F
	5.4.0
	Telecommunication Management; Fault Management; Part 4: Alarm Integration Reference Point: CMIP solution set
	S5

	SP-030138
	32.111-4
	018
	-
	5.3.0
	Rel-5
	Corrections to GDMO and ASN.1 definitions in the Alarm IRP CMIP SS
	approved
	F
	5.4.0
	Telecommunication Management; Fault Management; Part 4: Alarm Integration Reference Point: CMIP solution set
	S5

	SP-030053
	32.200
	019
	-
	4.3.0
	Rel-4
	Correction of M-CDR usage - alignment with SA2's 23.060
	approved
	A
	4.4.0
	Telecommunication management; Charging management; Charging principles
	S5

	SP-030053
	32.200
	020
	-
	5.2.0
	Rel-5
	Correction of M-CDR usage - alignment with SA2's 23.060
	approved
	A
	5.3.0
	Telecommunication management; Charging management; Charging principles
	S5

	SP-030055
	32.200
	021
	-
	5.2.0
	Rel-5
	Addition of ‘Inter-PLMN SGSN change’ as partial output record trigger for G-CDR  - alignment with CN4's 29.060
	approved
	F
	5.3.0
	Telecommunication management; Charging management; Charging principles
	S5

	SP-030054
	32.205
	013
	-
	4.3.0
	Rel-4
	CDR correction for data services over Iu-interface - alignment with SA1's 22.002
	approved
	F
	4.4.0
	Telecommunication management; Charging management; 3G charging data description for the CS domain
	S5

	SP-030054
	32.205
	014
	-
	5.2.0
	Rel-5
	CDR correction for data services over Iu-interface - alignment with SA1's 22.002
	approved
	A
	5.3.0
	Telecommunication management; Charging management; 3G charging data description for the CS domain
	S5

	SP-030056
	32.205
	015
	-
	5.2.0
	Rel-5
	Corrections to ASN.1 Syntax associated with Wireless Number Portability (WNP)
	approved
	F
	5.3.0
	Telecommunication management; Charging management; 3G charging data description for the CS domain
	S5

	SP-030055
	32.215
	025
	-
	5.2.0
	Rel-5
	Addition of SGSN’s Mobile Country Code (MCC) and Mobile Network Code (MNC) on G-CDR - alignment with CN4's 29.060
	approved
	F
	5.3.0
	Telecom Management; Charging management; Charging data description for the Packet Switched (PS) domain
	S5

	SP-030057
	32.225
	004
	-
	5.1.0
	Rel-5
	Alignment of Immediate Event Charging (IEC) description with the latest draft IEFT Credit-Control specification
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030057
	32.225
	005
	-
	5.1.0
	Rel-5
	Correction of the IMS Charging Identifier (ICID) definition
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030057
	32.225
	006
	-
	5.1.0
	Rel-5
	Correction of IMS-CDR definitions
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030057
	32.225
	007
	-
	5.1.0
	Rel-5
	Inclusion of IETF draft ‘Hakala-diameter-credit-control’ specification version 05
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030057
	32.225
	008
	-
	5.1.0
	Rel-5
	Removal of Re-Transmission Attribute Value Pair (AVP) in order to align duplicate detection procedure with the Diameter Base protocol
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030057
	32.225
	009
	-
	5.1.0
	Rel-5
	Correction of the accounting session supervision (Offline) - alignment with the Diameter Base protocol
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030057
	32.225
	010
	-
	5.1.0
	Rel-5
	Correction of the accounting session supervision (Online) - alignment with the Diameter Base protocol
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030057
	32.225
	011
	-
	5.1.0
	Rel-5
	Correction of the support of local file storage and use of FTP for transfer of Accounting Information
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030057
	32.225
	012
	-
	5.1.0
	Rel-5
	Correction of abnormal session termination procedure
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030057
	32.225
	013
	-
	5.1.0
	Rel-5
	Correction of network initiated session release procedure - alignment with SIP (IETF RFC 3261)
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030057
	32.225
	014
	-
	5.1.0
	Rel-5
	Correction of media modification procedures - add the UPDATE SIP method
	approved
	F
	5.2.0
	Telecom management; Charging management; Charging data description for the IMS domain
	S5

	SP-030058
	32.235
	009
	-
	4.4.0
	Rel-4
	Corrections on MMS addressing - alignment with T2's 23.140 (MMS stage 2)
	approved
	F
	4.5.0
	Telecommunication management; Charging management; Charging data description for application services
	S5

	SP-030058
	32.235
	010
	-
	5.1.0
	Rel-5
	Corrections on MMS addressing - alignment with T2's 23.140 (MMS stage 2)
	approved
	A
	5.2.0
	Telecommunication management; Charging management; Charging data description for application services
	S5

	SP-030059
	32.235
	011
	-
	4.4.0
	Rel-4
	Correction of Message Size Definition - alignment with T2's 23.140
	approved
	F
	4.5.0
	Telecommunication management; Charging management; Charging data description for application services
	S5

	SP-030059
	32.235
	012
	-
	5.1.0
	Rel-5
	Correction of Message Size Definition - alignment with T2's 23.140
	approved
	A
	5.2.0
	Telecommunication management; Charging management; Charging data description for application services
	S5

	SP-030060
	32.235
	013
	-
	5.1.0
	Rel-5
	Add support of VASP in MMS Charging - alignment with T2's 23.140
	approved
	B
	5.2.0
	Telecommunication management; Charging management; Charging data description for application services
	S5

	SP-030137
	32.303
	006
	-
	4.3.2
	Rel-4
	Corrections to CORBA IDL specification "NotificationIRPSystem"
	withdrawn
	F
	
	Telecommunication Management; Configuration Management; Notification Integration Reference Point; CORBA solution set version 1:1
	S5

	SP-030137
	32.303
	007
	-
	4.3.2
	Rel-4
	Remove unused suspend_subscription and resume_subscription methods
	approved
	F
	4.4.0
	Telecommunication Management; Configuration Management; Notification Integration Reference Point; CORBA solution set version 1:1
	S5

	SP-030137
	32.303
	008
	-
	5.1.2
	Rel-5
	Remove unused suspend_subscription and resume_subscription methods
	approved
	A
	5.2.0
	Telecommunication Management; Configuration Management; Notification Integration Reference Point; CORBA solution set version 1:1
	S5

	SP-030137
	32.303
	009
	-
	5.1.2
	Rel-5
	Corrections of CORBA IDL syntax errors
	approved
	F
	5.2.0
	Telecommunication Management; Configuration Management; Notification Integration Reference Point; CORBA solution set version 1:1
	S5

	SP-030064
	32.303
	010
	-
	5.1.2
	Rel-5
	Update the usage IRP_VERSION in line with adopted release 5 policy - alignment with 32.111-3
	approved
	F
	5.2.0
	Telecommunication Management; Configuration Management; Notification Integration Reference Point; CORBA solution set version 1:1
	S5

	SP-030146
	32.403
	011
	-
	4.2.1
	Rel-4
	Correction of the subscriber number measurement definitions
	approved
	F
	4.3.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	S5

	SP-030146
	32.403
	012
	-
	5.1.0
	Rel-5
	Correction of the subscriber number measurement definitions
	approved
	A
	5.2.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	S5

	SP-030147
	32.421
	001
	-
	6.0.0
	Rel-6
	Corrections to Trace requirements - alignment with SA2's 23.002
	approved
	F
	6.1.0
	
	S5

	SP-030144
	32.602
	003
	-
	5.0.0
	Rel-5
	Add post-condition for notifications of each activeCM operation and one exception for createMO
	approved
	F
	5.1.0
	Telecommunication Management; Configuration Management; Basic configuration management IRP information model
	S5

	SP-030139
	32.603
	007
	-
	5.0.0
	Rel-5
	Add CORBA equivalents to IS operations "get{Operation Notification}Profile" - alignment with 32.602 & 32.312
	approved
	F
	5.1.0
	Telecommunication Management; Configuration Management; Basic configuration management IRP: CORBA solution set
	S5

	SP-030139
	32.603
	008
	-
	5.0.0
	Rel-5
	Correction of IDL errors
	approved
	F
	5.1.0
	Telecommunication Management; Configuration Management; Basic configuration management IRP: CORBA solution set
	S5

	SP-030144
	32.603
	009
	-
	5.0.0
	Rel-5
	Add description for notifications of each activeCM operation and one exception for createMO - alignment with 32.602, Information Service
	approved
	F
	5.1.0
	Telecommunication Management; Configuration Management; Basic configuration management IRP: CORBA solution set
	S5

	SP-030140
	32.613
	008
	-
	5.0.0
	Rel-5
	Add subphases "PreactivationPhase" and "ValidationPhase" in ‘BulkCmIRPConstDefs’ IDL definition
	approved
	F
	5.1.0
	Telecommunication management; Configuration management; 3G configuration management: Bulk configuration management IRP: CORBA solution set
	S5

	SP-030140
	32.613
	009
	-
	5.0.0
	Rel-5
	Add missing Rel-4 CORBA IDL exceptions
	approved
	F
	5.1.0
	Telecommunication management; Configuration management; 3G configuration management: Bulk configuration management IRP: CORBA solution set
	S5

	SP-030141
	32.623
	005
	-
	4.2.0
	Rel-4
	Addition of VsDataContainer strings missing from IDL
	approved
	F
	4.3.0
	Telecommunication Management; Configuration Management; Generic network resources IRP: CORBA solution set
	S5

	SP-030141
	32.623
	006
	-
	5.0.0
	Rel-5
	Replace Microsoft Word “” with straight Double Quotes - to avoid CORBA IDL Compilation Errors
	approved
	F
	5.1.0
	Telecommunication Management; Configuration Management; Generic network resources IRP: CORBA solution set
	S5

	SP-030142
	32.632
	005
	-
	4.2.0
	Rel-4
	Change userLabel attribute from Read-Only to Read-Write
	approved
	F
	4.3.0
	Telecommunication Management; Configuration Management; Core Network Resources IRP: NRM
	S5

	SP-030142
	32.632
	006
	-
	5.1.0
	Rel-5
	CN Network Resource Model changed to the New Methodology - alignment with 32.102 (Telecommunication management; Architecture)
	approved
	F
	5.2.0
	Telecommunication Management; Configuration Management; Core Network Resources IRP: NRM
	S5

	SP-030145
	32.661
	002
	-
	5.1.0
	Rel-6
	Add requirement for the emission of notifyCMSynchronizationRecommended notification
	approved
	B
	6.0.0
	3G configuration management; Kernel CM requirements
	S5

	SP-030145
	32.662
	001
	-
	5.0.0
	Rel-6
	Add description of notifyCMSynchronizationRecommended notification for KernelCM IRP.
	approved
	B
	6.0.0
	3G configuration management; Kernel CM information service
	S5

	SP-030143
	32.663
	001
	-
	5.0.0
	Rel-5
	CORBA IDL Compiler Errors
	approved
	F
	5.1.0
	3G configuration management; Kernel CM CORBA solution set
	S5

	SP-030145
	32.663
	002
	-
	5.0.0
	Rel-6
	Add IDL definition of notifyCMSynchronizationRecommended notification for KernelCM IRP
	approved
	B
	6.0.0
	3G configuration management; Kernel CM CORBA solution set
	S5

	SP-030145
	32.664
	001
	-
	5.0.0
	Rel-6
	Add GDMO definition of notifyCMSynchronizationRecommended notification for KernelCM IRP
	approved
	B
	6.0.0
	3G configuration management; Kernel CM CMIP solution set
	S5

	SP-030143
	32.673
	001
	-
	5.0.0
	Rel-5
	CORBA IDL Compiler Errors, Invalid CORBA IDL Include Reference
	approved
	F
	5.1.0
	
	S5

	SP-030077
	01.01
	011
	-
	8.8.0
	R99
	Correction to list of specs
	approved
	F
	8.9.0
	GSM Release 1999 Specifications
	SP

	SP-030077
	21.101
	013
	1
	3.10.0
	R99
	Correction to list of specs
	approved
	F
	3.11.0
	3rd Generation mobile system Release 1999 Specifications
	SP

	SP-030077
	21.102
	010
	-
	4.7.0
	Rel-4
	Correction to list of specs
	approved
	F
	4.8.0
	3rd Generation mobile system Release 4 specifications
	SP

	SP-030077
	21.103
	003
	1
	5.2.0
	Rel-5
	Correction to list of specs
	approved
	F
	5.3.0
	3rd Generation mobile system Release 5 specifications
	SP

	SP-030077
	41.102
	009
	-
	4.7.0
	Rel-4
	Correction to list of specs
	approved
	F
	8.0.0
	GSM Release 4 specifications
	SP

	SP-030077
	41.103
	003
	1
	5.2.0
	Rel-5
	Correction to list of specs
	approved
	F
	5.3.0
	GSM Release 5 specifications
	SP

	TP-030043
	34.108
	172
	-
	3.10.0
	R99
	RAB Removal from R99 TS 34.108 as T1S030001rev1
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	173
	-
	4.5.0
	Rel-4
	RAB Removal from Rel 4 TS 34.108 as T1S030002rev1
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	174
	-
	3.10.0
	R99
	Combine all Radio Bearer Setup messages into one table
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	175
	-
	4.5.0
	Rel-4
	Combine all Radio Bearer Setup messages into one table
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	176
	-
	3.10.0
	R99
	Corrections to SB and SIB configurations in clause 6.1 as T1S030045rev1
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	177
	-
	4.5.0
	Rel-4
	Corrections to SB and SIB configurations in clause 6.1 as T1S030046rev1
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	178
	-
	3.10.0
	R99
	Correction to TS34.108 R99 ; PAGING TYPE1 message (Packet in PS)
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	179
	-
	4.5.0
	Rel-4
	Correction to TS34.108 Rel-4 ; PAGING TYPE1 message (Packet in PS)
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	180
	-
	3.10.0
	R99
	Clarification of autentication test algorithm and GSM cipher key
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	181
	-
	4.5.0
	Rel-4
	Clarification of autentication test algorithm and GSM cipher key
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	182
	-
	3.10.0
	R99
	Addition of simulated network environment for inter-RAT test cases
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	183
	-
	4.5.0
	Rel-4
	Addition of simulated network environment for inter-RAT test cases
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	184
	-
	3.10.0
	R99
	Corrections to SIB1 to align with default values for LAC and RAC in 51.010-1
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	185
	-
	4.5.0
	Rel-4
	Corrections to SIB1 to align with default values for LAC and RAC in 51.010-1.
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	186
	-
	3.10.0
	R99
	Addition of default inter-RAT handover messages
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	187
	-
	4.5.0
	Rel-4
	Addition of default inter-RAT handover messages
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	188
	-
	3.10.0
	R99
	Correction of activation time IEs in default messages
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	189
	-
	4.5.0
	Rel-4
	Correction of activation time IEs in default messages
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	190
	-
	3.10.0
	R99
	Correction to default SECURITY MODE COMMAND message
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	191
	-
	4.5.0
	Rel-4
	Correction to default SECURITY MODE COMMAND message
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	192
	-
	3.10.0
	R99
	Addition of option for UL CM only in default reference CM patterns
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	193
	-
	4.5.0
	Rel-4
	Addition of option for UL CM only in default reference CM patterns
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	194
	-
	3.10.0
	R99
	Introduction of a reference RB configuration for RMC for BTFD tests (R99)
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	195
	-
	4.5.0
	Rel-4
	Introduction of a reference RB configuration for RMC for BTFD tests (Rel4)
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	196
	-
	3.10.0
	R99
	Update of the RRC connection request messages in 34.108 R99
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	197
	-
	4.5.0
	Rel-4
	Update of the RRC connection request messages in 34.108 Rel4
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	198
	-
	4.5.0
	Rel-4
	Introduction of Conversational PS RABs in Rel 4 TS 34.108 as T1S030003rev1
	approved
	F
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	199
	-
	3.10.0
	R99
	Update of default parameters for 1 to 8 cell environments (TDD), clause 6.1.4, Rel 99
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	200
	-
	4.5.0
	Rel-4
	Update of default parameters for 1 to 8 cell environments (TDD), clause 6.1.4, Rel 4
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	201
	-
	3.10.0
	R99
	Update of Multi-cell environment for default radio conditions (TDD), clause 6.1.6 (Inclusion of cell 4), Rel 99
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	202
	-
	4.5.0
	Rel-4
	Update of Multi-cell environment for default radio conditions (TDD), clause 6.1.6 (Inclusion of cell 4), Rel 4
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	203
	-
	3.10.0
	R99
	Modification to Generic Registration Procedures
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	204
	-
	4.5.0
	Rel-4
	Modification to Generic Registration Procedures
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030044
	34.108
	205
	-
	3.10.0
	R99
	Update of default configurations to enable testing of low end UE
	approved
	F
	3.11.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030043
	34.108
	206
	-
	4.5.0
	Rel-4
	Update of default configurations to enable testing of low end UE
	approved
	A
	4.6.0
	Common Test Environments for User Equipment (UE) Conformance Testing
	T1

	TP-030045
	34.121
	235
	-
	3.11.0
	R99
	CR 34.121 on P-CCPCH RSCP test case for  FDD to TDD handover 
	approved
	F
	3.12.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030045
	34.121
	236
	-
	3.11.0
	R99
	CR 34.121 on Correct reporting of TDD inter-frequency neighbours in AWGN  test case
	approved
	F
	3.12.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030045
	34.121
	237
	-
	3.11.0
	R99
	CR 34.121 on Correction for minimum requirement of UE transmitted power test case
	approved
	F
	3.12.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030045
	34.121
	238
	-
	3.11.0
	R99
	CR 34.121 on Removal of 34.123-1 Annex A reference
	approved
	F
	3.12.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030045
	34.121
	239
	-
	3.11.0
	R99
	CR 34.121 on Correction of UE parameter for Correct behaviour at Time-out test case
	approved
	F
	3.12.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030045
	34.121
	240
	-
	3.11.0
	R99
	CR 34.121 on Correction of Out-of-synchronisation handling of output power test case
	approved
	F
	3.12.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030045
	34.121
	241
	-
	3.11.0
	R99
	CR 34.121 on Removal of uplink dummy DCCH transmission function in UE
	approved
	F
	3.12.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030045
	34.121
	242
	-
	3.11.0
	R99
	CR 34.121 on Correction for Combining of TPC commands from radio links of different radio link sets test case 
	approved
	F
	3.12.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030046
	34.122
	124
	-
	3.10.0
	R99
	CR 34.122 on RRC connection re-establishment test cases Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	125
	-
	4.6.0
	Rel-4
	CR 34.122 on RRC connection re-establishment test cases Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	126
	-
	3.10.0
	R99
	CR 34.122 on Transport Format Combination Selection test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	127
	-
	4.6.0
	Rel-4
	CR 34.122 on Transport Format Combination Selection test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	128
	-
	3.10.0
	R99
	CR 34.122 on Timing Advance test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	129
	-
	4.6.0
	Rel-4
	CR 34.122 on Timing Advance test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	130
	-
	3.10.0
	R99
	CR 34.122 on Event-triggered reporting in AWGN test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	131
	-
	4.6.0
	Rel-4
	CR 34.122 on Event-triggered reporting in AWGN test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	132
	-
	3.10.0
	R99
	CR 34.122 on Event 1H and 1I triggered reporting in AWGN propagation condition test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	133
	-
	4.6.0
	Rel-4
	CR 34.122 on Event 1H and 1I triggered reporting in AWGN propagation condition test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	134
	-
	3.10.0
	R99
	CR 34.122 on Correct reporting of neighbours in fading propagation condition test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	135
	-
	4.6.0
	Rel-4
	CR 34.122 on Correct reporting of neighbours in fading propagation condition test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	136
	-
	3.10.0
	R99
	CR 34.122 on Correct reporting of TDD inter-frequency neighbours in AWGN propagation condition test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	137
	-
	4.6.0
	Rel-4
	CR 34.122 on Correct reporting of TDD inter-frequency neighbours in AWGN propagation condition test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	138
	-
	3.10.0
	R99
	CR 34.122 on Correct reporting of FDD inter-frequency neighbours in AWGN propagation condition test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	139
	-
	4.6.0
	Rel-4
	CR 34.122 on Correct reporting of FDD inter-frequency neighbours in AWGN propagation condition test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	140
	-
	3.10.0
	R99
	CR 34.122 on Corrections to TDD Cell Reselection and Handover Test Cases Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	141
	-
	4.6.0
	Rel-4
	CR 34.122 on Corrections to TDD Cell Reselection and Handover Test Cases Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	142
	-
	3.10.0
	R99
	CR 34.122 on CPICH RSCP Measurement test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	143
	-
	4.6.0
	Rel-4
	CR 34.122 on CPICH RSCP Measurement test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	144
	-
	3.10.0
	R99
	CR 34.122 on Timeslot ISCP Measurement test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	145
	-
	4.6.0
	Rel-4
	CR 34.122 on Timeslot ISCP Measurement test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	146
	-
	3.10.0
	R99
	CR 34.122 on UTRA carrier RSSI Measurement test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	147
	-
	4.6.0
	Rel-4
	CR 34.122 on UTRA carrier RSSI Measurement test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	148
	-
	3.10.0
	R99
	CR 34.122 on SFN-SFN type 1 test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	149
	-
	4.6.0
	Rel-4
	CR 34.122 on SFN-SFN type 1 test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	150
	-
	3.10.0
	R99
	CR 34.122 on SFN-CFN observed time difference measurement test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	151
	-
	4.6.0
	Rel-4
	CR 34.122 on SFN-CFN observed time difference measurement  test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	152
	-
	3.10.0
	R99
	CR 34.122 on TDD-GSM handover case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	153
	-
	4.6.0
	Rel-4
	CR 34.122 on TDD-GSM handover case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	154
	-
	3.10.0
	R99
	CR 34.122 on Correction to Cell Re-selection in CELL_PCH and URA_PCH test cases Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	155
	-
	4.6.0
	Rel-4
	CR 34.122 on Correction to Cell Re-selection in CELL_PCH and URA_PCH test cases Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	156
	-
	3.10.0
	R99
	CR 34.122 on Reference and measurement performance sSub-sections updates in 34.122 Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	157
	-
	4.6.0
	Rel-4
	CR 34.122 on Reference and measurement performance sub-sections updates in 34.122 Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	158
	-
	3.10.0
	R99
	CR 34.122 on Corrections to P-CCPCH RSCP test case Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	159
	-
	4.6.0
	Rel-4
	CR 34.122 on Corrections to P-CCPCH RSCP test case Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	160
	-
	3.10.0
	R99
	CR 34.122 on Statistical testing of RRM delay performance in Annex F.6.2 Rel99
	approved
	F
	3.11.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	161
	-
	4.6.0
	Rel-4
	CR 34.122 on Statistical testing of RRM delay performance in Annex F.6.2 Rel4
	approved
	A
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	162
	-
	4.6.0
	Rel-4
	CR 34.122 on Addition of LCR Event 1G test
	approved
	F
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	163
	-
	4.6.0
	Rel-4
	CR 34.122 on addition of LCR events 1H and 1I
	approved
	F
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	164
	-
	4.6.0
	Rel-4
	CR 34.122 on addition of LCR neighbour monitoring
	approved
	F
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	165
	-
	4.6.0
	Rel-4
	CR 34.122 on Updates to LCR TDD Hand-over inter and intra frequency test cases
	approved
	F
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030046
	34.122
	166
	-
	4.6.0
	Rel-4
	CR 34.122 on Updates to tables in the TDD RX performance test
	approved
	F
	4.7.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030049
	34.123-1
	408
	-
	5.2.0
	Rel-5
	Corrections to GMM Package 1 test cases as T1S030012rev1
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	409
	-
	5.2.0
	Rel-5
	Clause 8.3.1.1 Cell Update: cell reselection in CELL_FACH(Package1) as T1S0300015rev1
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	410
	-
	5.2.0
	Rel-5
	Clause 7.2.3.24 Polling for status / Operation of timer Timer_Poll_Prohibit (Package 1)
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	411
	-
	5.2.0
	Rel-5
	on Correction to package 4 GMM test case 12.6.1.3.3 Authentication Rejected by the UE / fraudulent network
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	412
	-
	5.2.0
	Rel-5
	Corrections to package 4 idle mode test case 6.1.2.9
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	413
	-
	5.2.0
	Rel-5
	Alignement of cell numbering for inter-RAT idle mode test case
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	414
	-
	5.2.0
	Rel-5
	Correction to package 1 RLC test case 7.2.3.18
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	415
	-
	5.2.0
	Rel-5
	Correction to low prio RLC test cases 7.2.2.11, 7.2.3.31 and 7.2.3.32
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	416
	-
	5.2.0
	Rel-5
	Clause 7.2.3.21 Polling for status / Operation of Timer_Poll timer / Timer expiry (Package 1)
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	417
	-
	5.2.0
	Rel-5
	Correction to low prio PDCP test cases 7.3.2.1.2, 7.3.2.2.2, 7.3.2.2.4 and 7.3.2.2.5
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	418
	-
	5.2.0
	Rel-5
	Correction to package 1 RRC Test Case 8.1.1.1
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	419
	-
	5.2.0
	Rel-5
	Correction to TS 34.123-1 Package1; Radio Bearer Establishment procedure
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	420
	-
	5.2.0
	Rel-5
	Corrections to Package 1 RRC test cases
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	421
	-
	5.2.0
	Rel-5
	Corrections to Package 2 RRC test cases
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	422
	-
	5.2.0
	Rel-5
	Update to test cases 8.2.4.3 and 8.2.4.4(Package 2)
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	423
	-
	5.2.0
	Rel-5
	Corrections to Early UE Specific Information in RRC Connection Request (Package 1)
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	424
	-
	5.2.0
	Rel-5
	Corrections to package 2 test case 8.1.10.1
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	425
	-
	5.2.0
	Rel-5
	Corrections to package 3 RRC test case 8.4.1.40
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	426
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on Inter system handover
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	427
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on RRC Direct transfer
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	428
	-
	5.2.0
	Rel-5
	Correction to package 1 RRC Test Case 8.1.1.7
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	429
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on RRC connection establishment and release
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	430
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on Physical Channel Reconfiguration
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	431
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on RB establishment
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	432
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on TrCH reconfiguration
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	433
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on RRC Connection mobility
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	434
	-
	5.2.0
	Rel-5
	New test cases for security
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	435
	-
	5.2.0
	Rel-5
	Removal of low priority RRC test cases with state transition
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	436
	-
	5.2.0
	Rel-5
	Corrections to clause 8.2.2.20
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	437
	-
	5.2.0
	Rel-5
	Addition of re-run statements when it is failed in cell reselection
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	438
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on RB release
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	439
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on RB reconfiguration
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	440
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on Measurements
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	441
	-
	5.2.0
	Rel-5
	Corrections to Low Priority RRC test cases
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	442
	-
	5.2.0
	Rel-5
	Correction to clause 8.1.6.4 and 8.1.9a/b as T1S-020628rev1
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	443
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on CC
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	444
	-
	5.2.0
	Rel-5
	Correction to Tables 10.1.3/2 and 10.1.3/4
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	445
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on MM
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	446
	-
	5.2.0
	Rel-5
	Correction to low priority TC 12.4.3.2 Periodic routing area updating / accepted / T3312 default value
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	447
	-
	5.2.0
	Rel-5
	Introduction of a new test case for a PSdetach procedure with the cause "PS services not allowed in this PLMN"
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	448
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on GMM as T1S030221rev1
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	449
	-
	5.2.0
	Rel-5
	Corrections to package 1 GMM Test Cases
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	450
	-
	5.2.0
	Rel-5
	Corrections to package 4 GMM test cases on RAB re-establishment
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	451
	-
	5.2.0
	Rel-5
	Corrections to package 4 test cases on RRC Security
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	452
	-
	5.2.0
	Rel-5
	Correction to Low Prio SM test case 11.2.3.2
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	453
	-
	5.2.0
	Rel-5
	Maintenance of low priority test case 11.1.2 PDP context activation requested by the network, successful and unsuccessful
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	454
	-
	5.2.0
	Rel-5
	Correction to package 3 test case 16.1.2 SMS mobile originated
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	455
	-
	5.2.0
	Rel-5
	Corrections to generic setup procedure for radio bearer testing
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	456
	-
	5.2.0
	Rel-5
	Corrections to add minimum set of TFCIs to package 1 RB test cases
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	457
	-
	5.2.0
	Rel-5
	Corrections to add minimum set of TFCIs to package 2 RB test cases
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	458
	-
	5.2.0
	Rel-5
	Corrections to add minimum set of TFCIs to package 3 RB test cases
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	459
	-
	5.2.0
	Rel-5
	Generic procedure for radio bearer testing using the DSCH
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	460
	-
	5.2.0
	Rel-5
	Prose for the  MultiRAB DSCH Radio bearers test cases
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	461
	-
	5.2.0
	Rel-5
	Update of Conformance requirement and Expected sequence in test case 11.1.1.2.1 (Package 3) as T1S030104rev1
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	462
	-
	5.2.0
	Rel-5
	Update of Conformance requirement and Expected sequence in test case 11.1.1.2.2 (Package 4) as T1S030105rev1
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	463
	-
	5.2.0
	Rel-5
	Inclusion of new test cases for intrafrequency Measurement Control and Report TDD
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	464
	-
	5.2.0
	Rel-5
	Inclusion of test case for events 1H and 1I (TDD)
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	465
	-
	5.2.0
	Rel-5
	Addition of test cases for RBs for Interactive or background service based on 34.108
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	466
	-
	5.2.0
	Rel-5
	Addition of test cases for RBs for conversational/speech and interactive or background service based on 34.108
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	467
	-
	5.2.0
	Rel-5
	Addition of test cases for RBs for conversational/speech and streaming/unknown or conversational/Unknown service based on 34.108
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	468
	-
	5.2.0
	Rel-5
	Addition of test cases for RBs for conversational/unknown and Interactive or background service based on 34.108
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030047
	34.123-1
	469
	-
	5.2.0
	Rel-5
	Addition of test case for RB for Interactive or/background and streaming/unknown service and test case for RB for combinations on S-CCPCH based on 34.108
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030049
	34.123-1
	470
	-
	5.2.0
	Rel-5
	Correction to GMM Package 2 test cases
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030048
	34.123-1
	471
	-
	5.2.0
	Rel-5
	Correction to package 1 RRC Test Case 8.1.2.7
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030050
	34.123-2
	095
	-
	5.2.0
	Rel-5
	Update of Applicability statement for GMM
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030050
	34.123-2
	096
	-
	5.2.0
	Rel-5
	Update of test case applicability
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030050
	34.123-2
	097
	-
	5.2.0
	Rel-5
	Correction of conditions C30, C31 and C32 used in clause 16.2
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030050
	34.123-2
	098
	-
	5.2.0
	Rel-5
	Update to Applicability Table for Package 1 Test Cases
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030050
	34.123-2
	099
	-
	5.2.0
	Rel-5
	Inclusion of new test cases for Measurement Control and Report TDD in applicability table
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030050
	34.123-2
	100
	-
	5.2.0
	Rel-5
	Update of applicability table including test case for events 1H and 1I
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030050
	34.123-2
	101
	-
	5.2.0
	Rel-5
	Addition of new TCs to table 1 appicability of tests
	approved
	F
	5.3.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030051
	34.123-3
	001
	-
	3.0.0
	R99
	Change to test case 9.2.3 required for approval
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	002
	-
	3.0.0
	R99
	Change to test case 9.2.4 required for approval
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	003
	-
	3.0.0
	R99
	Change to test case 10.1.3.4.1 required for approval
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	004
	-
	3.0.0
	R99
	Inclusion of RLC test case 7.2.2.3 to RLC ATS V3.0.0
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	005
	-
	3.0.0
	R99
	Inclusion of RLC test case 7.2.2.4 to RLC ATS V3.0.0
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	006
	-
	3.0.0
	R99
	Inclusion of RLC test case 7.2.2.7 to RLC ATS V3.0.0
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	007
	-
	3.0.0
	R99
	Inclusion of RLC test case 7.2.3.4 to RLC ATS V3.0.0
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	008
	-
	3.0.0
	R99
	Inclusion of RLC test case 7.2.3.5 to RLC ATS V3.0.0
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	009
	-
	3.0.0
	R99
	Changes to TS34.123-3 V200 to introduce TC_8_1_1_4
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	010
	-
	3.0.0
	R99
	TTCN changes to the approved test cases in V300
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	011
	1
	3.0.0
	R99
	CR 34.123-3, V300 as T1S030009rev1
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	012
	-
	3.0.0
	R99
	Indroducing Test Case 8.1.2.7
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	013
	-
	3.0.0
	R99
	Introduction of Test Case 8.2.1.1
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	014
	-
	3.0.0
	R99
	Introduction of Test Case 8.2.3.1
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030051
	34.123-3
	015
	-
	3.0.0
	R99
	Addition of RRC test case 8.1.9 to RRC ATS V3.0.0
	approved
	F
	3.1.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030037
	07.07
	A91
	-
	7.7.0
	R98
	Correction ATV0 result codes
	approved
	F
	7.8.0
	AT Command set for GSM Mobile Equipment (ME)
	T2

	TP-030038
	23.041
	012
	-
	4.3.0
	Rel-4
	CB Data length
	approved
	F
	4.4.0
	Technical realization of Cell Broadcast Service (CBS)
	T2

	TP-030038
	23.041
	013
	-
	5.0.0
	Rel-5
	CB Data length
	approved
	A
	5.1.0
	Technical realization of Cell Broadcast Service (CBS)
	T2

	TP-030038
	23.041
	014
	-
	6.0.0
	Rel-6
	CB Data length
	approved
	A
	6.1.0
	Technical realization of Cell Broadcast Service (CBS)
	T2

	TP-030039
	23.140
	100
	-
	5.5.0
	Rel-5
	Transferring distribution indicator as part of message retrieval
	approved
	F
	5.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	101
	-
	6.0.0
	Rel-6
	Transferring distribution indicator as part of message retrieval
	approved
	A
	6.1.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	102
	1
	4.8.0
	Rel-4
	Conditional Usage of the Message-ID in MM1_Retrieve.RES
	approved
	F
	4.9.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	103
	-
	5.5.0
	Rel-5
	Conditional Usage of the Message-ID in MM1_Retrieve.RES
	approved
	F
	5.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	104
	-
	6.0.0
	Rel-6
	Conditional Usage of the Message-ID in MM1_Retrieve.RES
	approved
	A
	6.1.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	105
	-
	6.0.0
	Rel-6
	Recipient Handling on MM4
	approved
	C
	6.1.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	106
	-
	5.5.0
	Rel-5
	Support of the “Bcc:” information element in the MM4 reference point.
	approved
	F
	5.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	107
	-
	4.8.0
	Rel-4
	MMS UA behaviour regarding the MMS parameters on the (U)SIM
	approved
	F
	4.9.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	108
	-
	5.5.0
	Rel-5
	MM1 MMBox View Clarifications
	approved
	F
	5.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	109
	-
	6.0.0
	Rel-6
	MM1 MMBox View Clarifications
	approved
	A
	6.1.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	110
	-
	4.8.0
	Rel-4
	MM4_Read_reply_report processing refers to an incorrect message
	approved
	F
	4.9.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	111
	-
	5.5.0
	Rel-5
	MM4_Read_reply_report processing refers to an incorrect message
	approved
	A
	5.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	112
	-
	6.0.0
	Rel-6
	MM4_Read_reply_report processing refers to an incorrect message
	approved
	A
	6.1.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	113
	-
	5.5.0
	Rel-5
	Addition of missing field in table K6
	approved
	F
	5.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030039
	23.140
	114
	-
	6.0.0
	Rel-6
	Addition of missing field in table K6
	approved
	A
	6.1.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030037
	27.007
	094
	-
	3.12.0
	R99
	Clarification in the behaviour of AT+CGCLASS
	revised
	F
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030067
	27.007
	094
	1
	3.12.0
	R99
	Clarification in the behaviour of AT+CGCLASS
	approved
	F
	3.13.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030066
	27.007
	094
	1
	3.12.0
	R99
	Clarification in the behaviour of AT+CGCLASS
	withdrawn
	F
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	095
	-
	4.5.0
	Rel-4
	Clarification in the behaviour of AT+CGCLASS
	revised
	A
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030067
	27.007
	095
	1
	4.5.0
	Rel-4
	Clarification in the behaviour of AT+CGCLASS
	approved
	A
	4.6.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	096
	-
	5.2.0
	Rel-5
	Clarification in the behaviour of AT+CGCLASS
	revised
	A
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030067
	27.007
	096
	1
	5.2.0
	Rel-5
	Clarification in the behaviour of AT+CGCLASS
	approved
	A
	5.3.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	097
	-
	6.1.0
	Rel-6
	Clarification in the behaviour of AT+CGCLASS
	revised
	A
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030067
	27.007
	097
	1
	6.1.0
	Rel-6
	Clarification in the behaviour of AT+CGCLASS
	approved
	A
	6.2.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	098
	-
	3.12.0
	R99
	Correction ATV0 result codes
	approved
	A
	3.13.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	099
	-
	4.5.0
	Rel-4
	Correction ATV0 result codes
	approved
	A
	4.6.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	100
	-
	5.2.0
	Rel-5
	Correction ATV0 result codes
	approved
	A
	5.3.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	101
	-
	6.1.0
	Rel-6
	Correction ATV0 result codes
	approved
	A
	6.2.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	102
	-
	3.12.0
	R99
	Correction of AT+WS46 parameter values.
	revised
	F
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030071
	27.007
	102
	1
	3.12.0
	R99
	Correction of AT+WS46 parameter values.
	approved
	F
	3.13.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	103
	-
	4.5.0
	Rel-4
	Correction of AT+WS46 parameter values.
	revised
	A
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030071
	27.007
	103
	1
	4.5.0
	Rel-4
	Correction of AT+WS46 parameter values.
	approved
	A
	4.6.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	104
	-
	5.2.0
	Rel-5
	Correction of AT+WS46 parameter values.
	revised
	A
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030071
	27.007
	104
	1
	5.2.0
	Rel-5
	Correction of AT+WS46 parameter values.
	approved
	A
	5.3.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	105
	-
	6.1.0
	Rel-6
	Correction of AT+WS46 parameter values.
	revised
	A
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030071
	27.007
	105
	1
	6.1.0
	Rel-6
	Correction of AT+WS46 parameter values.
	approved
	A
	6.2.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	106
	-
	3.12.0
	R99
	AT +CGEQREQ - Required Parameters for Streaming / Conversational Traffic Class
	rejected
	F
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	107
	-
	4.5.0
	Rel-4
	AT +CGEQREQ - Required Parameters for Streaming / Conversational Traffic Class
	rejected
	A
	
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	108
	-
	5.2.0
	Rel-5
	AT +CGEQREQ - Required Parameters for Streaming / Conversational Traffic Class
	approved
	A
	5.3.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030037
	27.007
	109
	-
	6.1.0
	Rel-6
	AT +CGEQREQ - Required Parameters for Streaming / Conversational Traffic Class
	approved
	A
	6.2.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030017
	11.11
	A134
	-
	8.9.0
	R99
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from TP#16 in Marco Island.
	rejected
	F
	
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) Interface
	T3

	TP-030026
	11.13
	A006
	-
	8.1.0
	R99
	Corrections on 11.13 Specificaction
	approved
	F
	8.2.0
	Test specification for SIM API for Java card
	T3

	TP-030026
	11.13
	A007
	-
	8.1.0
	Rel-4
	Upgrade of 11.13 Specification to Release 4
	approved
	F
	4.0.0
	Test specification for SIM API for Java card
	T3

	TP-030020
	11.14
	A216
	-
	8.12.0
	R99
	Correction to the lack of specified behaviour when the link drops in Bearer Independent Protocol.
	approved
	F
	8.13.0
	Specification of the SIM Application Toolkit for the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	T3

	TP-030027
	11.17
	A001
	-
	8.0.0
	R99
	Correction of wrong reference to 11.11
	approved
	F
	8.1.0
	SIM test specification
	T3

	TP-030025
	23.048
	030
	-
	5.5.0
	Rel-5
	Starting directory for the RFM Applications
	approved
	F
	5.6.0
	Security Mechanisms for the (U)SIM application toolkit; Stage 2
	T3

	TP-030025
	23.048
	031
	-
	5.5.0
	Rel-5
	Correction on behaviour for Response Packet
	approved
	F
	5.6.0
	Security Mechanisms for the (U)SIM application toolkit; Stage 2
	T3

	TP-030025
	23.048
	032
	-
	4.3.0
	Rel-4
	Implementation for SMS-CB in 3G
	approved
	F
	4.4.0
	Security Mechanisms for the (U)SIM application toolkit; Stage 2
	T3

	TP-030025
	23.048
	033
	-
	5.5.0
	Rel-5
	Implementation for SMS-CB in 3G
	approved
	F
	5.6.0
	Security Mechanisms for the (U)SIM application toolkit; Stage 2
	T3

	TP-030025
	23.048
	034
	-
	5.5.0
	Rel-5
	Default values assigned to the application for optional parameters if not present in the install(install) command data.
	approved
	F
	5.6.0
	Security Mechanisms for the (U)SIM application toolkit; Stage 2
	T3

	TP-030018
	31.102
	130
	1
	6.0.0
	Rel-6
	Miscellaneous corrections on files
	rejected
	D
	
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	131
	-
	4.7.0
	Rel-4
	CR 31.102 Rel-4: Example for MMS connectivity parameters
	approved
	F
	4.8.0
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	132
	-
	5.3.0
	Rel-5
	CR 31.102 Rel-5: Example for MMS connectivity parameters
	approved
	A
	5.4.0
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	133
	-
	6.0.0
	Rel-6
	CR 31.102 Rel-6: Example for MMS connectivity parameters
	approved
	A
	6.1.0
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	134
	-
	3.11.0
	R99
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from TP#16 in Marco Island.
	rejected
	F
	
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	135
	-
	4.7.0
	Rel-4
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from TP#16 in Marco Island.
	rejected
	A
	
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	136
	-
	5.3.0
	Rel-5
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from TP#16 in Marco Island.
	rejected
	A
	
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	137
	-
	6.0.0
	Rel-6
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from TP#16 in Marco Island.
	rejected
	A
	
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	138
	-
	3.11.0
	R99
	CR to make EF-EXT1 optional in the USIM Phonebook
	approved
	F
	3.12.0
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	139
	-
	4.7.0
	Rel-4
	CR to make EF-EXT1 optional in the USIM Phonebook
	approved
	F
	4.8.0
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	140
	-
	5.3.0
	Rel-5
	CR to make EF-EXT1 optional in the USIM Phonebook
	approved
	F
	5.4.0
	Characteristics of the USIM Application
	T3

	TP-030018
	31.102
	141
	-
	6.0.0
	Rel-6
	CR to make EF-EXT1 optional in the USIM Phonebook
	approved
	F
	6.1.0
	Characteristics of the USIM Application
	T3

	TP-030019
	31.103
	005
	-
	5.2.0
	Rel-5
	Alignment with the Stage 2 terminology.
	approved
	F
	5.3.0
	
	T3

	TP-030019
	31.103
	006
	-
	6.0.0
	Rel-6
	Alignment with the Stage 2 terminology.
	approved
	F
	6.1.0
	
	T3

	TP-030021
	31.111
	084
	-
	3.9.0
	R99
	Device identifies for Browser Termination event, Wild values in response to call control, TLV length handling
	approved
	F
	3.10.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	085
	-
	3.9.0
	R99
	Icon identifiers handling
	approved
	F
	3.10.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	086
	-
	5.3.0
	Rel-5
	Correction of the Terminal Profile
	approved
	F
	5.4.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	087
	-
	3.9.0
	R99
	Correction to the lack of specified behaviour when the link drops in Bearer Independent Protocol.
	approved
	F
	3.10.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	088
	-
	5.3.0
	Rel-5
	Restructuring of TS 31.111 to be based on ETSI TS 102 223
	approved
	F
	5.4.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	089
	-
	4.9.0
	Rel-4
	Wild values in response to Call Control and MO Short Message Control envelopes
	approved
	F
	4.10.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	090
	-
	5.3.0
	Rel-5
	Wild values in response to Call Control and MO Short Message Control envelopes
	approved
	F
	5.4.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	091
	-
	4.9.0
	Rel-4
	Extended location information
	approved
	F
	4.10.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	092
	-
	5.3.0
	Rel-5
	Extended location information
	approved
	A
	5.4.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	093
	-
	3.9.0
	R99
	Cell Broadcast data download in 3G
	approved
	F
	3.10.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	094
	-
	4.9.0
	Rel-4
	Cell Broadcast data download in 3G
	approved
	F
	4.10.0
	USIM Application Toolkit (USAT)
	T3

	TP-030021
	31.111
	095
	-
	5.3.0
	Rel-5
	Cell Broadcast data download in 3G
	approved
	F
	5.4.0
	USIM Application Toolkit (USAT)
	T3

	TP-030022
	31.113
	025
	-
	5.4.0
	Rel-5
	Several Corrections
	approved
	F
	5.5.0
	USAT interpreter byte codes
	T3

	TP-030022
	31.113
	026
	-
	6.1.0
	Rel-6
	Several Corrections
	approved
	F
	6.2.0
	USAT interpreter byte codes
	T3

	TP-030022
	31.114
	004
	-
	5.2.0
	Rel-5
	Correction on Byte Code List Value
	approved
	F
	5.3.0
	USAT interpreter protocol and administration
	T3

	TP-030025
	31.116
	003
	-
	6.2.0
	Rel-6
	Correction on behaviour for Response Packet
	approved
	A
	6.3.0
	
	T3

	TP-030028
	31.121
	020
	-
	3.4.0
	R99
	File size correction
	approved
	F
	3.5.0
	UICC-terminal interface; USIM application test specification
	T3

	TP-030028
	31.121
	021
	-
	4.3.0
	Rel-4
	File size correction
	approved
	A
	4.4.0
	UICC-terminal interface; USIM application test specification
	T3

	TP-030028
	31.121
	022
	-
	3.4.0
	R99
	Correction of PLMN coding
	approved
	F
	3.5.0
	UICC-terminal interface; USIM application test specification
	T3

	TP-030028
	31.121
	023
	-
	4.3.0
	Rel-4
	Correction of PLMN coding
	approved
	A
	4.4.0
	UICC-terminal interface; USIM application test specification
	T3

	TP-030029
	31.122
	015
	-
	3.5.0
	R99
	Correction to the returned FCP of the SELECT and the STATUS command
	approved
	F
	3.6.0
	USIM conformance test specification
	T3

	TP-030023
	31.131
	001
	-
	6.0.0
	Rel-6
	Editorial Corrrections
	approved
	D
	6.1.0
	C-language binding for (U)SIM API
	T3

	TP-030030
	31.900
	009
	-
	5.1.0
	Rel-5
	Clarifying notes to SIM/USIM File Mapping Table
	approved
	F
	5.2.0
	SIM/USIM internal and external interworking aspects
	T3

	TP-030024
	43.019
	030
	-
	5.5.0
	Rel-5
	Clarification on EVENT_EVENT_DOWNLOAD_DATA_AVAILABLE and EVENT_EVENT_DOWNLOAD_CHANNEL_STATUS registration
	approved
	F
	5.6.0
	Subscriber Identity Module Application Programming Interface (SIM API) for Java Card; Stage 2
	T3

	TP-030017
	51.011
	017
	-
	4.6.0
	Rel-4
	Correction of reference to GSM 11.14 (R4 is TS 51.014)
	approved
	F
	4.7.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	T3

	TP-030017
	51.011
	018
	-
	4.6.0
	Rel-4
	CR 51.011 Rel-4: Example for MMS connectivity parameters
	approved
	F
	4.7.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	T3

	TP-030017
	51.011
	019
	-
	4.6.0
	Rel-4
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from T Plenary in Marco Island.
	rejected
	F
	
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	T3

	TP-030020
	51.014
	001
	-
	4.0.0
	Rel-4
	Local Links correction
	approved
	F
	4.1.0
	Specification of Subscriber Identity Module - Mobile Equipment (SIM - ME) Interface for SIM Application Toolkit
	T3

	TP-030020
	51.014
	002
	-
	4.0.0
	Rel-4
	Replacement of improper terms “UICC” and “11.11”.
	approved
	F
	4.1.0
	Specification of Subscriber Identity Module - Mobile Equipment (SIM - ME) Interface for SIM Application Toolkit
	T3
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