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Change in Clause 6.1.3

6.1.3
Information object class definitions

...

6.1.3.2.3
Notifications

Table 3: Notifications of IRPAgent
	Name
	Qualifier
	Notes

	NotifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	NotifyAttributeValueChange
	O
	

	NotifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	NotifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	NotifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	NotifyObjectCreation
	O
	

	NotifyObjectDeletion
	O
	

	NotifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


Note that these notifications are issued based on occurrences on the IRPAgent MOC and not on occurrences on other Basic CM IRP managed objects.

6.1.3.3
ManagedElement

...
6.1.3.3.3
Notifications

Table 5: Notifications of ManagedElement
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


...

6.1.3.5
ManagementNode

....

6.1.3.5.3
Notifications

Table 8: Notifications of ManagementNode
	Name
	Qualifier
	Notes

	NotifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	NotifyAttributeValueChange
	O
	

	NotifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	NotifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	NotifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	NotifyObjectCreation
	O
	

	NotifyObjectDeletion
	O
	

	NotifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.1.3.6
MeContext

...

6.1.3.6.3
Notification

Table 10: Notifications of MeContext
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.1.3.7
SubNetwork

...

6.1.3.7.3
Notification

Table 12: Notifications of SubNetwork
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


End of Change in Clause 6.1.3

End of Document
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