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***** First Change *****

4.3

Reference points

4.3.1
Reference point Presence User Agent – Presence Server (Peu)

This reference point shall allow a presentity’s presence information to be supplied to the Presence Server. [3] provides guidelines for such an interface. The transport on this reference point shall not impose any limitations on the size of the presence information.

Peu shall provide mechanisms for the Presence User Agent to manage subscription authorisation policies. 

Peu shall provide mechanisms for the Presence User Agent to obtain information on watcher subscriptions to the Presentities Presence Information. 

Peu shall provide mechanisms for the Presence User Agent to supply or update only a certain subset of the presentity's presence information to the Presence Server. It shall also be possible for the Presence User Agent to supply the complete presence document over Peu.

Peu shall support SIP-based communications for publishing presence information, however, in order to provide all the functionalities required on this reference point, a combination of multiple protocols may be used.

IPv6 shall be supported for all functionalities required from a Presence User Agent that supports the Peu reference point. An IPv6 capable 3GPP UE shall use IPv6 when accessing Peu.

***** Next Change *****

5.2.1.1
Relationship of Presence User Agent with IMS entities

When the Presence User Agent is located in an IMS UE the Peu reference point is implemented using the Gm, Mw, Ut and ISC reference points as defined in 3GPP TS 23.002 [14]:

-
The Gm, Mw, and ISC reference points allow a presentity’s presence information to be supplied to the Presence Server. These reference points also allow for the Presence User Agent to obtain information on watcher subscriptions to the Presentities Presence Information.

-
The Ut reference point provides mechanisms for the Presence User Agent to manage subscription authorisation policies.  

***** Next Change *****

5.5
Presence List Server

The Presence List Server stores grouped lists of watched presentities and enables a Watcher Application to subscribe to the presence of multiple presentities using a single SUBSCRIBE transaction. Presence List Server also stores and enables the management of filters associated to presentities in the presence list. Presence list server shall attach associated filter to each individual SUBSCRIBE transaction. The Presence List Server is implemented as a SIP Application Server function as defined in 3GPP TS 23.228 [9]. For the case where the Watcher Application resides in an IMS UE, the Presence List Server may support the Ut reference point to allow the user to manage his presence lists.

***** Next Change *****

6

Presence attributes 

6.1
Presence Attributes

Presence attributes describe the presentity. As the type of the presentity can vary significantly the definition of generic attributes is practically impossible. In 3GPP, the only attributes that are defined describe the 3GPP subscriber type of presentity. Other attributes can be defined by the service providers and manufacturers as part of the other presence markup as specified in IETF (e.g. RFC 2778 [16], RFC 2779[17]). The values (and process of generating them) and value ranges for all attributes shall be kept relatively simple. It is necessary for the 3GPP subscriber to understand how the values are set/modified as it may have direct impact to whom the access to presence data is given (as defined by the subscription authorisation policies).
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