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Change in Clause 6.2
6.2
Operation and Notification mapping

The Kernel CM IRP: IS (see 3GPP TS 32.662 [4]) defines semantics of operation and notification visible across the Kernel Configuration Management IRP. The following table in this subclause indicates mapping of these operations and notifications to their equivalents defined in this SS.

Table 6.2.1: Mapping from IS Notification/Operation to SS equivalents

	IS Operation/ notification

(3GPP TS 32.662 [4])
	SS Method 
	Qualifier

	getNRMIRPVersion
	get_NRM_IRP_version
	M

	notifyObjectCreation 
( to convey of a new Managed Object created)
	See Notification IRP: CORBA SS [9]
	O

	notifyObjectDeletion 
( to convey of a Managed Object deleted)
	See Notification IRP: CORBA SS [9]
	O

	notifyAttributeValueChange 
(to convey of a change of one or several attributes of a Managed Object) 
	See Notification IRP: CORBA SS [9]
	O

	getIRPVersion
	get_kernel_CM_IRP_versions
	M

	getOperationProfile
	get_kernel_CM_IRP_operation_profile
	O

	getNotificationProfile
	get_kernel_CM_IRP_notification_profile
	O


End of Change in Clause 6.2

Change in Annex A

Annex A (normative):
CORBA IDL, Access Protocol

#ifndef KernelCmIRPSystem_idl

#define KernelCmIRPSystem_idl

#include "ManagedGenericIRPConstDefs.idl"

#include "ManagedGenericIRPSystem.idl"

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

module KernelCmIRPSystem 

{

    exception GetKernelCMIRPNotificationProfileException { string reason; };

    exception GetKernelCMIRPOperationProfileException { string reason; };

    exception GetNRMIRPVersion { string reason; };

    exception GetKernelCMIRPVersionsException { string reason; };

    /**

     * The KernelCmIrpOperations interface.

     * Supports a number of Resource Model versions.

     */

    interface KernelCmIrpOperations

    {

      /*

      Return the list of all supported Kernel CM IRP versions.

      */

      ManagedGenericIRPConstDefs::VersionNumberSet get_kernel_CM_IRP_versions (

      )

      raises (GetKernelCMIRPVersionsException);

     /**

      * Get the version(s) of the interface 

      *

      * @raises GetNRMIRPVersion when the system for some reason 

      *   can not return the supported versions. 

      * @returns all supported versions.

      */

      void get_NRM_IRP_version

      (

         out ManagedGenericIRPConstDefs::VersionNumberSet versionNumberList,

         out ManagedGenericIRPConstDefs::VersionNumberSet vSEVersionNumberList

      )

         raises (GetNRMIRPVersion);

      /*

      Return the list of all supported operations and their supported

      parameters for a specific KernelCM IRP version.

      */

      ManagedGenericIRPConstDefs::MethodList get_kernel_CM_IRP_operation_profile (

         in ManagedGenericIRPConstDefs::VersionNumber kernel_CM_IRP_version

      )

      raises (GetKernelCMIRPOperationProfileException,

              ManagedGenericIRPSystem::OperationNotSupported,

              ManagedGenericIRPSystem::InvalidParameter);

      /*

      Return the list of all supported notifications and their supported

      parameters for a specific KernelCM IRP version.

      */

      ManagedGenericIRPConstDefs::MethodList 

         get_kernel_CM_IRP_notification_profile

      (

         in ManagedGenericIRPConstDefs::VersionNumber kernel_CM_IRP_version

      )

      raises (GetKernelCMIRPNotificationProfileException,

              ManagedGenericIRPSystem::OperationNotSupported,

              ManagedGenericIRPSystem::InvalidParameter);

    };

};

#endif

End of change in Annex A
End of document
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