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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply:

3GP
3GPP file format
AAC
Advanced Audio Coding

CC/PP
Composite Capability/Preference Profiles

Enhanced aacPlus
MPEG-4 High Efficiency AAC plus MPEG-4 Parametric Stereo 

GIF
Graphics Interchange Format

H.263
ITU-T video codec

ITU-T
International Telecommunications Union - Telecommunications

JFIF
JPEG File Interchange Format

JPEG
Joint Picture Expert Group 

MIDI
Musical Instrument Digital Interface

MIME
Multipurpose Internet Mail Extensions

MM
Multimedia Message


MMS
Multimedia Messaging Service

MPEG
Motion Picture Expert Group

MP4
MPEG-4 file format

PSS
Packet-switched Streaming Service

SBR
Spectral Band Replication

SP-MIDI
Scalable Polyphony MIDI

SVG
Scalable Vector Graphics

UTF-8
Unicode Transformation Format (the 8-bit form)

4.3


Audio


If audio is supported, then one or both of the following two audio codecs should be supported:

· Enhanced aacPlus [36] [37] [38] 
· Extended AMR-WB [33] [34] [35]

There is no requirement that a terminal supporting decoding by one of the codecs shall also support encoding by that codec.
Specifically, based on the audio codec selection test results Extended AMR-WB is strong for the scenarios marked with blue, Enhanced aacPlus is strong for the scenarios marked with orange, and both are strong for the scenarios marked with green colour in the table below:

	Content type

Bit rate
	Music
	Speech over Music
	Speech between Music
	Speech

	14 kbps mono
	
	
	
	

	18 kbps stereo
	
	
	
	

	24 kbps stereo
	
	
	
	

	24 kbps mono
	
	
	
	

	32 kbps stereo
	
	
	
	

	48 kbps stereo
	
	
	
	


Enhanced aacPlus decoder is also able to decode MPEG-4 AAC LC content.

Extended AMR-WB decoder is also able to decode AMR-WB content.


In addition, MPEG-4 AAC Low Complexity and MPEG-4 AAC Long Term Prediction object types [19] may  be supported. The maximum sampling rate to be supported by the decoder is 48 kHz. The channel configurations to be supported are mono (1/0) and stereo (2/0). 
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