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Annex F:
Status of all 3GPP CRs after TSG SA #25 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-040604
	01.01
	022
	-
	8.13.0
	R99
	Corrections to list of specifications
	approved
	F
	8.14.0
	TEI
	SP

	NP-040373
	03.68
	A039
	1
	8.3.0
	R99
	Correction on notification for first talker of VGCS call
	approved
	F
	8.4.0
	ASCI
	N1

	NP-040373
	03.69
	A028
	1
	8.3.0
	R99
	Correction on notification procedures for Originator of VBS call
	approved
	F
	8.4.0
	ASCI
	N1

	TP-040179
	11.10-4
	A072
	-
	8.8.0
	R99
	Clarification of call hang up in 27.22.4.5 Play Tone
	approved
	F
	8.9.0
	TEI
	T3

	TP-040179
	11.10-4
	A073
	-
	8.8.0
	R99
	Essential corrections
	approved
	F
	8.9.0
	TEI
	T3

	TP-040179
	11.10-4
	A074
	-
	8.8.0
	R99
	Removal of misleading comment from Refresh SIM Reset tests
	approved
	F
	8.9.0
	TEI
	T3

	TP-040179
	11.10-4
	A075
	-
	8.8.0
	R99
	Correction of poll interval related tests
	approved
	F
	8.9.0
	TEI
	T3

	TP-040179
	11.10-4
	A076
	-
	8.8.0
	R99
	Essential corrections of Event Download test cases
	approved
	F
	8.9.0
	TEI
	T3

	TP-040189
	11.14
	A220
	-
	8.16.0
	R99
	Correction of possible terminal response versus proactive commands in relation to the display of icons
	approved
	F
	8.17.0
	TEI
	T3

	TP-040189
	11.14
	A221
	-
	8.16.0
	R99
	Essential corrections in content and coding of BC Repeat indicator
	approved
	F
	8.17.0
	TEI
	T3

	SP-040499
	21.900
	021
	2
	6.2.0
	Rel-6
	Introduction of “Early Implementation” process
	revised
	B
	
	TEI6
	SP

	SP-040705
	21.900
	021
	3
	6.2.0
	Rel-6
	Introduction of “Early Implementation” process
	approved
	B
	6.3.0
	TEI6
	SP

	SP-040605
	21.900
	022
	1
	6.2.0
	Rel-6
	From draft to change control in one easy move
	rejected
	F
	
	TEI6
	SP

	SP-040605
	21.900
	023
	1
	6.2.0
	Rel-6
	WI code to be shown on CR sets changing similar functionality in several Releases
	rejected
	F
	
	TEI6
	SP

	SP-040706
	21.900
	024
	-
	6.2.0
	Rel-6
	Improved tracking of work item status
	approved
	B
	6.3.0
	TEI6
	SP

	SP-040510
	22.038
	023
	-
	7.0.0
	Rel-7
	Enhance the USAT MMS presentation
	revised
	B
	
	UEMMS
	S1

	SP-040679
	22.038
	023
	1
	7.0.0
	Rel-7
	Enhance the USAT MMS presentation
	approved
	A
	7.1.0
	UEMMS
	S1

	SP-040679
	22.038
	024
	-
	6.2.0
	Rel-6
	Enhance the USAT MMS presentation
	approved
	B
	6.3.0
	UEMMS
	S1

	SP-040503
	22.078
	175
	-
	6.5.0
	Rel-6
	Location Retrieval for MT call handling
	approved
	F
	6.6.0
	TEI6
	S1

	SP-040503
	22.078
	176
	-
	7.0.0
	Rel-7
	Location Retrieval for MT call handling
	approved
	A
	7.1.0
	TEI6
	S1

	SP-040689
	22.078
	177
	-
	6.5.0
	Rel-6
	Support of User-to-User Information (UUI) in CAMEL
	withdrawn
	B
	
	TEI6
	S1

	SP-040689
	22.078
	177
	-
	6.5.0
	Rel-6
	Support of User-to-User Information (UUI) in CAMEL
	approved
	B
	6.6.0
	TEI6
	S1

	SP-040689
	22.078
	178
	-
	7.0.0
	Rel-7
	Support of User-to-User Information (UUI) in CAMEL
	approved
	A
	7.1.0
	TEI6
	S1

	SP-040504
	22.146
	044
	-
	6.5.0
	Rel-6
	Rel-6 removal of notification requirement while receiveing PS or CS services
	approved
	F
	6.6.0
	MBMS
	S1

	SP-040504
	22.146
	045
	-
	6.5.0
	Rel-6
	Key management priority for MBMS services
	revised
	F
	
	MBMS
	S1

	SP-040680
	22.146
	045
	1
	6.5.0
	Rel-6
	Key management priority for MBMS services
	withdrawn
	F
	
	MBMS
	S1

	SP-040696
	22.146
	045
	1
	6.5.0
	Rel-6
	Key management priority for MBMS services
	approved
	F
	6.6.0
	MBMS
	S1

	SP-040511
	22.228
	025
	-
	6.6.0
	Rel-7
	Requirements for the handling of SIP URIs with Presence or IM prefixes
	approved
	B
	7.0.0
	IMIMS2
	S1

	SP-040506
	22.234
	005
	-
	6.1.0
	Rel-6
	Clarification to WLAN PLMN Selection
	approved
	F
	6.2.0
	WLAN
	S1

	SP-040506
	22.234
	006
	-
	6.1.0
	Rel-6
	Use of the SSID List at WLAN PLMN Selection
	approved
	F
	6.2.0
	WLAN
	S1

	SP-040506
	22.234
	007
	-
	6.1.0
	Rel-6
	Clarification of Interworking between PLMN and WLANs clause 5.1.7.1
	approved
	F
	6.2.0
	WLAN
	S1

	SP-040506
	22.234
	008
	-
	6.1.0
	Rel-6
	Clarification of the relationship between different levels of WLAN interworking
	approved
	F
	6.2.0
	WLAN
	S1

	SP-040506
	22.234
	009
	-
	6.1.0
	Rel-6
	Clarification on the WLAN identities lists for I-WLAN selection
	approved
	F
	6.2.0
	WLAN
	S1

	SP-040507
	22.240
	006
	-
	6.3.0
	Rel-6
	GUP, UE requirements corrections
	approved
	F
	6.4.0
	GUP
	S1

	SP-040505
	22.246
	005
	-
	6.1.0
	Rel-6
	Minor corrections to TS 22.246 (MBMS User Services)
	approved
	D
	6.2.0
	MBMS
	S1

	NP-040414
	23.003
	089
	1
	6.3.0
	Rel-6
	Background of and procedures for the ".3gppnetwork.org" domain name
	approved
	B
	6.4.0
	TEI6
	N4

	NP-040413
	23.003
	090
	2
	6.3.0
	Rel-6
	Decorated NAI
	approved
	B
	6.4.0
	WLAN
	N4

	NP-040413
	23.003
	091
	1
	6.3.0
	Rel-6
	Introduction of re-authentication identity
	approved
	B
	6.4.0
	WLAN
	N4

	NP-040402
	23.007
	012
	-
	6.0.0
	Rel-6
	Error Indication during an ongoing MBMS data transfer
	approved
	F
	6.1.0
	MBMS
	N4

	NP-040402
	23.007
	013
	-
	6.0.0
	Rel-6
	Restoration of GSNs in MBMS
	approved
	F
	6.1.0
	MBMS
	N4

	NP-040415
	23.008
	133
	3
	6.2.0
	Rel-6
	GAA Domain Data structure
	approved
	B
	6.3.0
	SEC1-SC
	N4

	NP-040414
	23.012
	016
	1
	6.1.0
	Rel-6
	Clarification of the Automatic Device Detection feature
	approved
	F
	6.2.0
	TEI6
	N4

	NP-040407
	23.018
	141
	1
	6.2.0
	Rel-6
	Pre-Paging Resource Optimization
	approved
	B
	6.3.0
	TEI6
	N4

	NP-040406
	23.018
	143
	1
	6.2.0
	Rel-6
	Add “CAMEL_Stop_TNRy”in Procedure OG_Call_Setup _MSC (sheet 4)
	approved
	F
	6.3.0
	TEI6
	N4

	SP-040517
	23.060
	504
	2
	6.5.0
	Rel-6
	Correction to the Network-Requested PDP Context Activation Procedure
	approved
	F
	6.6.0
	TEI
	S2

	SP-040517
	23.060
	506
	1
	6.5.0
	Rel-6
	Correction to the PCO defination
	approved
	D
	6.6.0
	TEI
	S2

	SP-040517
	23.060
	507
	-
	5.8.0
	Rel-5
	Correction for DTM
	approved
	F
	5.9.0
	TEI
	S2

	SP-040517
	23.060
	508
	-
	6.5.0
	Rel-6
	Correction for DTM
	approved
	A
	6.6.0
	TEI
	S2

	SP-040517
	23.060
	510
	1
	6.5.0
	Rel-6
	Introduction of Network Sharing
	approved
	B
	6.6.0
	NTShar
	S2

	NP-040405
	23.078
	729
	2
	6.2.0
	Rel-6
	Support of User-to-User Information (UUI) in CAMEL InitialDP operation
	approved
	B
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	730
	1
	6.2.0
	Rel-6
	Editorial correction
	approved
	D
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	731
	-
	6.2.0
	Rel-6
	Correcting status in the procedure CAME_MT_CTR(sheet 4)
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	732
	-
	6.2.0
	Rel-6
	Redundantly modifying call parameter in CAMEL_MT_GMSC_Notify_CF
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	733
	-
	6.2.0
	Rel-6
	Correcting SDL of Process CS_gsmSSF(sheet 7)
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	735
	2
	6.2.0
	Rel-6
	Appended a note in Process CAMEL_ICA_MSC
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	737
	-
	6.2.0
	Rel-6
	Correction to CAP SCI for calls with multiple CAP dialogues
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	738
	-
	6.2.0
	Rel-6
	Correction to ICA_MSC1 and CAMEL_ICA_MSC2
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	739
	-
	6.2.0
	Rel-6
	Removal of Int_O_Exception from CAMEL_OCH_MSC2 and CAMEL_MT_GMSC_DISC5
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	740
	-
	6.2.0
	Rel-6
	Correction to CAMEL_Modify_CUG_Info
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	741
	-
	6.2.0
	Rel-6
	Correction to CAMEL_EXPORT_LEG_MSC procedure
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	743
	-
	6.2.0
	Rel-6
	Correction to CS_gsmSSF for EDS
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	744
	-
	6.2.0
	Rel-6
	Correction to CS_gsmSSF for Tcp expiry
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	745
	-
	6.2.0
	Rel-6
	Correction to Handle_ACR procedure for Tccd timer
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	747
	-
	6.2.0
	Rel-6
	Correction to any Time Interrogation
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	23.078
	748
	2
	6.2.0
	Rel-6
	Clarification on Outstanding Request Counter (ORC) handling at EDP-R or TDP-R resumption
	postponed
	F
	
	TEI6
	N4

	NP-040406
	23.081
	008
	-
	5.2.0
	Rel-6
	Editorial correction of table definition
	approved
	F
	6.0.0
	TEI6
	N4

	NP-040375
	23.122
	076
	2
	6.1.0
	Rel-6
	Clarification on the registered PLMN for UEs that support network sharing in a shared network
	approved
	B
	6.2.0
	NTShar
	N1

	NP-040378
	23.122
	077
	1
	6.1.0
	Rel-6
	Correction of definitions of PLMNs in the same country HPLMN"
	approved
	A
	6.2.0
	TEI6
	N1

	SP-040518
	23.125
	048
	2
	6.1.0
	Rel-6
	Add CCF and/or OCS address to charging rule
	approved
	B
	6.2.0
	CH
	S2

	SP-040518
	23.125
	051
	1
	6.1.0
	Rel-6
	Add a definition of TPF/CRF instance
	approved
	B
	6.2.0
	CH
	S2

	SP-040518
	23.125
	055
	-
	6.1.0
	Rel-6
	Allowing specific charging rule selection for dedicated IMS signalling PDP contexts
	approved
	F
	6.2.0
	CH
	S2

	SP-040518
	23.125
	056
	2
	6.1.0
	Rel-6
	Application Function Tag
	approved
	B
	6.2.0
	CH
	S2

	SP-040518
	23.125
	059
	2
	6.1.0
	Rel-6
	Clarification on precedence of charging rules
	approved
	B
	6.2.0
	CH
	S2

	SP-040518
	23.125
	060
	2
	6.1.0
	Rel-6
	Rx/Gx functions and SBLP usage in IMS Charging
	approved
	B
	6.2.0
	CH
	S2

	SP-040518
	23.125
	061
	2
	6.1.0
	Rel-6
	Policy control functions provided by FBC
	approved
	B
	6.2.0
	CH
	S2

	SP-040518
	23.125
	063
	2
	6.1.0
	Rel-6
	Clarification of pre-defined charging rules
	approved
	F
	6.2.0
	CH
	S2

	SP-040518
	23.125
	064
	-
	6.1.0
	Rel-6
	Clarification on charging rules
	approved
	F
	6.2.0
	CH
	S2

	SP-040518
	23.125
	065
	2
	6.1.0
	Rel-6
	Traffic plane function behavior
	approved
	F
	6.2.0
	CH
	S2

	SP-040518
	23.125
	066
	2
	6.1.0
	Rel-6
	Termination action
	approved
	F
	6.2.0
	CH
	S2

	SP-040518
	23.125
	067
	-
	6.1.0
	Rel-6
	Re-authorization triggers
	approved
	F
	6.2.0
	CH
	S2

	SP-040518
	23.125
	068
	1
	6.1.0
	Rel-6
	Gx reference point functions
	approved
	F
	6.2.0
	CH
	S2

	SP-040518
	23.125
	069
	2
	6.1.0
	Rel-6
	Clarifications in message flows
	approved
	F
	6.2.0
	CH
	S2

	SP-040518
	23.125
	070
	2
	6.1.0
	Rel-6
	Bearer service modification in case of online charging
	approved
	F
	6.2.0
	CH
	S2

	SP-040518
	23.125
	071
	2
	6.1.0
	Rel-6
	Policy functions of FBC – update of Annex D
	approved
	F
	6.2.0
	CH
	S2

	SP-040518
	23.125
	072
	1
	6.1.0
	Rel-6
	Removal of superfluous FFS notes
	approved
	D
	6.2.0
	CH
	S2

	SP-040518
	23.125
	074
	2
	6.1.0
	Rel-6
	FBC Control
	approved
	C
	6.2.0
	CH
	S2

	SP-040518
	23.125
	075
	1
	6.1.0
	Rel-6
	TPF performing no charging
	approved
	F
	6.2.0
	CH
	S2

	NP-040353
	23.127
	048
	-
	6.1.0
	Rel-6
	Add descriptions of OSA high-level abstraction interfaces
	noted
	F
	
	OSA3
	S2

	NP-040353
	23.127
	049
	-
	6.1.0
	Rel-6
	Correct descriptions of OSA high-level abstraction interfaces
	noted
	F
	
	OSA3
	S2

	NP-040353
	23.127
	050
	-
	6.1.0
	Rel-6
	Add OSA Multi Media Messaging SCF - stage 2 description
	noted
	B
	
	OSA3
	S2

	SP-040519
	23.141
	070
	-
	6.6.0
	Rel-6
	Reference architecture update
	approved
	F
	6.7.0
	PRESNC
	S2

	NP-040336
	23.172
	027
	-
	6.0.0
	Rel-6
	Interaction of CAMEL with Service Change
	approved
	F
	6.1.0
	TEI6
	N3

	SP-040520
	23.195
	011
	1
	5.3.0
	Rel-5
	IMEISV obtaining for UEs supporting only UMTS radio access
	approved
	F
	5.4.0
	LATE_UE
	S2

	SP-040521
	23.207
	084
	1
	6.3.0
	Rel-6
	SBLP and non-realtime PDP Contexts
	approved
	F
	6.4.0
	IMS2, QoS1
	S2

	SP-040521
	23.207
	085
	-
	6.3.0
	Rel-6
	Generation of multiple tokens
	approved
	F
	6.4.0
	QoS1
	S2

	NP-040384
	23.218
	069
	-
	6.1.0
	Rel-6
	IFC process termination at R-URI change
	approved
	F
	6.2.0
	IMS2
	N1

	NP-040384
	23.218
	070
	1
	6.1.0
	Rel-6
	Third party registration optimization
	approved
	F
	6.2.0
	IMS2
	N1

	SP-040522
	23.221
	050
	-
	5.10.0
	Rel-5
	Referencing TR 23.981
	approved
	F
	5.11.0
	IPv4IMS
	S2

	SP-040523
	23.228
	415
	1
	6.6.0
	Rel-6
	Session based messaging size negotiation
	approved
	F
	6.7.0
	IMS2
	S2

	SP-040523
	23.228
	437
	-
	6.6.0
	Rel-6
	Registration Requirement related to Application Server
	approved
	F
	6.7.0
	IMS2
	S2

	SP-040523
	23.228
	438
	1
	6.6.0
	Rel-6
	Clarification to the Re-Registration procedure
	approved
	F
	6.7.0
	IMS2
	S2

	SP-040523
	23.228
	439
	-
	6.6.0
	Rel-6
	IMS Emergency Services
	approved
	F
	6.7.0
	IMS2
	S2

	SP-040523
	23.228
	440
	1
	6.6.0
	Rel-6
	Treatment of SIP forking request
	approved
	F
	6.7.0
	IMS2
	S2

	SP-040523
	23.228
	441
	1
	6.6.0
	Rel-6
	Session based messaging release procedure
	approved
	F
	6.7.0
	IMS2
	S2

	SP-040523
	23.228
	442
	1
	6.6.0
	Rel-6
	Generic signaling flow without preconditions
	approved
	F
	6.7.0
	IMS2
	S2

	SP-040523
	23.228
	443
	1
	6.6.0
	Rel-6
	Session based messaging clean-up according latest version of IETF draft
	approved
	F
	6.7.0
	IMS2
	S2

	SP-040523
	23.228
	444
	-
	6.6.0
	Rel-6
	Correction on precondition usage
	approved
	F
	6.7.0
	IMS2
	S2

	SP-040523
	23.228
	445
	1
	6.6.0
	Rel-6
	Network control of PDP Context establishment for SBLP
	approved
	C
	6.7.0
	IMS2
	S2

	SP-040524
	23.234
	033
	3
	6.1.0
	Rel-6 
	WLAN Manual PLMN Network selection - CR
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	055
	1
	6.1.0
	Rel-6
	Cleanup of figure 7.4 in TS 23.234
	approved
	D
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	058
	1
	6.1.0
	Rel-6
	Correction of mistakes and inaccurate descriptions in 23.234
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	061
	1
	6.1.0
	Rel-6
	Clarification on usage of 3GPP AAA server
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	063
	4
	6.1.0
	Rel-6
	Alignment of PLMN selection
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	064
	1
	6.1.0
	Rel-6
	Correction of Wa reference point functionality
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	065
	1
	6.1.0
	Rel-6
	Multiple WLAN connections
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	066
	1
	6.1.0
	Rel-6
	Introduction of the WLAN registration within tunnel establishment procedure
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	068
	-
	6.1.0
	Rel-6
	Editorial update of already agreed change in figure 6.2b
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	069
	-
	6.1.0
	Rel-6
	Removal of issue chapter in Annex F.
	approved
	D
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	070
	1
	6.1.0
	Rel-6
	Clarification of NSAPI in Annex F.
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	071
	1
	6.1.0
	Rel-6
	CR on IMS over WLAN
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	072
	3
	6.1.0
	Rel-6
	Correction to temporary identity usage and reference
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	073
	2
	6.1.0
	Rel-6
	Correction to PDG Selection Mechanism
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	075
	3
	6.1.0
	Rel-6
	Correction to W-APN authorisation and PDG redirection Mechanism
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	076
	3
	6.1.0
	Rel-6
	WLAN User Profile revision
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	077
	3
	6.1.0
	Rel-6
	Charging related data for 3GPP PS based services (WLAN 3GPP IP Access)
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	078
	3
	6.1.0
	Rel-6
	Static Remote IP address allocation
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040524
	23.234
	081
	2
	6.1.0
	Rel-6
	Storage of the AAA server IP address in HSS/HLR
	approved
	F
	6.2.0
	WLAN
	S2

	SP-040525
	23.240
	024
	1
	6.4.0
	Rel-6
	Addition of missing security aspects
	approved
	F
	6.5.0
	GUP
	S2

	SP-040526
	23.246
	076
	2
	6.3.0
	Rel-6
	MBMS Service Area definition
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	084
	1
	6.3.0
	Rel-6
	Use Correct SA4 MBMS User Service Specification
	approved
	D
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	085
	1
	6.3.0
	Rel-6
	Clarification of BM-SC create MBMS UE Context
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	088
	2
	6.3.0
	Rel-6
	Separate Rendering of 2G and 3G Content for the Same Service
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	089
	1
	6.3.0
	Rel-6
	Remove SDU FFS in section 6.3 Quality of Service
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	092
	2
	6.3.0
	Rel-6
	Additional information needed in section 8.3 Session Start Message
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	093
	2
	6.3.0
	Rel-6
	Application Level Charging Mechanisms
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	094
	1
	6.3.0
	Rel-6
	MBMS Session Notification
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	095
	-
	6.3.0
	Rel-6
	Removing FFS from TS 23.246
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	097
	-
	6.3.0
	Rel-6
	Clarification of reference model
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	099
	2
	6.3.0
	Rel-6
	Service Context creation in RNC
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	101
	-
	6.3.0
	Rel-6
	Correction for error handling in MBMS multicast activation
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	103
	1
	6.3.0
	Rel-6
	MBMS BSC UE context and bearer plane
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	106
	2
	6.3.0
	Rel-6
	Allocation and retention priority for MBMS bearers
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040526
	23.246
	107
	1
	6.3.0
	Rel-6
	Merged CR 88 Separate Rendering of 2G and 3G Content for the Same Service, CR 90 Definition of Session Identity and CR92 Additional information needed in section 8.3 Session Start Message
	approved
	F
	6.4.0
	MBMS
	S2

	SP-040527
	23.251
	002
	1
	6.0.0
	Rel-6
	Introduction of network sharing (non-)supporting UEs
	approved
	F
	6.1.0
	NTShar
	S2

	SP-040527
	23.251
	003
	1
	6.0.0
	Rel-6
	Handling of system information in connected mode
	approved
	B
	6.1.0
	NTShar
	S2

	SP-040527
	23.251
	004
	1
	6.0.0
	Rel-6
	Core network operator identity as part of LAI/RAI for supporting UEs
	approved
	B
	6.1.0
	NTShar
	S2

	SP-040527
	23.251
	005
	1
	6.0.0
	Rel-6
	Indication of selected core network operator to the CN for supporting UEs
	approved
	B
	6.1.0
	NTShar
	S2

	SP-040528
	23.271
	275
	2
	4.11.0
	Rel-4
	Corrections to NI-LR using Location Based Routing procedure
	approved
	F
	4.12.0
	LCS
	S2

	SP-040528
	23.271
	276
	2
	5.11.0
	Rel-5
	Corrections to NI-LR using Location Based Routing procedure
	approved
	F
	5.12.0
	LCS1
	S2

	SP-040528
	23.271
	277
	2
	6.8.0
	Rel-6
	Corrections to NI-LR using Location Based Routing procedure
	approved
	A
	6.9.0
	LCS2
	S2

	SP-040528
	23.271
	278
	1
	6.8.0
	Rel-6
	Removal of erroneous sentence to NI-LR using Location Based Routing procedure
	approved
	F
	6.9.0
	LCS2
	S2

	SP-040528
	23.271
	279
	1
	6.8.0
	Rel-6
	Usage of the expression country code in 23.271
	approved
	F
	6.9.0
	LCS
	S2

	NP-040397
	23.278
	047
	-
	5.5.0
	Rel-5
	Correction of Check_Criteria Procedure names referenced in Process imcnSSF
	approved
	F
	5.6.0
	CAMEL4
	N4

	SP-040529
	23.977
	001
	-
	6.0.0
	Rel-6
	Editorials TR 23.977
	approved
	D
	6.1.0
	BARS
	S2

	SP-040530
	23.981
	001
	-
	6.0.0
	Rel-6
	IPv4 access to multimedia services and Mb reference point
	approved
	F
	6.1.0
	IPv4IMS
	S2

	SP-040530
	23.981
	002
	1
	6.0.0
	Rel-5
	Creating a Rel-5 version of TR 23.981
	approved
	B
	5.0.0
	IPv4IMS
	S2

	SP-040530
	23.981
	003
	1
	6.0.0
	Rel-6
	Corrections to scenario – IPv4 visited and IPv6 home
	approved
	F
	6.1.0
	IPv4IMS
	S2

	NP-040377
	24.007
	064
	1
	6.1.0
	Rel-6
	Update of the Session Management services - MBMS
	approved
	B
	6.2.0
	MBMS
	N1

	NP-040375
	24.007
	067
	4
	6.1.0
	Rel-6
	Sequence number handling during redirection in MOCN sharing scenario
	approved
	B
	6.2.0
	NTShar
	N1

	NP-040378
	24.008
	852
	3
	6.5.0
	Rel-6
	Network Search for recovering from Faulty Networks
	approved
	F
	6.6.0
	TEI6
	N1

	NP-040310
	24.008
	882
	3
	6.5.0
	Rel-6
	Follow-on proceed for the PS domain
	revised
	B
	
	TEI6
	N1

	NP-040432
	24.008
	882
	4
	6.5.0
	Rel-6
	Follow-on proceed for the PS domain
	approved
	B
	6.6.0
	TEI6
	N1

	NP-040378
	24.008
	883
	1
	6.5.0
	Rel-6
	Mapping of QoS Traffic Class to RRC Establishment Cause
	approved
	F
	6.6.0
	TEI6
	N1

	NP-040379
	24.008
	886
	2
	6.5.0
	Rel-6
	Correction to list of received N-PDU number in Rau Accept message
	approved
	F
	6.6.0
	GTP Enhancements
	N1

	NP-040377
	24.008
	889
	1
	6.5.0
	Rel-6
	Introduction of the MBMS general procedure and states
	approved
	B
	6.6.0
	MBMS
	N1

	NP-040377
	24.008
	890
	1
	6.5.0
	Rel-6
	Introduction of the MBMS Context Activation procedure
	approved
	B
	6.6.0
	MBMS
	N1

	NP-040377
	24.008
	891
	1
	6.5.0
	Rel-6
	Introduction of the MBMS Context Activation messages
	approved
	B
	6.6.0
	MBMS
	N1

	NP-040377
	24.008
	894
	-
	6.5.0
	Rel-6
	Introduction of the MBMS Multicast Service Deactivation procedure - Reuse of PDP context deactivation messages
	approved
	B
	6.6.0
	MBMS
	N1

	NP-040377
	24.008
	895
	1
	6.5.0
	Rel-6
	Introduction of the MBMS Multicast Service Deactivation messages - Reuse of PDP context deactivation messages
	approved
	B
	6.6.0
	MBMS
	N1

	NP-040377
	24.008
	896
	-
	6.5.0
	Rel-6
	Update of the Service Request procedure - MBMS
	approved
	B
	6.6.0
	MBMS
	N1

	NP-040377
	24.008
	897
	1
	6.5.0
	Rel-6
	Update of Annex I for MBMS
	approved
	B
	6.6.0
	MBMS
	N1

	NP-040377
	24.008
	898
	1
	6.5.0
	Rel-6
	Introduction of MBMS context handling
	approved
	B
	6.6.0
	MBMS
	N1

	NP-040375
	24.008
	901
	3
	6.5.0
	Rel-6
	Clarification on the registered PLMN for UEs that support network sharing in a shared network
	approved
	B
	6.6.0
	NTShar
	N1

	NP-040378
	24.008
	904
	-
	6.5.0
	Rel-6
	Introduction of Extended RLC/MAC Control Message segmentation capability
	approved
	B
	6.6.0
	TEI-6
	N1

	NP-040376
	24.008
	905
	-
	6.5.0
	Rel-6
	Introduction of Downlink Advanced Receiver Performance (DARP) capability
	approved
	B
	6.6.0
	DARP
	N1

	NP-040380
	24.141
	003
	2
	6.0.0
	Rel-6
	Editorial issues
	revised
	D
	
	PRESNC
	N1

	NP-040426
	24.141
	003
	3
	6.0.0
	Rel-6
	Editorial issues
	approved
	D
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	004
	1
	6.0.0
	Rel-6
	Watcher cleanup and alignment with PUA
	approved
	F
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	005
	3
	6.0.0
	Rel-6
	PUA clause restructuring
	approved
	D
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	006
	1
	6.0.0
	Rel-6
	GAA impacts
	revised
	F
	
	PRESNC
	N1

	NP-040427
	24.141
	006
	2
	6.0.0
	Rel-6
	GAA impacts
	approved
	F
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	007
	1
	6.0.0
	Rel-6
	XCAP roles
	approved
	C
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	008
	1
	6.0.0
	Rel-6
	XCAP Change
	approved
	F
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	009
	-
	6.0.0
	Rel-6
	Presence authorisation
	approved
	C
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	011
	-
	6.0.0
	Rel-6
	Flows update
	approved
	F
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	014
	1
	6.0.0
	Rel-6
	Enhanced partial publication description
	approved
	D
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	015
	1
	6.0.0
	Rel-6
	Publication Rate Limiting
	approved
	C
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	017
	1
	6.0.0
	Rel-6
	Correction to processing PUBLISH with the "multipart/related" content type
	approved
	F
	6.1.0
	PRESNC
	N1

	NP-040380
	24.141
	018
	-
	6.0.0
	Rel-6
	XML document corrections of message flows
	approved
	F
	6.1.0
	PRESNC
	N1

	NP-040385
	24.228
	133
	-
	5.9.0
	Rel-5
	P-Charging-Vector header error correction
	approved
	F
	5.10.0
	IMS-CCR
	N1

	NP-040381
	24.229
	650
	2
	6.3.0
	Rel-6
	Support of draft-ietf-sip-replaces
	approved
	B
	6.4.0
	IMS2
	N1

	NP-040381
	24.229
	654
	4
	6.3.0
	Rel-6
	Callee capabilities and Registration
	approved
	F
	6.4.0
	IMS2
	N1

	NP-040381
	24.229
	656
	1
	6.3.0
	Rel-6
	Support of draft-ietf-sip-referredby
	approved
	B
	6.4.0
	IMS2
	N1

	NP-040381
	24.229
	657
	1
	6.3.0
	Rel-6
	Support of draft-ietf-sip-join
	approved
	B
	6.4.0
	IMS2
	N1

	NP-040380
	24.229
	658
	-
	6.3.0
	Rel-6
	24.229: Correction of User identity verification at the AS
	approved
	F
	6.4.0
	PRESNC
	N1

	NP-040381
	24.229
	659
	-
	6.3.0
	Rel-6
	Multiple public ID registration
	approved
	F
	6.4.0
	IMS2
	N1

	NP-040381
	24.229
	660
	-
	6.3.0
	Rel-6
	Standalone transactions
	approved
	F
	6.4.0
	IMS2
	N1

	NP-040381
	24.229
	661
	1
	6.3.0
	Rel-6
	Call Release
	approved
	F
	6.4.0
	IMS2
	N1

	NP-040381
	24.229
	662
	1
	6.3.0
	Rel-6
	Session timer
	approved
	F
	6.4.0
	IMS2
	N1

	NP-040381
	24.229
	663
	-
	6.3.0
	Rel-6
	Unprotected REGISTER
	approved
	F
	6.4.0
	IMS2
	N1

	NP-040381
	24.229
	665
	-
	6.3.0
	Rel-6
	Contact in SUBSCRIBE request
	approved
	F
	6.4.0
	IMS2
	N1

	NP-040381
	24.229
	666
	1
	6.3.0
	Rel-6
	NOTIFY requests
	approved
	A
	6.4.0
	IMS2
	N1

	NP-040381
	24.229
	668
	2
	6.3.0
	Rel-6
	Network deregistration
	approved
	F
	6.4.0
	IMS2
	N1

	NP-040385
	24.229
	672
	1
	5.9.0
	Rel-5
	Syntax correction for the P-Charging-Vector header
	approved
	F
	5.10.0
	IMS-CCR
	N1

	NP-040385
	24.229
	673
	-
	6.3.0
	Rel-6
	Syntax correction for the P-Charging-Vector header
	approved
	A
	6.4.0
	IMS-CCR
	N1

	NP-040381
	24.229
	678
	-
	6.3.0
	Rel-6
	Support of TLS
	approved
	D
	6.4.0
	IMS2
	N1

	NP-040385
	24.229
	679
	1
	5.9.0
	Rel-5
	Missing value for the event attribute within the element of NOTIFY body
	approved
	F
	5.10.0
	IMS-CCR
	N1

	NP-040385
	24.229
	681
	2
	5.9.0
	Rel-5
	Network initiated deregistration upon UE roaming and registration to a new network
	approved
	F
	5.10.0
	IMS-CCR
	N1

	NP-040381
	24.229
	682
	1
	6.3.0
	Rel-6
	SDP parameters received by the S-CSCF and the P-CSCF in the 200 OK message
	approved
	F
	6.4.0
	IMS-CCR
	N1

	NP-040381
	24.229
	688
	2
	6.3.0
	Rel-6
	Filtering of the P-Access-Network-Info header by the S-CSCF and privacy rules
	approved
	C
	6.4.0
	IMS2
	N1

	NP-040383
	24.229
	689
	2
	6.3.0
	Rel-6
	Non precondition session set-up -Terminating session
	approved
	B
	6.4.0
	IMS2 Additional SIP capabilities
	N1

	NP-040382
	24.229
	692
	1
	6.3.0
	Rel-6
	Ipv6 IP v4 interworking
	approved
	B
	6.4.0
	IMS2
	N1

	NP-040385
	24.229
	694
	1
	5.9.0
	Rel-5
	Correction to condition for removal of the P- Access- Network-Info Header
	approved
	F
	5.10.0
	IMS-CCR
	N1

	NP-040385
	24.229
	697
	-
	6.3.0
	Rel-6
	Missing value for the event attribute within the element of NOTIFY body
	approved
	A
	6.4.0
	IMS-CCR
	N1

	NP-040385
	24.229
	698
	-
	6.3.0
	Rel-6
	HSS initiated deregistration
	approved
	F
	6.4.0
	IMS-CCR
	N1

	NP-040385
	24.229
	699
	1
	6.3.0
	Rel-6
	Network initiated deregistration upon UE roaming and registration to a new network
	approved
	F
	6.4.0
	IMS-CCR
	N1

	NP-040381
	24.229
	701
	-
	5.9.0
	Rel-5
	NOTIFY requests
	approved
	F
	5.10.0
	IMS2
	N1

	RP-040291
	25.101
	342
	2
	6.4.0
	Rel-6
	UE maximum output power with HS-DPCCH
	approved
	A
	6.5.0
	HSDPA-RF
	R4

	RP-040291
	25.101
	344
	3
	6.4.0
	Rel-6
	Correction of maximum allowed power and range in TFC selection with HS-DPCCH and other clarifications
	approved
	F
	6.5.0
	HSDPA-RF
	R4

	RP-040292
	25.101
	346
	1
	6.4.0
	Rel-6
	Correction in the Band V (850MHz) additional frequency channel - UARFCN
	approved
	F
	6.5.0
	RInImp-UMTS850
	R4

	RP-040288
	25.101
	352
	-
	6.4.0
	Rel-6
	Clarification of test parameter of reliable TPC command combining
	approved
	F
	6.5.0
	TEI6
	R4

	RP-040292
	25.101
	353
	-
	6.4.0
	Rel-6
	Frequency range correction of out-of-band blocking for Band IV
	approved
	F
	6.5.0
	RInImp-UMTS1721
	R4

	RP-040288
	25.101
	354
	1
	6.4.0
	Rel-6
	UE maximum input level for HS-PDSCH
	approved
	F
	6.5.0
	TEI6, HSDPA-RF
	R4

	RP-040288
	25.101
	358
	-
	6.4.0
	Rel-6
	Clarification to change of TFC and compressed mode time mask diagrams
	approved
	F
	6.5.0
	TEI6
	R4

	RP-040284
	25.101
	360
	-
	5.11.0
	Rel-5
	Clarification of HS-DSCH level
	approved
	F
	5.12.0
	HSDPA-RF
	R4

	RP-040284
	25.101
	361
	-
	6.4.0
	Rel-6
	Clarification of HS-DSCH level
	approved
	A
	6.5.0
	HSDPA-RF
	R4

	RP-040284
	25.101
	362
	1
	5.11.0
	Rel-5
	Correction to OCNS code allocation for HSDPA testing
	approved
	F
	5.12.0
	HSDPA-RF
	R4

	RP-040284
	25.101
	363
	1
	6.4.0
	Rel-6
	Correction to OCNS code allocation for HSDPA testing
	approved
	A
	6.5.0
	HSDPA-RF
	R4

	RP-040287
	25.101
	364
	1
	6.4.0
	Rel-6
	Specification of enhanced performance requirements for HSDPA based on receiver diversity
	approved
	B
	6.5.0
	RInImp-HSPerf-RxDiv
	R4

	RP-040384
	25.101
	365
	-
	6.4.0
	Rel-6
	UE maximum output power for HSDPA-only terminal
	approved
	B
	6.5.0
	EDCH-RF
	R4

	RP-040292
	25.104
	227
	1
	6.6.0
	Rel-6
	Correction in the Band V (850MHz) additional frequency channel - UARFCN
	approved
	F
	6.7.0
	RInImp-UMTS850
	R4

	RP-040367
	25.104
	228
	-
	5.8.0
	Rel-5
	Regional Requirement on HSDPA
	approved
	D
	5.9.0
	HSDPA-RF
	R4

	RP-040367
	25.104
	229
	-
	6.6.0
	Rel-6
	Regional Requirement on HSDPA
	approved
	A
	6.7.0
	HSDPA-RF
	R4

	RP-040289
	25.106
	036
	-
	6.1.0
	Rel-6
	Spurious emissions: Redrafting of tables for co-existence
	approved
	F
	6.2.0
	RInImp-REP
	R4

	RP-040285
	25.123
	344
	-
	5.9.0
	Rel-5
	Correction to UTRA Carrier RSSI measurement and other corrections in test cases
	approved
	F
	5.10.0
	LCRTDD-RF
	R4

	RP-040285
	25.123
	345
	-
	6.2.0
	Rel-6
	Correction to UTRA Carrier RSSI measurement and other corrections in test cases
	approved
	A
	6.3.0
	LCRTDD-RF
	R4

	RP-040290
	25.123
	346
	1
	6.2.0
	Rel-6
	Correction to measurement performance units in section 9
	approved
	F
	6.3.0
	LCRTDD-RF
	R4

	RP-040290
	25.123
	347
	-
	6.2.0
	Rel-6
	Correction of inconsistency between 25.123 and 25.331
	approved
	F
	6.3.0
	LCRTDD-RF
	R4

	RP-040291
	25.133
	661
	3
	6.6.0
	Rel-6
	Clarification of HS-DPCCH in Transport format combination selection requirements
	approved
	A
	6.7.0
	HSDPA-RF
	R4

	RP-040283
	25.133
	676
	-
	3.18.0
	R99
	Redrafting of alignment of the activation time definition between TS 25.133 and TS 25.331
	approved
	F
	3.19.0
	TEI
	R4

	RP-040283
	25.133
	677
	-
	4.12.0
	Rel-4
	Redrafting of alignment of the activation time definition between TS 25.133 and TS 25.331
	approved
	A
	4.13.0
	TEI
	R4

	RP-040283
	25.133
	678
	-
	5.11.0
	Rel-5
	Redrafting of alignment of the activation time definition between TS 25.133 and TS 25.331
	approved
	A
	5.12.0
	TEI
	R4

	RP-040283
	25.133
	679
	-
	6.6.0
	Rel-6
	Redrafting of alignment of the activation time definition between TS 25.133 and TS 25.331
	approved
	A
	6.7.0
	TEI
	R4

	RP-040288
	25.133
	680
	-
	6.6.0
	Rel-6
	Correction to FDD inter frequency fading test case
	approved
	F
	6.7.0
	TEI6
	R4

	RP-040288
	25.133
	681
	1
	6.6.0
	Rel-6
	Additional scenarios for cell reselection test requirements
	approved
	F
	6.7.0
	TEI6
	R4

	RP-040283
	25.133
	682
	-
	3.18.0
	R99
	Removal of Cell_FACH requirements for GSM observed time difference measurement
	approved
	F
	3.19.0
	TEI
	R4

	RP-040283
	25.133
	683
	-
	4.12.0
	Rel-4
	Removal of Cell_FACH requirements for GSM observed time difference measurement
	approved
	A
	4.13.0
	TEI
	R4

	RP-040283
	25.133
	684
	-
	5.11.0
	Rel-5
	Removal of Cell_FACH requirements for GSM observed time difference measurement
	approved
	A
	5.12.0
	TEI
	R4

	RP-040283
	25.133
	685
	-
	6.6.0
	Rel-6
	Removal of Cell_FACH requirements for GSM observed time difference measurement
	approved
	A
	6.7.0
	TEI
	R4

	RP-040288
	25.133
	687
	2
	6.6.0
	Rel-6
	RX-TX timing test modified to use soft handover, delay range for RX-TX timing test specified
	approved
	F
	6.7.0
	TEI6
	R4

	RP-040286
	25.133
	688
	1
	5.11.0
	Rel-5
	Removal of square brackets from requirements for number of reporting criteria for traffic volume measurements in cell_FACH state
	approved
	F
	5.12.0
	TEI5
	R4

	RP-040286
	25.133
	689
	1
	6.6.0
	Rel-6
	Removal of square brackets from requirements for number of reporting criteria for traffic volume measurements in cell_FACH state
	approved
	A
	6.7.0
	TEI5
	R4

	RP-040283
	25.133
	690
	-
	3.18.0
	R99
	Change of test parameter for event triggered reporting with event 1B
	approved
	F
	3.19.0
	TEI
	R4

	RP-040286
	25.133
	691
	1
	5.11.0
	Rel-5
	FDD/FDD Hard Handover test case clarification
	approved
	F
	5.12.0
	TEI5
	R4

	RP-040286
	25.133
	692
	1
	6.6.0
	Rel-6
	FDD/FDD Hard Handover test case clarification
	approved
	A
	6.7.0
	TEI5
	R4

	RP-040292
	25.141
	351
	1
	6.6.0
	Rel-6
	Correction in the Band V (850MHz) additional frequency channel - UARFCN
	approved
	F
	6.7.0
	RInImp-UMTS850
	R4

	RP-040367
	25.141
	353
	-
	5.8.0
	Rel-5
	Regional Requirement on HSDPA
	approved
	D
	5.9.0
	HSDPA-RF
	R4

	RP-040367
	25.141
	354
	-
	6.6.0
	Rel-6
	Regional Requirement on HSDPA
	approved
	A
	6.7.0
	HSDPA-RF
	R4

	RP-040289
	25.143
	047
	-
	6.1.0
	Rel-6
	Spurious emissions: Redrafting of tables for co-existence
	approved
	F
	6.2.0
	RInImp-REP
	R4

	RP-040317
	25.211
	191
	-
	5.5.0
	Rel-5
	Correction for the slot range of DL DPCCH power control preamble for CPCH
	approved
	F
	5.6.0
	
	R1

	RP-040317
	25.211
	192
	-
	6.1.0
	Rel-6
	Correction for the slot range of DL DPCCH power control preamble for CPCH
	approved
	A
	6.2.0
	TEI
	R1

	RP-040318
	25.214
	352
	-
	6.2.0
	Rel-6
	Clarification of SSDT uplink only signalling
	approved
	F
	6.3.0
	RInImp-DSCHsho
	R1

	RP-040318
	25.214
	353
	-
	5.9.0
	Rel-5
	Clarification of SSDT uplink only signalling
	rejected
	F
	
	RInImp-DSCHsho
	R1

	RP-040315
	25.222
	122
	1
	4.7.0
	Rel-4
	Correction of symbol Xi defined in sub-frame segmentation step
	approved
	F
	4.8.0
	TEI4
	R1

	RP-040315
	25.222
	123
	1
	5.6.0
	Rel-5
	Correction of symbol Xi defined in sub-frame segmentation step
	approved
	A
	5.7.0
	TEI4
	R1

	RP-040315
	25.222
	124
	1
	6.0.0
	Rel-6
	Correction of symbol Xi defined in sub-frame segmentation step
	approved
	A
	6.1.0
	TEI4
	R1

	RP-040316
	25.224
	132
	-
	4.10.0
	Rel-4
	Transmit diversity usage for beacon channels in LCR TDD
	approved
	F
	4.11.0
	TEI4
	R1

	RP-040316
	25.224
	133
	-
	5.7.0
	Rel-5
	Transmit diversity usage for beacon channels in LCR TDD
	approved
	A
	5.8.0
	TEI4
	R1

	RP-040316
	25.224
	134
	-
	6.1.0
	Rel-6
	Transmit diversity usage for beacon channels in LCR TDD
	approved
	A
	6.2.0
	TEI4
	R1

	RP-040319
	25.224
	135
	1
	4.10.0
	Rel-4
	Corrections of radio access procedure for 1.28Mcps TDD
	approved
	F
	4.11.0
	LCRTDD-Phys
	R1

	RP-040319
	25.224
	136
	1
	5.7.0
	Rel-5
	Corrections of radio access procedure for 1.28Mcps TDD
	approved
	A
	5.8.0
	LCRTDD-Phys
	R1

	RP-040319
	25.224
	137
	1
	6.1.0
	Rel-6
	Corrections of radio access procedure for 1.28Mcps TDD
	approved
	A
	6.2.0
	LCRTDD-Phys
	R1

	RP-040331
	25.301
	070
	-
	5.2.0
	Rel-5
	Removal of DCCH mapping on HS-DSCH
	revised
	F
	
	HSDPA-L23
	R2

	RP-040369
	25.301
	070
	1
	5.2.0
	Rel-5
	Removal of DCCH mapping on HS-DSCH
	approved
	F
	5.3.0
	HSDPA-L23
	R2

	RP-040338
	25.303
	074
	-
	6.0.0
	Rel-6
	Clarification to SRNS Relocation
	approved
	F
	6.1.0
	TEI6
	R2

	RP-040332
	25.304
	118
	-
	5.5.0
	Rel-5
	HCS measurement rules & high-mobility
	approved
	F
	5.6.0
	TEI5
	R2

	RP-040332
	25.304
	119
	-
	6.2.0
	Rel-6
	HCS measurement rules & high-mobility
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040326
	25.307
	028
	-
	3.3.0
	R99
	Correction to applicable TS25.101 clauses/section for release independent operation
	approved
	F
	3.4.0
	TEI
	R2

	RP-040326
	25.307
	029
	-
	4.3.0
	Rel-4
	Correction to applicable TS25.101 clauses/section for release independent operation
	approved
	F
	4.4.0
	TEI
	R2

	RP-040326
	25.307
	030
	-
	5.2.0
	Rel-5
	Correction to applicable TS25.101 clauses/section for release independent operation
	approved
	F
	5.3.0
	TEI
	R2

	RP-040331
	25.308
	009
	-
	5.5.0
	Rel-5
	Application of HS-DSCH to signalling radio bearers, correction to MAC-hs entity and correction to a response message from UE
	rejected
	F
	
	HSDPA-L23
	R2

	RP-040369
	25.308
	009
	1
	5.5.0
	Rel-5
	Application of HS-DSCH to signalling radio bearers, correction to MAC-hs entity and correction to a response message from UE
	approved
	F
	5.6.0
	HSDPA-L23
	R2

	RP-040369
	25.308
	010
	1
	6.1.0
	Rel-6
	Correction to MAC-hs entity and correction to a response message from UE
	approved
	F
	6.2.0
	HSDPA-L23
	R2

	RP-040331
	25.308
	010
	1
	6.1.0
	Rel-6
	Correction to MAC-hs entity and correction to a response message from UE
	withdrawn
	F
	
	HSDPA-L23
	R2

	RP-040328
	25.331
	2368
	1
	3.19.0
	R99
	Restrict operation of the virtual active set
	approved
	F
	3.20.0
	TEI
	R2

	RP-040328
	25.331
	2369
	1
	4.14.0
	Rel-4
	Restrict operation of the virtual active set
	approved
	A
	4.15.0
	TEI
	R2

	RP-040327
	25.331
	2370
	-
	3.19.0
	R99
	TDD misalignment between tabular and ASN.1 definitions of UL Transport channel information common for all transport channels and special burst scheduling
	approved
	F
	3.20.0
	TEI
	R2

	RP-040327
	25.331
	2371
	-
	4.14.0
	Rel-4
	TDD misalignment between tabular and ASN.1 definitions of UL Transport channel information common for all transport channels and special burst scheduling
	approved
	A
	4.15.0
	TEI
	R2

	RP-040327
	25.331
	2372
	-
	5.9.0
	Rel-5
	TDD misalignment between tabular and ASN.1 definitions of UL Transport channel information common for all transport channels and special burst scheduling
	approved
	A
	5.10.0
	TEI
	R2

	RP-040327
	25.331
	2373
	-
	6.2.0
	Rel-6
	TDD misalignment between tabular and ASN.1 definitions of UL Transport channel information common for all transport channels and special burst scheduling
	approved
	A
	6.3.0
	TEI
	R2

	RP-040327
	25.331
	2374
	-
	3.19.0
	R99
	Definition of parameters for UE-assisted A-GPS
	approved
	F
	3.20.0
	TEI
	R2

	RP-040327
	25.331
	2375
	-
	4.14.0
	Rel-4
	Definition of parameters for UE-assisted A-GPS
	approved
	A
	4.15.0
	TEI
	R2

	RP-040327
	25.331
	2376
	-
	5.9.0
	Rel-5
	Definition of parameters for UE-assisted A-GPS
	approved
	A
	5.10.0
	TEI
	R2

	RP-040327
	25.331
	2377
	-
	6.2.0
	Rel-6
	Definition of parameters for UE-assisted A-GPS
	approved
	A
	6.3.0
	TEI
	R2

	RP-040339
	25.331
	2378
	2
	6.2.0
	Rel-6
	Addition of UMTS850 (Band V) in the tabular
	approved
	F
	6.3.0
	RinImp-UMTS850
	R2

	RP-040360
	25.331
	2379
	-
	4.14.0
	Rel-4
	Default Configurations for multiple AMR Rate Configurations
	approved
	F
	4.15.0
	TEI4
	R2

	RP-040360
	25.331
	2380
	-
	5.9.0
	Rel-5
	Default Configurations for multiple AMR Rate Configurations
	approved
	A
	5.10.0
	TEI4
	R2

	RP-040360
	25.331
	2381
	-
	6.2.0
	Rel-6
	Default Configurations for multiple AMR Rate Configurations
	approved
	A
	6.3.0
	TEI4
	R2

	RP-040319
	25.331
	2382
	-
	4.14.0
	Rel-4
	Correction on PRACH selection in 1.28Mcps TDD
	approved
	F
	4.15.0
	LCRTDD-L23
	R2

	RP-040319
	25.331
	2383
	-
	5.9.0
	Rel-5
	Correction on PRACH selection in 1.28Mcps TDD
	approved
	A
	5.10.0
	LCRTDD-L23
	R2

	RP-040319
	25.331
	2384
	-
	6.2.0
	Rel-6
	Correction on PRACH selection in 1.28Mcps TDD
	approved
	A
	6.3.0
	LCRTDD-L23
	R2

	RP-040334
	25.331
	2385
	-
	5.9.0
	Rel-5
	Inconsistency in UE action for HFN initialisation
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040334
	25.331
	2386
	-
	6.2.0
	Rel-6
	Inconsistency in UE action for HFN initialisation
	approved
	F
	6.3.0
	TEI6
	R2

	RP-040334
	25.331
	2387
	-
	5.9.0
	Rel-5
	Usage of different RB mapping info for TDD
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040334
	25.331
	2388
	-
	6.2.0
	Rel-6
	Usage of different RB mapping info for TDD
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040334
	25.331
	2389
	-
	5.9.0
	Rel-5
	TDD HS-DSCH Corrections
	approved
	F
	5.10.0
	HSDPA-L23
	R2

	RP-040334
	25.331
	2390
	-
	6.2.0
	Rel-6
	TDD HS-DSCH Corrections
	approved
	A
	6.3.0
	HSDPA-L23
	R2

	RP-040334
	25.331
	2391
	-
	5.9.0
	Rel-5
	Alignment of Tabular Definition with ASN.1 for HS-SCCH Info
	approved
	F
	5.10.0
	HSDPA-L23
	R2

	RP-040334
	25.331
	2392
	-
	6.2.0
	Rel-6
	Alignment of Tabular Definition with ASN.1 for HS-SCCH Info
	approved
	A
	6.3.0
	HSDPA-L23
	R2

	RP-040334
	25.331
	2393
	-
	5.9.0
	Rel-5
	Correction to HS-DSCH reception conditions
	revised
	F
	
	HSDPA-L23
	R2

	RP-040348
	25.331
	2393
	1
	5.9.0
	Rel-5
	Correction to HS-DSCH reception conditions
	approved
	F
	5.10.0
	HSDPA-L23
	R2

	RP-040334
	25.331
	2394
	-
	6.2.0
	Rel-6
	Correction to HS-DSCH reception conditions
	revised
	A
	
	HSDPA-L23
	R2

	RP-040348
	25.331
	2394
	1
	6.2.0
	Rel-6
	Correction to HS-DSCH reception conditions
	approved
	A
	6.3.0
	HSDPA-L23
	R2

	RP-040334
	25.331
	2395
	-
	5.9.0
	Rel-5
	Correction to RB mapping check
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040334
	25.331
	2396
	-
	6.2.0
	Rel-6
	Correction to RB mapping check
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040334
	25.331
	2397
	-
	5.9.0
	Rel-5
	Position Timestamp for A-GPS
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040334
	25.331
	2398
	-
	6.2.0
	Rel-6
	Position Timestamp for A-GPS
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040334
	25.331
	2399
	-
	5.9.0
	Rel-5
	Pending compressed mode reconfigurations
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040334
	25.331
	2400
	-
	6.2.0
	Rel-6
	Pending compressed mode reconfigurations
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040335
	25.331
	2401
	-
	5.9.0
	Rel-5
	Predefined configurations for the RRC connection request
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040335
	25.331
	2402
	-
	6.2.0
	Rel-6
	Predefined configurations for the RRC connection request
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040335
	25.331
	2403
	-
	5.9.0
	Rel-5
	Cell update during reconfiguration from CELL_FACH to CELL_PCH
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040335
	25.331
	2404
	-
	6.2.0
	Rel-6
	Cell update during reconfiguration from CELL_FACH to CELL_PCH
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040335
	25.331
	2405
	-
	5.9.0
	Rel-5
	UE actions for Delta_ACK/NACK and repetition factor
	approved
	F
	5.10.0
	HSDPA-L23
	R2

	RP-040335
	25.331
	2406
	-
	6.2.0
	Rel-6
	UE actions for Delta_ACK/NACK and repetition factor
	approved
	A
	6.3.0
	HSDPA-L23
	R2

	RP-040335
	25.331
	2407
	-
	5.9.0
	Rel-5
	Calculation of UL transmit power for HS-SICH (TDD)
	approved
	F
	5.10.0
	HSDPA-L23
	R2

	RP-040335
	25.331
	2408
	-
	6.2.0
	Rel-6
	Calculation of UL transmit power for HS-SICH (TDD)
	approved
	A
	6.3.0
	HSDPA-L23
	R2

	RP-040335
	25.331
	2409
	-
	5.9.0
	Rel-5
	Handling of Timer T302 Expiry
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040335
	25.331
	2410
	-
	6.2.0
	Rel-6
	Handling of Timer T302 Expiry
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040335
	25.331
	2411
	-
	5.9.0
	Rel-5
	Correct naming for HS-DSCH with DCH multiplexing option
	approved
	F
	5.10.0
	HSDPA-L23
	R2

	RP-040335
	25.331
	2412
	-
	6.2.0
	Rel-6
	Correct naming for HS-DSCH with DCH multiplexing option
	approved
	A
	6.3.0
	HSDPA-L23
	R2

	RP-040335
	25.331
	2413
	-
	5.9.0
	Rel-5
	Compressed Pre-defined configurations description in new Annex C
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040335
	25.331
	2414
	-
	6.2.0
	Rel-6
	Compressed Pre-defined configurations description in new Annex C
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040335
	25.331
	2415
	-
	5.9.0
	Rel-5
	Interaction between integrity protection and the sending of downlink messages during SRNS relocation
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040335
	25.331
	2416
	-
	6.2.0
	Rel-6
	Interaction between integrity protection and the sending of downlink messages during SRNS relocation
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040328
	25.331
	2417
	-
	5.9.0
	Rel-5
	Corrections to restrictions of operation of the virtual active set
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040328
	25.331
	2418
	-
	6.2.0
	Rel-6
	Corrections to restrictions of operation of the virtual active set
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040336
	25.331
	2419
	-
	5.9.0
	Rel-5
	UE actions for received new keys
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040336
	25.331
	2420
	-
	6.2.0
	Rel-6
	UE actions for received new keys
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040336
	25.331
	2421
	1
	5.9.0
	Rel-5
	Scrambling Code Change
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040336
	25.331
	2422
	1
	6.2.0
	Rel-6
	Scrambling Code Change
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040330
	25.331
	2423
	-
	4.14.0
	Rel-4
	Correction on SIB12 validity
	revised
	F
	
	TEI4
	R2

	RP-040331
	25.331
	2424
	-
	5.9.0
	Rel-5
	Removal of SRB mapping on HS-DSCH
	revised
	F
	
	HSDPA-L23
	R2

	RP-040369
	25.331
	2424
	1
	5.9.0
	Rel-5
	Removal of SRB mapping on HS-DSCH
	approved
	F
	5.10.0
	HSDPA-L23
	R2

	RP-040328
	25.331
	2427
	-
	5.9.0
	Rel-5
	Clarifications to VAS functionality
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040328
	25.331
	2428
	-
	6.2.0
	Rel-6
	Clarifications to VAS functionality
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040336
	25.331
	2429
	-
	5.9.0
	Rel-5
	UE security capability in INTER_RAT handover
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040336
	25.331
	2430
	-
	6.2.0
	Rel-6
	UE security capability in INTER_RAT handover
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040336
	25.331
	2431
	-
	5.9.0
	Rel-5
	Correction to the Radio Link Failure behaviour
	approved
	F
	5.10.0
	TEI5
	R2

	RP-040336
	25.331
	2432
	-
	6.2.0
	Rel-6
	Correction to the Radio Link Failure behaviour
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040340
	25.346
	003
	-
	6.1.0
	Rel-6
	Introduction of MBMS Change Information and Removal of usage of the secondary notification indicators
	approved
	F
	6.2.0
	MBMS-RAN
	R2

	RP-040340
	25.346
	004
	-
	6.1.0
	Rel-6
	Clarifications to Frequency Layer Convergence and UE behaviour at return on Service
	approved
	F
	6.2.0
	MBMS-RAN
	R2

	RP-040340
	25.346
	005
	-
	6.1.0
	Rel-6
	Iur Linking for URA_PCH UEs and MBMS Session Start Request corrections for TS25.346 from RAN3#43
	approved
	F
	6.2.0
	MBMS-RAN
	R2

	RP-040303
	25.401
	087
	1
	6.3.0
	Rel-6
	Introduction of Iuant into UTRAN architecture for control of RET Antennas
	approved
	B
	6.4.0
	RANimp-TiltAnt
	R3

	RP-040297
	25.401
	090
	-
	5.8.0
	Rel-5
	Terminology correction of IP ALCAP CR
	approved
	F
	5.9.0
	ETRAN-iptrans
	R3

	RP-040297
	25.401
	091
	-
	6.3.0
	Rel-6
	Terminology correction of IP ALCAP CR
	approved
	A
	6.4.0
	ETRAN-iptrans
	R3

	RP-040296
	25.411
	014
	-
	5.0.0
	Rel-5
	Correction of optical interfaces
	approved
	F
	5.1.0
	TEI5
	R3

	RP-040296
	25.411
	015
	-
	6.0.0
	Rel-6
	Correction of optical interfaces
	approved
	A
	6.1.0
	TEI5
	R3

	RP-040298
	25.413
	680
	4
	5.9.0
	Rel-5
	Addition of Relocation Failure cause code to match GERAN cause code
	approved
	F
	5.10.0
	RANimp-ImpRRM
	R3

	RP-040298
	25.413
	681
	4
	6.2.0
	Rel-6
	Addition of Relocation Failure cause code to match GERAN cause code
	approved
	A
	6.3.0
	RANimp-ImpRRM
	R3

	RP-040299
	25.413
	691
	4
	5.9.0
	Rel-5
	Data Volume Reporting Correction
	approved
	F
	5.10.0
	TEI5
	R3

	RP-040299
	25.413
	692
	3
	6.2.0
	Rel-6
	Data Volume Reporting Correction
	approved
	A
	6.3.0
	TEI5
	R3

	RP-040299
	25.413
	695
	2
	5.9.0
	Rel-5
	Service Handover Timing and Priority
	approved
	F
	5.10.0
	TEI5
	R3

	RP-040299
	25.413
	696
	2
	6.2.0
	Rel-6
	Service Handover Timing and Priority
	approved
	A
	6.3.0
	TEI5
	R3

	RP-040299
	25.413
	699
	1
	5.9.0
	Rel-5
	presence of ciphering key in the RANAP container
	approved
	F
	5.10.0
	TEI5
	R3

	RP-040299
	25.413
	700
	1
	6.2.0
	Rel-6
	presence of ciphering key in the RANAP container
	approved
	A
	6.3.0
	TEI5
	R3

	RP-040297
	25.414
	082
	-
	5.6.0
	Rel-5
	Terminology correction of IP ALCAP CR
	approved
	F
	5.7.0
	ETRAN-iptrans
	R3

	RP-040297
	25.414
	083
	-
	6.1.0
	Rel-6
	Terminology correction of IP ALCAP CR
	approved
	A
	6.2.0
	ETRAN-iptrans
	R3

	RP-040297
	25.414
	084
	-
	6.1.0
	Rel-6
	Correction of implementation of IP ALCAP CR081
	approved
	F
	6.2.0
	ETRAN-iptrans
	R3

	RP-040296
	25.415
	119
	-
	5.3.0
	Rel-5
	Clarification of padding after odd number of IPTIs
	approved
	F
	5.4.0
	TEI5
	R3

	RP-040296
	25.415
	120
	-
	6.0.0
	Rel-6
	Clarification of padding after odd number of IPTIs
	approved
	A
	6.1.0
	TEI5
	R3

	RP-040307
	25.423
	985
	1
	6.2.0
	Rel-6
	Correction of Trace reference in Deactivate trace
	approved
	F
	6.3.0
	OAM-Trace-RAN
	R3

	RP-040302
	25.423
	988
	-
	5.10.0
	Rel-5
	Correction to tabular text associated with TDD DPCH Offset IE
	approved
	F
	5.11.0
	TEI5
	R3

	RP-040302
	25.423
	989
	-
	6.2.0
	Rel-6
	Correction to tabular text associated with TDD DPCH Offset IE
	approved
	A
	6.3.0
	TEI5
	R3

	RP-040300
	25.423
	994
	1
	5.10.0
	Rel-5
	Traffic Class IE in RNSAP
	approved
	F
	5.11.0
	TEI5
	R3

	RP-040300
	25.423
	995
	1
	6.2.0
	Rel-6
	Traffic Class IE in RNSAP
	approved
	A
	6.3.0
	TEI5
	R3

	RP-040297
	25.426
	043
	-
	5.5.0
	Rel-5
	Terminology correction of IP ALCAP CR
	approved
	F
	5.6.0
	ETRAN-iptrans
	R3

	RP-040297
	25.426
	044
	-
	6.2.0
	Rel-6
	Terminology correction of IP ALCAP CR
	approved
	A
	6.3.0
	ETRAN-iptrans
	R3

	RP-040296
	25.430
	054
	-
	5.3.0
	Rel-5
	Clarification on the Uplink Power Control for 1.28Mcps TDD
	approved
	F
	5.4.0
	TEI5
	R3

	RP-040296
	25.430
	055
	-
	6.1.0
	Rel-6
	Clarification on the Uplink Power Control for 1.28Mcps TDD
	approved
	A
	6.2.0
	TEI5
	R3

	RP-040301
	25.433
	1013
	-
	5.9.0
	Rel-5
	Use of Communication Context id in NBAP reset
	approved
	F
	5.10.0
	TEI5
	R3

	RP-040301
	25.433
	1014
	-
	6.2.0
	Rel-6
	Use of Communication Context id in NBAP reset
	approved
	A
	6.3.0
	TEI5
	R3

	RP-040295
	25.433
	1017
	2
	4.12.0
	Rel-4
	Addition of TSTD for S-CCPCH, PICH and PDSCH in 1.28 Mcps TDD
	approved
	F
	4.13.0
	TEI4
	R3

	RP-040295
	25.433
	1018
	2
	5.9.0
	Rel-5
	Addition of TSTD for S-CCPCH, PICH and PDSCH in 1.28 Mcps TDD
	approved
	A
	5.10.0
	TEI4
	R3

	RP-040295
	25.433
	1019
	2
	6.2.0
	Rel-6
	Addition of TSTD for S-CCPCH, PICH and PDSCH in 1.28 Mcps TDD
	approved
	A
	6.3.0
	TEI4
	R3

	RP-040301
	25.433
	1020
	-
	5.9.0
	Rel-5
	Re-wording of the Intra-Node B Serving HS-DSCH Radio Link Change in the Prepared Radio Link Reconfiguration procedure
	approved
	F
	5.10.0
	HSDPA-IubIur
	R3

	RP-040301
	25.433
	1021
	-
	6.2.0
	Rel-6
	Re-wording of the Intra-Node B Serving HS-DSCH Radio Link Change in the Prepared Radio Link Reconfiguration procedure
	approved
	A
	6.3.0
	HSDPA-IubIur
	R3

	RP-040302
	25.433
	1024
	-
	5.9.0
	Rel-5
	Correction to tabular text associated with TDD DPCH Offset IE
	approved
	F
	5.10.0
	TEI5
	R3

	RP-040302
	25.433
	1025
	-
	6.2.0
	Rel-6
	Correction to tabular text associated with TDD DPCH Offset IE
	approved
	A
	6.3.0
	TEI5
	R3

	RP-040295
	25.433
	1027
	-
	4.12.0
	Rel-4
	Review on NBAP
	approved
	F
	4.13.0
	TEI4
	R3

	RP-040295
	25.433
	1028
	-
	5.9.0
	Rel-5
	Review on NBAP
	approved
	A
	5.10.0
	TEI4
	R3

	RP-040295
	25.433
	1029
	-
	6.2.0
	Rel-6
	Review on NBAP
	approved
	A
	6.3.0
	TEI4
	R3

	RP-040324
	25.433
	1031
	-
	5.9.0
	Rel-5
	Clarification on the FPACH configuration for 1.28Mcps TDD
	approved
	A
	5.10.0
	TEI4
	R3

	RP-040324
	25.433
	1032
	-
	6.2.0
	Rel-6
	Clarification on the FPACH configuration for 1.28Mcps TDD
	approved
	A
	6.3.0
	TEI4
	R3

	RP-040301
	25.433
	1035
	-
	5.9.0
	Rel-5
	Correction HSDPA Ies
	approved
	F
	5.10.0
	HSDPA-IubIur
	R3

	RP-040301
	25.433
	1036
	-
	6.2.0
	Rel-6
	Correction for HSDPA Ies
	approved
	A
	6.3.0
	HSDPA-IubIur
	R3

	RP-040362
	25.433
	1037
	-
	4.12.0
	Rel-4
	Clarification on the FPACH configuration for 1.28Mcps TDD
	approved
	F
	4.13.0
	TEI4
	R3

	RP-040306
	25.453
	074
	1
	6.5.0
	Rel-6
	Introduction of the requested accuracy and an indication of achieved accuracy in Position Calculation procedure over Iupc interface
	approved
	B
	6.6.0
	TEI6
	R3

	RP-040320
	25.899
	001
	1
	6.0.0
	Rel-6
	Implementation Complexity of ACK/NACK performance improvement
	approved
	F
	6.1.0
	RInImp-Rlperf
	R1

	RP-040320
	25.899
	002
	-
	6.0.0
	Rel-6
	Effect of PRE/POST scheme on HSDPA cell coverage
	approved
	F
	6.1.0
	RInImp-Rlperf
	R1

	RP-040307
	25.901
	001
	-
	6.0.0
	Rel-6
	Tidy Up CR for TR 25.901 (NACC)
	approved
	D
	6.1.0
	RANimp-NACC
	R3

	RP-040325
	25.993
	028
	-
	6.6.0
	Rel-6
	Physical layer multiplexing configuration in case of AMR and two PS RABs with zero bit rates
	approved
	F
	6.7.0
	TEI6
	R2

	RP-040325
	25.993
	029
	-
	6.6.0
	Rel-6
	Physical layer multiplexing configuration in case of two PS RABs
	approved
	F
	6.7.0
	TEI6
	R2

	RP-040325
	25.993
	030
	-
	6.6.0
	Rel-6
	Correction of RAB configuration in 1.28Mcps TDD
	approved
	F
	6.7.0
	TEI6
	R2

	RP-040325
	25.993
	032
	-
	6.6.0
	Rel-6
	Conversational PS RAB for HS-DSCH
	approved
	F
	6.7.0
	TEI6
	R2

	SP-040644
	26.101
	009
	2
	5.0.0
	Rel-6
	Generic Frame Structure for GSM-EFR SID
	approved
	F
	6.0.0
	TrFO
	S4

	SP-040644
	26.101
	010
	1
	5.0.0
	Rel-6
	Error Corrections
	approved
	F
	6.0.0
	TrFO
	S4

	SP-040645
	26.102
	016
	1
	5.2.0
	Rel-6
	Mapping of GSM_EFR SID on Nb Interface
	approved
	F
	6.0.0
	TrFO
	S4

	SP-040646
	26.103
	023
	2
	5.4.0
	Rel-6
	Harmonisation of AMR Configurations
	approved
	C
	6.0.0
	TEI6
	S4

	SP-040646
	26.103
	024
	2
	5.4.0
	Rel-5
	Codec Identifier (CoID) for the telephone-event
	rejected
	F
	
	IMS-CODEC
	S4

	SP-040646
	26.103
	025
	1
	5.4.0
	Rel-6
	Error Fixes
	approved
	F
	6.0.0
	TrFO
	S4

	SP-040646
	26.103
	028
	1
	5.4.0
	Rel-5
	Correction of Size and Reference of MuMe Codec
	approved
	F
	5.5.0
	SCUDIF
	S4

	SP-040646
	26.103
	029
	1
	5.4.0
	Rel-6
	Correction of Size and Reference of MuMe Codec
	approved
	A
	6.0.0
	SCUDIF
	S4

	SP-040659
	26.111
	010
	3
	5.1.0
	Rel-6
	3G-324M Improvements
	approved
	B
	6.0.0
	3G-324MI
	S4

	SP-040648
	26.111
	011
	1
	5.1.0
	Rel-6
	3G-324M Improvements: addition of optional AMR-WB support
	approved
	B
	6.0.0
	3G-324MI
	S4

	SP-040649
	26.131
	022
	-
	5.2.0
	Rel-6
	Change of sending distortion requirement
	approved
	C
	6.0.0
	TEI6
	S4

	SP-040649
	26.132
	028
	-
	5.4.0
	Rel-6
	Change of sending distortion test case
	approved
	C
	6.0.0
	TEI6
	S4

	SP-040641
	26.140
	004
	2
	5.2.0
	Rel-6
	Introduction of Extended AMR-WB into MMS service
	rejected
	C
	
	MMS6-Codec
	S4

	SP-040641
	26.140
	005
	2
	5.2.0
	Rel-6
	Introduction of Enhanced aacPlus into MMS service
	rejected
	C
	
	MMS6-Codec
	S4

	SP-040641
	26.140
	006
	2
	5.2.0
	Rel-6
	Introduction of Extended AMR-WB and Enhanced aacPlus into MMS service
	approved
	C
	6.0.0
	MMS6-Codec
	S4

	SP-040650
	26.140
	007
	1
	5.2.0
	Rel-6
	Update of MMS codecs and formats with Release 6 functionality
	approved
	B
	6.0.0
	MMS6-Codec
	S4

	SP-040655
	26.140
	008
	1
	5.2.0
	Rel-6
	Update of MMS codecs and formats with H.264
	approved
	B
	6.0.0
	MMS6-Codec
	S4

	SP-040651
	26.233
	005
	1
	5.0.0
	Rel-6
	Addition of Release 6 functionality
	approved
	B
	6.0.0
	PSSrel6-Stage3
	S4

	SP-040652
	26.234
	070
	1
	6.0.0
	Rel-6
	Additional Release-6 updates to PSS Protocols and codecs
	approved
	B
	6.1.0
	PSSrel6-Stage3
	S4

	SP-040642
	26.234
	072
	1
	6.0.0
	Rel-6
	Introduction of Enhanced aacPlus into PSS service
	rejected
	C
	
	PSSrel6-Stage3
	S4

	SP-040642
	26.234
	073
	1
	6.0.0
	Rel-6
	Introduction of Extended AMR-WB into PSS service
	rejected
	C
	
	PSSrel6-Stage3
	S4

	SP-040642
	26.234
	074
	1
	6.0.0
	Rel-6
	Introduction of Extended AMR-WB and Enhanced aacPlus into PSS service
	approved
	C
	6.1.0
	PSSrel6-Stage3
	S4

	SP-040656
	26.234
	075
	1
	6.0.0
	Rel-6
	Introduction of the H.264 (AVC) video codec into the PSS service
	approved
	B
	6.1.0
	PSSrel6-Stage3
	S4

	SP-040653
	26.235
	007
	1
	6.1.0
	Rel-6
	Language improvement and alignment
	approved
	D
	6.2.0
	TEI6
	S4

	SP-040658
	26.235
	008
	1
	6.1.0
	Rel-6
	Introduction of the H.264 video codec into packet-switched conversational services
	approved
	B
	6.2.0
	CEPSCM
	S4

	SP-040653
	26.235
	009
	-
	6.1.0
	Rel-6
	Support for 128 kbps video in the packet-switched conversational services
	approved
	B
	6.2.0
	CEPSCM
	S4

	SP-040643
	26.244
	002
	1
	6.0.0
	Rel-6
	Storage of AMR-WB+ audio in 3GP files
	approved
	B
	6.1.0
	PSSrel6-Stage3
	S4

	SP-040654
	26.244
	003
	-
	6.0.0
	Rel-6
	Additional Release 6 update to 3GP file format
	approved
	B
	6.1.0
	PSSrel6-Stage3
	S4

	SP-040657
	26.244
	004
	1
	6.0.0
	Rel-6
	Storage of H.264 (AVC) video in 3GP files
	approved
	B
	6.1.0
	PSSrel6-Stage3
	S4

	SP-040643
	26.244
	005
	1
	6.0.0
	Rel-6
	Storage of Enhanced aacPlus audio in 3GP files
	approved
	B
	6.1.0
	PSSrel6-Stage3
	S4

	SP-040660
	26.911
	014
	3
	5.1.0
	Rel-6
	3G-324M Improvements
	approved
	B
	6.0.0
	3G-324MI
	S4

	SP-040647
	28.062
	041
	2
	5.4.0
	Rel-6
	Harmonisation of AMR Configurations
	approved
	C
	6.0.0
	TEI6
	S4

	NP-040407
	29.002
	732
	2
	6.6.0
	Rel-6
	Pre-Paging Resource Optimization
	approved
	B
	6.7.0
	TEI6
	N4

	NP-040405
	29.002
	739
	-
	6.6.0
	Rel-6
	Export of UU-Data data type
	approved
	B
	6.7.0
	TEI6
	N4

	NP-040414
	29.002
	743
	-
	6.6.0
	Rel-6
	Wrong SDL flow page implemented
	approved
	F
	6.7.0
	TEI6
	N4

	NP-040409
	29.010
	108
	2
	6.3.0
	Rel-6
	Addition of cause code mapping to the routing area update procedure
	approved
	F
	6.4.0
	TEI6
	N4

	NP-040400
	29.010
	109
	-
	5.6.0
	Rel-5
	Addition of cause code mapping for inter-system handover
	approved
	F
	5.7.0
	TEI5
	N4

	NP-040400
	29.010
	110
	-
	6.3.0
	Rel-6
	Addition of cause code mapping for inter-system handover
	approved
	A
	6.4.0
	TEI5
	N4

	NP-040375
	29.018
	042
	2
	6.0.0
	Rel-6
	Transfer of selected core network operator id across Gs interface
	approved
	B
	6.1.0
	NTShar
	N1

	NP-040408
	29.060
	501
	-
	6.5.0
	Rel-6
	Alignment and enhancement of the "RAT Type" IE
	approved
	F
	6.6.0
	CH
	N4

	NP-040408
	29.060
	502
	-
	6.5.0
	Rel-6
	Corrections to charging information Ies
	approved
	D
	6.6.0
	TEI6
	N4

	NP-040402
	29.060
	505
	-
	6.5.0
	Rel-6
	Error Indication during an ongoing MBMS data transfer
	approved
	F
	6.6.0
	MBMS
	N4

	NP-040402
	29.060
	506
	-
	6.5.0
	Rel-6
	Addition of Recovery IE in MBMS
	approved
	F
	6.6.0
	MBMS
	N4

	NP-040408
	29.060
	507
	1
	6.5.0
	Rel-6
	RIM transparent routing
	approved
	F
	6.6.0
	TEI6
	N4

	NP-040398
	29.060
	509
	1
	5.10.0
	Rel-5
	SGSN Context Request and IMSI
	approved
	F
	5.11.0
	TEI5
	N4

	NP-040402
	29.060
	510
	2
	6.5.0
	Rel-6
	Introduction of a transparent container field for MBMS
	approved
	B
	6.6.0
	MBMS
	N4

	NP-040408
	29.060
	511
	-
	6.5.0
	Rel-6
	Handling of ciphering and integrity keys at inter-SGSN RAU
	approved
	F
	6.6.0
	TEI6
	N4

	NP-040398
	29.060
	512
	-
	6.5.0
	Rel-6
	SGSN Context Request and IMSI
	approved
	A
	6.6.0
	TEI5
	N4

	NP-040337
	29.061
	119
	2
	6.1.0
	Rel-6
	Scope update to include Gmb
	approved
	B
	6.2.0
	MBMS
	N3

	NP-040337
	29.061
	120
	2
	6.1.0
	Rel-6
	Gmb general corrections
	approved
	B
	6.2.0
	MBMS
	N3

	NP-040337
	29.061
	121
	2
	6.1.0
	Rel-6
	New Gmb specific AVPs, and new specific result-codes values.
	approved
	B
	6.2.0
	MBMS
	N3

	NP-040335
	29.061
	122
	-
	6.1.0
	Rel-6
	New sub-attributes 3GPP VSA passed on the Gi interface for charging purposes
	approved
	B
	6.2.0
	TEI6
	N3

	NP-040405
	29.078
	380
	-
	6.2.0
	Rel-6
	Support of User-to-User Information (UUI) in CAMEL InitialDP operation
	approved
	B
	6.3.0
	TEI6
	N4

	NP-040397
	29.078
	381
	2
	5.8.0
	Rel-5
	Clarification on the handling of operation invocation when LinkedID is missing although expected
	approved
	F
	5.9.0
	IMS-CAMEL
	N4

	NP-040397
	29.078
	382
	2
	6.2.0
	Rel-6
	Clarification on the handling of operation invocation when LinkedID is missing although expected
	approved
	A
	6.3.0
	IMS-CAMEL
	N4

	NP-040406
	29.078
	383
	-
	6.2.0
	Rel-6
	Correction to usage of ACM for CAP ETC and CAP CTR
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	29.078
	384
	-
	6.2.0
	Rel-6
	Correction to Cancel procedure description
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	29.078
	385
	-
	6.2.0
	Rel-6
	Correction to SplitLeg ASN.1 description
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	29.078
	386
	-
	6.2.0
	Rel-6
	Correction to Apply Charging Report procedure
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	29.078
	387
	-
	6.2.0
	Rel-6
	Correction to Assist Reqiest Instructions procedure
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	29.078
	388
	-
	6.2.0
	Rel-6
	Correction to Call Information Request and Report
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040406
	29.078
	389
	-
	6.2.0
	Rel-6
	Correction to Tssf timer setting for SMS control
	approved
	F
	6.3.0
	TEI6
	N4

	NP-040346
	29.163
	048
	2
	6.3.0
	Rel-6
	Non call-related Mn procedures 
	approved
	F
	6.4.0
	IMS-CCR-Mn
	N3

	NP-040334
	29.163
	050
	3
	6.3.0
	Rel-6
	Corrections to AMR codec parameter translations
	approved
	F
	6.4.0
	IMS-CCR-IWCS
	N3

	NP-040355
	29.198-01
	036
	-
	5.6.0
	Rel-5
	Remove J2EE rule on generation of Serialization UID rule
	approved
	F
	5.7.0
	OSA2
	N5

	NP-040355
	29.198-01
	037
	-
	6.1.0
	Rel-6
	Remove J2EE rule on generation of Serialization UID rule
	approved
	A
	6.2.0
	OSA2
	N5

	NP-040356
	29.198-01
	038
	-
	6.1.0
	Rel-6
	Add Description of Backwards Compatibility rules
	approved
	B
	6.2.0
	OSA3
	N5

	NP-040355
	29.198-02
	046
	-
	5.7.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040355
	29.198-02
	047
	-
	6.1.0
	Rel-6
	Correct J2EE source
	approved
	A
	6.2.0
	OSA2
	N5

	NP-040355
	29.198-03
	123
	-
	5.7.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040355
	29.198-03
	124
	-
	6.1.0
	Rel-6
	Correct J2EE source
	approved
	A
	6.2.0
	OSA2
	N5

	NP-040356
	29.198-03
	125
	-
	6.1.0
	Rel-6
	Remove unused Deprecated items
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040358
	29.198-03
	126
	-
	6.1.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040352
	29.198-04
	070
	-
	4.9.0
	Rel-4
	Correct State Transition Diagram for IpCall
	approved
	F
	4.10.0
	OSA1
	N5

	NP-040354
	29.198-04-1
	012
	-
	6.2.0
	Rel-6
	Correction to Java Realisation Annex
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040355
	29.198-04-1
	013
	-
	5.6.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.7.0
	OSA2
	N5

	NP-040358
	29.198-04-1
	014
	-
	6.2.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040352
	29.198-04-2
	018
	-
	5.7.0
	Rel-5
	Correct State Transition Diagram for IpCall
	approved
	A
	5.8.0
	OSA1
	N5

	NP-040352
	29.198-04-2
	019
	-
	6.1.0
	Rel-6
	Correct State Transition Diagram for IpCall
	approved
	A
	6.2.0
	OSA1
	N5

	NP-040355
	29.198-04-2
	020
	-
	5.7.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040355
	29.198-04-2
	021
	-
	6.1.0
	Rel-6
	Correct J2EE source
	approved
	A
	6.2.0
	OSA2
	N5

	NP-040356
	29.198-04-2
	022
	-
	6.1.0
	Rel-6
	Remove unused Deprecated items
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040358
	29.198-04-2
	023
	-
	6.1.0
	Rel-6
	Additional GCC Feature to support HA
	approved
	C
	6.2.0
	OSA3
	N5

	NP-040358
	29.198-04-2
	024
	-
	6.1.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040354
	29.198-04-3
	027
	-
	6.2.0
	Rel-6
	Correction to Java Realisation Annex
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040355
	29.198-04-3
	028
	-
	5.7.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040356
	29.198-04-3
	029
	-
	6.2.0
	Rel-6
	Remove unused Deprecated items
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040358
	29.198-04-3
	030
	-
	6.2.0
	Rel-6
	Additional MPCC Feature to support HA
	approved
	C
	6.3.0
	OSA3
	N5

	NP-040358
	29.198-04-3
	031
	-
	6.2.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040354
	29.198-04-4
	019
	-
	6.2.0
	Rel-6
	Correction to Java Realisation Annex
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040355
	29.198-04-4
	020
	-
	5.7.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040358
	29.198-04-4
	021
	-
	6.2.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040355
	29.198-05
	051
	-
	5.7.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040355
	29.198-05
	052
	-
	6.1.0
	Rel-6
	Correct J2EE source
	approved
	A
	6.2.0
	OSA2
	N5

	NP-040356
	29.198-05
	053
	-
	6.1.0
	Rel-6
	Remove unused Deprecated items
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040357
	29.198-05
	054
	-
	6.1.0
	Rel-6
	Add getMessageListReq() within the IpUIAdminManager interface
	approved
	B
	6.2.0
	OSA3
	N5

	NP-040357
	29.198-05
	055
	-
	6.1.0
	Rel-6
	Change description of InfoAddress within TpUIInfo
	approved
	D
	6.2.0
	OSA3
	N5

	NP-040357
	29.198-05
	056
	-
	6.1.0
	Rel-6
	Changes to the TpUIRecognitionGrammer parameter
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040358
	29.198-05
	057
	-
	6.1.0
	Rel-6
	Additional GUI Feature to support HA
	approved
	C
	6.2.0
	OSA3
	N5

	NP-040358
	29.198-05
	058
	-
	6.1.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040354
	29.198-06
	028
	-
	6.2.0
	Rel-6
	Correction to Java Realisation Annex
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040358
	29.198-06
	029
	-
	6.2.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040355
	29.198-06
	051
	-
	5.5.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.6.0
	OSA2
	N5

	NP-040355
	29.198-07
	029
	-
	5.6.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.7.0
	OSA2
	N5

	NP-040355
	29.198-07
	030
	-
	6.1.0
	Rel-6
	Correct J2EE source
	approved
	A
	6.2.0
	OSA2
	N5

	NP-040358
	29.198-07
	031
	-
	6.1.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040355
	29.198-08
	033
	-
	5.6.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.7.0
	OSA2
	N5

	NP-040355
	29.198-08
	034
	-
	6.1.0
	Rel-6
	Correct J2EE source
	approved
	A
	6.2.0
	OSA2
	N5

	NP-040356
	29.198-08
	035
	-
	6.1.0
	Rel-6
	Remove unused Deprecated items
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040358
	29.198-08
	036
	-
	6.1.0
	Rel-6
	Additional DSC Feature to support HA
	approved
	C
	6.2.0
	OSA3
	N5

	NP-040358
	29.198-08
	037
	-
	6.1.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040355
	29.198-11
	029
	-
	5.5.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.6.0
	OSA2
	N5

	NP-040355
	29.198-11
	030
	-
	6.1.0
	Rel-6
	Correct J2EE source
	approved
	A
	6.2.0
	OSA2
	N5

	NP-040356
	29.198-11
	031
	-
	6.1.0
	Rel-6
	Remove unused Deprecated items
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040358
	29.198-11
	032
	-
	6.1.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040355
	29.198-12
	030
	-
	5.6.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.7.0
	OSA2
	N5

	NP-040355
	29.198-12
	031
	-
	6.1.0
	Rel-6
	Correct J2EE source
	approved
	A
	6.2.0
	OSA2
	N5

	NP-040358
	29.198-12
	032
	-
	6.1.0
	Rel-6
	Additional Charging Feature to support HA
	approved
	C
	6.2.0
	OSA3
	N5

	NP-040358
	29.198-12
	033
	-
	6.1.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040354
	29.198-13
	010
	-
	6.1.0
	Rel-6
	Introduce Java Realisation Annex
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040355
	29.198-13
	011
	-
	5.5.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.6.0
	OSA2
	N5

	NP-040358
	29.198-13
	012
	-
	6.1.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040355
	29.198-14
	022
	-
	5.6.0
	Rel-5
	Correct J2EE source
	approved
	F
	5.7.0
	OSA2
	N5

	NP-040355
	29.198-14
	023
	-
	6.1.0
	Rel-6
	Correct J2EE source
	approved
	A
	6.2.0
	OSA2
	N5

	NP-040358
	29.198-14
	024
	-
	6.1.0
	Rel-6
	Support High Availability at API Level
	approved
	F
	6.2.0
	OSA3
	N5

	NP-040333
	29.207
	131
	2
	5.8.0
	Rel-5
	COPS DEC message handling
	approved
	F
	5.9.0
	E2EQoS
	N3

	NP-040333
	29.207
	132
	2
	6.0.0
	Rel-6
	COPS DEC message handling
	approved
	A
	6.1.0
	E2EQoS
	N3

	NP-040333
	29.207
	133
	2
	5.8.0
	Rel-5
	COPS-PR "Request State" flag not set for authorization failure decision
	approved
	F
	5.9.0
	E2EQoS
	N3

	NP-040333
	29.207
	134
	2
	6.0.0
	Rel-6
	COPS-PR "Request State" flag not set for authorization failure decision
	approved
	A
	6.1.0
	E2EQoS
	N3

	NP-040338
	29.207
	137
	-
	6.0.0
	Rel-6
	29.207-Rel6: accumulated CR for Gq impacts
	approved
	B
	6.1.0
	QoS1
	N3

	NP-040338
	29.208
	073
	-
	6.0.0
	Rel-6
	29.208-Rel6: accumulated CR for Gq impacts
	approved
	B
	6.1.0
	QoS1
	N3

	NP-040393
	29.228
	108
	1
	5.8.0
	Rel-5
	LIR and services related to unregistered state
	Withdrawn
	F
	
	IMS-CCR
	N4

	NP-040416
	29.228
	108
	1
	5.8.0
	Rel-5
	LIR and services related to unregistered state
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-040416
	29.228
	109
	3
	6.3.0
	Rel-6
	LIR and services related to unregistered state
	approved
	A
	6.4.0
	IMS-CCR
	N4

	NP-040393
	29.228
	109
	3
	6.3.0
	Rel-6
	LIR and services related to unregistered state
	Withdrawn
	A
	
	IMS-CCR
	N4

	NP-040401
	29.228
	118
	1
	6.3.0
	Rel-6
	XML versioning
	approved
	C
	6.4.0
	IMS2-CCR
	N4

	NP-040416
	29.228
	119
	3
	5.8.0
	Rel-5
	Use of regular expressions
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-040393
	29.228
	119
	3
	5.8.0
	Rel-5
	Use of regular expressions
	Withdrawn
	F
	
	IMS-CCR
	N4

	NP-040416
	29.228
	120
	3
	6.3.0
	Rel-6
	Use of regular expressions
	approved
	A
	6.4.0
	IMS-CCR
	N4

	NP-040393
	29.228
	120
	3
	6.3.0
	Rel-6
	Use of regular expressions
	Withdrawn
	A
	
	IMS-CCR
	N4

	NP-040401
	29.228
	121
	2
	6.3.0
	Rel-6
	Triggering initial REGISTER messages
	approved
	B
	6.4.0
	IMS2-CCR
	N4

	NP-040401
	29.228
	122
	1
	6.3.0
	Rel-6
	Optimization of User Profile Download
	approved
	B
	6.4.0
	IMS2-CCR
	N4

	NP-040396
	29.228
	123
	2
	5.8.0
	Rel-5
	Simplification of the User Profile Split concept
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-040396
	29.228
	124
	2
	6.3.0
	Rel-6
	Simplification of the User Profile Split concept
	approved
	A
	6.4.0
	IMS-CCR
	N4

	NP-040401
	29.229
	056
	-
	6.1.0
	Rel-6
	Optimization of User Profile Download
	approved
	B
	6.2.0
	IMS2-CCR
	N4

	NP-040396
	29.229
	057
	-
	5.7.0
	Rel-5
	Simplification of the User Profile Split concept
	approved
	F
	5.8.0
	IMS-CCR
	N4

	NP-040396
	29.229
	058
	-
	6.1.0
	Rel-6
	Simplification of the User Profile Split concept
	approved
	A
	6.2.0
	IMS-CCR
	N4

	NP-040394
	29.229
	060
	-
	5.7.0
	Rel-5
	Correction of the Application-Id code
	approved
	F
	5.8.0
	IMS-CCR
	N4

	NP-040394
	29.229
	061
	-
	6.1.0
	Rel-6
	Correction of the Application-Id code
	approved
	A
	6.2.0
	IMS-CCR
	N4

	NP-040412
	29.229
	062
	1
	5.7.0
	Rel-5
	Renumbering of 3GPP specific AVP codes
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040412
	29.229
	063
	1
	6.1.0
	Rel-6
	Renumbering of 3GPP specific AVP codes
	approved
	A
	6.2.0
	TEI5
	N4

	NP-040395
	29.229
	064
	1
	5.7.0
	Rel-5
	Application version control
	approved
	F
	5.8.0
	IMS-CCR
	N4

	NP-040395
	29.229
	065
	2
	6.1.0
	Rel-6
	Application version control
	approved
	C
	6.2.0
	IMS-CCR
	N4

	NP-040401
	29.230
	001
	-
	6.0.0
	Rel-6
	Correction of Charging application reference
	approved
	F
	6.1.0
	IMS2-CCR
	N4

	NP-040401
	29.230
	002
	-
	6.0.0
	Rel-6
	Correction of the Application-Id code
	approved
	F
	6.1.0
	IMS2-CCR
	N4

	NP-040401
	29.230
	003
	-
	6.0.0
	Rel-6
	Removal of User Data Request Type AVP
	approved
	F
	6.1.0
	IMS2-CCR
	N4

	NP-040412
	29.230
	004
	1
	6.0.0
	Rel-6
	Renumbering of 3GPP specific AVP codes
	approved
	F
	6.1.0
	TEI6
	N4

	NP-040392
	29.232
	062
	1
	4.8.0
	Rel-4
	Correction of Procedure “Activate Voice Processing Function”
	approved
	F
	4.9.0
	TEI4
	N4

	NP-040392
	29.232
	063
	-
	5.7.0
	Rel-5
	Correction of Procedure “Activate Voice Processing Function”
	approved
	A
	5.8.0
	TEI4
	N4

	NP-040418
	29.232
	064
	-
	5.7.0
	Rel-5
	Provisioning Of Base Root package properties
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040399
	29.232
	064
	-
	5.7.0
	Rel-5
	Provisioning Of Base Root package properties
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040418
	29.232
	065
	-
	5.7.0
	Rel-5
	Service Change Address
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040399
	29.232
	065
	-
	5.7.0
	Rel-5
	Service Change Address
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040418
	29.232
	066
	-
	5.7.0
	Rel-5
	Use Of Event Buffers
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040399
	29.232
	066
	-
	5.7.0
	Rel-5
	Use Of Event Buffers
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040418
	29.232
	067
	-
	5.7.0
	Rel-5
	Digit Maps
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040399
	29.232
	067
	-
	5.7.0
	Rel-5
	Digit maps
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040399
	29.232
	068
	-
	5.7.0
	Rel-5
	IP Secured Transport
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040418
	29.232
	068
	-
	5.7.0
	Rel-5
	IP secured transport
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040418
	29.232
	069
	-
	5.7.0
	Rel-5
	Use Of Audit Value
	rejected
	F
	
	TEI5
	N4

	NP-040399
	29.232
	069
	-
	5.7.0
	Rel-5
	Use Of Audit Value
	postponed
	F
	
	TEI5
	N4

	NP-040399
	29.232
	072
	1
	5.7.0
	Rel-5
	Use Of Statistics
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040418
	29.232
	072
	1
	5.7.0
	Rel-5
	Use Of Statistics
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040399
	29.232
	074
	-
	5.7.0
	Rel-5
	Termination Restoration
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040418
	29.232
	074
	-
	5.7.0
	Rel-5
	Termination Restoration
	approved
	F
	5.8.0
	TEI5
	N4

	NP-040392
	29.232
	075
	2
	5.7.0
	Rel-5
	3GUP package corrections
	approved
	A
	5.8.0
	TEI4
	N4

	NP-040392
	29.232
	076
	1
	4.8.0
	Rel-4
	3GUP package corrections
	approved
	F
	4.9.0
	TEI4
	N4

	NP-040397
	29.278
	006
	1
	5.2.0
	Rel-5
	Correction to ERB pre-condition for IM-SSF state
	approved
	F
	5.3.0
	CAMEL
	N4

	NP-040401
	29.328
	088
	1
	6.2.0
	Rel-6
	XML versioning
	approved
	C
	6.3.0
	IMS2-CCR
	N4

	NP-040401
	29.328
	094
	1
	6.2.0
	Rel-6
	Triggering initial REGISTER messages
	approved
	F
	6.3.0
	IMS2-CCR
	N4

	NP-040394
	29.329
	040
	1
	5.6.0
	Rel-5
	Public-Identity is unspecified for the Sh interface
	approved
	F
	5.7.0
	IMS-CCR
	N4

	NP-040394
	29.329
	041
	1
	6.1.0
	Rel-6
	Public-Identity is unspecified for the Sh interface
	approved
	A
	6.2.0
	IMS-CCR
	N4

	NP-040394
	29.329
	042
	-
	5.6.0
	Rel-5
	Incorrect Data-Reference AVP in Subscriber Notification Answer Command
	approved
	F
	5.7.0
	IMS-CCR
	N4

	NP-040394
	29.329
	043
	-
	6.1.0
	Rel-6
	Incorrect Data-Reference AVP in Subscriber Notification Answer Command
	approved
	A
	6.2.0
	IMS-CCR
	N4

	NP-040394
	29.329
	044
	1
	5.6.0
	Rel-5
	Single Public_Identity required in Grouped User-Identity AVP
	approved
	F
	5.7.0
	IMS-CCR
	N4

	NP-040394
	29.329
	045
	1
	6.1.0
	Rel-6
	Single Public_Identity required in Grouped User-Identity AVP
	approved
	A
	6.2.0
	IMS-CCR
	N4

	NP-040395
	29.329
	046
	1
	6.1.0
	Rel-6
	Application version control
	approved
	C
	6.2.0
	IMS-CCR
	N4

	NP-040395
	29.329
	047
	-
	5.6.0
	Rel-5
	Application version control
	approved
	F
	5.7.0
	IMS-CCR
	N4

	NP-040394
	29.329
	048
	-
	5.6.0
	Rel-5
	Correction of the Application-Id code
	approved
	F
	5.7.0
	IMS-CCR
	N4

	NP-040394
	29.329
	049
	-
	6.1.0
	Rel-6
	Correction of the Application-Id code
	approved
	A
	6.2.0
	IMS-CCR
	N4

	NP-040412
	29.329
	050
	1
	5.6.0
	Rel-5
	Renumbering of 3GPP specific AVP codes
	approved
	F
	5.7.0
	TEI5
	N4

	NP-040412
	29.329
	051
	1
	6.1.0
	Rel-6
	Renumbering of 3GPP specific AVP codes
	approved
	A
	6.2.0
	TEI5
	N4

	NP-040386
	29.994
	A018
	2
	5.0.1
	Rel-6
	Incorrect handling, by MS, of registration acceptance messages that include R99 and later Ies
	approved
	F
	6.0.0
	TEI6
	N1

	TP-040180
	31.101
	029
	-
	6.2.0
	Rel-6
	Requirement for higher UICC/Terminal interface speed
	approved
	B
	6.3.0
	TEI
	T3

	TP-040180
	31.101
	030
	-
	6.2.0
	Rel-6
	Move “GSM/USIM application interactions and restrictions” from ETSI TS 102 221
	approved
	B
	6.3.0
	TEI
	T3

	TP-040181
	31.102
	233
	1
	6.6.0
	Rel-6
	VGCS/VBS security
	approved
	B
	6.7.0
	TEI
	T3

	TP-040181
	31.102
	234
	-
	6.6.0
	Rel-6
	MMs storage on the card
	approved
	B
	6.7.0
	TEI
	T3

	TP-040181
	31.102
	235
	-
	6.6.0
	Rel-6
	GBAU ME-USIM interface
	approved
	B
	6.7.0
	SEC1-SC
	T3

	TP-040181
	31.102
	236
	-
	6.6.0
	Rel-6
	Introduction of M-IMAP and SIP as MMS implementations in MMS provisioning
	postponed
	B
	
	TEI
	T3

	TP-040181
	31.102
	237
	1
	6.6.0
	Rel-6
	Editorial changes in WLAN identities lists
	approved
	D
	6.7.0
	I-WLAN
	T3

	TP-040181
	31.102
	238
	-
	6.6.0
	Rel-6
	Storage of WLAN fast re-authentication information
	approved
	B
	6.7.0
	TEI
	T3

	TP-040181
	31.102
	239
	-
	6.6.0
	Rel-6
	MBMS security
	approved
	B
	6.7.0
	MBMS
	T3

	TP-040181
	31.102
	240
	-
	5.9.0
	Rel-5
	Correction of a wrong reference to TS 102 221
	approved
	F
	5.10.0
	TEI
	T3

	TP-040181
	31.102
	241
	-
	6.6.0
	Rel-6
	Removal of a wrong reference to 102 221
	approved
	F
	6.7.0
	TEI
	T3

	TP-040181
	31.102
	242
	-
	6.6.0
	Rel-6
	Alignement with requirements regarding USSD usage
	approved
	B
	6.7.0
	TEI
	T3

	TP-040181
	31.102
	243
	-
	5.9.0
	Rel-5
	Correction of PPS procedure
	approved
	F
	5.10.0
	TEI
	T3

	TP-040182
	31.103
	016
	-
	6.4.0
	Rel-6
	New 3GPP2 IMS authentication context in ISIM
	approved
	B
	6.5.0
	TEI
	T3

	TP-040182
	31.103
	017
	-
	6.4.0
	Rel-6
	GBAU ME-ISIM interface
	approved
	B
	6.5.0
	SEC1-SC
	T3

	TP-040182
	31.103
	018
	-
	5.6.0
	Rel-5
	Correction of PPS procedure
	approved
	F
	5.7.0
	TEI
	T3

	TP-040183
	31.111
	110
	-
	3.12.0
	R99
	Correction of possible terminal responses versus proactive commands in relation to the display of icons
	approved
	F
	3.13.0
	TEI
	T3

	TP-040183
	31.111
	111
	-
	6.2.0
	Rel-6
	MMS Management by USAT
	approved
	B
	6.3.0
	TEI
	T3

	TP-040183
	31.111
	112
	-
	6.2.0
	Rel-6
	Correction of wording for call control
	approved
	D
	6.3.0
	TEI
	T3

	TP-040183
	31.111
	113
	-
	6.2.0
	Rel-6
	Alignement with SCP TS 102 223
	approved
	B
	6.3.0
	TEI
	T3

	TP-040183
	31.111
	114
	-
	6.2.0
	Rel-6
	Disallow SMS/SS/USSD transmission in the case where UICC responds with an error status code in Envelope Confirmation.
	approved
	F
	6.3.0
	TEI
	T3

	TP-040183
	31.111
	115
	-
	6.2.0
	Rel-6
	Modifications in the reference
	approved
	D
	6.3.0
	TEI
	T3

	TP-040183
	31.111
	116
	-
	6.2.0
	Rel-6
	Alignement with requirements regarding USSD usage
	approved
	F
	6.3.0
	USSD
	T3

	TP-040183
	31.111
	117
	-
	3.12.0
	R99
	Essential corrections in content and coding of BC Repeat indicator
	approved
	F
	3.13.0
	TEI
	T3

	TP-040183
	31.111
	118
	-
	4.11.0
	Rel-4
	Essential corrections in content and coding of BC Repeat indicator
	approved
	A
	4.12.0
	TEI
	T3

	TP-040183
	31.111
	119
	-
	5.6.0
	Rel-5
	Essential corrections in content and coding of BC Repeat indicator
	approved
	A
	5.7.0
	TEI
	T3

	TP-040183
	31.111
	120
	-
	6.2.0
	Rel-6
	Essential corrections in content and coding of BC Repeat indicator
	approved
	A
	6.3.0
	TEI
	T3

	TP-040183
	31.111
	121
	-
	6.2.0
	Rel-6
	Add the Network measurement information for UTRAN in PROVIDE LOCAL INFORMATION functionality.
	approved
	C
	6.3.0
	TEI
	T3

	TP-040183
	31.111
	122
	-
	6.2.0
	Rel-6
	Description of the USSD flow
	approved
	F
	6.3.0
	USSD
	T3

	TP-040185
	31.116
	006
	-
	6.4.0
	Rel-6
	Alignment with TS 102 226 V6.8.0
	approved
	B
	6.5.0
	TEI
	T3

	TP-040184
	31.121
	034
	-
	3.9.0
	R99
	alignment with TS 51.010-1 on default EF-ADN configuration
	approved
	F
	3.10.0
	TEI
	T3

	TP-040184
	31.121
	035
	-
	4.8.0
	Rel-4
	alignment with TS 51.010-1 on default EF-ADN configuration
	approved
	A
	4.9.0
	TEI
	T3

	TP-040184
	31.121
	035
	-
	3.9.0
	R99
	Essential Corrections on sections 2-6
	approved
	F
	3.10.0
	TEI
	T3

	TP-040184
	31.121
	036
	-
	4.8.0
	Rel-4
	Essential Corrections on sections 2-6
	approved
	F
	4.9.0
	TEI
	T3

	TP-040184
	31.121
	037
	-
	3.9.0
	R99
	Essential Corrections on section 7
	approved
	F
	3.10.0
	TEI
	T3

	TP-040184
	31.121
	038
	-
	4.8.0
	Rel-4
	Essential Corrections on section 7
	approved
	A
	4.9.0
	TEI
	T3

	TP-040184
	31.121
	039
	-
	3.9.0
	R99
	Correction of SMS related test cases
	approved
	F
	3.10.0
	TEI
	T3

	TP-040184
	31.121
	040
	-
	4.8.0
	Rel-4
	Correction of SMS related test cases
	approved
	F
	4.9.0
	TEI
	T3

	TP-040184
	31.121
	041
	-
	3.9.0
	R99
	Correction of Access Control handling related test case TC 5.2.1.
	approved
	F
	3.10.0
	TEI
	T3

	TP-040184
	31.121
	042
	-
	4.8.0
	Rel-4
	Correction of Access Control handling related test case TC 5.2.1.
	approved
	A
	4.9.0
	TEI
	T3

	TP-040184
	31.121
	043
	-
	4.8.0
	Rel-4
	Creation of MMS related tests
	approved
	B
	4.9.0
	TEI
	T3

	TP-040188
	31.900
	014
	-
	5.4.0
	Rel-5
	Correction of card operation modes
	approved
	F
	5.5.0
	TEI
	T3

	SP-040572
	32.104
	014
	-
	3.8.0
	R99
	Correction of measObjInstId length limitations in the Measurement Report File Format
	approved
	F
	3.9.0
	OAM-PM
	S5

	SP-040560
	32.111-2
	031
	-
	6.1.0
	Rel-6
	Add more definition of MonitoredEntity IOC to clarify the scope of it and rule for alarm mapping
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-040561
	32.111-4
	027
	-
	5.7.1
	Rel-5
	Align with the IS 32.111-2 the possibility to apply filters to notification parameters
	approved
	F
	5.8.0
	OAM-NIM
	S5

	SP-040561
	32.111-4
	028
	-
	6.1.0
	Rel-6
	Align with the IS 32.111-2 the possibility to apply filters to notification parameters
	approved
	A
	6.2.0
	OAM-NIM
	S5

	SP-040559
	32.150
	001
	-
	6.0.0
	Rel-6
	Add Style Guide for CORBA SS IDL
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040548
	32.205
	027
	-
	5.7.0
	Rel-5
	Inclusion of UTRAN positioning data parameter – Align with 29.002 CR 710
	approved
	F
	5.8.0
	OAM-CH
	S5

	SP-040548
	32.215
	036
	-
	5.6.0
	Rel-5
	Inclusion of UTRAN positioning data parameter – Align with 29.002 CR 710
	approved
	F
	5.7.0
	OAM-CH
	S5

	SP-040549
	32.250
	001
	-
	6.0.0
	Rel-6
	Add missing charging principles for CAMEL CPH – Align with CN2's 23.078
	approved
	F
	6.1.0
	CH-BC
	S5

	SP-040562
	32.303
	012
	-
	6.0.0
	Rel-6
	Update 32.303 using IDL Style Guide
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040572
	32.401
	016
	-
	4.4.0
	Rel-4
	Correction of measObjInstId and measType length limitations in the Measurement Report File Format
	approved
	F
	4.5.0
	OAM-PM
	S5

	SP-040572
	32.401
	017
	-
	5.3.0
	Rel-5
	Correction of measObjInstId and measType length limitations in the Measurement Report File Format
	approved
	A
	5.4.0
	OAM-PM
	S5

	SP-040572
	32.401
	018
	-
	6.2.0
	Rel-6
	Correction of measObjInstId and measType length limitations in the Measurement Report File Format
	approved
	A
	6.3.0
	OAM-PM
	S5

	SP-040573
	32.401
	019
	-
	6.2.0
	Rel-6
	Removal of XML DTD file format definitions
	approved
	C
	6.3.0
	OAM-PM
	S5

	SP-040573
	32.401
	020
	-
	6.2.0
	Rel-6
	Add jobId in PM file name
	approved
	B
	6.3.0
	OAM-PM
	S5

	SP-040574
	32.403
	040
	-
	6.4.0
	Rel-6
	Restructure clauses 5 and 6 to follow the style of other clauses related to UTRAN measurements for extensibility
	approved
	D
	6.5.0
	OAM-PM
	S5

	SP-040574
	32.403
	041
	-
	6.4.0
	Rel-6
	Add measurements about Mobility Management
	approved
	B
	6.5.0
	OAM-PM
	S5

	SP-040574
	32.403
	042
	-
	6.4.0
	Rel-6
	Add mesurements about “PDP context activation procedures initiated by Network”
	approved
	B
	6.5.0
	OAM-PM
	S5

	SP-040574
	32.403
	043
	-
	6.4.0
	Rel-6
	Add measurements about relocation
	approved
	B
	6.5.0
	OAM-PM
	S5

	SP-040574
	32.403
	044
	-
	6.4.0
	Rel-6
	Change of the mesurements about “SRNS Relocation”
	approved
	C
	6.5.0
	OAM-PM
	S5

	SP-040574
	32.403
	045
	-
	6.4.0
	Rel-6
	Split measurements about successful PDP context deactivation
	approved
	C
	6.5.0
	OAM-PM
	S5

	SP-040575
	32.403
	046
	-
	4.7.0
	Rel-4
	Correction of “Mobility Management” GPRS attach measurement definitions
	approved
	F
	4.8.0
	OAM-PM
	S5

	SP-040575
	32.403
	047
	-
	5.7.0
	Rel-5
	Correction of “Mobility Management” GPRS attach measurement definitions
	approved
	A
	5.8.0
	OAM-PM
	S5

	SP-040575
	32.403
	048
	-
	6.4.0
	Rel-6
	Correction of “Mobility Management” GPRS attach measurement definitions
	approved
	A
	6.5.0
	OAM-PM
	S5

	SP-040576
	32.403
	049
	-
	5.7.0
	Rel-5
	Correction of measurement about “Failed PDP context activation procedures initiated by Network”
	rejected
	F
	
	OAM-PM
	S5

	SP-040576
	32.403
	050
	-
	6.4.0
	Rel-6
	Correction of measurement about “Failed PDP context activation procedures initiated by Network”
	rejected
	A
	
	OAM-PM
	S5

	SP-040577
	32.403
	051
	-
	4.7.0
	Rel-4
	Add missing Measurement Name Length constraints
	rejected
	F
	
	OAM-PM
	S5

	SP-040577
	32.403
	052
	-
	5.7.0
	Rel-5
	Add missing Measurement Name Length constraints
	approved
	F
	5.8.0
	OAM-PM
	S5

	SP-040577
	32.403
	053
	-
	6.4.0
	Rel-6
	Add missing Measurement Name Length constraints
	approved
	A
	6.5.0
	OAM-PM
	S5

	SP-040558
	32.412
	003
	-
	6.1.0
	Rel-6
	Add Measurement Job Overload Management function
	approved
	B
	6.2.0
	OAM-PM
	S5

	SP-040557
	32.412
	004
	-
	6.1.0
	Rel-6
	Align threshold alarm trigger to the definition in 32.411
	approved
	F
	6.2.0
	OAM-PM
	S5

	SP-040556
	32.412
	005
	-
	6.1.0
	Rel-6
	Extend the scope of ManagedEntity IOC to support collecting and monitoring measurement types related to vendor specific IOCs
	approved
	B
	6.2.0
	OAM-PM
	S5

	SP-040556
	32.412
	006
	-
	6.1.0
	Rel-6
	Add definition of post condition for operation suspendMeasurementJob
	approved
	F
	6.2.0
	OAM-PM
	S5

	SP-040557
	32.413
	002
	-
	6.1.0
	Rel-6
	Align to latest PM IRP Information Service (IS) 32.412 version number
	approved
	F
	6.2.0
	OAM-PM
	S5

	SP-040558
	32.413
	003
	-
	6.1.0
	Rel-6
	Add Measurement Job Overload Management function – Align with 32.412
	approved
	B
	6.2.0
	OAM-PM
	S5

	SP-040542
	32.421
	004
	-
	6.3.0
	Rel-6
	Removal of GERAN from Rel-6 32.42x series of Trace specifications
	approved
	F
	6.4.0
	OAM-Trace
	S5

	SP-040567
	32.603
	011
	-
	5.2.0
	Rel-5
	Removal of Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-040567
	32.603
	012
	-
	6.0.0
	Rel-6
	Removal of Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	A
	6.1.0
	OAM-NIM
	S5

	SP-040566
	32.603
	013
	-
	5.2.0
	Rel-5
	Removal of unused/duplicate definition of types MOReference and MOReferenceSet
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-040566
	32.603
	014
	-
	6.0.0
	Rel-6
	Removal of unused/duplicate definition of types MOReference and MOReferenceSet
	approved
	A
	6.1.0
	OAM-NIM
	S5

	SP-040571
	32.611
	003
	-
	6.0.0
	Rel-6
	Enhancements to Bulk CM IRP for Security
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040582
	32.622
	019
	-
	5.4.0
	Rel-5
	Correction of modelling of Media GateWay (MGW)
	approved
	F
	5.5.0
	OAM-NIM
	S5

	SP-040567
	32.623
	012
	-
	5.3.0
	Rel-5
	Correction in Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	F
	5.4.0
	OAM-NIM
	S5

	SP-040567
	32.623
	013
	-
	6.2.0
	Rel-6
	Correction in Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	A
	6.3.0
	OAM-NIM
	S5

	SP-040581
	32.623
	014
	-
	6.2.0
	Rel-6
	Add missing Inheritance in CORBA IDL
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-040582
	32.632
	011
	-
	5.5.0
	Rel-5
	Correction of modelling of Media GateWay (MGW) and of Class diagrams with respect to MSC and MGW functions
	approved
	F
	5.6.0
	OAM-NIM
	S5

	SP-040567
	32.633
	004
	-
	5.1.0
	Rel-5
	Correction in Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	F
	5.2.0
	OAM-NIM
	S5

	SP-040582
	32.633
	005
	-
	5.1.0
	Rel-5
	Correction of modelling of Media GateWay (MGW)
	approved
	F
	5.2.0
	OAM-NIM
	S5

	SP-040581
	32.633
	006
	-
	5.1.0
	Rel-6
	Add Inheritance in CORBA IDL
	approved
	B
	6.0.0
	OAM-NIM
	S5

	SP-040582
	32.634
	005
	-
	5.2.0
	Rel-5
	Correction of modelling of Media GateWay (MGW)
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-040591
	32.634
	006
	-
	5.2.0
	Rel-5
	Removal of the 3GPP Release# cross references in the GDMO section
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-040583
	32.635
	006
	-
	5.3.0
	Rel-5
	Add missing elements in the Core Network XML file format definition
	approved
	F
	5.4.0
	OAM-NIM
	S5

	SP-040582
	32.635
	007
	-
	5.3.0
	Rel-5
	Correction of modelling of Media GateWay (MGW)
	approved
	F
	5.4.0
	OAM-NIM
	S5

	SP-040584
	32.642
	022
	-
	6.1.0
	Rel-6
	Add support for the state change notification in UTRAN network resources IRP NRM
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-040595
	32.642
	023
	-
	6.1.0
	Rel-6
	Include ATM in CM UTRAN network resources IRP NRM
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-040585
	32.642
	024
	-
	4.4.0
	Rel-4
	Align with the IRP IS template in 32.102 Telecommunication management; Architecture
	rejected
	F
	
	OAM-CM
	S5

	SP-040585
	32.642
	025
	-
	5.4.0
	Rel-5
	Align with the IRP IS template in 32.102 Telecommunication management; Architecture
	approved
	A
	5.5.0
	OAM-NIM
	S5

	SP-040585
	32.642
	026
	-
	6.1.0
	Rel-6
	Align with the IRP IS template (32.151) and IRP IS UML repertoire (32.152)
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-040587
	32.642
	027
	-
	6.1.0
	Rel-6
	Add support for Remote control of Electrical Tilting (RET) antenna
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-040589
	32.643
	010
	-
	5.3.0
	Rel-5
	Add the operationalState to the UtranCell – Align the CORBA SS with 32.642 CM; UTRAN network resources IRP NRM
	approved
	F
	5.4.0
	OAM-NIM
	S5

	SP-040589
	32.643
	011
	-
	6.1.0
	Rel-6
	Add the operationalState to the UtranCell – Align the CORBA SS with 32.642 CM; UTRAN network resources IRP NRM
	approved
	A
	6.2.0
	OAM-NIM
	S5

	SP-040595
	32.643
	012
	-
	6.1.0
	Rel-6
	Include ATM in CM UTRAN network resources IRP CORBA Solution Set
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-040590
	32.643
	013
	-
	6.1.0
	Rel-6
	Correct the definintions in the “CellModeEnumType” and “TimeSlotStatusType”
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-040586
	32.643
	014
	-
	5.3.0
	Rel-5
	Align the CORBA SS with 32.642 Configuration Management (CM); UTRAN network resources IRP NRM
	approved
	F
	5.4.0
	OAM-NIM
	S5

	SP-040586
	32.643
	015
	-
	6.1.0
	Rel-6
	Align the CORBA SS with 32.642 Configuration Management (CM); UTRAN network resources IRP NRM
	approved
	A
	6.2.0
	OAM-NIM
	S5

	SP-040587
	32.643
	016
	-
	6.1.0
	Rel-6
	Add support for Remote control of Electrical Tilting (RET) antenna to CORBA IDL and Add Inheritance
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-040591
	32.644
	014
	-
	5.5.0
	Rel-5
	Correction of the types of the attributes cId, localCellId and rncId
	approved
	F
	5.6.0
	OAM-NIM
	S5

	SP-040592
	32.645
	012
	-
	5.5.0
	Rel-5
	Correction of the XML code – Reinsertion of “targetNamespace=”
	approved
	F
	5.6.0
	OAM-NIM
	S5

	SP-040592
	32.645
	013
	-
	6.0.0
	Rel-6
	Correction of the XML code – Reinsertion of the closing tag
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040595
	32.645
	014
	-
	6.0.0
	Rel-6
	Include ATM in CM UTRAN network resources IRP XML Schema definition
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040587
	32.645
	015
	-
	6.0.0
	Rel-6
	Add support for Remote control of Electrical Tilting (RET) antenna to the Bulk CM XSD file
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040584
	32.652
	018
	-
	5.3.0
	Rel-6
	Add support for the state change notification in GERAN network resources IRP NRM
	approved
	B
	6.0.0
	OAM-NIM
	S5

	SP-040593
	32.653
	007
	-
	5.2.0
	Rel-5
	Add the operationalState to the BtsSiteMgr – Align the CORBA SS with 32.652 CM; GERAN network resources IRP NRM
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-040567
	32.653
	008
	-
	5.2.0
	Rel-5
	Correction in Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-040581
	32.653
	009
	-
	5.2.0
	Rel-6
	Add Inheritance in CORBA IDL
	approved
	B
	6.0.0
	OAM-NIM
	S5

	SP-040593
	32.654
	010
	-
	5.4.0
	Rel-6
	Add the state change notification to the MOC btsSiteMgr – Align the CMIP SS with 32.652 CM; GERAN network resourcesIRP NRM
	approved
	B
	6.0.0
	OAM-NIM
	S5

	SP-040594
	32.655
	010
	-
	5.5.0
	Rel-5
	Correction of the XML code – Reinsertion of “targetNamespace=”
	approved
	F
	5.6.0
	OAM-NIM
	S5

	SP-040567
	32.663
	005
	-
	5.2.0
	Rel-5
	Correction in Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-040568
	32.663
	006
	-
	5.2.0
	Rel-5
	Add missing DN definition
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-040568
	32.663
	007
	-
	6.1.0
	Rel-6
	Add missing DN definition
	approved
	A
	6.2.0
	OAM-NIM
	S5

	SP-040568
	32.663
	008
	-
	5.2.0
	Rel-5
	Add missing IDL for get_kernel_CM_IRP_versions
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-040568
	32.663
	009
	-
	6.1.0
	Rel-6
	Add missing IDL for get_kernel_CM_IRP_versions
	approved
	A
	6.2.0
	OAM-NIM
	S5

	SP-040569
	32.663
	010
	-
	6.1.0
	Rel-6
	Add State Management Support to Kernel CM IRP CORBA SS
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-040570
	32.664
	003
	-
	6.1.0
	Rel-6
	Add State Management support to Kernel CM IRP CMIP SS
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-040588
	32.673
	002
	-
	5.1.0
	Rel-5
	Correction of the alarmStatus mapping – Align with 32.672 CM; State Management IRP Information Service
	approved
	F
	5.2.0
	OAM-NIM
	S5

	SP-040588
	32.673
	003
	-
	6.0.0
	Rel-6
	Correction of the alarmStatus mapping – Align with 32.672 CM; State Management IRP Information Service
	approved
	A
	6.1.0
	OAM-NIM
	S5

	SP-040569
	32.673
	004
	-
	6.0.0
	Rel-6
	Provide constant definitions to support state change events
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040627
	33.102
	187
	-
	5.4.0
	Rel-5
	Correction to mis-implementation of CR175: Rel4- definition
	approved
	F
	5.5.0
	SEC1
	S3

	SP-040627
	33.102
	188
	-
	6.1.0
	Rel-6
	Correction to mis-implementation of CR175: Rel4- definition
	approved
	A
	6.2.0
	SEC1
	S3

	SP-040616
	33.107
	044
	-
	6.2.0
	Rel-6
	Correction on the use of session initiator parameter
	approved
	F
	6.3.0
	SEC1-LI
	S3

	SP-040616
	33.107
	045
	-
	6.2.0
	Rel-6
	ICE (Intercepting Control Elements), INE (Intercepting Network Elements) definition
	approved
	F
	6.3.0
	SEC1-LI
	S3

	SP-040616
	33.107
	046
	-
	6.2.0
	Rel-6
	Clarification to SMS interception
	approved
	F
	6.3.0
	SEC1-LI
	S3

	SP-040616
	33.107
	047
	-
	6.2.0
	Rel-6
	Replace SIP URL with SIP URI
	approved
	F
	6.3.0
	SEC1-LI
	S3

	SP-040616
	33.108
	050
	-
	6.6.0
	Rel-6
	Explanation concerning the Sequence Number
	approved
	F
	6.7.0
	SEC1-LI
	S3

	SP-040616
	33.108
	051
	-
	6.6.0
	Rel-6
	National ASN.1 parameter
	approved
	B
	6.7.0
	SEC1-LI
	S3

	SP-040616
	33.108
	052
	-
	6.6.0
	Rel-6
	Clarifying clause titles
	approved
	D
	6.7.0
	SEC1-LI
	S3

	SP-040616
	33.108
	053
	-
	6.6.0
	Rel-6
	Adding azimuth in location
	approved
	B
	6.7.0
	SEC1-LI
	S3

	SP-040616
	33.108
	054
	-
	6.6.0
	Rel-6
	Correction of the Subaddressing definitions
	approved
	C
	6.7.0
	SEC1-LI
	S3

	SP-040616
	33.108
	055
	-
	6.6.0
	Rel-6
	Correction to hi3DomainId definition
	revised
	F
	
	SEC1-LI
	S3

	SP-040685
	33.108
	055
	1
	6.6.0
	Rel-6
	Correction to hi3DomainId definition
	approved
	F
	6.7.0
	SEC1-LI
	S3

	SP-040616
	33.108
	056
	-
	6.6.0
	Rel-6
	Correction of wrong use of abbreviations
	approved
	D
	6.7.0
	SEC1-LI
	S3

	SP-040616
	33.108
	057
	-
	6.6.0
	Rel-6
	Differences between subaddress sections in 33.108 and ETSI TS 101 671
	approved
	C
	6.7.0
	SEC1-LI
	S3

	SP-040616
	33.108
	058
	-
	6.6.0
	Rel-6
	Replace SIP URL with SIP URI
	approved
	F
	6.7.0
	SEC1-LI
	S3

	SP-040616
	33.108
	059
	-
	6.6.0
	Rel-6
	Corrections to References
	approved
	F
	6.7.0
	SEC1-LI
	S3

	SP-040617
	33.141
	001
	-
	6.0.0
	Rel-6
	ISIM used in GBA
	approved
	C
	6.1.0
	PRESNC
	S3

	SP-040617
	33.141
	002
	-
	6.0.0
	Rel-6
	Further modifications to TLS profile related text in 33.141
	approved
	F
	6.1.0
	PRESNC
	S3

	SP-040617
	33.141
	003
	-
	6.0.0
	Rel-6
	Editorial cleanup of TS 33.141
	approved
	D
	6.1.0
	PRESNC
	S3

	SP-040617
	33.141
	004
	-
	6.0.0
	Rel-6
	Clarification on Ut interface
	approved
	F
	6.1.0
	PRESNC
	S3

	SP-040618
	33.203
	068
	-
	5.8.0
	Rel-5
	Deletion of old authentication vectors in S-CSCF after re-synchronization
	approved
	F
	5.9.0
	IMS-ASEC
	S3

	SP-040618
	33.203
	069
	-
	6.3.0
	Rel-6
	Deletion of old authentication vectors in S-CSCF after re-synchronization
	approved
	A
	6.4.0
	IMS-ASEC
	S3

	SP-040618
	33.203
	070
	-
	6.3.0
	Rel-6
	Forwards compatibility to TLS based access security
	postponed
	F
	
	IMS-ASEC
	S3

	SP-040618
	33.203
	071
	-
	6.3.0
	Rel-6
	SIP Privacy mechanism when IMS interworking with non-IMS (foreign) network
	approved
	F
	6.4.0
	IMS-ASEC
	S3

	SP-040618
	33.203
	072
	-
	6.3.0
	Rel-6
	IMS Service Profile is independent from Implicit Registration Set
	approved
	F
	6.4.0
	IMS-ASEC
	S3

	SP-040619
	33.220
	010
	-
	6.1.0
	Rel-6
	Detailing of key lifetime
	approved
	F
	6.2.0
	SEC1-SC
	S3

	SP-040619
	33.220
	011
	-
	6.1.0
	Rel-6
	Details of USIM/ISIM usage in GAA
	approved
	C
	6.2.0
	SEC1-SC
	S3

	SP-040619
	33.220
	012
	-
	6.1.0
	Rel-6
	Generic Ua interface requirements
	approved
	C
	6.2.0
	SEC1-SC
	S3

	SP-040619
	33.220
	013
	-
	6.1.0
	Rel-6
	B-TID generation
	approved
	C
	6.2.0
	SEC1-SC
	S3

	SP-040619
	33.220
	014
	-
	6.1.0
	Rel-6
	Securing Zn reference point
	approved
	C
	6.2.0
	SEC1-SC
	S3

	SP-040619
	33.220
	015
	-
	6.1.0
	Rel-6
	GBA User Security Settings
	approved
	F
	6.2.0
	SEC1-SC
	S3

	SP-040619
	33.220
	016
	-
	6.1.0
	Rel-6
	Creation of GBA_U AV in the BSF
	approved
	B
	6.2.0
	SEC1-SC
	S3

	SP-040619
	33.220
	017
	-
	6.1.0
	Rel-6
	Clarification of the definition of a default type of NAF-specific key
	approved
	D
	6.2.0
	SEC1-SC
	S3

	SP-040620
	33.221
	001
	-
	6.0.0
	Rel-6
	User security settings
	approved
	D
	6.1.0
	SEC1-SC
	S3

	SP-040620
	33.221
	002
	-
	6.0.0
	Rel-6
	Editorial cleanup
	approved
	D
	6.1.0
	SEC1-SC
	S3

	SP-040620
	33.221
	003
	-
	6.0.0
	Rel-6
	Cleanup of procedure descriptions
	approved
	F
	6.1.0
	SEC1-SC
	S3

	SP-040620
	33.221
	004
	-
	6.0.0
	Rel-6
	Removal of unnecessary editor's notes
	approved
	F
	6.1.0
	SEC1-SC
	S3

	SP-040621
	33.222
	001
	-
	6.0.0
	Rel-6
	GBA User Security Settings
	approved
	D
	6.1.0
	SEC1-SC
	S3

	SP-040621
	33.222
	002
	-
	6.0.0
	Rel-6
	GBA supported indication and NAF hostname transfer in HTTP and in PSK TLS
	approved
	C
	6.1.0
	SEC1-SC
	S3

	SP-040621
	33.222
	003
	-
	6.0.0
	Rel-6
	Editorial clean-up of TS 33.222
	approved
	D
	6.1.0
	SEC1-SC
	S3

	SP-040621
	33.222
	004
	-
	6.0.0
	Rel-6
	Further modifications to TLS profile related text in 33.222
	approved
	F
	6.1.0
	SEC1-SC
	S3

	SP-040622
	33.234
	010
	-
	6.1.0
	Rel-6
	Update referece to RFC3748 "Extensible Authentication Protocol (EAP)"
	approved
	F
	6.2.0
	WLAN
	S3

	SP-040622
	33.234
	011
	-
	6.1.0
	Rel-6
	References update
	approved
	F
	6.2.0
	WLAN
	S3

	SP-040622
	33.234
	012
	-
	6.1.0
	Rel-6
	Sending of temporary identities from WLAN UE
	approved
	F
	6.2.0
	WLAN
	S3

	SP-040622
	33.234
	013
	-
	6.1.0
	Rel-6
	Clarification on fast re-authentication procedure
	approved
	F
	6.2.0
	WLAN
	S3

	SP-040622
	33.234
	014
	-
	6.1.0
	Rel-6
	Correction of authentication procedure for WLAN UE split
	approved
	F
	6.2.0
	WLAN
	S3

	SP-040622
	33.234
	015
	-
	6.1.0
	Rel-6
	Modification of mechanism to restrict simultaneous WLAN sessions
	approved
	C
	6.2.0
	WLAN
	S3

	SP-040622
	33.234
	016
	-
	6.1.0
	Rel-6
	Wa interface security
	approved
	C
	6.2.0
	WLAN
	S3

	SP-040622
	33.234
	017
	-
	6.1.0
	Rel-6
	Introduction of protected result indications
	approved
	F
	6.2.0
	WLAN
	S3

	SP-040622
	33.234
	018
	-
	6.1.0
	Rel-6
	Tunnel authentication procedure in Wm interface
	approved
	F
	6.2.0
	WLAN
	S3

	SP-040623
	33.310
	004
	-
	6.1.0
	Rel-6
	Splitting the Roaming CA into a SEG CA and an Interconnection CA
	approved
	C
	6.2.0
	SEC1-NDS-AF
	S3

	TP-040157
	34.108
	340
	-
	5.1.0
	Rel-5
	Resolution of downlink code conflict between OCNS DPCH and S-CCPCH
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	341
	-
	5.1.0
	Rel-5
	Correct title to test procedure for test cases using Cell_PCH or URA_PCH state
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	342
	-
	5.1.0
	Rel-5
	Correct primary scrambling code usage in default message contents in section 9.2.1
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	343
	-
	5.1.0
	Rel-5
	Correction to generic test procedure in section 7.4.2.6a.
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	344
	-
	5.1.0
	Rel-5
	Addition of default messages for Signalling (FDD)
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	345
	-
	5.1.0
	Rel-5
	Minor change to terminology in SRB tables of clause 6.10
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	346
	-
	5.1.0
	Rel-5
	Default Message Content for System Information Block type 5 (FDD) and type 6 (FDD)
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	347
	-
	5.1.0
	Rel-5
	Corrections to DCCH Transport Channel Parameters for HSDPA RAB
	approved
	D
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	348
	-
	5.1.0
	Rel-5
	Corrections to clause 9
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	349
	-
	5.1.0
	Rel-5
	Corrections to HCR TDD RAB combinations
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	350
	-
	5.1.0
	Rel-5
	Adding missing sub-clause 6.10.2.4.1.62.1
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	351
	-
	5.1.0
	Rel-5
	Modification of AICH power offset in SysInfo 5 and 6.
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	352
	-
	5.1.0
	Rel-5
	Correction to Default Message Content for Radio Bearer Setup Message.
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	353
	-
	5.1.0
	Rel-5
	Correction to Default Message Content for Radio Bearer Reconfiguration Message for Condition A6
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	354
	-
	5.1.0
	Rel-5
	CR to 34.108: introduction of default RB SETUP message from cell_FACH state for HSDPA
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	355
	-
	5.1.0
	Rel-5
	Corrections to Contents of RADIO BEARER SETUP message: BTFD RMC
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	356
	-
	5.1.0
	Rel-5
	HSDPA downlink code allocation
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	357
	-
	5.1.0
	Rel-5
	Correction to test procedure for test cases using CELL_FACH state
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	358
	-
	5.1.0
	Rel-5
	Varying DPCH Power Offset according to data transmission rate
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	359
	-
	5.1.0
	Rel-5
	Corrections to default message for RADIO BEARER SETUP message in section 9.2.1 (HSDPA RF)
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	360
	-
	5.1.0
	Rel-5
	Test SIB schedule for two S-CCPCH or two PRACH in 34.108
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	361
	-
	5.1.0
	Rel-5
	Correction to test procedure for test cases using Cell_PCH or URA_PCH state
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	362
	-
	5.1.0
	Rel-5
	Removal of DCCH dummy transmission for RF testing
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	363
	-
	5.1.0
	Rel-5
	Addition of intra frequency cell to cell environments
	approved
	F
	5.2.0
	TEI5
	T1

	TP-040157
	34.108
	364
	-
	5.1.0
	Rel-5
	Correction to Default Message Content for Radio Bearer Setup Message re: RM Attribute values
	approved
	F
	5.2.0
	TEI5
	T1

	RP-040329
	34.109
	026
	-
	3.9.0
	R99
	Correction to figure 5.3.2.6.2.2
	approved
	F
	3.10.0
	TEI
	R2

	RP-040329
	34.109
	027
	-
	3.9.0
	R99
	UE test loop mode with PDCP configuration
	approved
	F
	3.10.0
	TEI
	R2

	RP-040329
	34.109
	028
	-
	4.5.0
	Rel-4
	UE test loop mode with PDCP configuration
	approved
	A
	4.6.0
	TEI
	R2

	RP-040329
	34.109
	029
	-
	5.3.0
	Rel-5
	UE test loop mode with PDCP configuration
	approved
	A
	5.4.0
	TEI
	R2

	RP-040329
	34.109
	031
	1
	3.9.0
	R99
	Addition of RESET UE POSITIONING STORED INFORMATION message
	approved
	F
	3.10.0
	TEI
	R2

	RP-040329
	34.109
	032
	1
	4.5.0
	Rel-4
	Addition of RESET UE POSITIONING STORED INFORMATION message
	approved
	A
	4.6.0
	TEI
	R2

	RP-040329
	34.109
	033
	1
	5.3.0
	Rel-5
	Addition of RESET UE POSITIONING STORED INFORMATION message
	approved
	A
	5.4.0
	TEI
	R2

	RP-040337
	34.109
	034
	-
	5.3.0
	Rel-5
	Increase of maximum number of loopback entities
	approved
	F
	5.4.0
	HSDPA-L23
	R2

	TP-040158
	34.121
	395
	-
	5.4.0
	Rel-5
	Addition of a new case to Adjacent Channel Selectivity test
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	396
	-
	5.4.0
	Rel-5
	Removal of [] for test case 8.3.5.3 'Cell Reselection to GSM'
	approved
	D
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	397
	-
	5.4.0
	Rel-5
	Addition of the integrity protection in messages
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	398
	-
	5.4.0
	Rel-5
	Correction to Cell Re-selection in CELL_PCH and URA_PCH test cases
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	399
	-
	5.4.0
	Rel-5
	Addition of test tolerances to TC 8.4.3
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	400
	-
	5.4.0
	Rel-5
	Revision of Test Tolerances to Event triggered reporting in AWGN propagation conditions, test 8.6.1.1
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	401
	-
	5.4.0
	Rel-5
	Correction of RRM test case 8.7.3A (GSM carrier RSSI)
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	402
	-
	5.4.0
	Rel-5
	Completion of Annex F.6.3 Statistical Testing of HSDPA Receiver Performance
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	403
	-
	5.4.0
	Rel-5
	Correction to the Measurement Control message in 8.7.6 UE Rx-Tx time difference
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	404
	-
	5.4.0
	Rel-5
	Correction to the pathloss indicator in measurement control messages
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	405
	-
	5.4.0
	Rel-5
	Correction to test uncertainty definition of Inner Loop Power Control in the Uplink test case
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	406
	-
	5.4.0
	Rel-5
	Addition of the integrity protection in 5.7 Power setting in uplink compressed mode
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	407
	-
	5.4.0
	Rel-5
	Corrections to Demodulation of DCH in Inter-Cell Soft Handover
	approved
	B
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	408
	-
	5.4.0
	Rel-5
	Correction to 7.7.3: Combining of reliable TPC commands from radio links of different radio link sets
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	409
	-
	5.4.0
	Rel-5
	Addition of TPC error rate accuracy to TC 7.7.3
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	410
	-
	5.4.0
	Rel-5
	Test system uncertainties update for test case 8.3.5.3
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	411
	-
	5.4.0
	Rel-5
	Corrections to UTRA Carrier RSSI test case
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	412
	-
	5.4.0
	Rel-5
	Resolution of downlink code conflict between OCNS DPCH and S-CCPCH
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	413
	-
	5.4.0
	Rel-5
	Addition of the information element for monitor cells in Annex I
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	414
	-
	5.4.0
	Rel-5
	Correction to 5.5.2: Transmit ON/OFF Time mask test case
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	415
	-
	5.4.0
	Rel-5
	Cell configuration mapping
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	416
	-
	5.4.0
	Rel-5
	Test tolerances in 8.4.1 RRC Re-establishment delay
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	417
	-
	5.4.0
	Rel-5
	Completion of Transmitter Intermodulation test 5.12
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	418
	-
	5.4.0
	Rel-5
	Correction of reference to generic setup procedure in TS 34.108 for Cell_FACH
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	419
	-
	5.4.0
	Rel-5
	Correction to TC 7.8.3, Power control in the downlink, wind up effects
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	420
	-
	5.4.0
	Rel-5
	Revision of Receiver Spurious Emissions Test 6.8
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	421
	-
	5.4.0
	Rel-5
	Correction to BTFD test case 7.10 and DL dummy DCCH
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	422
	-
	5.4.0
	Rel-5
	Correction to measurement control message in 8.6.1.2
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	423
	-
	5.4.0
	Rel-5
	Correction to test case 8.2.3 'UTRAN to GSM Cell Re-Selection'
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	424
	-
	5.4.0
	Rel-5
	Correction of RRM test case 8.7.3A (GSM carrier RSSI) (duplicated entry)
	Withdrawn
	F
	
	TEI5
	T1

	TP-040158
	34.121
	425
	-
	5.4.0
	Rel-5
	Corrections to Annex F.2.4 and F.4.4
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	426
	-
	5.4.0
	Rel-5
	Introduction of Test Tolerances to Event triggered reporting of multiple neighbours in AWGN propagation condition, test 8.6.1.2
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	427
	-
	5.4.0
	Rel-5
	Correction to 8.6.1.1
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	428
	-
	5.4.0
	Rel-5
	Consistent Scrambling Codes
	withdrawn
	F
	
	TEI5
	T1

	TP-040158
	34.121
	429
	-
	5.4.0
	Rel-5
	Proposed addition of HSDPA downlink code allocation to 34.121 Annex
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	430
	-
	5.4.0
	Rel-5
	Maximum Input Level for HSDPA
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	431
	-
	5.4.0
	Rel-5
	Correction to test procedure for test cases using Cell_PCH or URA_PCH state
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040158
	34.121
	432
	-
	5.4.0
	Rel-5
	Clarification of OCNS power control
	approved
	F
	5.5.0
	TEI5
	T1

	TP-040160
	34.123-1
	852
	-
	5.8.0
	Rel-5
	Corrections to 8.4.1.8
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	853
	-
	5.8.0
	Rel-5
	Correction to package 3 RRC test case 8.2.4.1a
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	854
	-
	5.8.0
	Rel-5
	System Information Block type 1 modification for FACH to DCH:T312 set to 2 seconds in connected mode
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	855
	-
	5.8.0
	Rel-5
	Correction to number of reported GSM cells in RRC P3 test case 8.4.1.36
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	856
	-
	5.8.0
	Rel-5
	Correction to prose for Package 3 RRC test case 8.4.1.30
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	857
	-
	5.8.0
	Rel-5
	Revisions to Package 3 measurement test cases 8.4.1.33 and 8.4.1.40
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	858
	-
	5.8.0
	Rel-5
	Correction to Package 2 MM TC 9.4.9 – to remove EFLOCI, EFHPLMNwAcT and EFPLMNwAcT USIM field reference
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	859
	-
	5.8.0
	Rel-5
	Correction to Package 2 GMM TC 12.6.1.2 to remove ICS reference from test step.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	860
	-
	5.8.0
	Rel-5
	Correction to UL and DL TFCS in Package 3 test case 14.2.38e.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	861
	-
	5.8.0
	Rel-5
	Correction to Conformance Requirement for P4 CC NAS TC 10.1.2.7.1 regarding support for “Prolonged Clearing Procedure”.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	862
	-
	5.8.0
	Rel-5
	Correction to Conformance Requirement for Low Priority CC NAS test cases regarding support for “Prolonged Clearing Procedure”.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	863
	-
	5.8.0
	Rel-5
	Clarification of the Generic Test Procedure in Clause 14.1.2 of the Radio Bearer Tests
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	864
	-
	5.8.0
	Rel-5
	Editorial Correction to Package 3 Radio Bearer test case 14.2.49.1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	865
	-
	5.8.0
	Rel-5
	Removal of package 3 idle mode test case 6.1.2.7
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	866
	-
	5.8.0
	Rel-5
	Corrections to 8.2.5.4 and 8.3.3.2
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	867
	-
	5.8.0
	Rel-5
	Corrections to 8.1.9b
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	868
	-
	5.8.0
	Rel-5
	New MAC test case for TFC selection with extended TFCS.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	869
	-
	5.8.0
	Rel-5
	Correction to TC 8.3.7.8, 8.3.7.10 and 8.3.7.11
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	870
	-
	5.8.0
	Rel-5
	Correction of PLMN values for Idle Mode test case.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	871
	-
	5.8.0
	Rel-5
	Corrections to GMM test cases
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	872
	-
	5.8.0
	Rel-5
	Correction to Inter-system hard handover from UTRAN to GSM overview table
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	873
	-
	5.8.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 7.1.1.1 for TDD
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	874
	-
	5.8.0
	Rel-5
	CR to 34.123-1 Rel-5: Adding Specific Contents for TDD in 7.1.1.2
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	875
	-
	5.8.0
	Rel-5
	CR to 34.123-1 Rel-5: Adding Specific Message Contents for 1.28 Mcps TDD in 8.1.2.7
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	876
	-
	5.8.0
	Rel-5
	CR to 34.123-1 Rel-5: Adding Specific Message Contents for 1.28 Mcps TDD in 8.1.5.1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	877
	-
	5.8.0
	Rel-5
	CR to 34.123-1 Rel-5: Adding Specific Message Contents for 1.28 Mcps TDD in 8.2.2.1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	878
	-
	5.8.0
	Rel-5
	CR 34.123-1 Rel-5: Corrections to SMS test cases 16.2.1 and 16.2.2
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	879
	-
	5.8.0
	Rel-5
	Editorial Change in package 1 testcase 7.1.1.8
	approved
	D
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	880
	-
	5.8.0
	Rel-5
	Correction to Package 1 testcase 7.1.2.3.1 for N300 IE sent in SIB1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	881
	-
	5.8.0
	Rel-5
	P-TMSI expected in step 5 in package 4 GMM testcase 12.9.8 is incorrect.
	approved
	D
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	882
	-
	5.8.0
	Rel-5
	Contradiction between test procedure and test requirement in Package 3 SMS testcase 16.1.1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	883
	-
	5.8.0
	Rel-5
	Correction in step 2 in package 2 MM testcase 9.4.2.1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	884
	-
	5.8.0
	Rel-5
	Modification in SIB5 content for package 2 testcase 14.4.2.1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	885
	-
	5.8.0
	Rel-5
	Changes to Initial Conditions of P4 Inter-RAT Cell Change Order from UTRAN test cases and Inter system cell reselection from UTRAN test cases.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	886
	-
	5.8.0
	Rel-5
	Correction to P1 MAC test 7.1.1.2
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	887
	-
	5.8.0
	Rel-5
	New test preamble and postamble for inter-RAT handover/cell change test cases (revision of T1-040779)
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	888
	-
	5.8.0
	Rel-5
	HSDPA Physical Channel Reconfiguration (Hard Handover)
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	889
	-
	5.8.0
	Rel-5
	HSDPA Active Set Update in Soft Handover
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	890
	-
	5.8.0
	Rel-5
	Correction to Package 1 RRC test cases 8.1.7.1 and 8.1.7.2
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	891
	-
	5.8.0
	Rel-5
	Correction to GMM test cases 12.3.1.7 and 12.4.3.3 (Low Priority)
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	892
	-
	5.8.0
	Rel-5
	Handling of PS support in step 3 in Package 2 MM testcase 9.4.8.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	893
	-
	5.8.0
	Rel-5
	Correction to Generic test procedure for testing multi-RB Combinations and Simultaneous Signalling
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	894
	-
	5.8.0
	Rel-5
	Correction to generic test procedure for single HS-DSCH radio bearer configurations
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	895
	-
	5.8.0
	Rel-5
	Correction to Package 1 GMM test case 12.9.1 to make step #9 void.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	896
	-
	5.8.0
	Rel-5
	Addition of Specific Message Content for Radio Bearer Setup message in P3 Radio Bearer test case 14.2.57
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	897
	-
	5.8.0
	Rel-5
	Corrections to CELL_DCH to CELL/URA_PCH state transition inconsistency in RRC test cases (package 1, 2 and low priority)
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	898
	-
	5.8.0
	Rel-5
	Corrections to GCF Package 2 MM test cases 9.2.2, 9.4.2.1, 9.4.2.2.1 and GCF Package 4 test case 9.5.7.1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	899
	-
	5.8.0
	Rel-5
	Corrections to approved RRC Package 1 TC 8.3.4.3
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	900
	-
	5.8.0
	Rel-5
	Corrections to RRC Package 4 TC 8.2.6.38
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	901
	-
	5.8.0
	Rel-5
	Corrections to approved RRC Package 2 TC 8.2.2.23
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	902
	-
	5.8.0
	Rel-5
	Updated preambles used for PDCP testing
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	903
	-
	5.8.0
	Rel-5
	Add HCR TDD content of Inter-frequency measurement for event 2A
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	904
	-
	5.8.0
	Rel-5
	Add TDD content of Inter-frequency measurement for event 2D and 2F
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	905
	-
	5.8.0
	Rel-5
	Add to HCR TDD baseline IEs statement
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	906
	-
	5.8.0
	Rel-5
	Correct “time to trigger” for Measurement Report in Measurement Control Message
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	907
	-
	5.8.0
	Rel-5
	Errors corrected in section 8.4.1.29 of TS34.123-1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	908
	-
	5.8.0
	Rel-5
	Add HCR TDD S-CCPCH & PRACH tests sections
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	909
	-
	5.8.0
	Rel-5
	Correction to prose for Package 3 RRC test case 8.4.1.29
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	910
	-
	5.8.0
	Rel-5
	Adding Specific Message Contents of SIB5 for 1.28 Mcps TDD in 8.1.1.4
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	911
	-
	5.8.0
	Rel-5
	Adding Specific Message Contents for TDD 128 in 8.2.6.1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	912
	-
	5.8.0
	Rel-5
	Delay between CP-ACK and DISCONNECT in package 3 test case 16.1.1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	913
	-
	5.8.0
	Rel-5
	Correction to GCF P1 Test Case 8.1.2.2.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	914
	-
	5.8.0
	Rel-5
	Correction to low priority RRC test case 8.3.4.7
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	915
	-
	5.8.0
	Rel-5
	Correction to low priority RRC test case 8.4.1.15
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	916
	-
	5.8.0
	Rel-5
	Correction of the Measurement Report control timer in the Generic Test Procedure in Clause 14.1.2 and 14.1.2a of the Radio Bearer Tests.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	917
	-
	5.8.0
	Rel-5
	RoHC test case as part of PDCP conformance testing
	approved
	B
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	918
	-
	5.8.0
	Rel-5
	Correction to Package 2 test case 8.3.1.22
	approved
	D
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	919
	-
	5.8.0
	Rel-5
	Correction to Package 2 test case 8.2.4.3 & 8.2.4.4
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	920
	-
	5.8.0
	Rel-5
	Correction to P1 MAC test 7.1.2.4a
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	921
	-
	5.8.0
	Rel-5
	Correction to LP test case 8.2.3.27
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	922
	-
	5.8.0
	Rel-5
	Correction to TC 8.2.6.39, 8.2.6.43, 8.2.6.44 and 8.3.3.3
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	923
	-
	5.8.0
	Rel-5
	Correction to 8.3.9.X test cases
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	924
	-
	5.8.0
	Rel-5
	Correction to Low Priority RRC test 8.1.3.6
	approved
	D
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	925
	-
	5.8.0
	Rel-5
	Correction to Low Priority RRC test 8.3.2.5
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	926
	-
	5.8.0
	Rel-5
	Correction to Low Priority RRC test 8.3.4.4
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	927
	-
	5.8.0
	Rel-5
	Addition of new test cases for Physical Channel Reconfiguration (radio link failure in old configuration)
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	928
	-
	5.8.0
	Rel-5
	Modify test cases 8.3.1.10 and 8.3.2.4 to allow dual mode UE time to camp on cell.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	929
	-
	5.8.0
	Rel-5
	New radio bearer test case for the support of Wideband AMR speech service
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	930
	-
	5.8.0
	Rel-5
	Correction to low priority RRC test case 8.2.6.34
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	931
	-
	5.8.0
	Rel-5
	Correction to low priority RRC test case 8.4.1.9
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	932
	-
	5.8.0
	Rel-5
	Correction to P3 RRC test 8.4.1.39
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	933
	-
	5.8.0
	Rel-5
	Update Package 2 test case 8.4.1.7
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	934
	-
	5.8.0
	Rel-5
	New HSDPA RRC test cases
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	935
	-
	5.8.0
	Rel-5
	HSDPA Inter-RAT Cell Change Order
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	936
	-
	5.8.0
	Rel-5
	HSDPA Inter-RAT Handover Test Cases
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	937
	-
	5.8.0
	Rel-5
	Correction to Package 2 MM TC 9.4.2.2.4.1 - to remove checking of CKSN, LAI and Mobile Identity IEs
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	938
	-
	5.8.0
	Rel-5
	Changes done in step 20 in test procedure 2 for package 3 GMM testcase 12.4.2.5a
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	939
	-
	5.8.0
	Rel-5
	Correction to GMM test case 12.4.1.4c procedure2
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	940
	-
	5.8.0
	Rel-5
	Correction to GMM test case 12.4.2.4 (P3)
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	941
	-
	5.8.0
	Rel-5
	Correction to low priority radio bearer test cases (minimum set of TFCS) for HCR TDD
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	942
	-
	5.8.0
	Rel-5
	CR to 34.123-1 REL-5: New test cases for A-GPS
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	943
	-
	5.8.0
	Rel-5
	Correction to prose for Package 2 IR_U test case 6.2.2.1
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	944
	-
	5.8.0
	Rel-5
	Update to the Expected Sequences in the Generic Radio Bearer Test Procedures of clause 14.1.1 and 14.1.2 to align with the approved TTCN.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	945
	-
	5.8.0
	Rel-5
	Correction to TC 8.3.7.1, 8.3.7.2 and 8.3.7.2a
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	946
	-
	5.8.0
	Rel-5
	Update to the Generic Radio Bearer Test Procedures re: Use of Primary/Secondary Scrambling codes
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	947
	-
	5.8.0
	Rel-5
	Addition of new Inter-RAT test case.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	948
	-
	5.8.0
	Rel-5
	Update to the Generic Radio Bearer Test Procedures re: RM Attribute values
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040160
	34.123-1
	949
	-
	5.8.0
	Rel-5
	Correction to several GMM test cases – Mode C/A change
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	158
	-
	5.8.0
	Rel-5
	Corrections to applicability of GMM test cases
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	159
	-
	5.8.0
	Rel-5
	Correction to applicability of TCs 14.2.63.1 and 14.2.63.2
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	160
	-
	5.8.0
	Rel-5
	Removal of package 3 idle mode test case 6.1.2.7
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	161
	-
	5.8.0
	Rel-5
	New radio bearer test case for the support Wideband AMR speech service
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	162
	-
	5.8.0
	Rel-5
	Applicability Table for new HSDPA test cases
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	163
	-
	5.8.0
	Rel-5
	Introduction of new PDCP / RoHC test case in clause 7.3.5 of the applicability table and definition of related PICS condition
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	164
	-
	5.8.0
	Rel-5
	New test cases for A-GPS
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	165
	-
	5.8.0
	Rel-5
	New HSDPA RRC test cases
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	166
	-
	5.8.0
	Rel-5
	New MAC test case for TFC selection with extended TFCS.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	167
	-
	5.8.0
	Rel-5
	Introduction of PICS condition between emergency call and speech
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	167
	-
	5.8.0
	Rel-5
	Addition of clause 8.2.6.43 and 8.2.6.44 to the applicability table
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040161
	34.123-2
	168
	-
	5.8.0
	Rel-5
	Addition of 1 new Inter-RAT test cases to the applicability table.
	approved
	F
	5.9.0
	TEI5
	T1

	TP-040162
	34.123-3
	359
	-
	3.6.1
	R99
	ASP updating and other corrections
	approved
	F
	3.7.0
	TEI5
	T1

	TP-040149
	34.123-3
	360
	-
	3.6.1
	R99
	Addition of GCF P3 test case 16.1.1 to SMS ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	361
	-
	3.6.1
	R99
	Addition of GCF P3 test case 16.1.9.1 to SMS ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	362
	-
	3.6.1
	R99
	Addition of GCF P3 test case 16.1.9.2 to SMS ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	363
	-
	3.6.1
	R99
	Addition of GCF P3 test case 16.1.10 to SMS ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	364
	-
	3.6.1
	R99
	Addition of GCF P3 test case 16.2.1 to SMS ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	365
	-
	3.6.1
	R99
	Addition of GCF P3 test case 16.2.2 to SMS ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	366
	-
	3.6.1
	R99
	Addition of GCF P3 test case 16.2.10 to SMS ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	367
	-
	3.6.1
	R99
	Addition of P2 NAS test case 9.4.2.4 proc 2 to NAS ATS V3.5.1 (revision of T1-040109)
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	368
	-
	3.6.1
	R99
	Addition of NAS test case 12.4.2.5a.2 to NAS ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	369
	-
	3.6.1
	R99
	Revised CR for addition of GCF P3 test case 8.2.4.1a to RRC ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	370
	-
	3.6.1
	R99
	Revised CR for Addition of P2 test case 6.2.1.1 to IR_U ATS v3.5.1 (Revision of T1s040325)
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	371
	-
	3.6.1
	R99
	Revised CR for Addition of P2 test case 6.2.1.6 to IR_U ATS v3.5.1 (Revision of T1s040327)
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	372
	-
	3.6.1
	R99
	Addition of RRC test case 8.4.1.40 to RRC ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	373
	-
	3.6.1
	R99
	Addition of RRC Package 3 test case 8.4.1.33 to IR_U ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	374
	-
	3.6.1
	R99
	Revised CR for addition of GCF P3 test case 16.1.2 to SMS ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	375
	-
	3.6.1
	R99
	Revised CR for the addition of GCF P3 test case 8.4.1.35 to IR_U ATS V3.5.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	376
	-
	3.6.1
	R99
	CR for the addition of GCF P3 test case 8.4.1.36 to IR_U ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	377
	-
	3.6.1
	R99
	Addition of GCF P3 test case 8.3.2.12 to RRC ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	378
	-
	3.6.1
	R99
	Addition of RAB Package 3 test case 14.2.57 to RAB ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	379
	-
	3.6.1
	R99
	Addition of GCF P3 test case 14.2.58 to RAB ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	380
	-
	3.6.1
	R99
	Addition of GCF P1 test cases 8.1.7.1 to RRC ATS v3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	381
	-
	3.6.1
	R99
	Addition of GCF P1 test case 8.1.7.2 to RRC ATS v3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	382
	-
	3.6.1
	R99
	Addition of RAB Package 2 test case 14.4.2.1 to RAB ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	383
	-
	3.6.1
	R99
	Addition of RAB Package 3 test case 14.2.38a to RAB ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	384
	-
	3.6.1
	R99
	Addition of RAB Package 3 test case 14.2.38e to RAB ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	385
	-
	3.6.1
	R99
	Addition of RAB Package 2 test case 14.4.2.2 to RAB ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	386
	-
	3.6.1
	R99
	Addition of RAB Package 2 test case 14.4.2.3 to RAB ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	387
	-
	3.6.1
	R99
	Addition of RAB test case 14.2.51.1 to RAB ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	388
	-
	3.6.1
	R99
	Addition of RAB test case 14.2.51a.1 to RAB ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	389
	-
	3.6.1
	R99
	Addition of P3 test case 8.4.1.27 to RRC ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	390
	-
	3.6.1
	R99
	Revision CR to introduce GCF P3 Test Case 8.4.1.24 to ATS v3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	391
	-
	3.6.1
	R99
	Revision CR to introduce GCF P3 Test Case 8.4.1.25 to ATS v3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	392
	-
	3.6.1
	R99
	Addition of NAS test case 9.4.7 to NAS ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040149
	34.123-3
	393
	-
	3.6.1
	R99
	Addition of GCF P3 test case 8.4.1.34 to IR_U ATS v3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	394
	-
	3.6.1
	R99
	TTCN correction to P2 test case 8.1.10.1
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	395
	-
	3.6.1
	R99
	Correction to Approved RRC Package 1 TC 8.3.1.1
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	396
	-
	3.6.1
	R99
	Correction to Package 2 NAS MM test case 9.4.2.2.1 to validate of LOCATION UPDATE REQUEST message and disable ATT flag.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	397
	-
	3.6.1
	R99
	Correction to RRC Package 2 TC 8.4.1.18 and TC 8.4.1.19 for inconsistency in System Information Block 12.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	398
	-
	3.6.1
	R99
	Correction to Approved Package 1 RRC TC 8.1.2.2
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	399
	-
	3.6.1
	R99
	Corrections to RRC test case 6.2.1.1
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	400
	-
	3.6.1
	R99
	Corrections to RRC test case 6.2.1.6
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	401
	-
	3.6.1
	R99
	Correction to Approved RRC Package 1 TC 8.3.4.2
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	402
	-
	3.6.1
	R99
	Correction to Approved RRC Package 2 TC 8.2.4.3
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	403
	-
	3.6.1
	R99
	Correction to Approved RRC Package 1 TC 8.3.4.3
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	404
	-
	3.6.1
	R99
	Regression error corrections to wk17, wk20 and wk23.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	405
	-
	3.6.1
	R99
	TTCN Correction to GCF P2 IR_U 8.3.7.1 & 8.3.7.4
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	406
	-
	3.6.1
	R99
	Correction to Package 2 NAS CCMM test cases 9.4.8, for removal of ‘USIM removal possible while UE is powered’ support.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	407
	-
	3.6.1
	R99
	Correction to RRC TC 8.3.2.4 on value of the wait timer started for the UE to enter Idle mode.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	408
	-
	3.6.1
	R99
	Correction to RRC Package 2 TC 8.2.1.9 to handle cell update before configuring radio bearer from DCH to FACH.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	409
	-
	3.6.1
	R99
	Correction to RRC TC 8.2.6.19 and 8.2.6.20 to add delay before switching to CELL_PCH/URA_PCH
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	410
	-
	3.6.1
	R99
	Correction to Package 3 RAB test case 14.2.27, 14.2.29, 14.2.31.1and 14.2.32.1 for the dl_TxPower in DL DPCH Info during Radio Bearer Setup at the SS.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	411
	-
	3.6.1
	R99
	Correction to Package 2 RAB test case 14.4.3
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	412
	-
	3.6.1
	R99
	Correction to test steps “ts_ReceiveFirstSDUs_RB10” and “ts_ReceiveFirstSDUs_RB13” of Package 3 RAB test case 14.2.49.1
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	413
	-
	3.6.1
	R99
	Correction to GMM Package 2 approved TC 12.6.1.2 in handling Attach procedure.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	414
	-
	3.6.1
	R99
	Delay to ensure the proper transmission of Cell Update Confirm in 8.3.4.2.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	415
	-
	3.6.1
	R99
	Guard timer setting if registration is made to a PLMN different from the normal one
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	416
	-
	3.6.1
	R99
	Correction to RRC Package 2 TC 8.3.1.31.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	417
	-
	3.6.1
	R99
	Correction to Package 2 RAB test case 14.4.3 to assign tcv_CN_Domain.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	418
	-
	3.6.1
	R99
	Addition of a delay after reception of an RRC Connection Release Complete Message
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	419
	-
	3.6.1
	R99
	General correction for test cases where UE is switched off Cell(s) relased and reconfigured
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	420
	-
	3.6.1
	R99
	Corrections to RRC Package 3 TC 8.4.1.29 and 8.4.1.30.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	421
	-
	3.6.1
	R99
	Correction to RRC TC 8.2.3.8 in ts_RRC_ReceiveRB_SetupCmpl.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	422
	-
	3.6.1
	R99
	Correction to Approved RRC Package 2 TC 8.3.1.22
	approved
	F
	3.7.0
	TEI
	T1

	TP-040148
	34.123-3
	423
	-
	3.6.1
	R99
	TTCN Correction to test case 8.4.1.1 to RRC ATS V3.6.0
	approved
	F
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	424
	-
	3.6.1
	R99
	Addition of NAS test case 9.4.3.5 to NAS ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	425
	-
	3.6.1
	R99
	Addition of GCF P4 test case 10.1.2.2.1 ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	426
	-
	3.6.1
	R99
	Addition of GCF P4 test case 9.5.5 ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	427
	-
	3.6.1
	R99
	Addition of NAS test case 12.6.1.3.2 to NAS ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	428
	-
	3.6.1
	R99
	Addition of NAS test case 12.9.14 to NAS ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	429
	-
	3.6.1
	R99
	Addition of NAS test case 12.4.1.3 to NAS ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	430
	-
	3.6.1
	R99
	Addition of NAS test case 12.9.3 to NAS ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	431
	-
	3.6.1
	R99
	Addition of NAS test case 12.9.4 to NAS ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	432
	-
	3.6.1
	R99
	Addition of RRC test case 8.2.2.4 to RRC ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	433
	-
	3.6.1
	R99
	Addition of RRC test case 8.2.6.12 to RRC ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	434
	-
	3.6.1
	R99
	Addition of RAB test case 14.2.38c to RAB ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	435
	-
	3.6.1
	R99
	Addition of RAB test case 14.2.38f to RAB ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	436
	-
	3.6.1
	R99
	Addition of RAB test case 14.2.40 to RAB ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	437
	-
	3.6.1
	R99
	Addition of RAB test case 14.2.41 to RAB ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	438
	-
	3.6.1
	R99
	Addition of RRC Package 4 test case 8.1.3.5 to RRC ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	439
	-
	3.6.1
	R99
	Addition of RRC Package 4 test case 8.2.1.4 to RRC ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	440
	-
	3.6.1
	R99
	Addition of RRC Package 4 test case 8.2.1.7 to RRC ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	441
	-
	3.6.1
	R99
	Addition of RRC Package 4 test case 8.1.2.3 to RRC ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	442
	-
	3.6.1
	R99
	Addition of P4 RRC test case 8.3.2.9
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	443
	-
	3.6.1
	R99
	Addition of P4 RRC test case 8.2.6.2
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	444
	-
	3.6.1
	R99
	Addition of P4 RRC test case 8.3.1.17
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	445
	-
	3.6.1
	R99
	Addition of P4 RRC test case 8.1.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	446
	-
	3.6.1
	R99
	Addition of GCF P4 test case 8.3.1.12 to RRC ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	447
	-
	3.6.1
	R99
	Addition of GCF P4 test case 8.2.6.11 to RRC ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	448
	-
	3.6.1
	R99
	Addition of GCF P4 test case 9.5.4 ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	449
	-
	3.6.1
	R99
	Addition of P3 test case 8.4.1.37 to RRC ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	450
	-
	3.6.1
	R99
	Addition of P3 test case 8.4.1.38 to RRC ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	451
	-
	3.6.1
	R99
	Addition of GCF P4 test case 12.2.1.2 ATS V3.6.0
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	452
	-
	3.6.1
	R99
	Addition of RAB Package 3 test case 14.2.38b to RAB ATS V3.6.1
	approved
	B
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	453
	-
	3.6.1
	R99
	Modification to MAC Package 2 test case 7.1.3.1
	approved
	F
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	454
	-
	3.6.1
	R99
	Correction to NAS test cases 9.4.2.3 (P2), 9.4.2.4 Proc 2 (P2), and 12.4.1.1a (P1)
	approved
	F
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	455
	-
	3.6.1
	R99
	Correction to Package 3 SMS test case 16.2.1.
	approved
	F
	3.7.0
	TEI
	T1

	TP-040167
	34.123-3
	456
	-
	3.6.1
	R99
	Correction to GCF P1 test case 8.3.1.1
	approved
	F
	3.7.0
	TEI
	T1

	SP-040604
	41.101
	006
	-
	4.11.0
	Rel-4
	Corrections to list of specifications
	approved
	F
	4.12.0
	TEI4
	SP

	SP-040604
	41.101
	007
	-
	5.7.0
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.8.0
	TEI5
	SP

	SP-040508
	42.068
	002
	-
	5.0.1
	Rel-6
	Addition of optional over-the-air ciphering for VGCS
	approved
	B
	6.0.0
	SECGKYV
	S1

	SP-040512
	42.068
	003
	-
	5.0.1
	Rel-7
	VGCS support of service provider specific end-to-end encryption
	approved
	B
	7.0.0
	EGCS
	S1

	SP-040512
	42.068
	004
	1
	5.0.1
	Rel-7
	Sending of SMS to an ongoing Voice Group Call
	approved
	B
	7.0.0
	EGCS
	S1

	SP-040512
	42.068
	005
	-
	5.0.1
	Rel-7
	Enhanced talker functionality for VGCS for the support of emergency situations
	approved
	B
	7.0.0
	EGCS
	S1

	SP-040508
	42.069
	002
	-
	5.0.1
	Rel-6
	Addition of optional over-the-air ciphering for VBS
	approved
	B
	6.0.0
	SECGKYV
	S1

	SP-040615
	43.020
	001
	-
	5.0.0
	Rel-6
	Introducing VGCS/VBS ciphering
	approved
	B
	6.0.0
	SECGKYV
	S3

	NP-040373
	43.068
	017
	1
	4.3.0
	Rel-4
	Correction on notification for first talker of VGCS call Correction on notification for first talker of VGCS call Correction on notification for first talker of VGCS call
	approved
	A
	4.4.0
	ASCI
	N1

	NP-040373
	43.068
	018
	1
	5.3.0
	Rel-5
	Correction on notification for first talker of VGCS call Correction on notification for first talker of VGCS call Correction on notification for first talker of VGCS call
	approved
	A
	5.4.0
	ASCI
	N1

	NP-040373
	43.068
	019
	1
	6.1.0
	Rel-6
	Correction on notification for first talker of VGCS call Correction on notification for first talker of VGCS call Correction on notification for first talker of VGCS call
	approved
	A
	6.2.0
	ASCI
	N1

	NP-040329
	43.068
	020
	1
	6.1.0
	Rel-6
	Introduction of USIM based ciphering for VGCS
	approved
	B
	6.2.0
	TEI6
	N1

	NP-040373
	43.069
	012
	1
	4.3.0
	Rel-4
	Correction on notification procedures for Originator of VBS call
	approved
	A
	4.4.0
	ASCI
	N1

	NP-040373
	43.069
	013
	1
	5.3.0
	Rel-5
	Correction on notification procedures for Originator of VBS call
	approved
	A
	5.4.0
	ASCI
	N1

	NP-040329
	43.069
	014
	1
	5.3.0
	Rel-6
	Introduction of USIM based ciphering for VBS
	approved
	B
	6.0.0
	TEI6
	N1

	NP-040387
	44.065
	014
	-
	6.2.0
	Rel-6
	Update of SNDCP - MBMS
	approved
	B
	6.3.0
	MBMS
	N1

	NP-040374
	44.065
	015
	2
	4.2.0
	Rel-4
	Negotiation of compression entities with unknown algorithm type
	approved
	F
	4.3.0
	TEI4
	N1

	NP-040374
	44.065
	016
	2
	5.1.0
	Rel-5
	Negotiation of compression entities with unknown algorithm type
	approved
	A
	5.2.0
	TEI4
	N1

	NP-040374
	44.065
	017
	2
	6.2.0
	Rel-6
	Negotiation of compression entities with unknown algorithm type
	approved
	A
	6.3.0
	TEI4
	N1

	TP-040189
	51.014
	005
	-
	4.3.0
	Rel-4
	Correction of possible terminal responses versus proactive commands in relation to the display of icons
	approved
	A
	4.4.0
	TEI
	T3

	TP-040189
	51.014
	006
	-
	4.3.0
	Rel-4
	Essential corrections in content and coding of BC Repeat indicator
	approved
	A
	4.4.0
	TEI
	T3
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