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Change in Clause 7.6

7.6
PMIRPNotification_1 Interface (M)

7.6.1
notifyMeasurementJobStatusChanged (M)

7.6.1.1
Definition

The PMIRP Agent notifies all subscribed IRPManagers about the status changes of a MeasurementJob. The status changes in that case include Suspended=>Scheduled, Active=>Suspended, Scheduled=>Suspended, Suspended=>Active, Scheduled=>Active, Active=>Stopped, Suspended=>Stopped, Scheduled=>Stopped.
7.6.1.2
Input parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M
	PMIRP.objectClass
	This parameter and objectInstance together carry the same semantics of IRPAgent.systemDN. Notification header - see 3GPP TS 32.302 [12].

	objectInstance
	M
	PMIRP.objectInstance
	This parameter and objectClass together carry the same semantics of IRPAgent.systemDN. Notification header - see 3GPP TS 32.302 [12].

	notificationId
	M
	--
	Notification header - see 3GPP TS 32.302 [12].

	eventTime
	M
	--
	Notification header - see 3GPP TS 32.302 [12].

	notificationType
	M
	"notifyMeasurementJobStatusChanged".
	Notification header - see 3GPP TS 32.302 [12].

	systemDN
	C
	IRPAgent.systemDN.
	It carries the DN of the IRPAgent that emits this notification. Notification header - see 3GPP TS 32.302 [12]

	jobId
	M
	MeasurementJob.jobId
	

	jobStatus
	M
	MeasurementJob.jobStatus
	The new status of the MeasurementJob.

	reason
	O
	String
	It carries one or several of the assertion names of the From-state of Triggering Event.


7.6.1.3
Triggering Event

7.6.1.3.1
From-state
failToReadMeasurementTypesForExtendedProlongPeriod OR internalProblem OR stopMeasurementJob OR stopTimeReached OR resumeMeasurementJob OR suspendMeasurementJob OR startTimeReached OR suspendMeasurementJobBySystem
	Assertion Name
	Definition

	failToRead MeasurementType sForExtendedProlongPeriod
	Because the PMIRP Agent have failed to read the monitored measurementType (s) from managed resources for one or more times, the PMIRP Agent decides that it will not try to read in the future and place the MeasurementJob in "Stopped" state. 

	internalProblem
	Because of an unspecified internal problem, PMIRP Agent decides that it no longer can maintain the MeasurementJob in any jobStatus but "Stopped".

	stopMeasurementJob
	The stopMeasurementJob returns success.

	stopTimeReached
	The stop time for MeasurementJob has been reached.

	resumeMeasurementJob
	The resumeMeasurementJob returns success. 

	suspendMeasurementJob
	The suspendMeasurementJob returns success.

	startTimeReached
	The start time for MeasurementJob has been reached.

	suspendMeasurementJobBySystem
	The MeasurementJob has been suspended by the system in case of overload


7.6.1.3.2
To-state
measurementJobStatusChanged

	Assertion Name
	Definition

	measurementJobStatusChanged
	The MeasurementJob.jobStatus changed to a new value.


7.6.2
notifyThresholdMonitorStatusChanged (O)

7.6.2.1
Definition

The PMIRP Agent notifies all subscribed IRPManagers about the status changes of a ThresholdMonitor. The status changes in that case include Suspended=>Active, Active=>Suspended.
NOTE:
The notifyThresholdMonitorStatusChanged notification is mandatory if PMIRPOperations_2 is supported.

7.6.2.2
Input Parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M
	PMIRP.objectClass
	This parameter and objectInstance together carry the same semantics of IRPAgent.systemDN. Notification header - see 3GPP TS 32.302 [12]

	objectInstance
	M
	PMIRP.objectInstance
	This parameter and objectClass together carry the same semantics of IRPAgent.systemDN. Notification header - see 3GPP TS 32.302 [12]

	notificationId
	M
	--
	Notification header - see 3GPP TS 32.302 [12]

	eventTime
	M
	--
	Notification header - see 3GPP TS 32.302 [12]

	notificationType
	M
	"notifyThresholdMonitorStatusChanged".
	Notification header - see 3GPP TS 32.302 [12]

	systemDN
	C
	IRPAgent.systemDN.
	It carries the DN of the IRPAgent that emits this notification. Notification header - see 3GPP TS 32.302 [12]

	monitorId
	M
	ThresholdMonitor.monitorId
	

	monitorStatus
	M
	ThresholdMonitor.thresholdMonitorStatus
	The new status of the ThresholdMonitor.

	reason
	O
	String
	It carries one or several of the assertion names of the From-state of Triggering Event.


7.6.2.3
Triggering Event

7.6.2.3.1
From-state
resumeThresholdMonitor OR suspendThresholdMonitor
	Assertion Name
	Definition

	resumeThresholdMonitor
	The resumeThresholdMonitor returns success. 

	suspendThresholdMonitor
	The suspendThresholdMonitor returns success.


7.6.2.3.2
To-state
thresholdMonitorStatusChanged

	Assertion Name
	Definition

	thresholdMonitorStatusChanged
	The ThresholdMonitor.thresholdMonitorStatus changed to a new value.


End of Change in Clause 7.6
End of document
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