Page 1



3GPP TSG-SA5 (Telecom Management)
S5-046978
Meeting #39bis, Sophia Antipolis, FRANCE, 27 Sep - 1 Oct 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	32.111-2
	CR
	035
	(

rev
	-
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X

	

	Title:
(

	Remove redundant ackTime parameter in notifyAckStateChanged

	
	

	Source:
(

	SA5 (olaf.pollakowski@siemens.com)

	
	

	Work item code:
(

	OAM-NIM
	
	Date: (

	01/10/2004

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The ackTime is carried twice in notifyAckStateChanged, once in the eventTime and once in a dedicated parameter. 

This is leading to unnecessary load on the Itf-N.

	
	

	Summary of change:
(

	The dedicated ackTime parameter is removed so that the ackTime is carried only once in eventTime.

	
	

	Consequences if 
(

not approved:
	

	
	

	Clauses affected:
(

	6.8.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	X
	
	 O&M Specifications
	Rel-6 32.111-3, 32.111-4

	
	

	Other comments:
(

	Rel-6 Child CR 32.111-3 in S5-046979.
Rel-6 Child CR 32.111-4 in S5-046980.


Change in Clause 6.8.2

6.8.2
notifyAckStateChanged (M)

6.8.2.1
Definition

The subscribed IRPManager instances are notified regarding changes in alarm Acknowledgement State. The AlarmInformation carried in the notification shall satisfy the current filter constraint of the subscription. 

The notification shall contain all parameters that are filterable and are present in the original (related) notifyNewAlarm notification.

The IRPManager and the IRPAgent can acknowledge and unacknowledge alarms as defined by 3GPP TS 32.111-1 [9].

6.8.2.2
Input Parameters
	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,F
	MonitoredEntity.objectClass where the MonitoredEntity is identified by the relation-AlarmedObject-AlarmInformation of the AlarmInformation. 
	

	objectInstance
	M,F
	MonitoredEntity.objectInstance where the MonitoredEntity is identified by the relation-AlarmedObject-AlarmInformation of the AlarmInformation. 
	

	notificationId
	M
	This carries the semantics of notification identifier.
	

	eventTime
	M,F
	AlarmInformation.ackTime
	

	systemDN
	C,F
	IRPAgent.systemDN
	

	notificationType
	M,F
	"notifyAckStateChanged"
	

	probableCause
	M,F
	AlarmInformation.probableCause
	

	perceived Severity
	M,F
	AlarmInformation.perceivedSeverity
	

	alarmType
	M,F
	AlarmInformation.eventType
	

	alarmId
	M
	AlarmInformation.alarmId
	

	
	
	
	

	ackState
	M
	AlarmInformation.ackState
	

	ackUserId
	M
	AlarmInformation.ackUserId
	If this AlarmInformation has been acknowledged by a human operator, than this parameter contains the operator identifier. If it has been acknowledged by a System (EM or NM), than this parameter contains the identifier of the System.

	ackSystemId
	O
	AlarmInformation.ackSystemId
	This parameter always contains the identifier of the System (EM or NM) where the acknowledgement request was originated.


End of Change in Clause 6.8.2
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