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1
Scope

The purpose of this Core Network Resources IRP: CORBA Solution Set is to define the mapping of the IRP information model (see TS 32.632 [3]) to the protocol specific details necessary for implementation of this IRP in a CORBA/IDL environment. 

This Solution Set specification is related to 3GPP TS 32.632 V6.1.X.

Change in Clause 5.2.8
5.2.8
MOC SgsnFunction

Table 8: Mapping from NRM MOC SgsnFunction attributes to SS equivalent MOC SgsnFunction attributes

	NRM Attributes of MOC SgsnFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	sgsnFunctionId
	sgsnFunctionId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Write, M

	mccList
	mccList
	long
	Read-Write, M

	mncList
	mncList
	long
	Read-Write, M

	lacList
	lacList
	long
	Read-Write, M

	racList
	racList
	long
	Read-Write, M

	sacList
	sacList
	long
	Read-Write, M

	sgsnId
	sgsnId
	long
	Read-Write, M

	Associated With/

sgsnFunction-GSMCell
	sgsnFunction-GSMCell
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, M

	Associated With/

sgsnFunction-ExternalGSMCell
	sgsnFunction-ExternalGSMCell
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, M

	proceduralStatus
	There is no corresponding SS attribute.
	
	


End of Change in Clause 5.2.8

Change in Clause 5.2.9

5.2.9
MOC GgsnFunction

Table 9: Mapping from NRM MOC GgsnFunction attributes to SS equivalent MOC GgsnFunction attributes

	NRM Attributes of MOC GgsnFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	ggsnFunctionId
	ggsnFunctionId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read- Write, M

	proceduralStatus
	There is no corresponding SS attribute.
	
	


End of Change in Clause 5.2.9
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