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2
References

The following documents contain provisions, which, through reference in this text, constitute provisions of the present document.

References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service; Stage 1".

[3]
3GPP TS 23.246: "Multimedia Broadcast/Multicast Service (MBMS); Architecture and Functional Description".

[4]
3GPP TS 33.102: "3G Security; Security Architecture".

[5]
3GPP TS 22.246: "MBMS User Services".

[6]
3GPP TS 33.220: "Generic Authentication Architecture (GAA); Generic Bootstrapping Architecture".

[7]
3GPP TS 31.102: "Characteristics of the USIM application".

[8]
IETF RFC 2617 "HTTP Digest Authentication".

[9]
IETF RFC 3830 "MIKEY: Multimedia Internet KEYing"

[10]
IETF RFC 1982 "Serial Number Arithmetic".

[11]
IETF RFC 3711 "Secure Real-time Transport Protocol".

[12]
3GPP TS 43.020: "Security related network functions".
[13]
3GPP TS 26.346: "Multimedia Broadcast/Multicast Service; Protocols and Codecs".
__SECOND_CHANGE__

6.3.3.2
MTK update procedure

The MTK is delivered to the UE as in 6.3.2.3.1 but the MIKEY ACK is not used.

6.3.3.2.1 MTK delivery in download
In the download case the MIKEY message carrying the MTK shall be delivered over the same FLUTE stream as the object to be downloaded to the UE [13]. This means that the message is specified as a separate object in the FLUTE File Delivery Table (FDT), having its own identifier. The mime-type of the object carrying the MIKEY message shall be the IANA-registered type for MIKEY.
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