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Change in Clause 5.3

5.3
Notification parameter mapping

Reference 3G TS 32.111-2 [6] defines semantics of parameters carried in notifications. The following tables indicate the mapping of these parameters to their OMG CORBA Structured Event (defined in OMG Notification Service [1]) equivalents. The composition of OMG Structured Event, as defined in the OMG Notification Service [1], is:

Header

      Fixed Header

           domain_name

           type_name

           event_name

      Variable Header

Body

      filterable_body_fields

      remaining_body

The following tables list all OMG Structured Event attributes in the second column. The first column identifies the Alarm IRP: IS [6] defined notification parameters. 

[…]
Table 13: Mapping for notifyAckStateChanged

	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding IS attribute.
	domain_name
	
	See that of notifyNewAlarm.

	notificationType
	type_name
	M
	This is the NOTIFY_FM_ACK_STATE_CHANGED of interface NotificationType of module AlarmIRPConstDefs.

	alarmType
	event_name
	M
	See that of notifyNewAlarm.

	There is no corresponding IS attribute.
	variable Header
	
	

	objectClass, objectInstance
	One NV pair of filterable_ body_fields
	M
	See that of notifyNewAlarm.

	notificationId
	One NV pair of remaining_body
	M
	See that of notifyNewAlarm.

	eventTime
	One NV pair of filterable_ body_fields
	M
	See that of notifyNewAlarm.

	systemDN
	One NV pair of filterable_ body_fields 
	M
	See that of notifyNewAlarm.

	probableCause
	One NV pair of filterable_ body_fields
	M
	See that of notifyNewAlarm.

	perceived Severity
	One NV pair of filterable_ body_fields
	M
	See that of notifyNewAlarm.

	alarmId
	One NV pair of remaining_body
	M
	See that of notifyNewAlarm.

	
	
	
	


	ackUserId
	One NV pair of remaining_body
	M
	Name of NV pair is the ACK_USER_ID of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a string.

	ackSystemId
	One NV pair of remaining_body
	O
	Name of NV pair is the ACK_SYSTEM_ID of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a string.  

	ackState
	One NV pair of remaining_body
	M
	Name of NV pair is the ACK_STATE of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a short defined by interface AckState of module AlarmIRPConstDefs. 


End of Change in Clause 5.3
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