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Change in Clause 5.3.2.1

5.3.2.1.1
Triggers for starting and stopping a PDP context Credit Control session



CCR initial is sent to OCS when PDP context is activated

CCR terminate is sent to OCS when:

· PDP context is deactivated

· Session termination is indicated by the OCS (e.g. Credit Limit Reached)
5.3.2.1.2
Triggers for providing interim information for a PDP context Credit Control session


· 
· 
CCR update is sent to OCS when:

· Granted quota runs out
· Validity time for granted quota expires

· Update is requested by the OCS

· Change of charging conditions occur and according re-authorisation trigger re-authorisation is needed.
· Management intervention
End of Change in Clause 5.3.2.1

Change in Clause 5.3.2.2
 5.3.2.2.1
Triggers for starting and stopping an FBC Credit Control session



CCR init is sent to OCS when PDP context is activated

CCR terminate is sent to OCS when:

· PDP context is deactivated

· Session termination is indicated by the OCS (e.g. Credit Limit Reached)
5.3.2.2.2
Triggers for providing interim information for an FBC Credit Control session


· 
· 
· 

CCR update is sent to OCS when:

· User starts to use certain service
· Active service is removed from the allowed services (e.g. charging rule is removed)
· Granted quota runs out

· Validity time for granted quota expires

· Update is requested by the OCS

· Change of charging conditions occur and according re-authorisation trigger re-authorisation is needed.

· Management intervention
· Provision of a charging rule.
End of Change in Clause 5.3.2.2
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