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Change in Clause 6.1.5.2

6.1.5.2
MM7 Deliver Request CDR (MM7DRq-CDR)

If enabled, a MM7 Deliver Request Charging Data Record (MM7DRq-CDR) shall be produced in the MMS Relay/Server if and when the MMS Relay/Server sends an MM7_deliver.REQ to the recipient MMS VASP.

Table 6.26: MM7 Deliver Request record (MM7DRq -CDR)

	Field
	Category
	Description

	Record Type
	M
	MM7 Deliver Request record.

	Recipient MMS Relay/Server Address
	M
	IP address or domain name of the recipient MMS Relay/Server.

	Linked ID
	C
	This field is present in the CDR only if the MM defines a correspondence to a previous message that was delivered by the MMS Relay/Server. The MM identification provided by the originator MMS Relay/Server.

	Reply Charging ID
	C
	This field is present in the CDR only if the MM is a reply-MM to an original MM. The Reply-Charging ID is the Message ID of the original MM. 

	Originator address
	M
	The address of the MMS User Agent as used in the MM7_deliver_REQ. 

	Recipient address
	M
	The address of the MM recipient of the MM.

	MM component list
	Om
	The list of media components with volume size.

	Message size
	Om
	The total size of the MM content.

	Content type
	M
	The content type of the MM content.

	MMS User Agent Capabilities
	Oc
	Information about the capabilities of the MMS User Agent that originated the MM. Present only if provided in the MM7_deliver.REQ.

	Priority
	Oc
	The priority (importance) of the message if specified by the VASP

	Applic-ID
	Oc
	If present, this field holds the identification of the destination application that the underlying MMS abstract message was addressed to.

	Reply-Applic-ID
	Oc
	If present, this parameter indicates a “reply path”, i.e. the identifier of the application to which delivery reports, read-reply reports and reply-MMs are addressed.

	Aux-Applic-Info
	Oc
	If present, this parameter indicates additional application/implementation specific control information.

	Record Time Stamp
	Om
	Time of generation of the CDR

	Local Record Sequence Number
	Om
	Consecutive record number created by this node. The number is allocated sequentially including all CDR types.

	Record extensions
	Oc
	A set of network/manufacturer specific extensions to the record. Conditioned upon the existence of an extension.


End of Change in Clause 6.1.5.2

Change in Clause 6.1.5.6

6.1.5.6
MM7 Delivery Report Request CDR (MM7DRRq-CDR)

If enabled, a MM7 Delivery Report Request Charging Data Record (MM7DRRq-CDR) shall be produced in the MMS Relay/Server if and when the MMS Relay/Server sends an MM7_delivery_report.REQ to the MMS VASP.

Table 6.30: MM7 Delivery Report Request record (MM7DRRq-CDR)

	Field
	Category
	Description

	Record Type
	M
	MM7 Delivery Report Requestrecord.

	Recipient MMS Relay/Server Address
	Om
	IP address or domain name of the recipient MMS Relay/Server.

	Message ID
	M
	The MM identification provided by the originator MMS Relay/Server.

	Originator address
	Om
	The address of the VAS that submitted the original MM.

	Recipient address
	M
	The address of the MM recipient of the MM.

	MM Date and time
	M
	Date and time the MM was handled (retrieved, expired, rejected, etc.) as specified in the MM7_delivery_report.REQ.

	MM Status Code 
	M
	The status code of the delivered MM as received in the MM7_delivery_report.RES.

	MM Status Text
	Oc
	This field includes the status text as received in the MM7_delivery_report.RES corresponding to the MM Status Code. Present only if provided in the MM7_delivery_report.RES.

	MMS User Agent Capabilities
	Oc
	Information about the capabilities of the MMS User Agent that originated the MM. Present only if provided in the MM7_delivery_report.REQ.

	Applic-ID
	Oc
	If present, this field holds the identification of the destination application that the underlying MMS abstract message was addressed to.

	Reply-Applic-ID
	Oc
	If present, this parameter indicates a “reply path”, i.e. the identifier of the application to which delivery reports, read-reply reports and reply-MMs are addressed.

	Aux-Applic-Info
	Oc
	If present, this parameter indicates additional application/implementation specific control information.

	Record Time Stamp
	Om
	Time of generation of the CDR

	Local Record Sequence Number
	Om
	Consecutive record number created by this node. The number is allocated sequentially including all CDR types.

	Record extensions
	Oc
	A set of network/manufacturer specific extensions to the record. Conditioned upon the existence of an extension.


End of Change in Clause 6.1.5.6
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